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ABSTRACT

Predicting sediment load for ungauged catchments remains the most uncertain and complex
problem in hydrology. A clear understanding of sediment yield, transport, and deposition processes
in river basins is critical to developing efficient measures forgaiitng reservoir sedimentation

and predicting reservoir lifespans. Sedimentation, a major issue, significantly affects the
sustainability and operational efficiency of reservoirs and deteriorates dam operation. Reservoir
sedimentation is heavily influencday the supply of sediments from catchments in the upper
reaches, influencing riverbank deposition of sediments as well.

Although reliable sediment data is vital for the planning of effective dams and water resource
systems, most parts of the world, especially in developing countries like Ethiopia, lack
hydrological monitoring and sediment data. This is especially truesihighlands of the Awash

and Abbay (Blue Nile) river basins, where sediment measurements are limited. Meanwhile, these
basins are home to important watelated projects such as the Grand Ethiopian Renaissance Dam
(GERD) and several proposed irrigatiordamydropower initiatives. Given this gap, there is a
pressing need to develop viable alternative models for estimating suspended sediment output.
The main objective of this study was to estimate suspended sediment yield in the ungauged Abbay
and Awash catchments. To achieve this, the research specifically aimed to (1) assess the effects of
land use and land cover changes (LULC) on sediment yieldndigs in the Upper Awash River

Basin using the QGHased Soil and Water Assessment Tool PLUS model (QSWATPLUS), (2)
analyze the spatial and temporal variability of suspended sediment yield in the Upper Blue Nile
Basin using QSWATPLUS, (3) develop an aiteive empirical model for estimating suspended
sediment yield using conceptual model, and (4) compare different modeling approaches used for
suspended sediment yield prediction.

In this study, the Quantum Geography Information System Interference Soil and Water
Assessment Tool Plus (QSWAHALUS) model was used to assess the impacts of land use and land
cover (LULC) on sediment load in the Upper Awash River Basin (UARB), whiclpisresncing
sedimentation issues in the Koka reservoir. The Modified Universal Soil Loss Equation within the
SWAT Plus model was employed to simulate streamflow and sediment yield, thereby identifying
spatiotemporal hotspots of sediment variability acr@ssus reservoir catchments. The QSWAT

Plus model incorporated digital elevation models, climate data, land use, soil types, and slope
characteristics of the Upper Blue Nile Basin (UBNB). The calibration and validation of monthly
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streamflow and sediment yield were conducted using the Sobol tool algorithm from the SWAT
Toolbox. Furthermore, the QSWAT+ model divided the Kessie watershed into &asuis in

order to analyze each catchment's characteristics. The performance testengli@rnative model

utilized a data set spanning 11 years from six watersheds, the assessment of which was conducted
through the utilization of model statistics. Principal component analysis (PCA) was used to
identify significant variables affecting dienent yield. In addition, data reduction techniques,
including the Gamma test (GT), classification and regression trees (CART), and stepwise
regression (SR), were used to select the most influential factors on suspended sediment output.
Finally, multiple linear regression (MLR) and artificial neural networks (ANN) were used to

develop a regional model for estimating suspended sediment yield (SSY) in ungauged catchments.

Results indicated that the mean annual sediment yield entering the Koka reservoir under the 2005,
2010, and 2015 LULC scenarios was about 26.03, 26.34, and 28.33 t/halyr, respectively. In
general, streamflow, surface runoff, and sediment output incregse8%, 12.68%, and 8.84%,
respectively, due to the rapid change of LULC from 2000 to 2015. Temporally, the sediment yield
at the upstream side of the Koka Dam watershed was 60.8% during the wet season. The upward
trend indicates that changes in LULC bringgreased sediment loads, which may endanger
reservoir sustainability and watershed health. Simulation outputs revealed that filter strips, contour
farming, and terracing best management practices (BMPs) decreased sediment yield by 60%, 65%,
and 80%, resgctively. Terraces were most effective in controlling erosion in the priority Sub
basin upstream of the Koka Dam.

Spatial variability in sediment yield within the Kessie Sasin was observed to range extensively

from O to 67.6 t/halyr. A further analysis revealed that 42.04% of the watershed falls within the
critical erosion zone and 39.48% falls within the suitical zone. This spatial variability is
attributed to a combination of environmental factors and human activities. It is imperative to note
that this critical amount of sediment yield has the potential to impact the service life of the
reservoir. It is esthated that approximately 90% of the annual sediment load was transported
during the wet season. These BMPs can be effectively used to minimize sediment transport, which
controls reservoir sedimentation in the Upper Blue Nile Basin.

Out of 24 variables screened, seven were found to be the most dominant significant factors:

drainage area, stream slope, main channel length, rainfall, agricultural land cover, forest cover,
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and streamflow. Collectively, climatic, geomorphological, and hydrological variables were found
to be major drivers of suspended sediment yield (SSY). Following calibration and validation of
streamflow and suspended sediment yield data at the Kessieggatige using the QSWATPLUS
model, a new empirical model was developed to estimate suspended sediment yield in the
ungauged catchment. The new empirical model developed was verified based on three statistical
performance metrics, proving to be highly aatarand versatile in varying environmental
conditions, even in areas where data are limited. This improves its credibility in sediment
management and watershed conservation planning.

In all the tested models, the Genetic Algorithased Artificial Neural Network (GRANN)
achieved superior performance compared to the ANN and Multiple Linear Regression (MLR)
models. GFANN model under calibration (R2 = 99.9%, RMSE = 12,631.6 t/yr, ancEMA
10,354.9 t/yr) and under validation (R? = 82%, RMSE = 139,944 t/yr, and MAE = 136,036 t/yr)
demonstrated that this model is effective in estimating sediment yield.

Overall, determining influential SSY drivers and usingdkiven modeling can empower water
resource managers to effectively estimate SSY amounts in ungauged basins, promoting improved

sediment management and conservation plans

Keywords: Sediment Yield, Ungauged Catchment, Empirical Model, Suspended sediment yield,

Physical Model, Artificial Niral Network, Data Reduction Technique
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1. INTRODUCTION
1.1Background of the study

Ethiopia has twelve major river basins with an amount of 124.4 billibofrriver water and 30

billion m® of groundwater potential sourc@delesse et al., 201.3Among them, thébbay River

is the longest river and the most utilized river in Ethipwiaich is used for irrigation, water supply,
hydropower, and other purposes. Numerous aagde projects are being planned, designed, and
built in the Atbay River basinThe Grand Ethiopian RemssanceDam (GERD)is one of the

largest projects that built in th&bbay River basin for hydropower generation to solve power
outages for above 65 million Ethiopian people. Proper andeffesitive design is required to
guaantee that those projects are functional for a long period. Predicting streamflow and sediment
yield variables is crucial for the economic design of reservoirs.

Sediment yield is defined as the end product of soil erpsibith is the discharge of sediment

load from the catchment or the concentration of sediment delivered to the point of interest in the
river network over a stated period of tiiidelesse et al., 20} and the net result dfiesoil erosion

and sediment deposition proce@saregeweyn et al., 201.3)n a watershed, sediment yield
includes erosion frortheland surface, slopegullies, streamsand mass wasting minus sediment

that is deposited after it is eroded but before it reaches the point of interest. Sediment erosion,
transport, and deposition i Hisf@ouemeday toppgraphty,e ms a
hydrometeorology, catchment characteristics, channel hydraulic characteristics, sediment
characteristicsand geology and land use /covgrnold et al., 2018)In the planning and
designing of waterelated development projecthe estimation of watershed sediment yield is
critical.

Sedi ment sources have conventionally been ass
sites, and so on, a range of spatially distributed sources around the river basin whose capacity to
supply sediment varies with both climate inputs hod/ these areas are managed. hesessary

to identify sediment sources to implement appropriate strategies to control sediment mobilization
and subsequent siltation of river channels and resen@iester et al., 2003)Mainly,
sedimentation originates from the catchment area and the river sys&mygradually settles in

thereservoir.



Sediment has a major effect on the operation of dams and reservoir capacity. It is a major problem
that affects several water resources engineering projects, such as reducing the reservoir capacity,
obstructing the inlet of the dam intakes, and decreasirgdischarge capacity of channels
(Buyukyildiz and Kumcu, 2017)Calsamiglia et al., 2018Besides its impact on the design and
management of hydrsystems, sedimentation has undesirable effects on water quality in rivers by
decreasing the concentration of dissolved oxy@&paie et al., 2015)(Shiau and Chen, 2015)
Sedimentation of reservoirs has direct and indirect effects on irrigation practices. The susceptibility
of a reservoir to sedimentation depends on the sediment delivery of the source watercourse, the
retention characteristics of theatershedand the manner in which the flow is delivered from the
natural source to theservoir

Reservoir sedimentation is a gradual accumulation of the incoming sediment load from a river. It
is a universal and natural phenomenon. The eroded soil from the upper catchment area is carried
into watercourses by flood and storm wateessulting in tremendous sediment movement.
Uncontrolled deforestation, forest fires, overgrazing, improper metbbtillage, and unwise
agricultural and land use practices accelerateesodion resulting in a large increagesediment

inflow into streams.

All reservoirs which are manmade and natural Igkare subjectedo sediment inflow and
deposition(Duru, 2015) Sediment accumulation in a reservoir is a serious problem that threatens
thesustainability of the reservoir and has severe consegsienceservoir productivity during its
operation time. It is also a serious -gffe consequence of soil erosion that threatens the
sustainability of dams built for various purposes throughout Eth{dpilaregeweyn et al., 2008)

as well as in other parts of the world. Though the ultimate destiny of all reservoirs is to become
filled with sediment, the length of time that this takes depends on the sedimentation rate and how
well the problem is addressed both during the plannirggesdad while reservoir sedimentation is
occurring.To predict the reservoir sediment deposition pattern, evaluate its consequences on the
reservoir yield and identifyan appropriate reservoir sediment management strategy, accurate
guantification of longterm average sediment yield is needed.

Sedimentation is a problem for many dams around the worlgandsidered an invisible enemy.

For each year0.5 to 1% reservoir capacity is lost due to sediment depositiaghe world
(Bachiller et al., 2019)The gradual loss of reservoir capacity reduces the effective life of tams.

also has tremendous economic and environmental impacts



The existing and the newly constructed reservoirs of Ethiopia are ansienilar threat of
sedimentation problem@iaregeweyn et al., 2012a)Previous studies on sediment yield and
impacts, conducted mainly thenorthern parts of Ethiopjdave shown that the spatial variability

of sediment yield in that region is generally high. The frequent power cuts and rafiased
electric power distribution recently experienced in the country are partially attributed to storage
losses due to sedimentatifdaregeweyn et al., 2008)A number of efforts have been made to
estimate sediment yield throughout the world, though few in Ethidpianias et al., 2014)
reported that the lifespan of dams in Ethiopia, specifically in two schemes, is almost five times
shorter than originally anticipatedTamene and Vlek, 2008tudied reservoir siltation and
siltation rate on 11 small reservoirs in the Tigray region, which is in the north of Ethiblgia
found thattheannual average rate of capacity loss varies from 0.1 to 7.4% due to the wide contrast
in environmental variables of catchments. In addition tq thsresuls showed that most of the

reservoirs would be filled with sediment within less than 50% of their projected service time.

Longterm sediment yield datrerequired forthedesign of reservoir life and its storage capacity.

It is important to know the problem of the design of reservoirs and dams, transport of sediment
and pollutantsinrivers,lakeend estuaries, design of stable
and wildlife habitats, determination of the effects of watershed management, and environmental
impact assessme(Tigizoglu, 2004) However, observed sediment yield data for all major river
basins are limited in Ethiopia. This lack of suspended yield data has an onpgacantifyingthe

actual suspended sediment load to the dam reservoirs while planning new reservoirs, which lead
to therisky or noneconomical design of reservoitdaregeweyn et al., 2013)

There are different methodsatare used to predict erosion and sediment yield of the catchment.
No single catchment sediment yield prediction method can be assumed to be applicable to all
possible conditions. All methods have limitats@nd advantageand the choice of the method to
apply should consider a number of influencing fact@ssson, 2009)These influencing factors

are catchment characteristics, site conditions, hydrologic, geomorphotgictopographic
factors, dam engineering requirements, availability of time, economics, data requiteaments

data availability.



Sediment yield can be predicted using a range of approaches, from simple empirical models to
detailed procesbased simulations, as well as various watershed models that estimate runoff and
other hydrological processes. Traditional regresbiased methodeelate sediment delivery to
catchment characteristics such as drainage area, topography, climate, and vegetation in a
straightforward manner. However, these methods have significant drawbacks: they cannot
effectively identify the dominant controls on spavariations in suspended sediment yield, have
limited applicability beyond the regions where they were developed, and do not produce spatially
detailed outputs needed for targeted erosion control. To address these limitations, current research
integrats advanced physidzased models with machine learning techniques to achieve higher
accuracy, broader applicability, and spatially distributed ressigential elements for effective

sediment management and prioritizing conservation efforts across diffeatarsheds

The Upper Awash and Blue Nile regions face significant challenges related to sediment
management, primarily due to increased sedimentation driven by deforestation, agricultural
practices, and urbanizatiomhese factors contribute to decreased reservoir capacity and
deteriorating water quality, worsening water resource management problems.

Themainobjective of this study is to estimate suspended sediment yield in ungauged catchments
of the Abay andAwash Riverbasins In order to achieve this objective, the research focuses on
several key methods: The impact of land use and land cover changes (LULC) on sediment
dynamics in the Upper Awash River Basin was assessed using theb@Q&d& Soil and Water
Assessment Tool PLE/(SWATPLUS) model. The spatial and temporal variability of suspended
sediment yield in the Upper Blue Nile Basin was analyasidg SWATPLUS. An alternative
empirical model for estimating suspended sediment yield was developed, and various modelling

approaches for sediment yield prediction were compared.

1.2 Statement of the problem
Sediment yields also an immense problem that has threatened water resource development in the
river basin. An insight into soil erosion/sedimentation mechanisms and mitigation methods plays
an imperative rolén the sustainable water resources development in the régiermajority of
rivers, stream reachegand tributaries in the world are ungauged or poorly galaged is a costly,

di ¢ and ttmeconsuming taskespecially in remote water courses and developing countries
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(M. Atieh et al., 2015)In developingcountriedike Ethiopia a decreasing trend the number of
gauges is observedn total, there are 409 river gauging stations spread theef2 major river
basins of the country\However, only 28 of these stations have relatively weltorded data on

sediment concentration and runoff dischaigeregeweyn et al., 201.3)

Lack of pow and sedi ment records increases t

at di erent | evels including: i (Atelhea.t20ipn al
hydropower generatioffmasi et al., 202)L and(Kuma et al., 202/ dam operatiorfiLee and Du,

2029, and(Kumaetal.,, 2024 pood and dHooghtgakdrr ardrivatl, 3096iarsl

(Ward et al., 202)) climatechangeassessmerfEerdowsi et al., 2094(Yasarer and Sturm, 20,6
andecological assessmefitraskievicz and Luo, 20¥0and (Zinabu et al., 2019 Accordingly,

there is a pivotal need for proper methods of sediment prediction at ungauged catchments.
Ethiopia loses 1.5 billion tons of topsoil in every year. It shows that soil erosion i®assssue

in Ethiopia(Tamene and Vlek, 2008As a result, some reservoirs had sediment deposition issues
and reduced their functions. Good examples of power generation and water supply reservoirs that
are affected by sediment deposition problems are Kdkagna and Cherie, 20233ilgel Gibe |

(Devi, 2008) MelkaWakenaHayicho et al., 2019)Angreb(E. and M., 2012)and Legedadi
(Adugna and Cherie, 2023)

1.3Gaps in current sediment yield prediction methods
Different methodareused to predict sediment yidliat areapplicabledepenthg on the typeand
availability of data, time frame, and availability of fundne of the most applicable methods for
estimating sediment yield in ungauged catchments is the regionalization method, which involves
transferring information from a gauged catchment to an ungaugedHsme and Suetsugi,
20149;(Roth et al., 20186 (Ang et al., 2028(MYermolaev and Mukharamova, 2028)ackisch
et al., 201 Hydrological models developed for sediment yiglddiction includephysical based
models(Gull and Shah, 2092 (Aga et al., 202)(Ramsankaran et al., 2013Nkwasa et al.,
2022,(Roba et al., 209and(Anamika et al., 2021 conceptuabased model§Gwapedza et al.,
2021); (Haque et al., 2094 (Gwapedza et al., 20¢3and datadriven models that may either be
linear regressioased(Keshtegar et al., 2023 (Francke et al., 2008 or more recently use

nonlinear regressiehased approaches such as neural netwl#s et al., 2023

h
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Datadriven models require lesisne for processingnd have proven to give accurate estimations
especially at locations where the underlying physical processes are not well undg¥simadet

al., 2025. Applications of artiycial neur al net wo
numerous and diversecovering quality and quantity, surface water and groundwater
(Daliakopoulos et al., 2005(Bezak et al., 2025 (Chen et al., 202(Su g a n | Lul)e et al
The majority of studies using ANN models for sediment prediction have addressed forecasting
casegM. Atieh et al., 201} (Heng and Suetsugi, 2013&yigizoglu, 2004 and(Kisi and Shiri,

2012.

Al-based models play a crucial role in estimating sediment characteristics in ungatogeuent

This research has been developed in response to recognition of a need for models that (1) describe
key physiec | i mati ¢ characteristics that inpuence s
characteristics and a regional dataset (2) incorporat@kpad temporal variability cfuspended

sediment (3) develop an alternative empirical model for prediction of suspended sediment yield,

and (4) compareonceptuamodel anddata driven modedrtificial neural network for prediction

of suspended sedimieyield. The overall intent of this research was to gain a better understanding

of sedimenyield statistics at ungaugedtchmentsThe major motivator for developirilgis study

was the need for simple, reliablend comprehensive models fitre prediction of sedimenin

ungaugedatchments.

1.4Resarch questions
The output of this research will be achieved by designing this study to answer the following
major research questions.
Question 1 How do land use and land cover (LULC) changes influence sediment yield dynamics
in the Upper Awash River Basin
Question 2 What are the spatial and temporal variations of suspended sediment yield in the Upper
Blue Nile Basir?
Question 3 How can an alternative empirical model be developed to estimate suspended sediment
yield?
Question 4 How can a regional model be developed to estimate suspended sediment yield in

ungauged catchmerns



1.50Dbijectives of the study

The general objectiveof this research ito predict suspended sediment yield in ungagged

catchments that impact reservoir developmetéithiopian highlands.

1.5.1 Specific Objectives

To achieve the above main objectihe following specific objectives were proposed:

A

P2

p>]

p>]

To evaluatethe effects of land use and land cover changes (LULC) on sediment yield
dynamics in the Upper Awash River Basin using the QkESed Soil and Water
Assessment Tool PLUS model (QSWATPLUS)

To analyze the spatial and temporal variability of suspended sediment yield in the Upper
Blue Nile Basin usinghe QSWATPLUSmModel

To develop an alternative empirical model for estimating suspended sediment yield using
physical model output parameters

To Develop an alternative regional suspended sediment yield estimation model for

ungauged Catchments



1.6 Organization and structure of the dssertation

This dissertation is organized ins@venchapters, which consist of four research outputs from

chaptes three to &. A brief description of the outline of the content is presented to simplify the

understanding of the connection between the chapters.

T

The first chapter provides a comprehensive overview of the dissertation. This includes the
research background, the problem statement, the current gaps, particularly the study area,
the research questions, and the dissertation objectives.

Chapter 2 provides a comprehensive overview of the study area, encompassing its
geographical location, climatic conditions, soil characteristics, land use patterns, and
current land cover.

The third chapter of this study focuses on the evaluation of the impact of alterations in
land use and land cover on the dynamics of sediment yield in the upper Awash basin in
Ethiopia, with particular reference to the Koka reservoir.

The fourth chapter of this study investigates the spatiotemporal variability of suspended
sediment yield in the upper Blue Nile basin.

In Chapter Five, an alternative empirical model is proposed for the estimation of
suspended sediment yield in ungauged catchments.

In Chapter Six, a comparative analysis is presented of the various modelling approaches
that have been employed predictsuspended sediment yield in ungauged catchments
located within the Ethiopian highlands.

Chapter seven offers a comprehensive conclusion and a set of recommendations for future

research



2. DESCRIPTION OF STUDY AREA

2.1Location and topography
There are 12 major river basins in Ethiopia: eight are perennial river basins, one is a lake basin
and three (Danakil, Ayshand Ogaden basins) are intermittent river basins with almost no or
insignificant flow. This study was carried out in the Awash and Blue Nile (Abbay) river basins,
with a particular focus on the Koka and Kessie watersheds
The Blue Nile (Abbay) basin lies in the western part of Ethiopia betwtés-12°45' N and 3%
05-39% 45' E(figure 2.1) It is the largest of the 12 major river basins in Ethippith an area of
about 176918 krhat the border point with Sudan. It is the largest river basin and covers about 33.2
% of the total area of the country. It contributes alé@% of the discharge tthemain Nile River
(Ahmed et al., 2010)The entire Abbay basin may be partitionetbifh6 subbasins. The Blue
Nile subbasins which contribute tothe Kessie watershedare Tana, Jemma, Beshilo, North
Gojjam, Weleka, and Mugger. Mean streamflow at the border ameénirt§40 ni/s, which
translates to an annual runoff volumie49 billion m3,
The Awash Basin is Ethiopia’'s seceladgest basin, with a length of around 1200 kilometers and
a catchment area of 110,000%u is located betweer!86°and91 8 6 | at i t ud&7Pand
and 3917° longitude withthe elevation variebetween 215 to 4185 m a.m.s.| (above mean sea
level) (Daba and You, 2020The study area is located on the upstream side of the Koka dam
which covers 10,371.43 Khwatershed area with an altitude varying between 1503 to 3388m.
Koka Dam was built in 1960 for hydropower generation on the Awash River's upstream section,
with a reservoir capacity of 1180m3. The area is recognized as a prominent location where rapid
population growth, agricultural practice, urbanization, and industry expansion occur, resulting in
changes in the LULC from time to time. The Koka Dam watershedisimaunded to the south
by the Rift Valley Basin, to the northwest by the Abbay Basin, to the west by theGilapand

to the east by the Middle Awash. The detailed geographical location of the research area is

presented below (Figutel).
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2.2Climate and hydrology
The climate of the Abbay basin is largely controlled by two factors: its proximity to the equator
and a wide elevation range, from about 590 meters to over 4,000 meters above se@hevel
influence of these factors determines the rich variety of local climates, ranging from hot and desert

like along the Sudan border, to temperate on the high plateau, and cold on the mountain peaks.

Twenty-ninemeteorological observation stations were used, where the stations are located within
and around th&pper Kessie Watershe&hnual rainfall varies between abca5 mm to 1,645

mm, with a mean annual rainfall over th€essiewatershedof about 1,420 mmand amean
evapotranspirationf about 1,300 mniFigure 2.2) The mean temperature of the basin is 18,5

with minimum and maximum average daily temperatures of 1@.4nd 25.8C respectively.
Temperatures generally decrease with altitudefb.?C per 100 m). In contrast, rainfall tends

to increase with altitude while also being greatly affected by localktzaow and related effects.

Thirteen meteorological observation stations were ,ushdre the stationsrelocated within and
around the Koka Dam watershed. Climate data such as daily precipitation, temperature, wind,
sunlighthours and humidity were obtained from tBghiopianNationalMeteorological Institute
(ENMI) from 2000 to 2015.

The mean annual rainfall of Addis Abaalama KokaDam, Asgori, Hombold&eshefitg Mojo,
Sendafa, Tulo Bolo, Addis Alem, Akaki, Ginchi, and Ejere meteorological stations for the period
of 2000 to 2015 are shown below in Figar8.

11



200000 300000 400000 500000 600000 700000
1 ] 1 1 1 1

] Rainfall Maping of Kessie Watershed in Abbay Basin I

1430000
1430000

:
gégﬁgé
T
1340000

1340000
1

1250000
1
T
1250000

Legend

$ KessieRainfall Station Location

Rainfall Mapping
[ ] Rainfal N

gridcode

665-774

Meze
774-883
1 B sc3-092
I s92-1100

1100-1209

B 12090-1318
I 13181427

0 25 50 100 150 200 [ ] :427-:535
e e e Kilometers [ 536_— 645

1 U T T T
200000 300000 400000 500000 600000 700000

1160000
1
1160000

1070000
1

T
1070000

380000
1
T
950000
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2.3%0il types and land use
The predominant soils of the UBNB are characterized as vertisols, luvisols, and |€ptists)
et al., 2010)Majorly, the main soil groups of the Kessie watershed are Lithic Leptosols, Eutric
Vertisols, and Chromic Luvisols, which cover 44%, 24%, and 14%, respectively (Bigure
Commonly, the types of LULC in thegpperAwash Riverbasinareagricultural land (rainfed and
irrigation crops), water bodies, forests, shrubs, woodland, and bare land. Crop land is the dominant
LULC in the watershed. The principal crops grown in this region include teff, maize, barley,
vegetables, wheat, beans, angascane. In general, irrigation farms, sugar plants, wetlands, Addis

Abeba (Ethiopia's capital city), and other small urban regions are found in the watershed. Because
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of fast population growth, human activity in this watershed is increasing, and natural resources are
being depleted in unanticipated and unsuitable ways.

The catchment is dominated by Vertisols and Cambisols. Other prevalent soils include Calcic
Fluvisols, Lithic Leptosols, Eutric Nitisols, Calcic Xerosols, and Vertic Cambisols. The

predominant soil textures across the study area are sandy loam -atay $dam
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The dominant LULC categories found within the Kessie watershed include farmland, grassland,
barren terrain, bushland, and woodland. Based on the Water and Land Resource Center (WALRC),
around half of the watershed area is covered by farmland. The domia@tin this watershed

was farmland, which covered 50.69% of the watershed. Following agricultural land, the grassland
and the bare land cover 12.41% and 10.50%, respectively. The area occupied by urban

development is insignificant compared to the totalLOarea, accounting for only 0.39% (Figure

2.5.
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Figure2-5 LULC map

2.4\Water Resources Potential

Utilization of the water resources of the counig/focused on the eight river basj@as they are
located in a climate zone favorable for human settlement. Awash and Blue Nile (Abbay) River
basins are the most widely utilized and are being developed for water resources, pngjetys

for hydropower and irrigation purposes. For instance, the Awash basin Z6¥eas the irrigated
agriculture area of the countand provides hydropower witininstalled power of 46negavatt

(MW). Renewable groundwater resources are estimated to be about 2.6 billiometdais while

gross hydreelectric potential about 45,000 MW (160,000GWh/year) within 299 potential sites
and the potentially irrigable land in the country has been estimated at 3.7 million hectares
(Awulachew et al., 2007)

From many constructed and proposed danteeiwash and Blue Nile basinGERD, Megech,

Rib, and Koka are the main souszd water for irrigation and hydropower purposes. Nevertheless,
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the Koka dam has lost 40 % of its storage capacity due to sedimentation problems in the 30 years
of its service periodHathaway, 2008 Specifically,the Ribb and Koka watershegwhich are

found inthe upper Blue Nile and upper Awash River basere the selected area to investigate

the impact of land use/ cover changes on sediment yield dynamics and to assess the variability of
sediment yield.

In summary, Ethiopia has 124.4 billion cubic meters of surface water potential, 30 billion cubic
meters of groundwater resources, and 80 billion cubic meters of lake water. The country also has
an irrigation potential of 3.8 million hectares and a hydragrogeneration capacity of 45,000

MW. The Awash River Basin notably accounts for 3.95% of the total surface water potential, while
the Abbay, BareAkobo, Mereb and Tekeze rivers collectively cover 69.83% of the country's

surface water resourcé@glelesse et al., 20).3
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3. Evaluating the Impact of Land Use and Land Cover Changes on
Sediment Yield Dynamics in the Upper Awash Basin, Ethiopial he Case

of Koka Reservoir
ABSTRACT
Land Use and Land Cover changes (LULC) are the driving forces behind changes in the
hydrological response of the watershedhis study, the Quantum Geography Information System
InterfaceSoil and Water Assessment Tool Plus (QSWRIOUS) model was applied to evaluate
the effects of LULC on sediment load at the Upper Awash River Basin (UARB), which is causing
sedimentation problems the Koka reservoir The LULC data for 2005, 2010, and 2015 were
obtained from historical satellite images using Earth Resources Observation and Science (ERDAS)
2014. The classification of LULC changes showed that the agricultural practice and the settlement
land both incresed by 6.7% and 6.3%, respectively. dontrast, the forest area, woodland,
shrubland, and water bodies decreased by 5.47%,0.93%,0.96%, and 1.34% from 2000 to 2015
respectively. The model evaluation results were satisfactory for the three LULC scenarios. The
average annual surface runoff volume for the 2005 LULC data was 182.2 mm, which increased to
193.29 mmin 2010 and 205.3 mm in 2015. Similarly, the averagebsediment yield that would
enterthe Koka reservoir under the 2005, 2010, and 2015 LULC scenag?6v03 t/halyr, 26.34
t/ha/yr, and 28.33 t/hal/yrespectivelyln general, streamflow, surface runoff, and sediment output
increased by 4.55%, 12.68%, and 8.84%, respectidad/to the rapid change of LULC from 2000
to 2015. Temporarily, the sediment load at the upstream side of the Koka Dam wateashed
60.8% during the wet season. The southwest direction of the watershed was identified as the
primary erosiorprone area. Based on the simulation results, the filter strip, contour, and terraces
reduced the watershed sediment yigydup to 60%, 65%, and 80%, respectively. Therefore, the
selected best management practices are highly effective in reducing silt along the entire upstream
side of the Koka Dam watershed.
Keywords:  Hydrological Response, Koka Dam, Land Use Change, QSWATPLUS Model

3.1INTRODUCTION
Land use and land cover changes have a great impact on global environmental dynamics. It
significantly affected the hydrological response, the hydrological cycle, and climate processes
(Welde and Gebremariam, 20)(Aneseyee et al., 202@nd(Tamene and Vlek, 2008)
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One of the effects of altering land use and land cover changes is soil erosion, which causes more
silt to enter into dam reservoirs, reducing their capacity and endangering their performance
(Tamene and Vlek, 2007)in the World, many reservoirs have lost 4vadf of a percent of their
storage capacity per annum due to sedimentation proplgmth is causing serious problems for
hydropower, irrigation, water supply, and flood contrdjele et al., 2021)

In developing countries like Ethiopia, the highland areas are categorized as regions with high rates
of soil erosion and land degradation probldif@smene et al., 201[Haregeweyn et al., 2015a)
and(Contador L.F.J., Schnabel S., 200Bhe soil erosion and land degradation problems of the
highland areas increased due to rapid LULC change. The rapid LULC changes are the results of
expanded agricultural land, fast population growth, deforestation, and poor afforestation practices
in thesloping area which are the main factors to accelerate soil erosion and land degradation in
Ethiopia resulting in reservoir sedimentation probléirsmene and Viek, 200,/and (Ayele et

al., 2021) Ethiopia loses 1.5 billion tons of topsoil in every year. It shows that soil erosion is a
serious issue in Ethiopi@amene and Vlek, 2008As a result, some reservoirs had sediment
deposition issues and reduced their functions. Good examples of power generation and water
supply reservoirs that are affected by sediment deposition problems aréMdokgna and Cherie,

2023) Gilgel Gibe I(Devi, 2008) MelkaWakengHayicho et al., 2019Angreb(E. and M., 2012)

and Legedad{Adugna and Cherie, 2023)Moreover, in downstream countries like Egypt and
Sudan,nfrastructures such as Aswan, Rossier, and other storage reservoirs and irrigation canals
have experienced serious sedimentation problems due to excessive sediment loads that originate
from Ethiopian highland&etrie et al., 2011)and(Easton et al., 2010)

Particularly, the UARB is severely affected by poor watershed management problems due to dense
population, expansion of urbanization, poor forestation, deforestation, and overgrazing, resulting
in perceptible loss of soil fertility, and rapid degradatibnaiural resourcesShawul and Chakma,
2019)(Mariye et al., 2022{Bekele et al., 2018and(Mersha et al., 2018)

The result of soil erosion and sediment transportation into some dam reservoirs, particularly in this
area, accelerated the sediment deposition and reduced the reservoir capacity, resulting in difficulty
in using the reservoirs for hydropower, flood cohtmwigation, and water supplyor example,

the Koka Dam reservoir lost 17 million cubic meters of storage capacity per year. Due to this, the
generated power capacity of the dam reservoir reduced in (2@ikégeweyn et al., 201pHdn

addition to thisthe Awash Melkessa reservoir stopped its service due to heavy siltation problems,
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and the Methara sugar factory was atémllerged due to the high siltation of the canal and
difficulty in irrigating the sugarcane plantessema et al., 2021)

Land use/lanatover, rainfall topography, soil properties, and geological formation are some of
the many variables that affect the hydrological processes. Among such, the primary cause of the
hydrologic process in watersheds is huAratuced LULC changé&uma et al., 2023)Alterations

of LULC dynamics have been a major source of soil erosion and sediment yield in recent times
(Belay and Mengistu, 2019)Abiye et al., 2023)The significant change in LULC is a cause of
surface runoff and sediment yield variation at seasonal and spatial scales. To understand this, the
change ofthe Angerb watershed LULC from 1985 to 2011 is an explanatory example. This
watershed changed the land use type from forest plantations to agricultural practices between 1985
to 2011. As a result, the runoff was increased by 3@#tachew and Melesse, 2012)n the

Tekeze Dam watershed, the LULC type has changed from grass and bare land to agricultural land.
Because of this, the average annual stream flow has increased by 6.02%, while the amount of
sediment yield increased by 17.39% during the time intdremh 1986 to 200§ Welde and
Gebremariam, 2017)

Many researchers have investigated the impact of LULC change on sediment yield dynamics in
the UARB. According to their findings, the LULC changes in Ethiopia's highlands are a significant
issue that endangers natural ecosyst@uakele et al., 2018Therefore, understanding the effects

of LULC change in the watershed is essential for planning and managing land use and water
resourcegDaba and You, 2022According to Shawl and Chakma's findings in the upper Awash
watershed, LULC changed dramatically from shrubland to crop(&tesawvul and Chakma, 2019)

This result showed how much the agricultural practice in this area has expanded from 1972 to
2014. This led to an increase in the annual sediment production in the Koka Dam reservoir.
According to the average annual sediment product entering the Kokaré&xamvoir is 21.43

t/halyr. 106,352.59 tons of average annual sediment output entered the Merti intake structure,
which was built in the Awash RivéBishaw and Kedir, 2015)The sediment yield of the UARB

varies from time to time. During the wet season, 70.8% of the yearly sediment yield odbers in
middle Awash catchment{§esema et al., 2021ven though the issue of evaluating the effects

of LULC changes on sediment yield dynamics in the UARB has been the subject of numerous
studies, it is necessary to urgently and seriously assess the impact of LULC changes on sediment

load at Koka dam resavirs to extend reservoir life through the application of practical land use
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and watershed management techniques. Furthermore, most studies were limited to small
watersheds and landscapes, and calibration and validation were carried out at the Hombole gauge
station, which had a coverage area of around 7,0G0But the calibration and validation for this

study were performed at the upstream side of the déach covered 10,000 kfwatershed area.

Unlikely the previous studies, in this study, the new version of the QSWATPLUS model was used
to evaluate the effects of land use change on sediment variation by using different years of LULC
data and to evaluate the best watershed management strategies.

The Awash River basin is the backbone of economic development in Ethiopia. Large sugar and
hydro-power plants have been found in this basin, and they are vital to the country's economy.
However, the UARB is currently suffering frora land degradation problem caused by
urbanization, dense population, agricultural development, and poor watershed man@geient

and You, 2022) On top of that, the basin is environmentally vulnerafitailemariam,
1999)(Edossa et al., 201,0and(Mersha et al., 2018and the river is characterized by high flash
floods which carry a high amount of silt that significantly affects the capacity of the Koka
reservoir. Due to sediment deposition in the reservoir, Koka's power generation capability was
reduced from the expected power output. In general, most reservoirs hforesedimentation
problems(Bashar et al., 2010Therefore, evaluating the impact of LULC change on sediment
yield dynamics in the upper Awash River basin is critical for providing useful information to water
resource and land use planners in developing subbasin management strategies and reducing
sedimemndeposition at Koka Reservoir using effective watershed management strategies.
Various physicabased soil erosion models have been developed worldwide to anticipate soil loss
and sediment load and to assess the impact of LULC change on watékshesiset al., 2018)

They also help to identify the erosipnone area and to determine the optimum management
approach for the erosigorone area in a timely and cesffective manner. For instance,
Annualized Agricultural NofPoint Source (AnnAGNPSYema et al., 2010)SWAT (Setegn et

al., 2010) Water Erosion Prediction Project (WERB)ngh et al., 2011 QSWATPIusBieger et

al., 2019) (Wu et al., 202Q)and European soil erosion model (EUROSERBNndey et al., 2016)

such physical models have been used in recent years to evaluate the impact of LULC change on
soil erosion and its control mechanism. Among those models, the AnnAGNPS model requires

extensive data input and no mass balance equ@iagner et al., 2018the WEPP model also
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requires a large number of input data and parametedscannot accurately simulate the process
occurring in permanent channels and stread&t$ROSED is relying ora single storm ands
suitable for small catchmeni8andey et al., 2016WWhereas the SWAT model requires relatively
small input data and is used to simulate kegn hydrologic, soil erosion, and sediment yield in
large and complex watersheds using daily time steps. It is the most applicable model worldwide
to estimate sediant yield on a daily and monthly basis and to prdatietong-term impacof land

use activities in complicated amargewatershed$Cooper, 201Q)and(Liu et al., 2015) It was
applicable for predicting sediment load, identifying the erosion area, and evaluating the best
management strategies i n Et hi opi (datst etwa,t er s h €
2023)(Anteneh et al., 2023and(Dibaba et al., 2021)The fundamental issue of SWAT model
over the other hydrological models is its capacity to predict sediment load if the observed
streamflow and sediment data are not sufficient and unrelialtlee watershedzalaki-badil et

al., 2017) Therefore, the QSWATPLUS model was used in this study to assess the impacts of
LULC variations on sediment load in the Koka reservoir. It is the upgraded version of the SWAT
model, a timecontinuous semdistributed model that works on the principle of roldgic
response units. The uniqueness of the QSWAT plus model from the previous version added the
landscape units beside to scdtchment. The importance of using the QSWAT plus model over
other physical models is to understand the basic catchmentwrestics when the data are not
accessible and to evaluate the laagn effects of LULC change on the hydrological response that
are difficult to simulatéEl-Sayed and Zumwalt, 1991)

In this study, it was hypothesized that major changes in the LULC in the UARB are related to
human activities that provide for the needs of theriggtg population in terms of food security

by utilizing improper and itplanned natural resource managahy@actices.

The particular aims of this study are as follows:

i) To assess the impact of land ws&ldland cover changes on sediment yield dynamics
in the upper Koka Dam watershed using the 2000,2005,208(2015 LULC maps

i) To estimate the mean annual sediment yield loading to the Koka reservoir

iii) To evaluate the spatial and temporal variability of sediment yield and identify the

erosionprone area.
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3.2MATERIALS AND METHODS

3.2.1 Description of the Study Area
The Awash Basin is Ethiopia's seceladgest basin, with a length of around 1200 kilometers and
a catchment area of 110,000% is located betweer!86°and 91 8 6 | at i t ud&Pand be
and 391 7°longitude with altitude varying between 215 to 4185 m a.m.s.| (above mean sea level)
(Daba and You, 2020he study area is located on the upstream side of the Kokandaoh
covers 10,371.43 khwatershed area with an altitude varying between 1503 to 3388m. Koka Dam
was built in 1960 for hydropower generation on the Awash River's upstream section, with a
reservoir capacity of 1180MinThe area is recognized as a prominent location where rapid
population growth, agricultural practice, urbanization, and industry expansion occur, resulting in
changes in the LULC from time to time. The Koka Dam watershed sut@aunded to the south
by the Rift Valley Basin, to the northwest by the Abbay Basin, to the west by theGilapand
to the east by the Middle Awash. The detailed geographical location of the research area is
presented below (Figui&l).
The upstream of the Koka dam catchment got an annual mean rainfall of 119%%6m&000
to 2015. The maximum, minimum, and average values of temperature observed at the watershed
during the period 2062015 were 28C, 10°C, and 17.58C, respectively.
Commonly, the types of LULC in the UARB are Agricultural land (rainfed and irrigation crops),
water bodies, forests, shrubs, woodland, and bare land. Crop land is the dominant LULC in the
watershed. The principal crops grown in this region include tefzenharley, vegetables, wheat,
beans, and sugarcane. In general, irrigation farms, sugar plants, wetlands, Addis Abeba (Ethiopia's
capital city), and other small urban regions are found in the watershed. Because of fast population
growth, human activityn this watershed is increasing, and natural resources are being depleted in
unanticipated and unsuitable ways.
The most dominant soil groups in the catchmentagosols and Cambisols. Calcic Fluvisols,
Lithic Leptosols, Eutric Nitosols, Calcic Xerosols, and Vertic Cambisols are the most common
types of soil in this watershed. The most common soil texture of the research area is sandy and

silt-clay loam.
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3.2.2 Model Input and Data Acquisition
The QSWATPLUS model requires spatial inputs (topography, DEM, soil, and land use maps) as
well as meteorological data (precipitation, temperature, relative humidity, wind speed, and solar
radiation) The hydrological data (streamflow and sediment concentration) were collected from
the Ministry of Water and Energy and used to calibrate and validate. The spatial, vector, climate,
and hydrological data were collected from different sources to use in this study. The following are
the model inputs that were uskd the QSWATPLUS Model.

3.2.2.1 Meteorological Data
Thirteen meteorological observation stations were ,uskdre the stations are located within and
around the Koka Dam watershed. Climate data such as daily precipitation, temperature, wind,
sunlight hours, and humidity were obtained from the Ethiopian NatMatdorological Institute
(ENMI) from 2000 to 2015
The mean annual rainfall of Addis Ababadama (azeret) KokaDam, Asgori, Hombole,
Beshefito Debrezeil, Mojo, Sendafa, Tulo Bolo, Addis Alem, Akaki, Ginchi, and Ejere
meteorological stations for the period of 2000 to 2015 are shown below in Bigure
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Figure3-2 Average annual rainfall depth (20@015) of upper Awash metrological stations

using inverse distance Weighted Interpolation Method

3.2.2.2 Observedstreamflow and Sediment Data
The hydrological data, such as daily observed streamflow and suspended sediment sample data,
were obtained from the Ministry of Water and Energy to calibrate and validate the QSWATPLUS
model at the Koka Dam gauging statidine calibration and validation were performed using 16
years of observed data (20Q015). The sediment concentration data is acwriinuous time
step that was collected from the Mitry of Water and Energy. A sediment rating curve should be
developed using observed sediment datfasction of the related stream flow data to obtain the
continuous timestep sediment daté@ssfaw, 2020)
The following equatios can be used to express the relationship between streamflow and
suspended sediment concentraijgquatiors 3.1 and 3.2)
1 ®200 (3.1)
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Oi T yY@EO 026 (3.2)

Where C is the suspended sediment concentration (mg/lit), Qs is the suspended dedanent
(ton/day), a and b are constaratad Qw is the streamflow @isec).

It is obtained from the empirical relationship between observed sediment data and associated
streamflow datdaZhang and Lu, 2004nd is equated é&squation3.3).

De®w o oz, 1 @ (33)

The bias correction factor was used to improve the accuracy of the sediment rating curve, which
calculates the sediment load. The equation is as follBgsation 3.4)Ferguson, 1986)

De® & o2, 1 @ +CF 3.4)

Based on Ferguson's (1986) study, a statistical bias correction factor is the exponent &f (2.65S
which is used to minimize the error estimation using the sediment rating and/¢éhe variance

is equal toEquation)

"y B 0 HO (35)

Wher e Ci i's the observed value, i i s 2tshe pre
the variance.

For this particular study, three rating curve development methods were used to derive the
suspended sediment rating curve using-oomtinuous time step sediment data and corresponding
measured streamflow datauch as normal linear ldgg relationshipsnormal linear logog
relationships with a bias correction factor, and-tinear loglog relationships. The nelmear log

log relationship is calculated using the Microsoft Excel Solver TBguation 3.6)Asselman,

2000)

Dew o 0z, T @ (3.6)

Where a and b are constants and c is the exponent coefficient

For the Koka gauge and Hombole stations, a sediment rating curve is developed using the three
equations mentioned above (Equation8)(33.4), and 8.6)). Using goodnessf-fit, the

optimal sediment rating curve was identified. The goodness of fit of the sediment rating curve is
assessed using the coefficient of determinatidi), (RashSutcliffe efficiency (NSE), root mean
square error (RMSE), observed standard deviation ratio (RSR), and percent bias (PBIAS). Based
on the above statistical modelrfm@mance indicator valyehe equation was select@doriasi et

al., 2012) The Koka dam gauging station's sediment rating curve results are shown in the charts
below (Figures3.3and3.4).
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3.2.2.3 Spatial Data
The spatial datancluding land sat images (remote sensing satellite), DEM, soil map, and vector
datg were obtained from the Earth Resources Observation and Science (EROS) data center of the
United States Geological Survey (USGS8)tf://espa.cr.usgs.gpand the Ethiopia Geospatial
Map Institute. Three historical satellite images were used to assess the impact of LULC change on
watershed hydrology and sediment production, and ayfdae gap was taken into account for the
years 2005, 2010, and 2015. In addition, fidddervation and ground truth data were collected to
validate the LULC classification.

3.2.2.4 Landsat Image Data Sources
Multi-variety satellite pictures in terms of spatial and temporal data were gathered to simulate and
assess the effects of LULC change on sediment yield dynamics. The historical 20082010
2015 cloudfree satellite images were downloaded using Larddal M+(Enhanced Thematic
Mapper), and Landsa& OLI (Operational Land Imager) satellite. Thandsat7 ETM+ images
(2005,2010) with Worldwide Reference System (WRS) Path 169 and Row 52 were acquired on
May 20/2005, and March 201@spectivelywhile the Landsat8OLI satellite image was acquired
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on February 13/2015The images of February, March, and May were used because of the best
period of minimum cloud and sense cover images in Ethigpighis the summer season starting
from February up to Mayl he satellite image data has a 3Byp30m resolution

3.2.3 Land Use and Land Cover Classification
The image processinguch as layer stack, mosaic, merge, and clip image performed using
Quantum GIS and ERDA®4 software. After image pigrocessing, the satellite raster image is
changed into a polygon shape using the signature ethiem the LULC classifications done
using the combination of the ERDAS supervise image technique and Google Earth. The supervised
classification was performed using 536 training sampling locations obtained from georeferenced
data and applied to the Landsat image using the maximulmbkel classification technique and
the area covered by each LULC class. The supervised classification method outperforms other

image classification methods currently in use. It is verified by using ground truth data.

3.2.4 Accuracy Assessment
The accuracy assessment was done using information which is collected from ground surveying
data for each type of LULC. The survey data was collected using the Global Position System from
February 1, 2022, to May 2022 time interval. Visual observations wearde from 536 training
locations where 110,40, 60,54,65,69,70, and 68 were taken from cultivated land, urban areas, bare
land, shrubland, bushland, woodland, water bodies, and foespectively. The majority of the
observation data (384 sample pointgre utilized for classification, while the remaining data
(152) were used to evaluate the accuracy. Out of 384 sample training points, 78,28,42,38,46,50,
51, and 51 were taken from cultivated land, urban area, bare land, shrubland, bushland, woodland,
water bodies, and forest, respectively. Besides collecting data, a discussioneldasith
community elders to check the similarity between the classification of the LULC type and the
ground LULC type.
The accuracy assessment efficiency was calculated using the Kappa coeéiuietite overall
accuracy efficiency value is 0.81. Majorly, the LULC types in the Koka Dam watershed are
cultivated land, woodland, shrubs, urban areas, bare ground, forest, woodland, and aquatic bodies
(Figure 3.5). During the classification of LULC, the following descriptions of LULC were
considered (see TabBl).
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Table3-1 Classification of LULC change type from 2000 to 2015

Classification of LULC type Descriptions

Forest Areas covered by natural high forests and large-made
trees

Woody land Mainly, the woodland falls next to the forest and is found i

hill areas and along the riversjdend it consists of medium
sizedbushes

Cultivate land The area includes all agriculalpracticeslike state farms
and
holder farms
Bushland areas dominated by small bushes and diypkants and
sized plant species (less than 3m)
Bare land Areas of the exposed surface
Water Bodies The water bodies include lakes, rivers, and other water
bodies
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Figure3-5 LULC classification 2005,2010, and 2015 LULC data using the supervised technique
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3.2.5 QSWATPLUS model
SWAT+ is the most recently rebuilt version of the SWAT moded it is based on the concept of
the hydrological response unit of watersheds. The hydrological response unit shows the catchment
characteristics by identifying the soil type, land use type, and slope of watersheds.
Similar to the SWAT model, the SWATPIus model uses an equation to predict various aspects of
the hydrological cycle, including surface runoff, infiltration, evapotranspiration, plant growth,
sediment yield, routing, and many more. However, the SWATPIuseimbds significant
advantages over the original SWAT model. It is suitable for large models and has virtually no size
restriction. It is very flexible compared to SWAT. It also adds some features like landscape units.
It is a semidistributed hydrologicaimodel that simulates the response of the hydrology and the
output of suspended sediment by using the dynamics of LBa@an and Nawaiseh, 201%he
QSWATPIus model, which is also the most recent version, simulates surface runoff and sediment
yield using the water balance equat(8t7) (S.L. Neitsch, J.G. Arnold, J.R. Kiniry, 2009)

Yo Y@ Y o0 0 & 0 o

Where SWt is the final depth of soil and water content (mm), SWo is the initial soil and water
content on the time j (mm), tis the period (days), Rday is the measurement of the amount of rainfall
on day j (in millimeters), Qsurf is the measurement of @ngount of runoff on day j (in
millimeters), Wseep is the measurement of the amount of water seeping into the soil layer on day
j (in millimeters), Ea is the measurement of the amount of evapotranspiration on day j (in
millimeters), and Qgw is the measurarhef the return flow amount on the day (mm)

A modified universal soil loss equation (MUSLE) can be used to estimate sediment production
(Equation 3.8)

Y p@0 oz ozl QO zvo  z§d z0  z0Y z6O0OY (38)

Where KsLe is the soil erosion factor, sie is crop managementyRe is plant management
practice, L3sLe is a topographic factor, CFRG is the coarse fragment factor, and Sed is the
sediment yield from the catchment (tons). Qsurf is the amount of surface runoff volume (mm/ha),

gpeak is the peak flow rate $sec), and ar@a is the area of the hydrological response unit (ha).

3.2.6 Sensitivity analysis, model calibration, and validation
The model calibration process is complard it needs iteration of the calibration process for all

model parametel&upta et al., 1999Under such cases, sensitivity analysis should be carried out
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to identify which parameters had a high impact on changing model rediits.data used for
calibration cover January 2000 through December 31, 2010, and the data used for validation span
January 1, 2011 through December 31, 2025

Both automatic and manual techniques were used to calibrate the simulated and measured values.
By changing the parameter value, the corresponding modististd values were computednd

the calibration continued until the acceptable model performantgistd indicator valugwhich

was recommended by the QSWAT+ developer. The recommended value for calibration of
streamflow and sediment éscoefficient determination #>0.6 and Nash Sutcliffe Efficiency (

ENS) >0.5(Santhi et al., 2001)

Model validation is the testing of the capability of the model to simulate the variable without any

calibration adjustment parameters at different periods and sffacesinn, 2007,)

3.2.7 Statistical indicators for model performance evaluation
Model performance stigtical indicators are used to evaluate the msgekdiction capability.
The performance indicator is important to examine the relationship between the simulation output
and the measured value. Theistecal indicators are Nash SutckfEfficiency (NSE), coefficient
of determination(R, and percent bias. They were used to evaluate the capability of model
simulation(Nash and Sutcliffe, 1970 (Moriasi et al., 2007aand(S.L. Neitsch, J.G. Arnold, J.R.
Kiniry, 2009).

3.2.8 Evaluation of land use change on sediment yield
The temporal and spatial effects of LULC alterationsediment output were assessed using
2005,2010, and 2015 LULC scenarios. The temporal variance was analyzedousitigne
frames, namely 2002005, 20052010, 20162015, and 200@Q015, which reflect different LULC
regimes in the watershed. Between 2000 and 2015, the spatial hydrological responses at the
subbasin scale were evaluated.

3.2.9 Mapping erosionprone areas and sediment reduction methods
Watershed management practices cannot be adopted over the entire watershed due to financial
constraints, human resources, time constraints, and land availability in the targeted area.
Identifying erosiorprone areas is essential for effective and efficigatershed management
practices. In general, mapping the spatial distribution of sediment yield is critical for watershed
management planning and strategiBstrie et al., 2011)Generally, the overall methodology
approach is shown below (Figused).
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In this work, the best management practices adopted in various land use management scenarios
were analyzed based on the efficiency of sediment reduction in the upper Awash basin. The
development of BMPs in watersheds (critical subbasins) has been idemtsi@an efficient
technique to significantly reduce sediment erosion. The best management practices (BMP)
scenarios were applied by adjusting QSWATPLUS parameters to understand the effects of practice
on simulated results within the model. The selectioBMPs and the values of their parameters

are sitespecific and should represent the reality of the research Abeizlwahab et al., 2014)

The best management strategies chosen are filter strips, terracing, and contour, which are utilized
to manage sediment erosion areas in the upper Awash River basin. In this context, the best
management practices were taken from a comminaised Ethiopianvatershed management
guideline and the selected best scenarios were similar to different findings involving catchments

in Ethiopia (Guideline, 2005) (Haregeweyn et al., 20156)yele et al., 2017) Nade wd et a
2019) and(Lemma et al., 2019bJThe detailed discussion for each scenario is presented below.
Baseline Scenario (1)This scenario shows the existing condition of the watershed without any
implementation of best management practices. In this simulation, the calibration and verification
of the model were performed without changing any calibration parameters.

Filter strips Scenario (2): Different widths of filter strips were applied on all hydrological
response units based on soil types, land use types, and slope dlaesi@ter strips are used to

trap siltin a particular area. The filter width value was assigned based on local research experience
in the Ethiopian highlandand the value of width is 1m to 3Qi@ashaw et al., 2021)As a result,

a 5m wide filter strip is used for this study.

Terrace Scenario (3):The application of terracing in a watershed reduces the slope of the HR and
the slope length of the subbasin. Terracing in QSWAT is simulated by adjusting both erosion and
runo parameters. The simulation oSLEsupmrte ect
practice factor (USLEP), SCS curve number (CN2), and slope length of the hillside (SLSUBBSN)

are the parameters to be adjusted based on the land slope. In general, parallel terraces with different
slope lengths and stonerds were placed on agricultural HRUs that are a combination of farmed
land, all soil types, and slope classes. As a result, we chose a 30% reduction in slope length for

this investigation.
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Contour Scenario(4) Cont our pl anting parameters were mo:
curve number (CONTC N) for surface storage and inyltra

(CONT_P) for erosion.
Combination Scenario (5): This scenario is implemented by adjusting the curve number,

management practice, average sloping length, and basin slope.
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3.2.10RESULTS

3.2.11Land Use and Land Cover Change
Cultivated land was the most dominant LULC type in the Koka Dam watersiretit covered
75.51% in 2000, 78.61% in 2005, 81.66 % in 2010, and 82.82 % in 2015 gl3ble 2015, the
urban area expanded by 6.34%, and the coverage of cultivated or agricultural land increased by
7.31%. Whereas the forest land coverage decreased by 5.47 % in 2015. The significant expansion
of cultivated land and urbanization areas decurred in the upper Awash River basin since 1985.
Based on Shawl and Chakmads study, the future
2035 will have a significant expansion of cropland and urban areas in the upper Awash River basin.
They concludedhatan expansive area covered in woodland and shrubland had been replaced by
agricultural land and urban arg&hawul and Chakma, 2019jhe LULC dynamics dramatically
shifted from forest and shrubland to agricultural land, according to other sf{Ddies and You,
2022)(Chelkeba Tumsa, 2023)he outcome is similar to those previous findings in the case of
incremental agricultural land and urbanization abed the incremental rate is different from the
previous finding. This study revealed that the forest area declined by 5.47% between 2000 and
2015, although previous studies did not show the deforestation rate.
Table3-2 LULC change in (200@015years)

Land use LULC (%) Changes in LULC (%)
type 2000 2005 2010 2015 2000 2005 2016
2005 2010 2015
Cultivate 7551 78.61 81.66 82.82 3.1 3.05 1.16
land
Woodland 2.33 1.31 1.43 1.4 -1.02 0.12 -0.03
Urban 54 9.9 10.52 11.74 4.5 0.62 1.22
Areas
Forest 5.92 4.92 4.77 0.45 -1 -0.15 -4.32
Water Body 2.65 1.67 1.89 1.31 -0.98 0.22 -0.58
Shrub land 4.32 3.28 2.57 3.36 -1.04 -0.71 0.79
Bare land 0.8 0.27 2.92 0.24 -0.53 2.65 -2.68
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3.2.12 Sensitivity Analysis

The SWAT Toolbox was used to conduct the sensitivity analysis. The parameters were ranked

based on their impact on hydrological model simulation results. The most responsive parameters

for flow simulation were curve number, saturated soil hydraulic conalycisoil depth, available

water capacity, and base flow recession coefficient. The most sensitive parameters for sediment

yield simulation werghe soil erosion factor, sediment concentration for latéd@,n ni ng 6 s

overland, the parameter fordment routing, andhe curve numberThe sensitivity parameters

ino

were determined based on a high correlation between the ground observed data and the simulated

value, as well as recommendations from several literature sources in the Awash Rivgbddassin

and You, 2022}Jilo et al., 2019)and(Tessema et al., 2021The sensitive parameters used to

calibrate and validatstreamflow and sediment yield were consistent with previous research in the

Awash River basir{Jilo et al., 2019)(Santhi et al., 2001)The calibration flow and sediment

parameters are shown below in TaBla

Table3-3 Sensitivity analysis for streamflow and sediment calibration

List Description Ranks Parameters
Parameters Flow Sediment range

ALPHA BF Base flow recession coefficient 5 0.0-1.0

CN2 Initial curve number 1 3595

CH K Channel hydraulic conductivity 6 0.0-150.0

ESCO Soil evaporation compensation faci 7 0.0-1.00

Soil_zZ Soil depth 3 0.0-3500.0

Soil_k Saturatehe soil's hydraulic 2 8 0.0-2000.0
permeability

SOL_AWC Soil storage capacity or content 4 0.0-1.00

SLOPE Slope rank 0.00.9

SPCON Parameter for sediment routing 4 0.00010.01

USLE P Cover factor 10 0.2-1.0

REVAP_MIN Percolationnto the deep aquifas to 0.0-500
occur

OVN Manning's value for Overland 10 3 0.02-30
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USLE K Soil loss factor 1 0.0-0.65

LAT_SED Lateral sediment concentration 2 0.0-5000

3.2.13 Calibration and validation
Calibration and validation were performed using monthly measured flow and sediment yield data
at the outlet of the Koka Dam watershed. The simulated values of streamflow and sediment yield
for the three LULC scenarios have a good match to the ground elseamlues, as shown in
Figures3.7 to 3.12. However, the streamflow and sediment yield simulations are higher than the
actual values. This demonstrated that the model overpredicted the streamflow and sediment. This
could be due to data quality aathck of sediment data. The hydrograph of streamflshich is
indicated in Figure8.7 t03.9, showed that the simulated flow and observed flow for the 2005
LULC scenario had a better relationship when comparduet2010 LULC and 2015 LULC map
results. The stastical values of (R) for the 2005 LULC2010 LULC, and 2015 LULC data were
0.91, 0.89, 0.89, and 0.77,0.81,0.79 during calibrationvahdation, respectively (Tabld.4).
This result showed that the modelfficiency was ad goodlevel. This ensured a high correlation
between the predicted and observed flow. The model performance results for this study were
consistent with findings from prior research projects carried out in the upper Awash River basin
(Boru et al., 2022)
Table3-4 Model performance result for streamflow calibration and validation at Koka dam

Model 2005 Historical LULC 2010 Historical LULC 2015 Historical LULC

Performanc Calibration Validation Calibration Validation Calibration Validation

e Indicators (2000 (2012 (200G (201% (200G (201%
2010) 2015) 2010) 2015) 2010) 2015)

R2 0.91 0.77 0.89 0.81 0.89 0.79

NSE 0.89 0.7 0.88 0.77 0.87 0.67

Percent -16.70 -18.11 -14.86 -21.12 -12.74 -28.77

Bias

The simulated and observed monthly flow at the Koka Dam watershed outlet was plotted for visual
comparison (Figure8.7,3.8,3.9). The hydrograph of the calibration and validation period of
observed and simulated streamflow showetthe model slightly overestimated the peak value
during the rainy season. As displayed in Fig{B7,3.8,3.9, the simulated peak flow during the
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Flow(m3/sec)

rainy season exceeded the measured values in three LULC scenarios. The average annual
measured stream flow was 59.9%sec, whereas the mean annual simulated stream flow was
70.3n¥/sec, 72.3rfisec, and 73.5/sec for the 2005, 2010, and 2015 LULC data, respectively

This demonstrated that the change in LULC was the reason for the increase in mean annual stream
flow, which increased from 70.3%sec to 73.5 riisec between the years 2005 and 2015.
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Figure3-7 Streamflow calibration and validation at Koka dam stations for 2005 LULC
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Figure3-8 Streamflow calibration and validation at Koka dam stations for 2010 LULC
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Figure3-9 Streamflow calibration and validation at Koka dam stations for 2015 LULC

The monthly timestep sediment yield hydrograph was developed to show the simulated and actual
sediment load values (20@D15) during the calibration period. FiguBe$0,3.11, and3.12depict

the sediment yield hydrograph for measured and simulated values between 2000 and 2015.

The result of calibration and validation revealed an excellent correlation between simulated and
observed sediment values. The model performance result also showed a satisfactory result. As
shown in Figure8.10,3.11, and3.12, the simulated sediment value exceeds the observed sediment
values. This showed that the model overpredicted the sediment v4/IMSR and percent bias

during calibration for the 2005 LULC data were 0.81, 0.68,-86d.8, respectively (Tabl&5).

The model performance resulthgtter than the previous study results in this &Bzau et al.,

2022)
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Figure3-10 Sediment calibration and validation at Koka dam stations for 2005 LULC
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Figure3-11 Sediment calibration and validation at Koka dam stations for 2010 LULC
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Figure3-12 Sediment calibration and validation at Koka dam stations for 2015 LULC

Table3-5 Model efficiency for sediment calibration and validation at Koka Dam gauge station

Model 2005 Historical LULC 2010 Historical LULC 2015 Historical LULC

Perfor Calibration Validation Calibration Validation Calibration Validation

mance (20002010) (201% (20002010) (201% (20002010) (201%
Indicat 2015) 2015) 2015)
ors

R? 0.81 0.71 0.78 0.79 0.78 0.68
NSE 0.68 0.61 0.66 0.6 0.64 0.6
Percen -66.5 -75.5 -64.23 -53.5 -68.9 -54.6
t Bias

3.2.14 Temporal Variability of Sediment Yield, Evaporation, and Surface Runoff
The three LULC scenarios were used to evaluate the temporal effects of LULC changes on surface
runoff, evaporation, peak flow, and sediment yield. As shown in FRjuBethe amount of surface
runoff volume, peak flow, and evaporation during the period between &uDB010 is greater
than the values of the period between 28682005. The hydrological responses with different

periods of LULC change scenarios are prepared and showiakble 36. The mean annual

50



streamflow and sediment yield of the Koka Dam watershed increased year to year due to LULC
effects. This was due to an increase in agricultural practice areas. The Koka Dam watershed
changed from forest plantations to agricultural land between@2@d®015. As a result, the runoff

and sediment yield increased by 12.68% and 8.84% respectively. These findings are similar to
other studies conducted in different catchments. For example, M.chot¢2€18) described the
sediment yield of the Gojeb watershadreasing over time due to an increase in agricultural land
area(Choto and Fetene, 2018imilarly, the surface runoff of the Andassa watershed increased

due to changes in land use and land c@@ashaw et al., 2017)

2005LULC 2010LULC 2015LULC

Surface 2001-2005 212.2 179.4 143.08
Runoff(mm) 20062010 243 209.2 169.96
20012005 686.2 690.6 707.11

ET (mm) 20062010 721.4 724.4 749.16
PeakFlow(m3/sec 20012005 2170 2030 1590
© 20062010 2560 2430 1900

Figure3-13: Temporal variations of hydrological response under land use change
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Figure3-14 Monthly average streamflow comparison under three land use reference data (2001
2015)
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3.2.15 Spatial Variability of Sediment Yield, Surface Runoff, and Evaporation at
Subbasin Scale

The QSWATPIus model was used to evaluate the impact of LULC changes on hydrological
responses at the subbasin level using 2005,2010,2015 LULC data. The hydrological responses
vary from subbasin to subbasin due to land use/cover change, DEM, soil tyfad], dastribution,
slope classes, and management practice. Subbasin 2 has the largest change in surface runoff, water
yield, and evaporation when compared to the other subbasins Gl@ble
Table3-6 The spatial variation of surface runoff due to LULC change

Sub 2005LULC 2010LULC 2015LULC

basi Surface Water Evapor Surface Water Evapor Surface Water Evapor
n Runoff(  Yield( ation(m Runoff( Yield( ation(m Runoff( Yield( ation(m
mm) mm) m) mm) mm) m) mm) mm) m)
166.58 22496 736.59 163.46 196.13 756.68 177.84 204.66 753.48
281.16 357.56 765.37 283.46 333.98 768.55 314.84 358.01 762.81
202.58 237.98 668.63 199.33 224.12 686.29 215.24 241.04 720.64
117.26 129.72 554.37 133.60 142.99 561.63 135.53 143.69 561.30
162.71 177.16 634.53 176.58 185.36 627.71 214.16 221.48 623.99

aa b W N

3.2.16 Spatial Mapping of Sediment Yield at Subbasin Scale
The spatial mapping of sediment yield over the entire watershed is displayed inFiguehe
simulated mean annual sediment yield of the watershed ranged from 0.02 to 47.31 t/halyr, with a
mean value of 28.33 t/hal/yr in the baseline scenario. FRjlisandicates that subbasin 2 was the
most erosiofprone area with an average value of 29903 1t/halyr. In the Koka Dam watershed,
18.93% of the areas are classified as very high ergsiome, 28.4% and 35.1% as high and
moderate erosieprone, 11.5% asValy prone to erosion, and 7.8% as very low prone to erosion.
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Annual Sediment Yield(t/ha/yr)

0.02 - 0.49(Very Low)

0.49 - 1.32(LoW)

1.32 - 2.58(Moderate)

2.58 - 29.03(High)

29.03 - 47.31(Very High)

Figure3-15 Spatial mapping of mean annual sediment yield using 2015 LULC {Bexe

Subbasin 2 is dominantly covered by agricultural and urban Veinidh hascaused to increased
erosion rate. Agricultural practice contributed the most sediment yield in subbasin two. Based on
Estifano's reported sediment yield increased due to an increase in agricultural land and a decrease
in forest land(Hailu Estifanos and Gebremariam, 2018nother study also described that
cultivated or agricultural land contributed more sediment yield to the Megech regésafmw,
2020)

3.2.17 Identifying Best Management Practices (BMPSs)
It was identified that subbasins 2 and 3 are categorized as high eposien areas. These
subbasins contribute to the Koka Dam reservoir with an average annual sediment yield of
029.031t/ hal/year. As a result, t h three chwogener s h e
management approaches. As shown in Figuréterrace was the best sediment reduction scenario
method among the selected methaaBich was tested in three LULC scenarios. This finding
differed from other studies in this study area. Fotainse, N. Boru et al., study (2022) found that
terraces, grass waterways, and filter strips were the best management peautices sediment

reduction scenario was done using one specific year of LULC data. However, in this particular
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study, the sediment reduction method was evaluated using three LULC scenarios. According to
their findings, the terrace application reduced the amount of sediment yield compared to the grass
waterway and filter strip. This finding also indicated that #resice had better sediment reduction

than the contour and filter strip. A similar discovery has been made in the Kesem Dam watershed
(Tesema and Leta, 2020)hey found that applying terracing in watershed management was the

best option to reduce sediment that would enter reservoirs.
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Figure3-16 Mean annual simulated sediment yield for each scenario

3.3DISCUSSION

3.3.1 Impact of land use and land cover change on Streamflow
The impact of LULC change in the Koka Dam watershed significantly affected the hydrological

response. For instance, the average annual surface runoff for the recent 2015 land use/cover was
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increased by 12.65% from the 2005 historical land cover. The mean annual streamflow of the
Awash River at the outlet of the Koka Dam watershed increased by3&&crwithin 16 years.

These changes in streamflow were due to the majority area of forest and woodland being converted
to urban areas and agricultural land. The increase in surface runoff is primarily caused by a
decrease in the infiltration rate when fsirland is converted to other land uses. In general, surface
runoff has increased in the stualga within 16 years. These findings support previous studies that
found surface runoff increased as a result of LULC chan@dslkeba Tumsa, 2023)
Furthermore, these results are comparable to those of other research carried out in various
catchments. For example, Kuma et(@D23 reported an increase in surface runoff in the Bilate
catchment as a result of LULC alteratigdsima et al., 2023)Similarly, changes in LULC in the

Megech Dam watershed were found to increase surface idesfiaw, 2020)

3.3.2 Effect of land use and land cover change on sediment yield
The effects of LULC changes on sediment yield dynamics in the Koka dam reservoir are higher
when compared from time to time. Because the LULC drastically changed from forest and
shrubland to agricultural land and urban areas. The amount of mean annuaihdéathd entering
the Koka Dam reservoir was 26.03 t/ha/year in 2005 and increased to 26.34 t/ha/yeayam@010
28.33 t/halyear in 2015. Due to the woodland and forest land converted to agricultural land, the
contribution of mean annual sediment yiefdtreased by 2.3 t/ha/year from 2000 to 2015.
Moreover, over 1@.6-yearperiod (2002015), there was an increase of cultivated land area by
7.31% causing an increase of sediment yield by 47.31°Mkar in the study area. This led to
increased soil erosion in this watershed and increased sedomiyin the reservoirs of the
Koka dam. As a result, the capacity of hydropower generation of the reservoir has decreased from
the expected design capacity. Similar results have been noted in this resemchtihhegkoka
reservoir's silt accumulation reached 481 millkbomicmeters, resulting in an estimated 60 million
Ethiopian Birr in economic losses and 128 million kWh of energyAassyna and Cherie, 2023)
Similar findings have also been reported in other studies conducted in different parts of Ethiopia.
For instance, Boru et aR@22(Boru et al., 2022)eported that the average annual sediment yield
of the Melka Werer watershed is 21.43t/ha/year. According to Kidane 20aB (Kidane et al.,
2019) the mean annual soil erosion rate of the Guder watershed ranges between 25 and 30
t/halyear.

55



3.3.3 Temporal Land Use Effects on Streamflow and Sediment Yield
The amount of surface runoff, evapotranspiration, peak flow, and sediment yield varied throughout
the time as LULC altered. The simulated hydrological responses using the three LULC scenario
data were divided inttwo-time frames (20042005) and (2002010) to understand the effect of
LULC change over time series. The periods from 2006 to 2010 showed the maximum variation in
hydrological responses, while the periods from 2001 to 2005 showed the minimum variation. The
maximum variation of hydrological response occurred between the 2005 LULC and 2015 LULC
models wherethe surface runoff volume and peak flow rate values were 48.6 mm and®&l5 m
respectively. Surface runoff, peak flow, and sediment yield values in the 2016 kiddel are
higher than those in the 2010 LULC and 2005 LULC models. Every year, the sediment yield
increased during the month of high precipitation occurrences. About 60.8% of the total annual
sediment yield occurred during the rainy seatomplies that the surface runoff is greater in the
months of July, August, and Septemf@oaba, 2022)Similar research revealed that July, August,
and September recorded 70.8% of the overall sediment prod(itésema et al., 2021)

3.3.4 Sediment Yields Spatial Variability
The variability of sediment yield for each subbasin in the watershed was identified using three
LULC scenarios, and the simulated values range from 0.02 to 47.03 t/ha/yr. Sediment yields from
each subbasin varied due to the combined effects of LULC ypa| slope, weather, and runoff
conditions. The areas of high sediment yield are located in cultivated land, shrub/bushland, urban
areas, and bare land with steep slopes. Consequently, the annual sediment yield rate from each
subbasin region was used tbtamin a map of the spatial variability of sediment yield in the
watershed, which showed the subbasins with the worst erosion severity classes. The severity of
soil erosion in the watershed points to the need for careful control of sediment reduction in the
subbasinsespeciallyin susceptible sections, which was also concluded by the authi@srof et
al., 2022)
According to Hurni's (1985) study, the tolerable solil loss rate in different agroecological zones of
Ethiopia is estimated to be between 2 and 18 t/ha/y. However, subbasins 2 and 3 showed that
annual mean sediment yields significantly exceeded the allewak# of soil loss. Maximum
sediment yields were recorded in subbasins 2 and 3, with asnoudD5.1 and 71.8 t/halyr,
respectively. These outcomes are obtained under the 2015 LULC scenario. The main sources of

high sediment yield are agricultural lat@re land, shrubland, and steep slopes. This demonstrates
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that the regional variance in sediment yield can be linked to the type of land use, soil, and slope
classes. A similar study conductedthe Kesem dam watershed indicated that shrubland,
agricultural, forest, bare land, and pasture land covers contribsigdificant amount of sediment

yield in catchments and slope had an impact of the highest sediyieid in the
subbasinlessema et al., 2021Yherefore, the spatial variability of sediment output in the
catchment and subbasin is crucial for the implementation of optimum management techniques of

soil erosion in the upper Awash River basin.

3.3.5 Effective Management Options on Soil Loss
It was identified that subbasins 2 and 3 were classified as high erosion source areas. The subbasins
contribute an annual average sediment yield o
subbasins, BMPs will be implemented to reduce sedirnetgut from the watershed. Several
factors such as the source of sediment, the obstnplementation, sustainability, the efficiency
of BMPs in reducing sediment yield, the amount of rainfall, land use, and the slope of-the sub
basingshould be consided while selecting appropriate management practices. Consequently, in
this study, inexpensive and more effective BMPs for reducing sediment yield were applied to those
subbasins greater than 28.33 tons/ha/year. The comparison was done using three ldkiGssce
Following the establishment of terracing in the UARB, the mean annual sediment yields of AWRB
in 2005 LULC, 2010 LULC, and 2015 LULC data were 1.87, 5.37, and 6.1t/halyr, respectively.
In this scenario, the mean annual sediment yield of the catchmenedelddyB4%,86.5%, and
87.5% in 2005,201,0and 2015 LULC data, respectively. Terraces can substantially reduce
sediment yield, especially during high rainfall events and natural hillslopes. Similar findings have
been observed in the Upper and Middle Awash River Basin (UAMRB)tlam#&esem Dam
watershed. According to the autfBoru et al., 2022)the use of terracing resulted in a reduction
of sediment yield of 19.56% from the baseline scenario. They conclude that the area covered by
agriculture and bare land achieved the maximum silt decrease.
Implementing a 5m filter strip reduces sediment yield by 40%, 71%, and 69.6% for the 2005, 2010,
and 2015 LULC scenarios, with mean annual sediment yields of 7.01, 11.43, and 14.98 t/halyr,
respectivelyWhen the 10m filter strip was used, the sediment was reduced by 60%, 81%, and
80% for the 2005,2010, and 2015 LULC scenarios. These findings indmzdtacreasing the
width of the filter strip can increase the reduction efficiency of the sedimentpriehd subbasins.

This is attributed to the fact thabout 63% of the study area has a slope of less than 20%. Since
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the effectiveness of filter strips increases as the slope of a field is kept less than 20%, the simulation
result for this scenario was found to be higher than the simulation result reported by Sisay. This
study's findings are consistent with prior findsnig Ethiopia(Tessema et al., 202and (Abebe

and Gebremariam, 2019)

The simulation result of contour reduced the average annual sediment output for the 2005
LULC,2010 LULC, and 2015 LULC data by 60%,66.8%, and 69.6% from the baseline simulation
of 11.69,39.87, and 47.03 t/ha/yespectively.

During the combination of filter strips, Contour, and terrace scenarios, the amount of sediment
yield in UARB reduced by 93.3 %, 94.2%, and 94.6% for the 2005,201tD2015 LULC data,
respectively. The average annual sediment yield of the watershed for the 2008202015

LULC data was 11.69,39.87, and 47.31 t/halyr, respectively.

3.4Limitation s of the Study
This study helps to understand the impact of land use and land cover changes on sediment yield
dynamics in the Koka Dam watershed using three LULC scenarios. However, other important
physical variables such as phosphorus and nitrates were not considiiedindy due talack
of reliable data. I n addition to this, this
reducing sediment yield, but the economic feasibility of these implementations was not evaluated

due to the absence of data.

3.5CONCLUSION
Changes in land use and land cover are key sources of soil erosion at the watershed, basin, regional,
and global levels. The QSWAT Plus model was used to assess the effects of LULC changes on
sediment yield dynamics in the Koka Dam watershed. The analyisisLC change between the
three references LULC (2005,2010, and 2015) revealed that over the past 16 years, LULC change
had a significant impact on the upper Koka Dam watershed. Over 16 years, these wareyshow
increases of 7.31% and 6.34% in agricultural land and urban area, respectively. In contrast, the
coverage of plantation forests, water bodies, and woodlands decreased by 5.47%, 5.7%, and 3%,
respectively. Runoff and sediment yield variables signifigacitanged when the Upper Koka
Dam watershed's LULC map was chande@ping the catchment variables const@nersixteen
years, streamflow, surface runoff, and sediment yield have all increased by 4.55%, 12.68%, and
8.84% respectively. The simulated meannual sediment yields of the Koka Dam watershed for
the three LULC scenarios (2005,2010,2015) were 26.03, 26.34, and 28.33 téwsggctively.
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Some subbasins produced larger sediment output, ranging from 71.8 to 105.1 t/ha/yr. Therefore,
identifying and mapping the spatial distribution of sediment yield is critical to mimgthe

erosion rate. Three management scenarios (filter strip, contour, and terraces) are used to reduce
sediment yield. Filter strip, contour, and terrace reduced sediment yield by 60%, 65%, and 86%,
respectively, when compared to the baseline situa@werall, the combination of filter strip,

contour, and terrace, the amm of sediment yield in UARB was reduced by 94%. Based on the
research findings, it is recommended that the terrace scenario be implemented on the upper side of
the Koka Dam watershed for efficient sediment reduction. Areas like steep slopes and extensive
agricultural practices have a high risk of erosicategorized as high and very high. The
differences in erosion risk among sobésins help planners identify and prioritize certain
catchment areas that require immediate soil conservation measures. dé¢imgiechnique may

be valuable to decisiemakers in determining potential soil erosion causes and identifying hotspot
areas. The study's findings will assist policymakers in making land and water management
decisions and can be utilized as a model éodluse implementation in other watersheds. The
simulated effective BMPs can be used to reduce soil erosion in the Ethiopian highlands and other

similar watershed zones across the world.
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4. Spatiotemporal Sediment Yield Variability in the Upper Blue

Nile Basin, Ethiopia
Abstract
Soil erosion and silt deposition have caused significant problems in the Ethiopian highlands,
particularly in the Upper Blue Nile Basin (UBNB), reducing the service life of reservoirs in the
region. To develop effective mitigation strategies, it is essketatiunderstand the sediment yield
in the region and identify the hotspot areas. The Modified Universal Soil Loss Equation in Soil
and Water Assessment Tool Plus (SWAT Plus) was used to simulate streamflow and sediment
yield and identify the hotspot spatiemporal variability of sediment yield in the UBNB at different
reservoir catchments. The QSWAT Plus model is implemented by utilizing the digital elevation
model, climate and weather generation data, land use, soil type, and slope of the UBNB. The Sobol
t ool algorithm, part of the SWAT Tool boxés cal
to calibrate and verify streamflow and sediment yield monthly. The model exhibited satisfactory
performance across all the watersheds studied. The Kessieshesteexhibited significant
spatiotemporal variation in sediment yield. The spatial variation of sediment output across
different catchments within the watershed ranged from 0 to 67.6t/ha/yr. 42.04 % of the watershed
area is a critical erosion regioand 39.48 % of the watershed assulcritical region. This
significant spatial variability in sediment yield is attributed to a combination of human activities
and environmental factors in the region. The extremely high sediment yield values observed in
partsof the watershed have serious negative consequences for the longevity and functioning of
numerous reservoirs located in the Ethiopian highlands. Approximately 90% of the total yearly
sediment load was recorded during the winter season. According to thé&tsim results,
implementing filter strips, terraces, and contour procedures within the watershed could drastically
lower watershed sediment yield by 58.67%, 93.685%, and 64.46%, respectively. The chosen best
management practices (BMPs) have proven teelg effective in reducing sediment discharge in
watershedsulnerable areas. Based on the percentage reduction in sediment, it was concluded that
terracing was the most effective strategy for the affected subbasins compared to other watershed
management ggpoaches. This study found that BMPs are effective at reducing sediment transport

and could be used to reduce reservoir sedimentation in the UBNB.
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Keywords: Sediment YieldSpatiotemporal variability, Best Management Practice, Upper Blue
Nile Basin, QSWAT+

4.1Introduction
Soil erosion is a challenge that has spread quickly over the years due to land degradation caused
by human factorsactivities and inappropriate management practices. The storage capacity of
reservoirs is, therefore, reduced due to sediment depoéitiaie et al., 2021)In recent years,
sedimentation has been a worrying issue and is becoming a topic for discussion by researchers due
to the adverse effects that this process exerts on water storage capacity, design, and operational
techniques in global dam reservdiBsiak et al., 2016)This is a problem that plagues many dams
all over the world, and it hasften ben referred to as an invisible enemy. For instafieerera et
al., 2023) it is projected that reservoirs worldwide will experience a 26% reduction in their storage
capacity by the year 2050. By now, significant regions across the globe have k8%cldf their
originally available water storage. Each year, 0.5 to 1% of resezapacity is lost in the world
due to sediment depositigBachiller et al., 2019)For instance, the gradual decrease in reservoir
capacity over time diminishes the useful lifespan of dams. As a result, it has tremendous economic
and environmental problemé i An overview of reservoir sedi m
b as i n s, highlightédoré&sérvoir sedimentation as a serious issue in African river basins,
pointing out that the usable storage capacity of these reservoirs is declining.
Previous studies showed that several dams in Ethiopia are prone to sediment deposition. For
example(Tessema et al., 202f9und that the storage capacity of Angreb dam reservoirs decreased
by 62.28% in 16 years of operation and caused an average annual volume reduction of 3.9%. In
addition to thigHaregeweyn et al., 2006pund that the operational lifespan of srrsdhle
irrigation dam reservoirs in the Tigray area has been drastically diminished owing to high levels
of silt accumulation. Seventy percent of the examined reservoirs exhibited severe siltation
problems, sugesting they will cease to be functional long before their anticipated design lifespan.
The Koka reservoir was reported to be losing 17 million cubic meters of storage capacity each year
because of siltation. This swift decline in capacity is expectedisiderably shorten the projected
lifespan of the reservoiiBihonegn and Awoke, 2023Dams located in the Amhara region have
fully silted up much earlier than their intended design lifespan. For example, the Shumburit
reservoirs found in the East Gojjam area will likely not be functional for more than 15 years if the

current rate of sedient deposition continues at the same pace as the previous 6 years throughout
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the operational periogEndalew and Mulu, 2022)Additionally, some dams in this area are at risk

of accelerated sedimentation buildup. For instance, the Boikégiee structuren the Awash

River basin as well as the Adrako dams in this same reglad already failed before the
completion of their constructiofMekonnen et al., 2015)

The principal cause of silt buildup in Ethiopian reservoirs is soil erosion caused by rainfall, which
is a critical concern in Ethiopia's highland regidHsirni et al., 2005)In the highland regions of
Ethiopia, the main causes of land degradation and soil erosion are the topograpiaroiy
agricultural practices, climate, land use patterns, and changes in land/Coeéteba Tumsa,

2023) (Hurni et al., 2005)Specifically, the UBNB has experienced significant soil erosion due to
heavy rainfall in the region's steep and uneven terrain. This soil loss has been exacerbated by
agricultural practices that diminish the natural and humaimtained vegetation coverhich

would otherwise help protect the soil laydlyssen et al., 2004Based on Haregeweyn's study,

39 % of the UBNB is subjected to a higher erosivity rate (more than 30 t/ha/yr), which could
potentially threaten downstream reservoirs like the Grand Ethiopia Renaissan¢éDsyaweyn

et al., 2017)

Ethiopia has been allocating significant financial resources towards the planning and construction
of dams in the UBNB region. However, there is a risk that half of the dam reservoirs may lose
their expected economic lifespan within half of the desigropgéraregeweyn et al., 201500 his

is the result of improper reservoir design without properly identifying sediment sources and the
amount of sediment yield. This is due to the lack of a comprehensive local database on sediment
yield and the absence of an appropriate sediment yielteimwhich has been a challenge for
reservoir designer®illi, 2015).

The amount of sediment transported in the upper region of the UBNB exhibits significant spatial
variability or unevenness across the landscape. For example, the catchment areas showed a wide
range in their specific suspended sediment yields, varying feolmnaas 4 t/krfyr to as high as

4,935 t/knd/ yr (Fazzini et al., 2015) According to a previous studiaregeweyn et al., 2008)

the average spatially specific sediment yield for 11 reservoirs in the Tigray region was 9.89 t/ha
lyr. Recent bathymetric surveys conducted on a reservoir located in the Upper Blue Nile Basin
(UBNB) have revealed that the average sediment yield in the surrounding watershed area is more
than 120 metric tons per hectare per year. Additionally, this higlofaedimentation is leading

to an annual capacity loss of 11% for this specific reservoir, known as the Anjeb Reservoir. This
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showed a large spatial variation in suspended sediment yield (SSY) among the different
catchments, with the magnitude being high both regionally and globally. This implies that land
degradation, especially soil erosion, and its resultingitenand offsite impacts, is a severe
problem in the Ethiopian highland region. Therefore, it is crucial to understand the degree of
sediment variability and the total amount of sediment that will be transported to water
infrastructure projects, such as dams and iriegdfacilities, over the planned operational lifetime

of these structures.

Erosion can adversely affect ecosystems onsite and offsite. Before implementing any conservation
measures, it is important to first assess the areas that are experiencing rapid erosion, which can be
considered erosion "hotspots”. Specifically, estimathey gpatial distribution of sediment load

within the catchment areas has become crucial information needed for effective soil conservation
and management effor{§aston et al., 2010Determining the spatial distribution of sediment

yield across an entire watershed through field surveys, which has been done before, is a complex,
expensive, and timimtensive process. This approach only provides a rough approximation of the
actual ero®mn patterns due to the high degree of spatial variation within the watershed.
Additionally, many of the parameters related to sediment yield are still obtained through estimates
rather than direct measuremefii et al., 2017)Erosion and sediment transport are intricate
processes that are influenced by a variety of factors, including the underlying geology, topography,
climate, and vegetation covéaoth natural vegetation and hurmdrriven land use patterns. While
erosion processes are complex, various physically based models have been developed to address
this issue. These models operate at different spatial scales and utilize different conceptual
approaches.

Due to inadequate or improper watershed management practices being implemented in the
upstream areas of the Genale Dawa catchment, the majority of reservoirs located in this area are
experiencing significant losses in their overall capacity. This is caogezkcessive sediment
deposition and buildup within these water bodies, originating from the upstream watersheds
(Feyissa Negewo and Kumar Sarma, 20H1he Ethiopian highlands, the absence of an effective
watershed management system, as well as changes in land use patterns across the landscape, have
played a significant role in driving land degradatidebebu et al., 2010)

Physically based distributed models have the ability to more accurately identify critical erosion

areas and represent the spatial variability within a catchment, in comparison to empirical or
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conceptual modeling approackiéandey et al., 2016Agricultural NorPoint Source, Limburg

Soil Erosion Model, and Soil and Water Assessment Tool (SWAT) are some of the pyysical
based hydrological models used in the UBNB to evaluate the hydrological response and soil
erosion proces@etrie et al., 2011 )YEaston et al., 2010The QSWAT+ model is a valuable tool

for simulating hydrological responses, including runoff and sediment production. This is because
the model focuses on capturing the interconnected spatial relationships between the various
components of the watershegstem.By accounting for these spatial relationships, the QSWAT+
model can provide a more comprehensive and accurate representation of the watershed system
(Bieger et al., 2017 Furthermore, it has been proven to make reliable forecasts of water flow and
sediment transport in streams and rivers. It has been calibrated using observed data for runoff and
sediment data at multiple sites, and this calibration procesgid¢ided satisfactory results. The
insights provided by the QSWAT+ model can assist decigiakers and planners in increasing
awareness about the problems of soil loss in the basin and sedimentation occurring in Lake Tana
(Lemma et al., 2019aThe purpose of this study is to utilize the QSWAT+ model to identify the
most severe erosion hotspots and evaluate the spatial differences in SSY within the UBNB. While
the QSWAT+ model is new, the standard SWAT model has been more widely used and applied
across the world in various sediment yield research stiBiesie et al., 2011)(Tibebe and
Bewket, 2011)(Vigiak et al., 2017)(Dutta and Sen, 2018nd(Mosbahi and Benabdallah, 2020)

The QSWAT Plus model represents an advancement over previous versions, as it incorporates
landscape units in addition to sabtchments. The key advantage of using the QSWAT Plus model
over other physical models is its ability to provide insights intocbheaichment characteristics,

even when comprehensive data may not be readily accessible. Additionally, the QSWAT Plus
model can be used to assess hydrological responses that are typically challenging to simulate
accurately using other modeling approacti@sger et al., 2017)in general, the choice between
QSWAT+ and the INVEST SDR model depends on the specific needs and constraints of the study.
QSWAT+ is ideal for detailed, procebased hydrological and sediment transport modeling,
particularly in datarich environments wére highresolution analysis is required. In contrast, the
INVEST SDR model is better suited for rapid, uB@ndly assessments of sediment delivery,
especially in scenarios where data availability and computational resources are limited.

It stands outhatthis study used sophisticated modeling and calibration methods like QSWAT

Plus with MUSLE and the Sobol method, which analyzed the spatial and seasonal variation of
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sediment yield in the UBNB and recommended suitable BMPs. These aspects not only set our
study apart from other studies but also substantially enhanced our understanding of sediment
processes within the Upper Blue Nile Basin. By providing actionable itssigihd practical
solutions, this study contributes to improved water resource management and reservoir life span
in the region, making it a valuable addition to the existing body of knowledge.

The primary objectives of the study are to: 1) calibrate and validate the model at various gauged
stations while identifying sensitive parameters; 2) analyze spatial and temporal variations in
sediment yield throughout the UBNB; 3) identify critical erospyone areas within the basin; and

4) evaluate these erosion hotspots and the prioritized watersheds
4.2Materials and methodological approaches

4.2.1 Description of the study area
This study is conducted in the Upper Blue Nile Basin (UBNB), which is in the northwestern part
of Ethiopia. The Blue Nile basin plays a crucial role in the hydrology of the entire Nile River
system, as it generates more than 60% of the total Nile Riveff that reaches Sudan and Egypt.
It is the largest tributary of the Nile River, covering a drainage area of 175,60@geatifically,
the research area encompasses seven nested watersheds within the UBNB: Megech, Koga,
Robigumero, Ribb, Gilgel Abbay, Gumara, and Kessie watersheds. The location of the study area
is provided below in Figuré.1 and Tablet.1.

Table4-1 Information on the location and size (area) of different watersheds

Name of watershed Lat &Long of outlet Area(knT)

Kessie 11:4: 0N &38:11: 0 E 65784
Koga 11:22: 0N&37: 3: 0 E 244
Megech 12:29: 0 N& 37:27: 0 E 462
Ribb 12: 0: 0 N&37:43: 0 E 1592
Robi Gumero 9:45: 0 N&39: 0: 0 E 887
Gumara 11:50: 0 N&37:38: 0 E 1394
Gilgel Abbay 11:22: O0N&37: 2: 0 E 1664
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The mean annual rainfall of the @ watershed is 1475 mm from 2000 to 2015, and the mean
annual temperatures range from 7 °C to 30 °C. The mean annual rainfall of the Kessie watershed
is 1145 mm in the range of 20@D15. The mean annual rainfall of the Megech, Ribb, "Gilgel
Abbay, Robigurero, and Gumara watersheds is 1177mm, 1428mm, 1821mm, 1266mm, and

1443mm, respectively.
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Figure4-1 The location of the Kessie watershed area

The predominant soils of the UBNB are characterized as vertisols, luvisols, and |€ptists)
et al., 2010)Majorly, the main soil groups of the Kessie watershed are Lithic Leptosols, Eutric

Vertisols, and Chromic Luvisols, which cover 44%, 24%, and 14%, respectively (Bigure
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Figure4-2 Soil types

The dominant LULC categories found within the Kessie watershed include farmland, grassland,
barren terrain, bushland, and woodland. Based on the Water and Land Resource Center (WALRC),
around half of the watershed area is covered by farmland. The domia@tin this watershed

was farmland, which covered 50.69% of the watershed. Following agricultural land, the grassland
and the bare land cover 12.41% and 10.50%, respectively. The area occupied by urban
development is insignificant compared to the totalLOarea, accounting for only 0.39% (Figure

4.3).
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Figure4-3 LULC map

4.2.2 Data type and sources
The climate condition of the watershed varies spatially due to the influences of the complex
topography. Most of the areas have unimodal rainfall patterns and receive the maximum
precipitation from June to September. The Digital Elevation Model is defreed the United
States Geological Survey's (USGS) website. The daily streamflow data and meteorological data
used in the seven case studies were obtained from the Department of Hydrology undesthe Min
of Water and Energy and the Ethiopian Meteorologitute, respectively. The study utilized data
collected from approximately 30 weather monitoring stations located in the highland and
mountainous regionghis study required spatial and temporal data to be used as input for the
SWAT+ model. The spatial data, including soil and LULC information, was obtained from the

Water and Land Resource Center (WLRC). Five weather mtatds were obtained from the
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Ethiopian Meteorological Institute for this study. Additionally, hydrological information

including river flow andSSC (suspended sediment concentratiovgs gathered from the MoWE.

4.2.3 Observed data analysis
Computational areal rainfall: The areal rainfall for the study area is calculated using the
Thiessen polygon method. This method involves selecting the weather stations relevant to the
study area and using their point rainfall measurements to compute an average rainfall value for the
overall study area.
Streamflow: For the purposes of streamflow calibration and validation, data from seven measured
gauged stations located at the outlets of the watershe@utitized. Due to gaps in the data, 16
years' worth of data was used for both the calibration and validation processes. The calibration and
validation of streamflow and sediment yield simulations took place at Kessie, Megech, Ribb, Robi
Gumero, Gumara, Gjel Abbay, and Koga between 2000 and 2015.
Developinga sediment rating curve (SRC):The suspended sediment concentration (SSC) data
obtained from the MoWE ereinadequate for calibrating and validating the QSWAT+ model.
This was because the recorded SSC data at the catchment outlets lacked continustep time
measurements of the suspended sediment concentrations. To address this, the suspended sediment
concentations will be generated using a sediment rating equation. This equation establishes a
relationship between the suspended sediment coatientrin a river and the stream flow. The

general form of this relationship is provid@equation 4.1JAugusto and Santos, 2008)

0 @0 (4.1)

Where Qw is streamflow(ffsec), Qs is SSC (tons per day), and ¢ and darstant variables

In this study, three different methods were used to develop the SSRC. These methods utilized the
nortcontinuous sediment data and corresponding flow measurements. This indicates the SSC was
modeled using several types of rating curve equations, encongpassginlinear and nehinear
formulations on logarithmic scales, with some curves also incorporating adjustment factors. The
nonlinear logarithmsuspended sediment rating curve relationships were calculated and fitted
using the Solver Excel todEquation4.2) (Asselman, 2000)The rating curve of different
watersheds in the Kessie subbasin is shown in #able

0€0Q & @20¢® (42)

Where a, b, and c are constants

69



Table4-2 Different watershed sediment rating curves

Station Name a b R? Equation (LogQS)
Kessie 3.5439 1.0003 0.99 3.5439+1.0003logQW
GilgelAbbay 1.1826 1.5924 0.93 1.1826+1.5924logQW
Ribb 1.6215 1.527 0.91 1.6215+1.527logQW
Gumara 1.2649 1.5331 0.88 1.2649+1.5331logQW
Robigumero 1.1035 1.1836 0.94 1.1035+1.1836logQW
Koga 1.4788 1.3033 0.83 1.4788+1.3033logQW
Megech 1.5954 1.1861 0.89 1.5954+1.1861logQW

Table4.2 revealed that the suspended sediment concentration (SSC) rating curve was developed
using a loglog transformed relationship with relatively small data samples. Among the stations,
Kessie had a larger dataset compared to the others, resulting in &liadte and welperforming

rating curve. In contrast, K@ station had fewer data points, which led to a model with lower

performance compared to the others.

4.2.4 Description of the model
The hydrological simulation of flow and sediment for the UBNB was conducted using the revised
SWAT+ model (version 60.5.4). QSWAT+ is the updated version of the SWAT model, and it is
used to simulate surface runoff and sediment load from the watefstwdida et al.,
2021)(Arnold et al., 2018) The QSWAT+ model was used for this investigation because it
accurately simulates watershed dynamics and corresponds to the hydrological aspects of the study
area. The selection process includes a full examination of current modeling approaches,
emphasizng their applicability to the unique climate and largk features of the area. This is a
widely used framework for projecting the consequences of altered soil conditions and land
management strategies (e.g., deforestation or alternative agriculturadggpoh water resources
in a given regionSakbasin and Daba, 201.8The QSWATPIus model allows for a detailed
portrayal of the watershed's properties at the hydrologic response unit level. This design is broadly
applicable on a worldwide scale, and the latest edition integrates terrain characteristics to help
identify hdspot areas. Moreover, the results from the graphical interface are presented clearly,

making them easy to understand.
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The water balance equation shownkig@ation 43) forms the basis for the SWAT+ model, which

is used to simulate surface run@ffunoth and Goyal, 2019)
Yo Y Y 0 0 0 (4.3)

Where SWt denotes the change in soil water storage at time t (mm), and SWO is the soil water
storage at the end of the previous day (mm). t is time in days. Rday is daily rainfall (mm); Qsur is
surface runoff (mm); Ea represents losses due to evaporatibtramspiration (mm); Wseep is
water percolating into deeper soil layers (mm); and Qgw is groundwater flow returning to the soil
(mm).

The SWAT+ model is powerful because it can not only predict how much water runs off the land
(surface runoff) but also estimate how much soil erosion occurs (sediment loads) using the
MUSLE equation. The MUSLE equation used in SWAT+ applies to the whdkrsteed and is
derived from the pioneering soil loss equation developed by Wischmeier and Smith back in 1978
(Equation 4.4)Taylor et al., n.d,)and(Vigiak et al., 2015)

YQQp &0 zRi  ZOI QM@ @ Y w6 OYO (44

Sed: sediment loss (torQ)sur: the amount and rate of water run@fkak the highest rate of water

flow during a runoff event (fsec), arearu: the size of an area of HRU (KmKUSLE: the soil
erosion factor, Gs.e: the land cover and management factais P the conservation measure

factor, LSsLe: the topographic factor, and CFRG: the coarse fragment factor.

4.2.5 Model input
To build a QSWAT+ model, several types of information are required, including meteorological,
hydrological, and physical variables. SWAT+ is a semtributed physical model, so it needs
both spatial and temporal data as inputs. The main inputs requirte IQSWAT+ model include
digital elevation data, climate data, streamflow measurements, sediment data, soil information, and

maps of LULC(Documentation, 2009The DEM used in the study had a resolution of 30 meters,

and it was obtained fromhttp://srtm.csi.cgiar.org/strmdataThe climate data comprised
approximately 39 meteorological stations for the Kessie subbasin catchments.

4.2.6 Modeling approach
By using the QSWATPLUS model, the Kessie subbasin was divided into eighteen subbasins, 2500
HRUs, and 2500 channels. For calibration and validation, seven subbasins or watersheds were

selected. The choice of these sidsins was driven by data availability. The total streamflow and
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sediment load for the Kessie watershed were calibrated and validated using measurements taken
at the watershed outlet, located near the Millennium Bridge. For estimating evapotranspiration, the
Hargreaves equation was used, and the Muskingum routing metee@mployed for channel
routing. The QSWAT+ model (version 60.5.4) was set up and run using the QGIS software
(version 3.30.2) interface. The model was configured to run on a daily time step, with a simulation

period from 2000 to 2015 that included a gm&r warmup period.

4.2.7 Model performance, sensitivity analysis, calibration, and validation
The sensitive parameters in the QSWAT+ model have a considerable influence on various model
outputs, including the rate of water volume, sediment load, percolation, groundwater movement,
evaporation, and overall water yield. The QSWAT+ interface offereraéwellestablished
sensitivity analysis methods that can be used to evaluate the impact of the model's sensitive
parameters. These sensitivity analysis techniques are used to understand how to alter the input
setting parameters during the simulatiostwéam flow and sediment yiefdlen et al., 2019)The
Sobol method was selected for the sensitivity analysis due to its common use in identifying
significant sensitivity parameters. It was applied to the model and identified the most influential
parameters in the model. The software automatically detedniine sensitive parameters and
ranked them in order from most to least signifiggitrdofa et al., 2023)For example, to select
Curve Number as a sensitive parameter, adjust its value while keeping other parameters constant
and record the model efficiency metrics. Similarly, change the Available Water Content (AWC)
values based on soil depth or moisturemébn characteristics in set increments, and evaluate the
model efficiency. If the model efficiency results during the calibration of streamflow and sediment
yield show significant changes, it indicates that both parameters are sensitive.
Within the SWAT+ modeling framework, calibration and validation can be carried out using
several different approaches, including the SWAT+ Toolbe$SVRAT, and the SWAT+ Editor
manual calibration method. The model calibration was conducted tlef§WAT+ Toolbox
version 1.05. Calibrating for runoff and sediment is easier and more effective with the SWAT+
Toolbox than with RSWAT or the SWAT+ EditofHard et al., 2024)The calibration process is
done using manual and automatic techniques. Finally, validating the simulation output is
mandatory by using the different periods.
The model efficiency is measured by using statistical performance indidh®rmoscommonly

used to evaluate model efficiency #ne Coefficient of determination, Nash Sutalifand Percent
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Bias(Abbaspour et al., 2015According taMoriasi et al., 2007h NSE >0.5, R2 >0.5, and PBIAS
O N25 were used to assess the satisfactory pe
sediment yield.

4.2.8 Hotspot erosion area
Understanding the spatial distribution of sediment production and pinpointing areas prone to
elevated erosion are vital considerations that need to be accounted for in order to implement
effective watershedcale management and conservation practicesQEWAT+ model was used
to identify and quantify the sediment erosion from the watershed. The average yearly sediment
load for the various watersheds was classified according to the soil erosion rank established by
Kidan et al.(Kidane et al., 2019)Based on this, the amount of erosion rate and the hotspot area
are identified, as the spatial resolution. Quantifying the geographical variance of soil erosion across
the watershed gives solid evidence of which areas should be prioritized for the damgl@im
management strategies. However, due to budgetary constraints, time limitations, and land
resources in the study area, it is not feasible to implement watershed management practices across
the entire catchment. This necessitates the prioritizatioartdin subwvatersheds or hotspot areas

for the application of erosion control and sediment reduction measures.

4.2.9 Sediment reduction management scenarios
Developing and evaluating different sediment reduction scenarios was a beneficial approach for
managing and implementing various practices within the upstream portions of the catchments.
This allowed for an assessment of how different management strategidsimpact sediment
yields from the upstream areas of the watersfilectema and Leta, 2020Yarious sediment
management options were simulated using the QSWAT Plus model. This allowed for the
identification of subcatchments with high sediment yields, which helped determine the most
appropriate approaches for managing and reducing the oveliaties# load within the watershed.
The modeling tool provided a means to evaluate different management strategies and their
potential impacts on sediment transpd@dilo et al., 2019) It was used to simulate the
implementation of various best management practices (BMPSs) to evaluate their effectiveness in
reducing sediment loads. Various BMP options were incorporated into the model, such as
vegetative filter strips, contour tillage rtaces, grass waterways, stone soil bunds, check dams,
and reforestation. Based on the simulated findings within the modeling tool, various types of BMPs

were proven to be successful in controlling sediment loads at different watershed scales, as
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recommended by previous studies. The modeling approach allowed for an assessment of how the
implementation of these sediment control measures could impact sediment transport within the
watershedLeta et al., 2023)and(Risal and Parajuli, 2022The selected scenarios for this work
werethebasin line scenario, contouring, filter strips, and tes&cenanage the sediment load in

the Kessie watershed found in the UBNB.

Baseline scenarios (BS)Jsing the QSWAT+ model, the baseline scenarios simulated the average
sediment yield based on the current or actual conditions present within the watershed. For these
baseline model runs, the calibrated parameter values of the QSWAT+ model were empioyed wi
no changes to the modeling inputs or parameters. This baseline scenario serves as a reference point
for comparing the effectiveness and sediment reduction capability of the specified management
strategies that were later simuldte

Filter strip (FS): Vegetative filter strips (FS) were simulated in the QSWAT Plus model asBMP

to reduce sediment load by decreasing soil loss. The impact of the filter strips (FS) was tested by
investigating how increasing the width of the filter strips (FILTERW) influenced different land
uses and landscape elements, such as agricultural araaslagds, pastures, soil types, and
topography classes. These filter strip BMPs help to decrease runoff, reduce soil erosion, improve
infiltration, and enhanceesliment trapping. Based on recommendations from local studies
conducted in the Ethiopian highlands, the filter strip widths were adjusted from 1 meter to 30
meters to assess the impactahange in FS dimensions on sediment retaining efficiéBeirie

et al., 2011)Thus, for this study, a 5m wide filter strip is adopted.

In addition, two other structural best management practices (BMPs) assessed were terracing and
contour farming. These practices were implemented to help control soil erosion within the
catchment area. Contour farming involves tilling and planting cropsyaberizontal lines that

follow the natural contours of the land, rather than up and down slopes. This allows more of the
runoff to infiltrate into the soil instead of flowing downslope. The contoured tillage impounds the
water, reducing its erosive poteit(Dibaba et al., 2021)The contour farming scenario was
assessed in the QSWAT Plus model by modifying two key parameters curve number (CN2) and
the USLE Practice factor. These adjustments were made based on the watershed slope,
recommendations from the publication, and gurdediprovided in the QSWAT Plus user manual.

By adjusting certain settings in the model (parameters), researchers were able to see how contour
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farming techniques would reduce water runoff and soil erosion in the watershed's agricultural areas
(Kefay et al., 2022)

Terracing: Terracing is a practice implemented to reduce soil erosion by constructing rigid
platforms or steps on hillsides. In the QSWAT Plus model, the impacts of terracing were
represented by modifying the parameters for both sediment concentration and runwié.volu
Specifically, the parameters adjusted included the UBLECN2), and SLSUBBASIN. These
parameter adjustments were based on the watershed slope characteristics to accurately represent
the impacts of terracing on reducing sediment yield within the sladelr

The common method to assess BMP effectiveness calculates the percent reduction in a specific

factor, such as sediment yigEquation 4.5)

The efficiency of the BMP ZPp T (4.5)

The overall methodology of this study is outlined below in Figure
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4.3RESULTS
This research paper utilized observed flow and suspended sediment concentration information
(2000 to 2015) for model calibration, parameterization, uncertainty analysis, and validation. Where
suspended sediment datarenot available, an SRC was employed to calculate the suspended
sediment data. The QSWAT+ model was developed using DEM, LULC information, soil type
data, and slope characteristics of the Kessie watershed. This watershed was delineated into 18
smaller subbasins and 2,500 HRUs, encompassitigtal drainage area of 65,784 km
The thorough calibration and validation process is crucial to minimize uncertainties in the
simulation results. The study emphasized the importance of this comprehensive model setup and
performance evaluation to ensure the reliability of the sedimentl ystimates and BMP

effectiveness assessments.

4.3.1 Sensitivity analysis for streamflow and sediment calibration
It is a useful tool for determining the most significant parameters in the model and how they
influence the simulated output variations owing to changes in the input variables. For this study,
an initial set of 13 parameters was included in the sensiavigyysis for both flow and sediment
load.
The streamflow uncertainty analysis was conducted using 16 years of data, and the ranking of the
parameters was determined based on the results of the automatic sensitivity analysis. The analysis
using the QSWAT Plus model identified eight key parametesgasitive in the simulation. These
included factors related to surface runoff, such as curve number and moisture conditions, soll
properties like available water content, evaporation compensation, and erodibility, as well as
baseflow, water table deptbercolation, and management practice factors (T&BJe The results
were like other findings that used the SWAT Plus mddieimsa et al., 2024)Konanwaidhet,
2023)
In the sediment simulation, eight parameters demonstrated very high sensitivity in the model, as
shown in Tablet.4. As a result, a sensitivity analysis was performed to optimize the unknown
variables, and the most sensitive parameters that had the greatest influence on sediment load in the
model output were identified. The most sensifparameters were identified as the slope of the
subbasin, soil evaporation compensation factor, USLE equation support practice factor (USLE_P),
Manni ngo6s v adflove sedimeatrconaemnration iralateral and groundwater flow,

plant uptake compensation factor (EPCO), linear parameter (SPCON), and exponent parameters.
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The sensitivity analysis results for sediment calibration were like other studies conducted in the
Ethiopian highlands(Bihonegn and Awoke, 2023and(Tumsa et al., 2023)

Table4-3 The streamflow calibration parameters and their corresponding fitted values

Parameter Minimum Maximum Optimum
Rank Parameters Groups value value value
1 awc SOL 0.01 1 0.527
2 alpha aqu 0 1 0.345
3 CN2 HRU 35 98 78
4 cn3_swf HRU 0 1 0.384
5 usle_p HRU 0 1 0.144
6 esco HRU 0 1 0.37
7 revap_min  AQU 0 50 36.279
8 usle_k SOL 0 0.65 0.618

Table4-4 The sediment calibration parameters and their optimized/fitted values

Note:SOL- soil, HRU - hydrological response unb\QU -aquifer

Parameters Minimum

Rank  Parameters group value Maximum value Optimum value
1 slope HRU 0.0001 0.9 0.071
2 esco HRU 0 1 0.298
3 usle p HRU 0 1 0.658
4 ovn HRU 0.01 30 4.407
5 lat_sed HRU 0 5000 171.685
6 EPECO HRU 0 1 0.354
7 SPCON bsn 0.0001 0.01 0.001
8 SPEXP bsn 1 1.5 1.07

9 cn2 hru 35 98 57.315
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4.3.2 Streamflow and sediment yield calibration and validation
Streamflow and sediment load were calibrated at different Kessieasahments from 2000 to
2010 and validated from 2011 to 2015. The overall goodness of fit for streamflow and sediment
yield calibration was f@Avery goodd=0f8& percenhe Kes
bias =20.25, and NSE=0.79,%R0.8, and percent bias =9.63, respectively (Tddeand Table
4.6). During the validation process, the model demonstrated good performance, with an NSE value
of 0.65, an Rsquared value of 0.69, and a PBIAS-96.56. Other studies on streamflow and
sediment modeling within the Kessie stditchment with other spatial tdaand short time series
attained similar stastical results(Easton et al., 2010)As illustrated in Figureg4.5 (monthly
sediment yield hydrograph) and 6 (monthly streamflow hydrograipé)predicted values for both
flow and sediment load at the various watershed outlets werealiggied with the observed
values. The statistical values of model efficiency NS£ aRd PBias are shown in Tabkes and
4.6. TablesA.5 and4.6 show the acceptable ranges of the static performance criteria for the model.
As displayed in Figurd.5 (monthly sediment yield hydrograph), the simulated sediment data
aregreater than the observed values. Similarly, the simulated value of streamflow is greater than
the observedaluefor each watershed. It showed that the model overestimated the streamflow and
sediment yield. This result may have arisen due to data constraints, as the observed sediment data
in the watershed is quite limited and relies deta generated by a sediment rating curve.
Additionally, the model assumptions do not adequately capture the complex hydrological

responses.
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Figure4-5 Monthly sediment yield hydrographs observed and simulated by the SWAT + model
during calibration and validation between 2000 to 2015

The simulated and observed mean monthly streamflow values for Kessie, Megech, Ribb, Koga,
Gumara, GilgelAbbay, and Robigumero was 774.4%sec and 650.9 ffsec, 8.86rfIsec and
10.63nt¥/sec, 44.02rtisec and 39.27#sec,7.05rfisec and 6.36/sec,34.41isec and
41.62nt¥/sec, 48.71rfisec and 51.68#sec, 8.92rflsec and 8.17#sec, respectively. Similarly,

the mean monthly simulated and observed sediment yield results are shown ih.G.able
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Figure4-5 Monthly streamflow hydrographs observed and simulated by the SWAT + model during

calibration and validation between 2000 to 2015

Table 4-5 SWAT+ model performance during streamflow calibration and validation with
statistical parameters

Observed Simulated

Mean Mean

Monthly Monthly

Catchmen Streamflo Streamflo
t NSE R2 PBIAS w w
Cal Vval cCal Vval cCal Val md/sec md/sec

RobiGu. 0.79 0.79 0.81 0.79 17.7 8.25 8.17 8.92
Gumara 0.89 0.82 091 0.87 154 222 34.41 41.62
Gilgel.A 08 0.79 0.86 0.88 853 -1.3 48.71 51.68
Ribb 089 09 09 09 186 -1.0 39.27 44.02
Kessie 0.85 0.65 0.88 0.69 -20 -16 650.9 774.9
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Koga 088 09 09 09 -17 3.58 10.63 8.86
Megech 0.3 0.7 0.75 0.71 17.7 13.1 6.36 7.05

Note: Cal: calibration,Val: validation

Table 4-6 SWAT+ model performance during sediment yield calibration and validation with
statistical parameters

Observed Simulated

Mean Mean
Monthly Monthly
Sediment Sediment
NSE R? PBIAS Yield Yield
Cal Vval Cal \Val Cal Val ton/day ton/day
Robigumero 0.7 0.7 0.71 0.71 -25.3 -24.24 92,059.19 115,129.75
Gumara 0.73 069 0.75 0.7 -7.25 -12.38 318,192.59 346,614.25
GilgelAbbay 0.8 0.73 0.83 0.75 -8.75 -5.58 437,596.32 773,390.37
Ribb 0.85 0.7 087 074 -768 -12.1 151,458.41 164,852.24
Kessie 0.79 0.7 0.8 0.72 3443 9.63 2,326,699.97 1,696,354.93
Koga 0.8 085 08 09 -245 234 43,620.47 56,776.40
Megech 0.8 082 08 089 -151 -135 412,914.40 485,824.01

4.3.3 Analysis of temporal variations in sediment discharge within the Kessie
watershed

The QSWAT+ model analysis of soil erosion in the Kessie watershed-@I®) showed that
winter months experience the most significant soil loss (as depicted in Bigurpproximately
90% of the total annual sediment yield occurred in the months of June, July, August, and
September. The remaining months of the year contributed only 10% of the sediment yield.
Even though the most rain and the highest streamflow occurred in July, August saw the greatest
average amount of soil erosion, reaching 145.54%knT his was even though the mean monthly
precipitation in July was 322.54 mm, and the corresponding mean monthly streamflow was 650.97
m/sec.
The peak streamflow occurred at the start of the rainy season, which is a pattern observed in other
watersheds in the Ethiopianighlandsregion. Overall, the sediment yield output increased
significantly by 30.25% between 2000 and 2015.

82



Average Observed Streamflow(m3/seej=Simulated Sediment(ton/day)
—Qbserved sediment Yield (ton/day)

0

& 18000000- o
o (]
2 - 1000 £
e I}
5 15000000+ %
o~ L 20008
£ 12000000+ =
2 )]
= - 3000 &3
& 9000000+ >
<

£ 2
S 6000000- 40008
= c
= g
£ 3000000- - 5000 =

0 T T L | T T T T T — 1 T 6000
Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec

Month

Figure4-6 Mean Monthly Simulated Sediment yield, observed sediment, and streamfibev of
Kessie watershed from 2002 to 2015

4.3.4 Mapping soil loss
A large area of the Kessie watershed experienced high rates of soil erosiord.Tahtavs that
approximately 42.04% of the watersheds were designated as high sediment sourcéhareas
spatial pattern of sediment yield showed that out of 18 subbasins' sediememating areas, 14
subbasins generated sediment yield ranging from 4.3 to 67.6 t/ha/yr, and the highest sediment load
was found in the northern part of Gojam, some partiseoBeshilo subbasin, and partihe Jemma
catchments.
The spatial map of how much sediment is produced in different parts of the Kessie watershed at a
subbasin scale showed that there were areas more prone to eBasied.on various literature
sources, the erosion class of the watershed was categorized into five groups. A map (spatial
variability map) showed two stiiasins experiencing very high erosion (846 t/ha/ yr), eight
subbasins with high erosion (4®5t/ha/ yr), four with moderate erosion (2413 t/ha /yr), and
the remaining four having lowo very low erosion rates {B.1 t/ha/yr) but still at risk from

sediment buildugFigures4.9 and 10. A study of the middle Kessie watershed found severe soil
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erosion throughout, with some areas experiencing very high rates. Fourtesatstdheds were
identified as critical erosion zones, losing an average of 4.3 to 67.6 tons of soil per hectare each
year. These hotspots cover a vast area, 70% of the waté4shed7 kn3), and are dominated by
agricultural activities on land with steeper slopes.

Table4-7 Erosion rates in different areas of the Kessie watershed

Soil erosion Severity Subbasin number Total Area cover (%)
class class area(km)

0-1 very low 138,286 12780.86 18.47

1-2.1 low 26,98 12754.90 18.44

2.1-4.3 moderate  22,249,254,261 14559.81 21.05

4.39.5 high 1,11,18,80,85,111,162,26¢ 14600.35 21.10

9.567.6 very high 23,165 14486.93 20.94

According to the QSWAT+ model's calibration and validation results, the average annual sediment
yield for the Kessie watershed during the period of 2000 to 2015 varied from 10.52 t/ha/yr to 55.77
t/halyr (Table4.8). This showed that among the Kessie-satcthmentsGilgel Abbay, Koga,
Gumara, Ribb, and Megech had the largest sediment load. Therefore, the catcleawkisbe

the best management practice intervention.

Table4-8 Average annual sediment yield of different catchments

Catchment Area(ha) Sediment yield(t/ha/yr)
Koga 24400 27.92
Megech 46200 10.52
Robigumero 88200 15.58
Gumara 139400 29.84
Ribb 159200 12.43
Gilgel Abbay 166400 43.72
Kessie 6578400 55.77

4.3.5 Developing Sediment Reduction Scenarios
Baseline scenario:The QSWATPLUS model shows that sediment yield varies across the
watershed. On average, the reach outlet yields 43.23 t/halyr, while the total yield for the entire
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watershed is 284.987 million tons per year. The effectiveness of the sediment management
measures was evaluated by comparing the results obtained after implementing these measures in
sedimeniprone areas to a scenario where no such measures were takdmégbasndition)
(Figure4.9).

Applying Filter Strips (Scenario I): The data in Figurd.8 showed that using-Beter filter strips
significantly reduced soil erosion in critical subbasins. On average, these strips lowered yearly
sediment loss from 11.5 t/ha/yr to 4.63 t/halyr, representing a decrease of 60%. The authors of
(Zantet o et al., 2023pund that implementing 20m wide vegetated buffers in-igkareas led

to a 34.7 % to 65.6 % mean annual sediment yield reduction in thodemsus compared to a
baseline scenario.

Applying Contouring Farming (Scenario Il): This management practice led to a significant
decrease in the sediment yield rate. The average annual sediment yield was originally 11.51t/ha/yr.
After implementing this practice, the sediment yield was reduced to 4.59 t/hal/year, which
represents a 60.11%ecrease, as shown in Tabled. Constructing contour structures on
agricultural land, shrubland, and pastures increases the rate of water absorption into the soil. This
is because the contours make the land sarfass smooth and even, which allows more water to
soak into the ground rather than run off the surface. By making the land rougher, contouring slows
down runoff. This reduces the force of the runoff, which lessens its ability to erode the soil. The
averge amount of soil lost each year (mean annual sediment yield) was reduced by over 64%.
Similarly, other studie¢Dibaba et al., 2021¢xamined the impact of contour farming practices

and buffer zones on environmental benefits and found that contour farming alone can reduce soil
loss by around 63.8% on average each year in the Ethibjghalands.

Applying Parallel Terracing (Scenario lll): Building terraces in the identified critical erosion
zones significantly reduced the average annual amount of soil erosion by 93.58%. According to
the data presented in Table, the implementation of terraces in the identified hotspot areas
significantly reduced the soil loss rates within those subbasins. The sediment output decreased
from an original 11.51 t/ha/yr down to 0.76 t/hal/yr. At the entire watershed level, the model
predictions indicated that the annual soil loss was lowered by 93.65% gitementing terraces

in hightrisk subbasins. The average sediment yield across the entire watershed decreased from
5.01 t/halyr to 0.32 t/halyr. Using parallel terracing is the most effective land management practice
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in the Ethiopian highlands, compared to other best management approédelf@set al., 2022)
(Gashaw et al., 202]1(Leta et al., 2023)and(Tesema and Leta, 2020)

mBaseline mTerrace Contour mFilterstrip

Sediment Yield(t/ha/yr)

Subbasin

Figure4-7: The average annual simulated sediment or soil loss for each management scenario at
different subwatersheds
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Table4-9 The best management practice scenario results

Subbasin Sediment yield(t/ha) Change in percentage
Filter Filter

Baseline Terrace Contour strip  Terrace Contour  strip

1(Megech) 499 0.333835 1.58 2 93.31 68.31 59.89
11(Ribb) 8.72 0.59 3.51 3.67 93.24 59.77 57.93
18 4.91 0.32 0.94 1.96 93.49 80.87 60.12
22 2.98 0.18 1.09 1.32 93.97 63.47 55.77

23(Gumara) 11.51 0.76 4.59 4.63 93.40 60.11 59.77
26(Partial Tana) 1.71 0.11 0.67 0.71 93.58 60.88 58.54
80(Partial Tana) 6.73 0.42 2.51 2.90 93.76 62.68 56.88

85 6.80 0.45 2.72 2.72 93.38 59.98 59.98
98(Koga) 1.96 0.13 0.78 0.78 93.36 60.15 60.15
111(Gilgel

Abbay) 4.66 0.30 1.83 1.94 93.56 60.74 58.38

138 1.27 0.08 0.51 0.53 93.70 59.85 58.28

162 5.20 0.29 1.71 2.17 94.42 67.10 58.24

165 10.21 0.60 3.36 4.25 94.13 67.10 58.39

249 4.18 0.25 1.38 1.74 94.02 66.99 58.38

254 3.34 0.20 1.10 1.39 94.01 67.05 58.36

261 2.43 0.14 0.80 1.01 94.25 67.14 58.51

269 7.15 0.480 2.35 2.98 93.29 67.13 58.32

286(Robigumero;, 1.38 0.09 0.54 0.55 93.48 60.86 60.14
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4.3.6 Evaluation of best management practices
This study tested different methods to reduce soil erosion in critical areas throughout a watershed.
While 5meter filter strips were implemented, they were the least effective, only achieving a
modest decrease of around 59% in average annual sedimennlasser words, these strips
reduced soil erosion from an average of 5.01 t/ha/yr to 2.07 tons per hectare per year, representing
a total decrease of 58.67% in sediment yield across the entire watershed. Compared to FS, the
average effectiveness of contoiarming in reducing soil loss for the critical subbasins was
64.46%. Contour farming was more effective at reducing soil loss than filter strips, but not as
effective as the terracing approach, which achieved the highest 93.68% reduction. Implementing
terracing in sukbasins 162, 261, 254, 165, 249, 22, and 23 led to significant reductions in sediment
load, ranging from 93.4% to 94.42%. It reduced 93.68 % of the erpsime area of subbasins'
annual soil loss rate from 5.01 t/ha/year to 0.32 t/ha/yaathermore, terracing was the most
effective management practice for reducing sediment yield across all critical subtigmshe
watershed region. The analysis concluded that terracing was a more effective management practice
than others at reducing sediment in all the critical hotspot areas within this watershed region.

Different literature also approved these res{fisteneh et al., 2023)
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4.4DISCUSSION

4.4.1 Modeling of sediment loading and runoff
The calibration and validation were conducted at thevgatiershed level using gauged streamflow
and sediment concentration data between 2000 and 2015. The model simulation capability was
satisfactory and at good performance when the model simulationsregeile calibrated and
validated with the observed data within different-sabichment outlets. The model efficiency at
Koga, Ribb, Megech, Gumara, Robigumero, and Kessie waterglzes).88 and 0.85, 0.85 and
0.7,0.8and 0.82,0.73 and 0.69, 0.7 andahd,0.79 and 0.7, during monthly time step calibration
and validation, respectively. The results were sintdar beyondhose ofother studies conducted
in similar study areas and used similar models. For insté@eejaw T Ayele et al.,2021)Ayele
et al., 2021found that the model efficiency results during calibration and validation at the Koga
watershed outlet were 0.75 and 0.79, respectively. Therefore, the calibration and validation results
of the QSWAT+ model demonstrated its effectiveness in comparisothéo semidistributed
hydrological models.
The average annual soil erosion (sediment yield) for seven watersheds in Ethiopia over 16 years
such as the Kessie watershed, Ribb watershed, Megech watershed, Gumara watershed, Koga,
Gilgel Abbay, and Robigumero watershed was 59.42 tons per hectarapetd/é3 t/ha/yr,10.52
t/halyr,29.84 t/halyr, 27.92 t/halyr, 55.77 t/halyr, and 15.58 t/halyr, respectively. These results are
consistent with what other studies have found previo(slgbachew and Sewnet, 20245or
example, previous reports showed that sediment yield values in the Ribb watershed ranged from O
to 16 t/halyr, with an average of 12.43 t/hdfymshaw et al., 2021The studies conducted in the
Anjeb watershed region of northwestern Ethiopia found soil erosion rates ranging from 2.5 to 157
t/halyr. These soil loss rates were higher than the value observed in the current research, but the
sediment yield was lower thahe range reported in the northwestern Ethiopia sfUslygaye and
Bharti, 2021) Another study conducted in the BNB using the QSWATPLUS model estimated soill
loss of around 27.5 t /halyr, which aligns with our findiigsshaw et al., 2021)Several studies
have estimated soil loss rates in different catchments and watersheds in Ethiopia using the RUSLE
model and related approaches. For instance, in the Koga catchment the average soil loss was 27.5
t/halyr (Ayele et al., 2021)the Beshillo catchment in the BNB was 37.5 t/hd/yesuph and
Dagnew, 2019)central Ethiopia was 23.4 t/ha/fGessesse et al., 201#)e Gumara watershed
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was 19.7 t/halyfGashaw et al., 202,1and the Gilgel Abbay watershed was varied from 9.8 t/ha/yr
to 81.2 t/haly(Gashaw et al., 2020)

4.4.2 Evaluate the variation in sediment output over the Upper Blue Nile basin
The spatial heterogeneity of sediment discharge within the study area was sigfificaspatial
variability was important in identifying the hot spot areas that were most in need of the best
management practices. A wide section of the Kessie watershed was shown to experience
substantial, accelerated, or excessive soil Basticularly fourteen subbasins such as Gumara
(23), Ribb (11), Koga (98), 249,254,261,11,80,85,162,269,165, and Gilgel Abbay (111)
watersheds had high soil erosion rates. The stendsaled that 42.04 % of the watershed area is a
critical erosion regionand 39.48 % of the watershed assuleritical region. Approximately
63.09% of the areas studied are estimated to be prone to erosion, with erosion rates exceeding 4.3
t/halyr. The sediment variability observed in the Upper Blue Nile basin ranged from 0 to 67.6
t/halyr across the different ciiments in that region. The analysis shows that the Upper Blue Nile
basin is currently experiencing a high rate of soil erosion, with a signtfgpatial variation. This
ranges from zero tons per hectare per year in water bodies to as high as 67 t/halyr in areas with
degraded slopes and intensive agricultural practices. Other similar reports have corroborated these
findings (Haregeweyn et al., 2017n general, the highest sediment loads are found in the North
Gojjam, Beshilo sulbasins, and parts of the Jemma catchments. This high sediment concentration
has impacted the storage capacity of several dam reservoirs in the region, including Koga, Ribb,
Megech, and even the Grand Ethiopian Renaissance Dam. Unsustainable agricultural practices and
increasing population demands are causing significant soil erosion in the UBNB. To address this
issue and safeguard both agricultural productivity and thepafeof downstream reservoirs,
implementing land management practices like cover cropping or terracing, or constructing
structures like check dams, might be necessary. Hence, implementieffeosve and targeted

soil erosion management strategies seatial to reduce erosigmrone areas.

4.4.3 Evaluating the effectiveness of optimal land management strategies in
minimizing soil erosion
The successful application of the modeling approach has enabled the identification of specific soil
erosion "hotspot" areas within the UBNB in Ethiopia. These -higherosion zones have been
pinpointed at the subbasin level. The identification of theifipesoil erosion hotspot areas within

the Upper Blue Nile basin, at both the sadsin and broader watershed scales, provides valuable
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data that can be leveraged to prioritize and target necessary watershed management interventions.
Over 41% of the subasins within the watershed were identified as major sediment source areas,
generating higher than average sediment loads exceedingt2a85. This detailed quantitative
information is essential for implementing cedtective and targeted soil erosion management
strategies. After identifying the hotspot areas within the watershed, the best management practice
is to reduce the sedimergdd into reservoirs tmaintainwater quality. The best solutions for
controlling soil erosion in each sddasin will depend on several things, such as the type of erosion,
cost, longterm benefits, effectiveness in reducing sediment loss, rainfall patterns, land use
practices, and thgteepness of the slopes.

The sediment yield from several erosjmmne sukbasins (1, 11, 18, 80, 85, 111, 162, 269, 165,
and 23) was reduced by 55.77 % to 59.98 % in the first scenariemeyeswide filter strips as a

best management practice. According to the simulationtseshié total amount of sediment that
flows out of the Kessie watershed has decreased significantly. Specifically, the soil loss rate at the
watershed outlet has decreased from 5.01 t/ha/yr to 2.07 t/halyr, which represents a 58.6% decrease
from the baselie conditions. The findings indicate that by increasing the width of the filter strips
within the watershed, the efficiency of sediment reduction can be improved in thasob that

are prone to high sediment yields. In other words, expanding thesfiffeiareas can help capture

and prevent more of the sediment from being transported out of those problemaiissish The

results of this study are similar to the findings from previous research conducted in other
watersheds. Research consistently wadt that installing wider strips of vegetation along
waterways (filter strips) significantly reduces soil erosiBtudies by Bibi et al(Zantet o et al.,

2023) in the Gilo watershed and Abebe et(Bbsema and Leta, 2020n the Kesem Dam
Watershed in Ethiopia, both found that wider filter strips led to substantial decreases in soil loss.
The findings highlight the benefits of using filter strips, with reductions in soil erosion ranging
from 22% to 80% depending on thetia width of the strip and specific location. Specifically,

they reported that expanding the filter strip width from 5 meters to 10 meters resulted in sediment
yield decreases ranging from 43.58% to 70.11%, and from 62.3% to 80%, respectively.

The practice of contour farming, which is considered another effective management technique,
was found to result in a substantial decrease of up to 64.46% in the key metrics across all the sub
basins studied. Previous research has shown that the usémfrdanming techniques resulted in

a 68.1% reduction in the amount of sediment yiélahtet o et al., 2023)
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In addition to the advantages provided by contour farming, the study found that constructing a set
of horizontal ridges or terraces on the hillsides and in the high rainfabasibs further reduced

the sediment yield to 66.84 t/ha/yr from the overaliesshed. This represents a substantial 93.68%
decrease compared to the original baseline sediment levels. Furthermore, the study found that the
terracing management practices achieved the greatest percentage reduction in sediment levels from
the problemat, highsediment sulbasins within the overall watershed. Therefore, utilizing
terracing techniques provides a valuable solution for managing the sediment dynamics within the
river basin. This finding is in line with the results reported in previous studies deddbyg
Negewo et al(Negewo and Sarma, 202%)eta et al(Leta et al., 2023)and Kefay et al(Kefay

et al., 2022)

In general, the results of this study underscore the efficiency of various management techniques in
mitigating sediment runoff. These results can help to inform future policy suggestions, such as
promoting optimal management practices (BMPs), establiskuhgcational initiatives, and

incorporating erosion prevention strategies into land use planning.

4.5Conclusion and Recommendation
Sediment yield resulting from solil erosion significantly affects water storage facilities such as
dams and reservoirs. The buildup of sediment in riverbeds presents a significant obstacle for
engineers and water resource professionals when conceptuaizjagizing, and executing water
resource initiatives within watersheds (river basins). Appropriate upstream watershed management
strategies are crucial to address this concern. The QSWATPLUS model was used in the Kessie
watershed in Ethiopia to examineetBpatial and temporal variability of sediment output at the
subbasin level. This was done to identify crucial erogiwone sites and develop effective
management techniques. It was calibrated from 2001 to 2010 and then verified the model from
2011 to 205 using observed data to assess its suitability for modeling streamflow and sediment
yield with the SWATPLUS TOOLBOX. The statistical indicator findings demonstrated very good
performance, with Bquared values of 0.8 and 0.72, NSE = 0.79 and 0.7, anAiSPBB4.43%
and 9.63% for the calibration and validation periods, respectively.
In the baseline scenario, simulated sediment delivery volumes ranged from 0.0 to 67.60 t/halyr,
with an average of 43.3 t/ha/yr. The highest sediment yield value was recordeebassuti65,
while the lowest was observed in soiéasin 22. The examinatiddentified the critical erosion

zones within the study region, which consisted of thelmgins with modeled sediment yield
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values exceeding 9.5 t/ha/yr. The designated subbasins deemed crucial for erosion were 1, 11, 18,
80, 85, 111, 162, 269, 23, and 165, representing 42. 04% of the total research area. The simulation
results showed that implementing various managementgati| these critical subasins had
variable effects on reducing sediment discharge. In particular, filter strips reduced sediment yield
by 58. 67%, contour farming reduced it by 64. 46% and parallel terracing proved to be the most
efficient, reducing stiment yield by 93. 68%. In general, the study determined that terracing was
the most effective method for reducing sediment, as seen by the sediment reduction rates. From a
temporal aspect, the research found that about 90% of the total annual sedilmen® was
reported during the winter months. These findings can help to inform future policy suggestions,
such as promoting optimal management practices (BMPs), establishing educational initiatives, and
incorporating erosion prevention strategies into lasel planning.

The study also emphasized that areas with steep slopes and extensive agricultural practices are at
high to very high risk of erosion. By categorizing erosion risk acrosasiins, the findings

enable planners to prioritize areas requiring immediate soilservation measures. The
QSWATPLUS modeling approach proved valuable for identifying erosion hotspots and
understanding the underlying causes of soil erosion, providing decs&ars with actionable
insights for watershed management. The results damnmnpolicy recommendations, such as
promoting best management practices (BMPs), launching educational programs, and integrating
erosion prevention strategies into land use planning.

The findings from the Kessie watershed have broader implications for other regions facing similar
challenges. The simulated BMPs, particularly terracing, can serve as a model for reducing soil
erosion in the Ethiopian highlands and other comparable watisskorldwide. By identifying

critical erosion zones and demonstrating the effectiveness of targeted interventions, the study
offers a replicable framework for sustainable watershed management. This approach can guide
policymakers and land use planners implementing erosion control measures, ultimately
contributing to the preservation of water storage infrastructure and the sustainable management of

global watersheds.

4.6 Limitation s of the study
This study centered on identifying critical erosion hotspots, recommending relevant BMP
strategies, and analyzing sediment dynanias with the recognition that agricultural BMPs and

costbenefit perspectives should be the focus of further research going forward.
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5. Developing Empirical Modelsto Estimate Suspended Sediment
Yield in Ungauged Watershedsof the Ethiopian Highlands
Using QSWATPLUS Model Parameters

Abstract
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measures on sediment yield in the Ethiopian
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irrigation. I n addition, various dam projects

region's expanding energy and water demands.

critical role in maintainicnagntdhe nBli ue nhielng abB a
Fi gb2)e.
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Figure5-2 A map depicting the Blue Nile River and its dodsins extending to the Sudanese

border, illustrating the principal tributaries and the gauging stations located at Lake Tana, Kessie,
and the bordefMc Car t ney and Mepnker Gir ma, 2012
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5.2.2 Climate and hydrology data
In the Kessie watershed, the weather conditions are varied ae ggéh rough topography.
Particularly in Ethiopia's highland areas, the rainfall patterns are unimodal, and receive the
maximum rainfall from June to September. The climatic regime of the Kessie watershed is
characteristic of the Ethiopian Highlands, as kedr by the distinctive wet and dry seasons,
controlled by the Intertropical Convergence Zone (ITCZ). The catchment gets118@mm of
mean annual precipitation with high spatial and temporal heterogeneity. Precipitation occurs
predominantly from JunetSeptember under the influence of the summer monsoon and accounts
for 70-90% of the annual total precipitation. The dry period with lesser rains is from October to
May, particularly pronounced from the months of December to February. Tdeevikadershed had
an average annual rainfall of 1475 mm during the period from 2000 to 2015, in addition to mean
annual temperatures that ranged from 7 °C to 30 °C. The Kessie watershed, on the other hand, had
a lower average annual rainfall of 1145 mm dgtims time. he other watersheds in the area have
different patterns of rainfall: the Megech watershed has an average rainfall of 1177 mm, the Ribb
watershed has 1428 mm, the Gilgel Abbay watershed has the highest rainfall of 1821 mm, while
the Robigumero and Gumara te@esheds have rainfall of 1266 mm and 1443 mm, respectively.
These differences in rainfall indicate the heterogeneous climatic status of the watersheds in the

area.

5.2.3 Soil and land use type
The dominant soil groups of the upper Blue Nile basin are vertisols, luvisolsgptubolg Easton
et al., 201). Specifically, the dominant soil categories of the Kessie watershed are Lithic
Leptosols, Eutric Vertisols, and Chromic Luvisols occupying 44%, 24%, and 14% of the land,
respectively. The soils significantly contribute to the hydrological processesulagec and
ecological interactions of the region. The Vertisols, which have high clay content, are particularly
valuable for their wateholding properties, while shallow stony Leptosols are less fertile but
otherwise contribute to the overall richnesstloé soil in the watershed. Luvisols with well
developed lower horizons must have the ability to sustain vegetation and agriculture.
Conceptualization of the extent and character of these soils is relevant to successful management

and conservation of theoper Blue Nile basin (Figurg.3).
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Figure5-3 Soil Classification Categories

The most prevailing land use and land cover (LULC) classes in the Kessie watershed are
agricultural land, grassland, bare land, shrubland, and woodland. The most prominent one is
agricultural land, which occupies approximately 50.69% of the total arba wfatershed, thereby
representing the dominant land use. Grassland and bare land rank second and third, occupying
12.41% and 10.50% of the watershed, respectively. Woodland and shrubland do constitute some
percentage of the landscape, although the spgmficentages of these land types are not included

in the data given. Urbanization, on the other hand, is a very small percentage of land use,

comprising just 0.39% of the total area (Figbi4).
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Figure5-4 LULC map

5.3Methodology

I n river basins, selddasnemd garelle fdat esrprricndd cu s
measur ementbasasti neamawh fdwhbv or conceptual / physica
at -bbadbin exits is regardeidsaeasmethieodpsitt depefnda
due to its high cost, time requirements, and
sedi ment data is scarce, physically based mod
cal cul ate s efdirmeemactltyisdbbasi n using sedi ment r
gauging station dat a. Furthermore, physically
entire water s hbeads iinnst,o0 wshmaclhl earl Isouwbs flora malmogies
The @&Issd Soi l and Water Assessment Tool (QS W
the ability to sthhadiiwisde nad kmd ssion mordted swehdi me |
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and ungauged sections of the watershed. Il n th

its ability to integrate | imited measurable d

5.3.1 Sources of Data

The watershed has widely varied climatic cond
hilly terrain. The majority of the area expe
precipitation between June anbdt Siemed mbeom &o|
El evati on Model ( DEM) upl oaded by the Unitec
Met eorol ogi cal l nstitute provided daily weatt
included data from overos8® wkeathieghlsamds oasds
and tempor al data were used as 1 nput to the
including |l and use/land cover (LULC) and soil
Center (WLRC)af TWeet eMi namd rgner gy ( MOWE) provi

form of river flow and suspended sedi ment con

5.3.2 QSWAT+ Model Development
Hydrological modeling of flow and sediment for the Upper Blue Nile Basin (UBNB) was
conducted with the most recent SWAT+ model (version 60.5.4). QSWAT+, an enhanced version
of the SWAT model, was used to model surface runoff and sediment load withimtiesed.
The model incorporates enhanced features and capabilities that allow it to simulate hydrological
processes and sediment dynamics in the study area. The use of QSWAT+ allowed the complete
analysis of sediment and water transport, providing vatuahformation regarding the
hydrological response of the baghkoltsida et al., 202)| (Arnold et al., 2018 The QSWAT+
model was utilized for this research since it has the capability of appropriately simulating the
dynamics of watersheds as well as conformity to the hydrological component of the research
setting. Selection requires a full survey of all présandeling techniques on the basis of their
adaptability to the region's unique climate and land uses. This is a broadly used model to predict
the impact of altered land management and modified soil conditions (e.g., deforestation or other
agriculturl prectices) on the water resources of a regi@aba, 2018) The QSWATPIlus model
allows for the complete characterization of the watershed properties at the hydrologic response
unit level. It is a versatile design that can be applied globally, and the present edition includes
terrain properties to allow for hotsplmcation identification. In addition, the graphical interface

results are well presented and easy to understand.
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The water balance equation lX) forms the basis of the SWAT+ model used to compute surface
runoff (Munoth and Goyal, 2019)

Yo Y Y 0 0 0 (5.1)

Where SWt = variation of soil depth with time (mm), SWO = initial amount stored in the soil one
day back (mm), t = time (days), Rday = precipitation on a day basis (mm), Qsur = runoff water on
the land surface (mm), Ea = loss of water through evaporatidrranspiration (mm), Wseep =
seepage of water from lower layers into the soil (mm), and Qgw = return flow of ground water to
the soil (mm)

The SWAT+ model is also robust in the sense that it not only has the ability to estimate the quantity
of water that flows over the ground (surface runoff) but also estimates the quantity of soil erosion
that occurs (sediment loads) by applying the MUSLE&agiqn. The MUSLE equation applied by
SWAT+ is applied to the whole watershed and is a derivation of the revolutionary soil loss equation
developed by Wischmeier and Smith way back in {9i{flak et al., 2015)see equatioh.2).

YQQp &0 zRi  ZOI QM ed @ Y w6 0OYO0 (52

Sed: sediment yield (ton), Qsur: runoff volume, qpeak: peak rate of runoff water (m3/sec), area
HRU: size of an HRU (km2), KUSLE: soil erosion factor, CUSLE: land cover and management
factor, PUSLE: conservation measure factor, LSUSLE: topographic factdrCFRG: coarse
fragment factor

In order to develop a QSWAT+ model, different types of informatldee meteorological,
hydrological, and physical parametaee required. SWAT+ is a seqdistributed physical model

and hencgspatial and temporal data must be provided as input. The main inputs required for the
QSWAT+ model are digital elevation data, climate data, streamflow data, sediment data, soil data,
and LULC mapgDocumentation, 2009The DEM used here was a resolution of 30 meters and

was downloaded fromhttp://srtm.csi.cgiar.org/strmdata/Climatic information comprised

approximately 39 meteorological stations for the catchmertteedfessie subbasin.

By using the QSWATPLUS model, the Kessie subbasin was divided into eighteen (18) subbasins,
2500 HRW, and 2500 channeldg-ifure 5.5). Six subbasins or watersheds were selected for
calibration and validation. The sidasins were selected depending on data availability. The total
streamflow and sediment load of the Kessie watershed were calibrated and validated using

measurements at éhwatershed outlet, near the Millennium Bridge. For evapotranspiration
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calculationtheHargreaves formula was applieshd channel routing was done by the Muskingum
routing method. The QSWAT+ model (60.5.4) was set up and run using the QGIS software
interface (3.40.1).
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Figure5-5 Delineated subbasins using the QSWATPLUs model, including gauged and ungauged
catchments

5.3.3 Identification of the key parameters that significantly affect suspended sediment
yield

The hydrology and geomorphology of a water she
upl and areas, as well as sediment deposition i
the physical characteri st ilcosngoaft i @ nwa tf eorrath e da,c t
hypsometric integral. Geomorphol ogical par ame!
model . For measurements that were not feasi bl
anal ysis was wutdiltiizoenda It oi nifnotrrnoadtuicoen .a d

Each watershed's elevation values were derive

(DEM). A contour map was created with QGIS spa
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and average el ewatieoshetloweracltababl ated. Th
Ssubsequently utilized to compute basin relief
el evati on, area, sl ope, and Léewggtihr oomf t Wwat ewas
configuration result$aisn nQSWATp+te. flanc taodrdsi t(iFosn),,
circul ar ratio (CR), Ruggedness Number ( RN) ,
applying their respaesct(iGhagb.lneat hemati cal f or mul

Table5-1 Standarccomputingmorphometric parameters

S. NMorphom For mul a Refer

o par amet

1 Drainag D=0d A Where, D= Drainag (Hort

dens@Qty of all orders, AF Area 1955)

2 Rel i efth)Yh @iWher e, Rh = Relief (Schu

(Rel ative Relief) of th, 195

3 Circula Rc=#A/P2 Where, Rc=Circu(Mill

Y do i.e., 3.14A= Afe=PSmuartell1 953)
peri meter

4 El ongat Re=(2/Lb) *WHRAETr e . Re=EIl o ( Schu

(YD A=Area of P hebbasB8as(kml , 195

5 Length 01/ D*2 where, Lg=Leng (Hor't

overl an Drainage Density 1955)

(Uye!

6 Ruggedn Yé=0hOWher e, D= Drainag (Sing

numbiég Rel i ef and S

1997)

7 Shape Yi= A/ Lb, where A=Ared&abes (Hor't

(Y | engt h 1955)

8 Compact Cc= 0.2821P/ A 0.5 (wWkfje ( Hor t

coeffd@P P= Basin perimeter 1955)
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5.3.4 Principal Component Analysis
This study used PCA to identify the dominant
It is a DRT technique that attempts to obtain
Vari able or factor rediucitewomin appraoaah at cetecdaa
data volume in modeling | arge data sets. Sin
variables can make processi ng (teEtha afhouhsfl ii nggt mal
2021)Al so, in the present study, PCA has been
model . PCA was -susaeggde asecdamiigmuiet ital hel p prepar
building of t heHapanre,di Z2Q@T0Hen kneoydedt eps i n the
(Ferng8ndez)aerte aslummaz(iOz7ed and described bel ow:
l.lnitially, sel ect the initial variabl es t

hydrol ogy variabl e.

2. The suitability of data for -MeGArkdsn g KMOg s

measure of s@Koil emamdehBaAL)yl ett' s test of s

guantifies the proportion of item correl a
correlations are similar to raw correlatio
variance withk. offthnérs va&riaabcdruci al conditio

assumption that obvious variance within th

common factors. KMO test scores range betw
0.5, it asmdwalclcepoabtde for PCA anal ysi s. r
score is 0.5, it is wel|l noted and accepta
key statistical test empl oyed to check th
i dteinty matri x, and hence all variabl es ar
derived through this test, it is possible

set contains correlations appr oprrtilaettet 'fsort
sphericity value of 95% (p < 0.05) is adenq
3.Using Principal Component Analysis (PCA) w
components of the dataset were determined.
to select thaengronkyptahefp@paritmecispal factors
were retained for subsequsepnetc iafniac Fyleiri ts& raaste wre
et al)and200her r@®hevant ek o @dmmerse2wsl 59.t al .
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The seven |l arge criteria having the greatest

and | and use parameters regulating sedi ment

Component Analysis (PCA). The perianrceiap a(l DAc)h,a nsn
sl ope (SS), mean rainfal/l (Pr), farm area co\
stream flow (Qmean) are identified.

To develop an empirical formula for the esti
parameters that affect it were classified int
watershed factors, which cen¢esg. of dmar phgbkog
the main channel, and shtlneamds |l apa, use gInacvarg
(e. g., area of agricultural | and and forest

topography and sheudmanmme natc tg evnietriaetsi ooorn and transpo

of instream parameters, including stream fl|l ow
sl ope. These parameters are hydraulic and hyd,]
ihhe river channel. By separating the factors
be more | ikely to capture the intricate relat
stream sedi ment dynamics.

5.3.5 Empirical Model Development
The Sediment yield of a watershed can be predi

climatic, and geiosgoirapfh alhoed ovad eetr estheepdt.2 r new e mpii
for estimating sedi ment yi el d, t he r-el atio
geomor phol ogical factors was investigated for

18 subbasins (Figurve &nd)sedinmentth ey isetlrde awmd rl e
cali brated QSWATPLUS modeVaduda®fpohhplkeades bl at

of an empirical mo d e | bet ween sediment yield
9.0) was used. The software is suitable for nc
statistical analsyusailsi zaalta rogh . wiltth cdat as uwpipor t t
significant variables that require multilinea
Through the DatakFit model , an empirical f or mu
determining watershed parameters. The -fniotnl i ne
model within the boundary -loifnema&Edifomst yield p
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|l uences water and sedi memMvefbhgwa. mBnt lf Mg an :
|l i meters that affects erosion and runoff . L
h of whheeclodabifecty of the soil and the ra
W Mean st rneeatne rfsl opne ri ns eccuobni dc.

addition, sediment yield can be estimated
n, p, and q). The model also contains two
nfall Adj ust ment Factor : This is an adjus
|l uencing sedi ment mobilization.

n Monthly Flow Adjustment Factor : This fac

ognizing their effect on sediment transpor

the devel opment of the model, the hydrolo
eam sl ope, main channel l engt h, watershed s
est cover, and dr aibnaasgiee saer eeax torfa cetaecdn boyf utshi
n monthly average rainfall.l was calcul ated

ging station data available near each basi

obtain the mean stream sl opes for every ba
et points of the streams from the Digital

sl ope accurately. Streaimréenigyh was al so
newly constructed alternative sedi ment y

orously to ensure its accuracy and reliabi
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comparing the predicted values of sedi ment yi
of welclumented model evaluation statistics. Th
which quantifies the pr optoa taxoml aifndcdc eb w atrh ea nix
Sutcliffe efficiency (NSE), which is a test f
observed dat a; the root mean square error (R
prediction eatrioams stthaendoabrsderdvevi ati on rati o (
standard deviation of observed dat a; and per
direction of -0 heupmodeddeilc tt ot hoev eaobserved values.
merti cs give a complete evalwuation of Mdrhiea aaic cait
al ., .2007hb)

Il n addition, the model wa sb avsail ni daant de dp ruosvi endg taon
applicabl e under various hydrol ogstalgeanesgie
framework | i ke this not onlysenhadiceat eédsei val
in practical terms for various watersheds.

For testing the validity of the application o
one oBNBshuebobasins was sel ected. The Kessi e
Robi gumer o, Koga, and Gilgel Abay were select
subbasins with a daily river flow rate dat as:ce

(MOWE)These subbasi nsg hhpyldaryo lao gcirciatli caanld rsoeldei menn

understanding in the irmgntonf.l]l dw reattd snatds endyi ndear
applied, which establish a quantitative 71 el e
concen(®gat eonal ., 2020
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5.4 Result and Discussion

5.4.1 The most influential variables on suspended sediment load yield
In this research, the KaiséteyerOlkin measure of the PCA method was 0.6, while Bartlett's test
provided a significance value of 552.424. These measurements suggest that PCA is an appropriate
method to ascertain the most dominant parameters in estirsagpgnded sediment yield (SSY).
PCA analysis showed that four out of thirteen components were very active and explained 89.78%
of the variation: DA (57.55%), SS (16.19%), ML (8.27%), Pr (8.12%), AA (8.11%), Qmean
(8.05%), and FA (7.77%).
Varimax rotation of the correlation matrix PCA identifies four salient factors with eigenvalues >
1.00, accounting for a cumulative variance of 89.78%. The significance of variables listed in Table
5.2 is determined by the size of their eigenvalues.
Table 5.3 indicates PCA used variables and all principal components factor loaS8BgfA,
MCL, Pr, Qmean, AA, and FA are all variabl es
constituted PC2, whereas PC3 only consisted of &4/ PC4 only comprised Bs. Suspended
sediment load is well explained by PC1, which defihand relates closely to drainage basin area
and river flow. Suspended sediment yield will be related to the main channel length, total channel
length, and periphery of the basin ditg@and will thus demonstrate that suspended sediment yield
is affected by hydranorphology directly. Hydrology, morphology, and topographic factors have
been shown by principal component analysis in other studies to be important factors in regulating
suspended sediment yigM/uttichaikitcharoen and Babel, 2014

Table5-2 The principal components analysis of catchment characteristics and climate variables

Vari anCumul ati ve

Cs I genv ( %) ( %)

E

7. 48 57.55 57.55
2.10 16.19 73. 74
1. 08 8. 27 82. 01
1.01 7. 77 89. 79
0. 83 6. 39 96. 18
0. 24 1

o 01 A W N Pl T

. 85 98. 03
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Table5-3 Correlation matrix for the selected variables

DA BS ML TL BP BR SF ER CR TC AAS AASESS

F D Y
DA 1. 0. 0. 1. 0 0 0. -0.0. 1.01.0 O.¢
BS 0. 0. 0. 0. -0.0 0. 0.120.1 -0.
ML 0. 1. 0. 0. 0. -0.0. 0.90.8 0. :
TL 1. 1. 0. 0. 0. .-0.0. 0.90.8 0.«
BP 1. 0. 0. 0. -0.0. 0.90.8 0.1
BR 1. 0. 0. 0. 0. 0.70.5 ©0.:
SF 1. 1. 0. 0. 0.20.0 O.:
ER 1. 0. 0. 0.20.1 O0.:
CR 1. 0. 0.3-0.2 -0
TC 1 0.90. 8 !
AASF 1.01.0 0. ¢
AASE 1.0 O0.°
D
SSY 1.
Not es: **Bol ded wvalues?** ar e cor-Mey®t kom co
measure of sample adequacy: 0.6; and Bartlett

5.4.2 Sensitivity analysis for streamflow and sediment calibration

Sensitivity analysis is a helpful met hod for

their I mpact on simulated output due to varia
gener ated ejrgahntk i pnagr ahmegtherssensi ti vity. These p
with surface runoff (e.g., curve number and s
content, compensation for evaporati ocno | aatnido ner
and manageméehabddp)e.a cTthiecsees fi ndi ngs agree with i
SWAT Pl u@umedelkt),Kolnwai dhzh , 2023

Ni npear ameters were identified to be vebdy. sensi
Sensitivity analysis was used to quantify mis
i mpact on sedi ment | oad in the model response

sl ope, compensation factorpoorft tphreacsaicle &vaacp
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Manning's "n" coefficients for overland fl ow,
flow, pl ant uptake compensation factor (EPCO)
parameters. These findings ahrieo pcioanns (hgiitgehnlhaenydnst
and Awolke , gdlnadh28 et) al ., 2023

Table5-4 Streamflow Calibration Parameters and Their Corresponding Fitted Values

Paramet Mi ni mumMaxi mumOpti munmn

Rank ParameGroups value val ue val ue
1 awc Soi | 0.01 1 0.527
2 al pha Aqui fer 0 1 0. 345
Hydr ol o
3 CN2 Respons 35 98 78
Hydr ol o
4 cn3 _swRespons 0 1 0. 384
Hydr ol o
5 usl e _pRespons 0 1 0. 144
Hydr ol o
6 esco Respons 1 0. 37
revap_Aqui fer 50 36. 27
8 usl e_k Soi l 0.65 0.618

Table5-5 Sediment Calibration Parameters and Their Optimized/Fitted Values

Paramet ¢eMi ni mum

RankParamgroup val ue Maxi mum Opti mum
Hydr ol o¢

1 sl ope Responsce 0.000 0.9 0.071
Hydr ol o¢

2 esco Responsce 0 1 0.298
Hydr ol o¢

3 usl e_ Respons:e 0 1 0.658
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Hydr ol o¢
4 ovn Responsc¢ 0.01 30 4. 407
Hydr ol o¢
5 | at _s Responsce 0 5000 171.68
Hydr ol o¢
6 EPECO Responsc¢ 0 1 0. 354
SPCON Basin 0.000 0.01 0.001
8 SPEXP Basin 1 1.5 1.07
Hydr ol o¢
9 cn?2 Responsc¢ 35 98 57.315

5.4.3 Streamflow and sediment yield calibration and validation

Stream flow and sedi ment -deatacdh meenrte ocfalti be aKed
for the £2&€dloa@and00@l i dat®@1bo0r Tiolkee Mpd mierdd w20 1
simulating streamflow and sedi ment -$uted]Idi fdfuer
Efficiency (NSE)»sqgufar®.d8% Rgnd oG. D9 88R and 0. 8,
20.25 and 9.63,5Gecabpect Dueli wg( Toel eesal i dati on
performed well with an NSE o0%6.0566.5,ThR|s eofr e
comparable to those of ot heratsthunkindgs wd d rhd wWa tf €
data and sdadrdbasetront igrne Ad .i,s 2a0p @=6r e(nnto nitnh | Fyi gsuerdei
yield hydrFoigggagemonahnhdy streamfl ow hydrograph]

values simul ated at a number of watershed out

statistical measures of model ef fi ch6e m@xryd, i . e.
whi ch Il ndi cate that t he mo d e | performance I
overestimate streamflow as wel |l as sediment vy

yield hydrograph). This overtersabieamastuiscen smalyi nbeen

in the watershed are scarce and primarily deri
uncertainties. The mo d e | assumptions may al
hydrol ogi cal processeegsard sadimenwat easstpdrt
Despite these | imitations, the model ' s over al

information on the hydrology @amadcédeeénmenfTheyn
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Figure5-6 Observed and simulated monthly sediment yield hydrographs by the SWAT + model
for the period of calibration and validation from 2000 to 2015
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Figure5-7 Observed and simulated monthly streamflow hydrographs by SWAT+ for calibration
and validation from 2000 to 2015
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Table 5-6 Performance of the
statistical parameters

SWAT+ model in streamflow calibration and validation using

Si mul

Me an

Obser
Me an
Mont h Mont h

Cat chi NS E R2 PBlI AS StreaiStreal

Cal Val Cal Val Ccal Val m¥ se m s e
Robigu 0.7 0.7 0.80.717. 8.2 8. 17 8. 92
Gumar 0.8 0.8 0.90.815. 22. 34. 4 41. 6
Gil gel 0.8 0.7 0.80.88.51.3 48. 7 51. 6
Ri bb 0.8 0.9 0.¢0.918. 1.0 39. 2 44.0
Kessi 0.8 0.6 0.80.620. 16. 650. 77 4 .
Koga 0.8 0.9 0.¢0.¢17. 3.5 10. 6 8. 86
Megec 0.7 0.70.70.717. 13. 6. 36 7.05

Not e: cal

iVl avx a loindati on

Table5-7 Performance of the SWAT+ model in sediment yield calibration and validation using

statistical parameters

Obsery Si mul ¢

Me an Me an

Mont h Mont h

Sedi m Sedi me

NSE R2 PBI AS Yielc Yield

Cal Val Cal Val Cal Val ton/ d ton/ d

Robigu 0. 0. 0.70.7-25.-24. 92,05 115, 1
Gumara 0.70.€0.7 0. 7-7.2-12. 318, 1 346, 6
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Gil gel 0.t0.70 0.7-8.7-5.5437,59 773, 39|
Ri bb 0.¢€0. 0.80.7-7.€-12. 151, 4 164, 8
Kessie 0.7 0. 0.¢0.734. 9.6 2,326, 1,696,
Koga 0. .8 0. ¢-24. 23. 43,62 56, 77
Megech 0. .80.8-15. -13. 412, 9 485, 8

5.4.4 Alternative Empirical Model
Using a nonlinear regression approach, an al te
devel oped with the assistance of DataFit wvers

SY= 1.24(DA*MCL)*+40B.)140( RS (PAP) +0.12 (Qmean

Whereas SY is the mean monthly subbasi®, sedir
MCL, i's main chanstetsh@amgt hPr kim , m&&n i mont hl vy
agricultural coverage area of subbasin (%), F

mont hly stireamfl ow (m

Il n the model , a and b are the mean monthly r a
fl ow adj) usrtenemdc tfiawet loyr. The value ,wf ameamri es
val ue ,ornd 2b 688Bari es bewiwehe nt e Onbe aam dv &l. Be3 of 2.
5.4.5 Validation of the newly developed empirical model

The newly developed empirical model was teste

subbasin. As ®8pi ¢thed simuFagede suspended sedi

alternative empirical model aligned well with
mod el exhibited strong performance, with spec
(RJO.=71) ,Abaryd (R®] = 0.61). The model's validit)
of dat a, demonstandtiacmgurasyreflThabinlewly devel
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sedi ment yield, wusing the alternate empirical

withenbtasin.
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Figure 5-8 Verification of sediment yield derived from the alternative empirical model against
measured suspended sediment data for various gauged watersheds
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5.4.6 Novelty of the newly developed empirical model
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was | at er(Waldlaipa gtddg bayt7é&6i n MUSLE, which i s bein
yield estimation in catchments. The MUSLE ha:
sedi ment yield predictagorn cfurlanuradr ilcawmldtsur alln &
i nt egirnattoe dc-bmpetd ersi mul ati on model s, e. g. , QS
sedi ment vyiel dsbagi n(Aleenwelds )t ahlide sudbWw 9model be
resemblance to the USLE in that it also cons
characteristics of the watershed. However, u i

influence of streamehowtcamdipoirons Monecacwedar ,

121



de
ap

p o
i s
SY
Wh
of
ki
f a
pe
ra
Wi
of
As
mo
c |
of
di

cl

t ac-h
proa
t he
tent
sh@

= 0.

er e
f ac

| ome
en
t a
t he
i nd
del
i mat
t he

rect

i mat

t ol eV i

ap
An
s e
Vi
Lo
w h
b a

ro

proa
ot he
di me
e k,)i
gSyY
er e
nk ¢

ughn

mmhted ahdmittreechsporms of erosi on, of f e
ch to erosion and sedi ment yield predic
Lake Zway basin, Et hi wpsadedwdhdldphehd &
ial to predict the sedi ment(Agd edtd)ealf. ,t hx
Boguatsion 5. 6)

04 T (Qsb I A T Sb I 5p) + 0.07 T (qrd |
SY i s the sbeadsiimme nitn ytioenlsd poefr amosnutbh . It i
tors: Qs, surface runoff-basi ncudn e&a men e

ters (km]J); Sbhadihre imegme c@ppeKofthbdesa
; qr , streamfl ow in cubic meters per se
tage ( %) . Her e, b and d are adjust ment
bet weenwitOh Oal naenadn, 0o th 200h 83§86 78f d bet ween

mean of 1.341. T-haese thaesmadeb Boer atbeée
relationship between sedi ment yield an
i catex)i,n theeuatmpoanct( of <cl i matic factor
Nevertheless, as indicated in the Univ
e I s a significant factor i nhea hokei scconstsrioc
i r (Apumesti)gatei aeG2@r chers highlighted t

ed towards the devel opment of a more act
ic variables specific to the watershed.
ate the | imitations identified in previ
ch to sedinment yield estimat.

r researcher also developed a model i n
nt yiel dhef motel wd(eTeaenseconped, d Lb.y, Par k, S.
808bBowuatsi on 5. 7)

= 0.007 I SBCG + 0.003 I ELLS5#)0.002 1
LogSY is sediment yield in tons per squeée
ol l apse and gully erosi on, ELL is the p

ess, and BUSH is the%percentage of bush

122



It can be noted from the equation that the ¢
Howe,xcdri mati c parameters | ike the intensity o

erosi on.

5.5Conclusionand Recommendation
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6. Developing an alternative regional suspendedediment yield

estimation model for ungaugedcatchments: Ethiopia Highlands
Abstract

Accurate estimation of sediment discharge is crucial for designing and operating engineering
structures such as dams, water treatment facilities, and erosion control systems. This study aimed
to developa regional model for estimating suspended sediment yield (SSY) for ungauged
catchments using topographic, geomorphological, land use, climatic, and hydrological variables.
However, including all these vari ablsdestthmay hi
most influential variables on suspendsediment output, data reduction techniques such as
principal component analysis (PCA), the Gamma test (GT), classification and regression trees
(CART), and stepwise regression (SR) were utilized. Furthermore, multiple linear regression
(MLR) and atrtificid neural networks (ANN) models were used to deveaopgional model for
estimating SSY in an ungauged catchment. The analysis revealed that drainage area and overland
flow length were the two most significant of the 22 variables affecting suspended sediment yield.
This showed that the hydrology, morpholognd topography of the catchment area had a
significant impact on the amount of suspended sediment yield. During calibration, the coefficient
of determination (R2), root mean square error (RMSE), and mean absolute error (MAE) were
99.9%, 12,631.6 t/yr, antD,354.9 t/yr, respectively. During validation, these figures were 82%,
139,944 t/yr, and 136,036 t/yr, respectively. The performance indicators of tAdN&Tmodel

revealed that it performed optimally during the calibration and validation phases. lecetrest

the GT-ANN model outperformed all other ANN and MLR models. Overall, regional SSY
estimation models developed using ANN outperformed MLR models. Ultimately, identifying the
key factors influencing SSY and leveraging artificial intelligence tedgies can empower water
resource managers to swiftly evaluate SSY dynamics in ungauged catchments

Keywords: Data reduction technique, Suspended sediment yegddhnalmodel, Artificial Neural
Network, Multiple linear regression

6.1 Introduction
Sediment yield is defined as the end product of soil erosion, which is the discharge of sediment

load from the watershed or the concentration of sediment delivered to the point of interest in the
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river network over a specified period of tirffidelesse et al., 201and the net result of soil erosion

and sediment deposition procésiregeweyn et al., 2013)Sediment yield within a watershed
includes soil degradation caused by terrain, inclines, channels, rivers, and landslides, minus
sediment deposited after degradation but before reaching the area of .inteegtrocess of
sediment erosion, transport, and deposition in river sysiemgicate and influenced by factors

such as topography, weather patterns, watershed attributes, channel hydraulic characteristics,
sediment properties, and both geology and land use /®xerNeitsch, J.G. Arnold, J.R. Kiniry,

2009) Reliable sediment yield data is essential for the planning, design, construction,
management, commissioning, and operation of hydraulic structures in water resource projects
(Heng and Suetsugi, 2013@jadav et al., 2022b)and (Aga et al., 202Q)for soil and water
conservation practices in the waterslkiBdsin, 2017)for water management and environmental
protection (Melesse et al., 201,1and for describing the water quality of aquatic ecosystems
(Womber et al., 2021However, it is challenging to obtain sediment yield data for rivers in many
regions of the world, especially in underdeveloped countries and remoté&-&ragsaind Suetsugi,
2013a) In underdeveloped countries, the number of gauged sediment data is not only small but
also not reliableHaregeweyn et al., 201.3The lack of sediment yield makes it difficult to
accurately quantify the total sediment load that will flow into new dam reservoirs during the
planning processes. This can lead to reservoir designs that are either overly risky or not
economically optima{Haregeweyn et al., 2006 herefore, estimating the amount of sediment
transported from a catchment region is critical in the disciplines of water resources engineering,
land resource management, and river engineering, as evidenced by the research conducted by
(Melesse et al., 2011and(Kisi et al., 2012)Furthermore, there is a vital need to develop effective
methods for accurately predicting sediment yield in ungauged catchments that lack sufficient
monitoring data.

Appropriate approaches for estimating erosion and sediment output at the watershed scale are
extremely important for taking proper actions to prevent reservoir sedimentation and conserve
water resource$Li and Wang, 201y} The application of a specific approach for estimating
sediment output is dependent on the type and accessibility of data, time, and availability of
finances. The most typical approach for estimating sediment yield in the ungauged catchment is to
use theparameters from the hydrologitalsimilar gauged catchment. This is known as the

regionalization approach, and it involves transferring data from a gauged (measured) watershed to
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an ungauged one. It is an alternative way to predict sediment load in the ungauged catchment
(Swain and Patra, 201,{Heng, S., Suetsugi, 201%Jowever, considering the fact of representing
catchment characteristics, it is difficult to regionalize the parameters of observed to unobserved
watersheds. In addition to the argaecific method, there are alternative techniques for modeling
and estimang suspended sediment load in ungauged catchments. These include a-phgsidal
model (e.g., unit stream power to directly model and estimate the sediment transport processes), a
conceptual model (SWAT (USLE, RUSLE, MUSLE to conceptual represent siithage
sediment load), and a dadaiven model (artificial neural network, sediment rating curve). The
physicatbased and procetmsed model approaches can be used universally to estimate the
sediment load of a watershed. However, these models regeinsiive data concerning hydraulics,
weather patterns, geology, and the characteristics of the sediment itself. It can be costly-and time
consuming to gather spatial and temporal environmental data required for the calibration and
validation of these mode($lamel et al., 2016)Kisi et al., 2012) Because of the datatensive

nature of sediment transport processes and the high data consumption, the pinesealland
processhased models rely on numerous simplifying assumptions and empirical correlations. As a
result, when applied to catchmemigh restricted data availability, these models tend to produce
highly unpredictable outcomes. As a result, these model types are often not feasible to apply in
developing countries or rural places where the essential data may be [&¢kikg and Bathurst,

1996) In contrast, the datdriven model is the preferred approach when data availability is
limited. This is owing to the fact that datkiven models do not require extensive, comprehensive
information about the entire erosion and sediment transport system. Artificial neural networks
(ANN) are among the most wdthown and effective datdriven or blackbox models,
particularly in scenarios with limited datié is a type of machinéearning model inspired by the
design and functionality of the human braind it has proven useful in describing and replicating
hydrological processedakaei Lafdani et al., 2013jWilby et al., 2003) (Nhu et al., 2020)
Multiple studies have found that the ANN approach proved more effective in modeling and
estimating sediment transport processes than standard pHysseml modelgTayfur, 2009)
Another comparative study conducted @yaddadchi et al., 2013xamined various sediment
transport models and found that an Artificial Neural Network (ANN) model significantly
outperformed nine other hydrodynanfiased sediment transport formulas in estimating the

suspended sediment yield of different watercourseban. A study by(Singh et al., 2012)
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examined the ability to predict monthly suspended sediment yield (SSY) for the Nagwa watershed
in India. They found that an Artificial Neural Network (ANN) model performed better than the
Modified Universal Soil Loss Equation (MUSLE) model. A similar study conducted by
(Talebizadeh et al., 201dicated that ANN is superior to MUSLE in predicting low and medium
values.(Melesse et al., 2011and(Kheirfam and MokarrariKashtiban, 2018¢lemonstrated that

an ANN model outperformed multiple linear regression, nonlinear regression, and autoregressive
moving average models in predicting daily suspended sediment load. Overall, these studies suggest
that ANN-based approaches are more effediinae standard physichlased models for modeling

and estimating sediment transport processes. While many studies have found ANN models
effective for estimating sediment transport processes, there have been relatively few studies that
addressed the use ANN for estimating sediment data at ungauged basins. One such study was
conducted by(Cigizoglu, 2005) which used an ANN model to predict suspended sediment
concentration (SSC) at downstream locations based on upstream flow data; however, this is limited
by the availability of gauged stations along the stream.

In addition to the ANN model, the regression analysis model is also aldlata strategy that

uses catchment characteristics, hydrology, and climate data as input variables to estimate longer
term expected sediment log@lYermolaev and Mukharamova, 2023Thus, studies have
attempted to explain sediment output by investigating the combined influence of numerous
watershed factors, such as morphometric (physical dimensions), climatic, and hydrologic
variables. Single or multiple linear regression models adelwused to express the correlations
between sediment yield and basin paramet®ueh models would allow for the calculation of
suspended sediment load in the majority of rivers lacking measuremefif\detahaikitcharoen

and Babel, 2014)

To this purpose, many methods have been employed to estimate suspended sediment load (SLY).
Among the most prominent methodologies, artificial neural network (ANN) and multiple linear
regression (MLR) methods are frequently recommended because of thesichigacy and ease

of us€Kisi, 2008) (Barati, 2011)and(Samantaray and Ghose, 2018)

Several recent research studies have focused on developing and testing regional models that can
be applied to estimate hydrological variables in ungauged catchments. For example, the study by
(Kheirfam and MokarraniKashtiban, 2018jleveloped a regional model to estimate sediment load

in an ungauged catchment using factors such as physical geography, climate, and hydrology. This
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study found that an artificial neural network (ANN) model performed significantly better than a
multiple linear regression model for this task. In another st(iynel et al., 2014jound that

artificial neural networks (ANNs) were a promising approach for predicting suspended sediment
yield in ungauged catchments in Algeria. In related studiésng and Suetsugi, 2013a$ed

artificial neural networks (ANNS) to estimate monthly suspended sediment load at unmonitored
sites in the Lower Mekong basin. They used climate data and streamflow data from seven
hydrometric stations as inputs to the ANN model. Atieh et al., 2015Applied ANN models to
estimate sediment transport in ungauged basins in Ontario, Canada. The researchers integrated
data from 94 basins to estimate the parameters of the traditional sediment rating curve. They used
input variables that physically charackerithe basins, as well as climatic and hydrometric
parameters, which led to satisfactory results for estimating sediment transport in the ungauged
catchments. In a study byCampos and Pedrollo, 20214 regional artificial neural network
(ANN)- based model was used to estimate suspended sediment concentrations (SSC) in ungauged,
diverse catchments. This study showed that the proposedi@dsbd methodology enables the
regional extrapolation of SSC estimates to ungauged basins, even in hetersgegams, with

very good predictive performance. In contrast, another studWhoytichaikitcharoen and Babel,
2014)attempted to estimate sediment yield in ungauged basins using principal component analysis
and multiple regression analysis. The validation of the regression relationships for estimating
suspended sediment yield showed errors ranging &% to +315% fo suspended sediment

yield, and-59% to +259% for areapecific suspended sediment yield. These results indicate
relatively high errors compared to the ANfdsed methods discussed in the previous examples.

This study focuses on the Ethiopian highlands, specifically the upper Blue Nile basin, which has
been identified by the Ethiopian government as a region for irrigation and hydropower
development, both of which are critical to Ethiopia's food security emwlognic growth(Ministry

of Finance and Economic Development (MoFED), 208&) a result, the Ethiopian government

has allocated major financial resources to the development and construction of dams in the UBN
region. However, there is a possibility that half of the dam reservoirs will not reach the end of their
expected economiifespan. This is owing to the lack of a thorough local database on sediment
yield, as well as a suitable sediment yield.

The mainobjectiveof this study is to develop a viable regional model that can predict suspended

sediment yield (SSY) in ungauged catchments in the Upper Blue Nile basin. In this study, the
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researchers attempted to develop an appropriate regional model for estimating sediment load in
watersheds without measured sediment data. They used input variable reduction techniques such
as Principal Component Analysis (PCA), Gamma Test (GT), and SteeReigression (SR) to

select the most important predictor variables. Additionally, they utilized Artificial Neural
Networks (ANN) and Multiple Linear Regression (MLR) as modeling tools to predict sediment

load in these ungauged watersheds.
6.2 Material and methods

6.2.1 Watershed characteristics and data sets
The study area is focused on the upper Blue Nile besuering thenorthwestern part of Ethiopia.
The Blue Nile (Abbay) basin lies in the western part of Ethiopia betw&4s-12°45' N and 3%
05-3945' E. It is the largest of the 12 major river basins in Ethiopia with an area of about 176,000
km? at the border point with Sudan. It is a vital resource providing 45% of the country's surface
water resources, sustaining 20% of its population, and occupying 17% of its lar{@masset
al., 2019) The Upper Blue Nile Basin (UBNB) is a major agricultural production center in
Ethiopia. Furthermore, this basin is where the Grand Ethiopian Renaissance Dam (GERD) is
located. Furthermore, the basin makes a substantial contribution to Ethiopia's irrigation
productivity and hydropower generatiffenta Mekonnen and Disse, 2018he Blue Nile basin
plays a crucial role in the hydrology of the entire Nile River system, as it generates more than 62%
of the total Nile River runoff that reaches Sudan and E{fptulachew et al., 2008)The main
tributaries of the Abay (Blue Nile) river in Ethiopia include Beshilo, Jemma, Fincha, Guder,
Muger, Anger, Didessa, and Dabus on the left bank and Beles and small tributaries Chemoga,
Temcha and Bir on the right bank. Specifically, the research area encompasses 24 nested
watersheds within the UBNB: Andit Tid, Anjenie, Selegi, RobiJida, Mugher, Muga, Angreb,
Andessa, Chemoga, Fettam, Birr, Megech, Koga, and Robigumero (small), Ribb, Gilggl Abb
Gudder, Mainbeles, and Gumara (middle), as wekKessie, Didessa, Dabus, and Tana (large)
(Figure6.1).
The climate in the Upper Blue Nile Basin is predominantly tropical, with a rainy season from June
to September and a dry season from October to May. The climate condition of the basin varies
spatially with complex topographic influences. Most of the ahea® unimodal rainfall patterns

and receive the maximum precipitation from June to September. The mean annual rainfall of the
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UBNB is 800 to 2200 mm in the range of 200015 and the minimum and maximum
temperatursare11.4c °C and 24.9c respectively.

The land use and land cover of the basin are varied, ranging from cultivated lands, grasslands, and
savannas in the north to dense tropical forests in the southern and eastern regions. The dominant
LULC categories found within the upper Blue Nile basinlude farmland, grassland, barren
terrain, bushland, and woodland. Based on the Water and Land Resource Center (WALRC), the
major dominant LULC in this watershed was farmland, which covered 37.47 % of the watershed.
Following agricultural land, the woodlanghrub/bushland, grassland, and forest land cover
17.79%,14.73%,12.41% and 10.65%, respectively. The area occupied by Afroalpine is
insignificant compared to the total LULC area, accounting for only 0.19%.

The majority of soil types in the basin include lithisols, nitisols, and vertisols. The soils in the basin
are typically fertile. The Upper Blue Nile Basin is of critical importance to the economy and
livelihoods of Ethiopia, as it supports a large poparaengaged in agriculture, livestock rearing,

and hydropower generation. The basin is a major provider of water resources for irrigation,
domestic use, and industrial development in Ethiopia and downstream countries, such as Sudan
and Egypt.

The Upper Blue Nile Basin contains several existing and planned dams. The largest of these is the
Grand Ethiopian Renaissance Dam (GERD), which is currently under construction on the Blue
Nile River in Ethiopia. Another project is the TaBales HydropowelProject, which helps
regulate the flow of the Blue Nile and generate electricity for Ethiopia's national grid. The Finchaa
Hydropower Project is located on the Finchaa River, a tributary of the Blue Nile. Additionally, the
Chara Chara Weir is a small drgeon structure situated on the Blue Nile near the outlet of Lake
Tana. Beyond the existing dams, there are several other proposed or planned dam projects in the
Upper Blue Nile Basin, including the Karadobi, Mandaya, and Border dams. Therefore, the Upper
Blue Nile Basin plays a crucial role in water management, hydropower generation, and supporting
the energy needs of Ethiopia, as well as having significant implications for the downstream
countries that share the Nile River system. The basin's resouttds\aiopment projects have a
substantial impact on the region as a whole.

The raw data, such as climate and hydrology information, was obtained from Ethiopia's
meteorological institute and the Ministry of Water and Energy. Twémiy watersheds were

selected for modeling suspended sediment loads (SSL), using a total of 2&chydrologic,
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and physiographic variables (Taliel). Furthermore, the suspended sediment concentration is

collected from different projects implemented by the Ministry of Water and Energy.
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Figure6-1 Overview study region

Table6-1 Definitions and characteristics of the variables used for the 24 selected watersheds

No. Variable  Definition Unit Mean Minimum Maximum
1 DA Drainage area km2 5094.96 1.13 65784.00
2 Qmean Mean annual discharg m3/sec 19451.04 8.28 237949.60
3 Pr Mean annual rainfall  mm 1374.87 1079.50 1834.00
4 SS Average stream slope % 0.06 0.00 1.16

5 Sw Watershed slope % 0.19 0.01 0.48

6 MCL Main channel length  km 101.42 3.10 558.02

7 TCL Total channel length  km 301.30 1.57 1898.48
8 Pw Watershed perimeter km 406.13 8.20 2592.67
9 DD Drainage density km.km2 0.26 0.03 1.39

10 BR Basin relief m 1470.92  374.00 3297.00
11 RN Ruggedness number 269.70 33.91 686.36
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12 SF Shape factor 0.20 0.08 0.39

13 RR Relief ratio 30.88 1.74 238.22
14 ER Elongation ratio 0.49 0.32 0.70
15 CR Circularity ratio 0.21 0.04 0.46
Compactness
16 CcC coefficient 0.19 0.06 0.76
Length of overlanc
17 LOF flow km 4.29 0.36 17.33
18 TC Time concentration hr 52.68 0.30 416.65
19 AE Average elevation m 2349.39 1382.93 3220.89
20 AA Agricultural Area % 53.96 28.57 72.60
21 FA Forest Area % 10.16 0.40 33.63
22 Vi Vegetation Index 0.23 0.21 0.33

6.2.2 Input variable reduction
Data reduction techniques are essential for identifying the key variables that have a significant
impact on sediment load values. Some commonly used approaches for this purpose include
Principal Component Analysis (PCA), Classification and Regression [C&d¢T), Gamma Test
(GT), and Stepwise Regression (SR). These methods are used to reduce the number of variables
that significantly influence sediment yield, and they have been applied worl{tgde and Hess,
2018)(Vanmaercke et al., 201,)Mohammadi et al., 2018and(Singh et al., 2018) To model
sediment yield, four types of statistical analysis were performed. These methods used parameter
sets that had been reduced from the original 22 variables related to physiography, hydrology,
climatology, land use, geology, and soil.

6.2.2.1Principal component analysis
This study used PCA to identify the primary parameters influencing suspended sediment yield. It
is a data reduction approach that aims to extragrhaller number of derived variables from a
larger set of source variables. Minimizing the number of variables or factors in a dataset can be a
beneficial technique for reducing the overall volume of input data when modeling large datasets.
Simplifying the compxity of the input data by limiting the variables can make the modeling

process more efficient and ptaal (EbrahimiKhusfi et al., 202)L. Additionally, in the present
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study, PCA has been used as an initial or preliminary step in the process of developing a predictive
model. PCA was employed as an eatgige technique to help prepare the data for the subsequent
development of the prediction modélaan, 2002) The key steps in the PCA process used by
(Fernandez et al., 200@je summarized and described below:

1. The initial set of variables selected for the study area included a group of 22 basin
characteristics and 1 climatelated factar

2. The suitability of the data for conducting PCA was evaluated using the Haear
Olkin (KMO) measure of sampling adequaéiaiser, 1974)and Bartlett's test of
sphericity. The KMO test examines the ratio of the item correlations to the partial item
correlations. If the partial correlations are similar to the raw correlations, it indicates that
the variable does not share much variance tiéhother variables. This is an important
criterion, as PCA assumes that common factors are the source of the observed variance in
the variables being analyzed. The KMO score ranges from 0.0 to 1.0, but a minimum value
of 0.50 is generally considered aptable for conducting a reliable PCA. Bartlett's test of
sphericity is used to examine the hypothesis that the correlation matrix is an identity matrix,
which would indicate that all the variables are uncorrelated. The significance value from
this test albws us to reject the null hypothesis and conclude that there are correlations
present in the dataset that are suitable for conducting Principal Component Analysis (PCA).
A Bartlett's test of sphericity score with a significance level of 95% (p < 0.06hssdered
appropriate for proceeding with the PCA.

3. To determine the dominant factors, a Principal Component Analysis (PCA) with Varimax
rotation was performed to identify the principal components (PCs) or subsets within the
larger data set. For selecting the dominant factors, the Kaiser's criterionroradigs rule
was used, where only components with eigenvalues of 1.0 or greater were retained for
further investigation, as described(irernandez et al., 200@nd other relevant sources
(Sharma et al., 2015and(Andrews et al., 2002)

6.2.2.2Gamma test

The Gamma Test (GT) is another dimensionality reduction technique, which can be achieved
through the use of the winGamma software. To identify the most effective input variables, all the
variables are first uploaded to the software. Then, one variablienisated from the main set,

and the Gamma value of this run is recorded. For the next run, the eliminated variable is added
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back to the main set, and the second variable is eliminated. This process is repeated for all the
variables, with the Gamma values recorded each time. Finally, the variables with the highest
Gamma values, as determined through this elimination procedwesetected as the input
variables. Unlike stepwise regression (SR), classification and regression trees (CART), and
principal component analysis (PCA), the Gamma Test (GT) is a nonlinear technique
(Moghaddamnia et al., 20Q9lore detailed methodological and functional descriptions of these

techniques were provided in our previous reseétcssein, 2015)

6.2.2.3Stepwise regression
Stepwise regression (SR) is a general statistical method that combines forward and backward
techniques, using a stdyy-step algorithm to select the most effective variables based on a linear
regression model. After adding all the independent variablebyare, they are sorted according
to their correlation coefficients (R) with the output variable. The variables with the optimum R

values are then selected as the input variables for the rf&deima and Yu, 2015)

6.2.2.4Classification and regression trees
Classification and Regression Tree (CART) models usebindding algorithms to create a set of
if-then rules or split conditions. These rules allow the model to predict outcomes or classify cases
into different categorie§Razi and Athappilly, 2005)CART was initially developed to handle
clinical data due to its ability to simultaneously manage combinations of categorical variables and
continuous information, and to search for the best way to split the range of continuous variables
into two groupgLeo Breiman, Jerome Friedman, R.A. Olshen, 19BA¢ tree structure is created
by splitting at different points or nodes until the end or leaf node is reaCA&RIT can address
both linear and regression problems, and can be used for, liogatic, and additive logistic
models in classification problems. The binary recursive partitioning technique is used to split the
sequential data into homogeneous subsets until a certain condition is fulfilled. Each split depends
on the value of a specific varigband divides the data into two subsets, generatibigary tree
structure The key features dhe CART model construction include the selection of binary splits
of the measurement space, the decision to create a node or continue splitting, and the assignment
of each terminal node to a class. The classification components involve dependent variables,
independent variables, a learning dataset, and a future dataset. The regression components include

prior probabilities from each outcome and a cost matrix.
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The progress of CART models has been relatively slow in some cases due to the complexity of the
analysis. However, these models are effective in understanding complex interactions between
predictors, compared to traditional multivariate techniques. CARThaadle highly skewed data

and categorical data, deal with missing data by using surrogate variables, require little input for

analysis, and are relatively straightforward to interprep et al., 2021)

6.2.3 Sediment yield modeling techniques
Sediment yield modeling is a technique used to estimate the amount of sediment transported from
a watershed or catchment area over a given period. This information is crucial for understanding
and managing processes related to soil erosion, sedimentaiwaser quality.

6.2.3.1Artificial Neural Network (ANN)
Artificial neural networks (ANNs) are complex models that consist of interconnected nodes
(neurons) and their associated connection weights. The fundamental architecture of an ANN
includes an input layer, one or more hidden layers, and an output laybroEthese layers is
composed of interconnected neurons. The ANN algorithm works by taking the input data and
passing it through the hidden layer neurons, which apply an activation function to produce
nonlinear outputs. These hidden neuron outputs arecttrebined and used to calculate the final
outputs in the output layer. In essence, ANNs are powerful "black box" models that can learn and
approximate intricate functions without the need for explicit programming. The hidden layers and
neurons within the etwork act as an intermediate representation that enables the ANN to
transform the inputs into the desired outputs. ANNs have been the most widely used machine
learning models for sediment yield simulation over the past 20 y€hesrfam and Mokarram
Kashtiban, 2018)Kamel et al., 2014)Sokchhay, 2013)and(Heng and Suetsugi, 2014b)
The ANN system often utilizes sigmoid transfer functions, which are connected in dayeté&d
structure known as a multilayer perceptron (MLP). This multilayer configuration allows the ANN
to capture and model complex nonlinear relationships betwedangheand output data. It is a
type of artificial neural network (ANN) that is the most commonly used classical mdehiméng
architecture in the field of hydrologpyebode and Stretch, 2019)p predictsediment yield, the
MLP has been identified as a recommended type of artificial neural network (ANN) architecture
( Ki ki ,anddHedgCanhd Suetsugi, 2013&eedforward multilayer perceptron (MLP) is a
widely used architecture in the field of hydrology research and literéfatenematKermani et

al., 2016) A multilayer perceptron (MLP) consists of three primary layers: an input layer, a hidden
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layer, and an output layer. By adding more hidden layers, the network becomes deeper and can
extract more complex, higherder statistical patterns. A thrésyer MLP configuration is
commonly used in hydrological time series modeliNgcar et al., 2018)

A typical diagram of a single node (the jth node) in an artificial neural network is shown in Figure
6.2. Depending on the layer location, the series of inputs form an input vector X = (x1, xi, ..., Xn).
The corresponding series of weights fitted to each input forms a weight vector Wj = (w1j, wij, ...,
wnj). The output (Y]) for node j is calculated using aéue of a function (f) with the inner product

of the input vector (X) and the weight vector (Wj), minus a bias term (bj). The described operation
can be expressed mathematicallya®ws in equation §.1) (Committee, 2000)

A OTA N oD

Feed-Forward
N

Network inputs

Hidden Layer OutputLayer

Back Propagation

d
b

Figure6-2 : Schematic diagram of MLP for node |
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6.2.3.2Multiple linear regression
Multiple Linear Regression (MLR) is a statistical method that is suitable for modeling the linear
relationship between a dependent variable and one or more independent variables, especially when
the sample size is smékazi and Athappilly, 2005MLR aims to model the relationship between
two or more predictor variables and a target or outcome variable. It does this by fitting a linear
mathematical equation to the observed date Breiman, Jerome Friedman, R.A. Olshen, 1984)
The regression relationships between sediment yield and the key factors identified through
principal component analysis, gamma tests, stepwise regression, and data reduction téchniques
specifically biophysical and climate factérsvere formulated using Eetion (1). To prevent
negative lower bounds in the estimates, a logarithmic transformation was applied. The regression
coefficients were derived using ordinary least squares linear regression on the logarithmic values
of the response and predictor var@bl Ultimately, a backansformed relationship was
established in the followinfiprm (Equation 6.2)
Where Y represents the response variable (su
denote the predictor variables (factors affec
b2, €, bp are obtained thr ou dHe typwallnethgdlfoe | i ne
identifying the optimal regression equation is stepwise linear regression analysis, utilizing an F
probability threshold of 0.05 for the chosen factors.
The size of the drainage area plays a crucial role in determining both suspended sediment yield
and areaspecific suspended sediment yield. However, this relationship is influenced by various
factors, including rainfall, vegetation cover, sediment textame, land use. To assess the impact
of these key factors on suspended sediment yield across different basin sizes, regression models
were developed using four data groups: (1) 1tsagins with drainage areas under 500 kmz2 (small
basins); (2) 5 subasinswith drainage areas between 500 km2 and 1000 km2 (medium basins); (3)
10 subbasins with drainage areas over 1000 km? (large basins); and (4) all 2&sob,
regardless of their drainage area size.

6.2.4 Model validation
Out of the 37 samples from the selected stations, 30 were utilized to develop the multiple
regression model, while the remaining 7 samples were randomly excluded based on drainage area

size for model validation. Additionally, the jackknife technique wagpleyed to assess the
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validity of the developed regression models. This method involves excluding ocihasabat a

time from the total and then fitting a regression model based on the remainibgssnb. The
suspended sediment yield (SSY) or aspacific suspended sedimeyield (ASSY) for the
excluded sufbasin was estimated using this test model. This process was repeated for each sub
basin, and the coefficient of determination for the test model was calculated. Furthermore, the
Pearson produgnoment correlation coeffient was also computed to compare the predicted SSY

or ASSY from both the general and test models.

6.2.5 Model performance evaluation
To assess the performance of the regional SLY estimation models, 80% of the watersheds were
randomly selected for the calibration (training) phase, while the remaining 20% were allocated for
validation (testing). The models were then evaluated usinguelatior (RE), root mean square

error (RMSE), coefficient of determination (R2), and bias (BIAS) as follows:

'Y 'O B u z TT TT (p&
0 X P

YoOYO B @ ——— 03)

. B

- - (6.5)

600"¥B O O (6.6)

Where Osi and Msi represent the ith observed and estimated mean annual SLY, respectively; Om
and Mm denote the average values of Osi and Msi, respectively; and N indicates the total number
of observed data points.

6.3Results and Discussion

6.3.1 The most influential variables on suspended sediment load yield
In this study, the KMO value for the PCA approach was 0.6, and Bartlett's test yielded a
significance level of 552.424. These findings indicate that PCA is a suitable method for
determining the most effective factors for sediment load yield (SLY) moddlimegPCA analysis
revealed that four of the 13 factors were significantly effective, accounting for 89.78% of the
variability: DA (57.55%), BS (16.19%), ML (8.27%), and TL (7.77%).
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The PCA findings from the correlation matrix analysis using Varimax rotation reveal four main
components with eigenvalues exceeding 1.00, accounting for a total cumulative variance of
89.78%. Tables.2 shows the significance of these variables is ranked based on the size of their
eigenvalues.

Table6.3 displays the different variables analyzed in the PCA, as well as their factor loadings for
each principal component. TCL, DA, MCL, BP, SSY, BR, TC, Qmean, and ASSY are the
variables having significant | oadi magdudesCR) 0. 60
and PC4 contains BS. From PC1, it was observed that the suspended sediment load is strongly
correlated with the drainage basin area and flow of the river.-gpeaific sediment yield is
proportional to the main channel length, tathhnnel length, and basin perimeter, demonstrating

that hydremorphology has a direct impact on ageecific suspended sediment yield. We selected
eleven factors to develop a regression model for estimating suspended aspkaria sediment
production. Other studies found that hydrology, morphology, and topagr@gdracteristics were
significant variables in determining suspended sediment yield using principal component analysis
(Wuttichaikitcharoen and Babel, 2014)

Table6-2 Principal components (PCs) for basin characteristics and climatic factors

Variances Cumulative Variances

PCs Eigenvalues (%) (%)

1 7.48 57.55 57.55
2 2.10 16.19 73.74
3 1.08 8.27 82.01
4 1.01 1.77 89.79
5 0.83 6.39 96.18
6 0.24 1.85 98.03

Table6-3 Correlation matrix for the selected variables

DA BS ML TL BP BR SF ER CR TC AAS AASE SS

F D Y
DA 10 01 09 09 10 07 02 02 -02 09 10 10 0.6
BS 1.0 01 00 00 -02 -02 -02 01 00 01 01 -0.1
ML 10 09 10 08 02 02 -02 09 09 038 0.4
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TL 10 10 08 03 04 -02 08 09 0.8 0.4

BP 1.0 07 02 03 -03 09 09 0.8 0.5
BR 1.0 02 02 00 06 07 05 0.2
SF 1.0 10 01 00 02 0.0 0.2
ER 1.0 01 01 02 01 0.2
CR 1.0 -0.2 -0.3 -0.2 -0.1
TC 1.0 09 038 0.5
AASF 1.0 10 0.6
AASE 1.0 0.7
D

SSY 1.0

Notes: Bold values indicate correlation coefficients above 0.6; Kaigavleyeri Olkin measure

of sampling adequacy: 0.6; Bartlettds test of
Along with the PCA, GT analysis was conducted usifimmGamma software to identify the
influencing variables based on their gamma values. The following variables were selected: AE
(Gv =0.266), RN (Gv = 0.257), MCL (Gv =0.249), BR (Gv = 0.242), DD (Gv = 0.242), LOF (Gv

= 0.242), BS (Gv = 0.241), CC (Gv = @@, AA (Gv = 0.240), TCL (Gv = 0.240), RR (Gv =
0.239), Qmean (Gv = 0.238), SS (Gv = 0.236), DA (Gv = 0.234), CR (Gv=0.233), and TC (Gv =
0.232). The topography and geomorphology variables had the highest Wingamma value. We
identified fifteen variables aseing the most important in influencing suspended sediment load.
Similarly, numerous studies have revealed that hydrological and geomorphological elements are
significant(Noori et al., 2011)

Besides PCA and GT, CART (Classification and Regression Trees) was employed to identify the
significant variables. The selected variables include DA, MCL, TCL, BP, DD, BR, SF, ER, LOF,
AE, Pr, and Qmean.

In addition to PCA, CART, and GT, the SR (Stepwise Regression) technique was employed as a
linear approach to identify significant variables for modeling SLY in the examined watersheds
based on their R? results. Using the SR approach, we found climategldgyd and
geomorphology data that affected suspended sediment production, including TCL, SF, ER, Pr, and
Qmean.
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6.3.2 Regression analysis to estimate suspended sediment yield
After identifying the key variables using PCA, SR, GT, and CART, stepwise multiple regression
analysis was conducted to develop a regional suspended sediment load model. As illustrated above,
the selected variables varied across the different methods:SFCAART, and GT. The Multiple
stepwise regression analysis was performed based on the class intervals of watershed areas.
Multiple stepwise regression analyses revealed that mean annual flow, overland flow length, time
of concentration, average basiewtion, and shape factor were all highly associated with area
specific suspended sediment output and suspended sediment load across all data reduction
techniques. This indicated that streamflbwlro morphologyand catchment characteristics were
significant factors influencing suspended sediment yield. For areas under 500 kmz, elevation
watersheds were selected; for the 000 km? range, five watersheds were chosen; and for those
above 1000 km?, ten waterslsadere included. The study area had watefshanging from 1.13
km2 to 65,784 krhin size. As illustrated in Tablé4, for watershed areas of less than 500 km?,
more than 1,000 km2, and combined (all), there were no correlations in trepawfic suspended
sediment yield with the given factor variables. Whereas, thespegfic suspended sediment
output in watershedsanging from 500 to 1000 km2 was significantly correlated with the shape
factor and time of concentration. Across all watershed area class intervals, -tfie Rsinodel
combination proved to be the most effective regression model. This suggests that thetggtmma
data reduction strategy is the most successful for identifying the key parameters that influence
suspended sediment yield.
Based on the stepwise regression analysis, the ANOVA shows a significance level of less than
0.001 for all equations using thet&st. However, some cases show no relationships due to
statistical insignificance. From the R2 and the standard error of éstimiaican be concluded that
suspended sediment yield (SSY) is more closely related to the selected dominant factors-than area
specific suspended sediment yield (ASSY) for all watershed area class intervals. Moreover, across
all different watershed areapredictions for SSY are more accurate than those for ASSY. It
indicates that both the small and the large baseascontribute to the ASSY modeling with
additional complexity and uncertainty. Among the different combinations utilizing data reduction
methods followed by regression analysis models, theMER model is strongly correlated and
dominates the others.
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To investigate the impact of predictor factors on suspended sediment amount, it was discovered
that DA, TC, Qmean, LOF, BR, BP, AA, RN, DD, SF, and AE are relevant in estimating SSY. In
contrast, TC and SF are relevant for ASSY estimates. Therefore, donasided that the main
factors influencing suspended sediment levels are basin size, channel network characteristics,
topography and slope, land use and vegetation cover, hydrology, geomorphology, and basin
steepness. In watersheds under 500 km2, hyglyols significantly correlation to suspended
sedimentyield (SSY), but morphology, channel characteristics, and basin size have less correlation
to areaspecific suspended sediment yield (ASSY). In medsired watersheds (5000 km?),

time of concentrabn and geomorphology have a greater impact on ASSY while, drainage size,
elevation, hydrology, and agricultural areas, are more sensitive to SSY. In large watersheds,
geomorphology, hydrology, drainage size, topography, and channel characteristicgteatera
relationship with SSY. Taking into account all data samples (irrespective of basintlseze),
relationships illustrated in Equatio(®.11)and(6.14) reveal noteworthy findings, indicating that

the amount of suspended sediment is influenced by topography, streamflow conditions, land use
and vegetation cover, and geomorphological fact¢Bolshan et al., 2020jound that
geomorphology, land use, climate, and geology all have a substantial influence on suspended
sediment output in the Garehsoo River basin.

Table6-4 Regression model at different classes of drainage area

Wate No Model Regression model Equ R? Standa
rshed of combi ation rd
area  subb nation No. error
class asin
<500 11 PCA- SSY=272.270*Qmed'® (1) 0.85 0.584
km? MLR No correlation for ASSY
GT- SSY=2275.097*LOR5°0 (2) 0.86 0.571
MLR No correlation for ASSY
SR SSY=272.270*Qmed'® 3) 0.85 0.584
MLR No correlation for ASSY
CART- SSY=272.270*Qmedi'® (4) 0.85 0.584
MLR No correlation for ASSY
500 5 PCA- SSY=9.16E+10*TC24 (5) 0.95 0.209
1000 MLR ASSY=2E+06*TC*"6 (6) 0.94 0.259
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km? GT- SSY=301.301*TCB*AE 292 (7) 0.95 0.064

MLR ASSY=2E+06*TC*"® (8) 0.94 0.259

SR SSY=39.719*SF165 (9) 0.91 0.263

MLR  ASSY=3.75EQ5*SF484 (10) 0.94 0.260

CART- SSY=9.572*E+17.98*(DA& "®9*(SF (11) 0.95 0.101
MLR 0.0755*(BP-1.96§)*(DDO.16(3

ASSY= 0.0000375*SH84! (12) 0.94 0.260

>1000 10 PCA-  SSY=0.488652*Qmean® (13) 0.65 1.215
km? MLR  No correlation for ASSY

GT- SSY=2.0654E (14) 0.96 0.299

MLR  38*Qmeaf®*AE31166AA 19862 BR-
8.45@RN -0.962

No correlation for ASSY

SR SSY=0.488652*Qmedn® (15) 0.65 1.215
MLR No correlation for ASSY
CART- SSY=0.488652*QmeadnR®? (16) 0.65 1.215
MLR No correlation for ASSY

All 26 PCA-  SSY=154.5254*(Qme&i39 (17) 0.72 0.873
MLR No correlation for ASSY
GT- SSY=28.9068*Qmedr**LOF 0723 (18) 0.78 0.801
MLR No correlation for ASSY
SR SSY= 154.5254*(Qmed*9 (19) 0.72 0.873
MLR No correlation for ASSY
CART- SSY= 154.5254*(Qmed{9 (20) 0.72 0.873
MLR No correlation for ASSY
OR- SSY= 28.907*Qmeadrf>*LOF 0713 (21) 0.78 0.801

MLR No correlation for ASSY

Note: Standard error*: the unit for SSY is tons per year, while for ASSY it is tons per square

kilometer per year.
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According to Table6.5 and stéstical analysis, the minimum, maximum, average, standard

deviation, and coefficient of variation of input data over the calibration period were 1507.1 t/yr,
850431703.3 t/yr, 36639016 t/yr, 173347433 t/yr, and 473.12%, respectively. These statistical

critena can provide important information regarding the accuracy or errors of the presented

models.

Table6-5 Summary statistical values of the MLR model during calibration

Model Statistics
Coefficient
. . Standard
Minimum Maximum  Average deviation of . 2 RMSE MAE
(t/yr) (t/yr) (t/yr) variation
) o)
Input 1507.1 850431703.2 36639016 173347433 473.12%

PCA-MLR 1103.49 15457162.8t 1378487.7 3168118.1 229.83%
GT-MLR 1690.18 38082460.65 2416517.4 7684549.1 318%
CART-

MLR 1103.49 15457203.8€ 1378487.7 3168118.1 229.83%
SR-MLR 1103.49 15457203.8€ 1378491.3 3168126.5 229.83%
OR-MLR 1690.18 38082460.65 2416517.4 7684549.1 318%

0.9
0.98

0.9

0.9
0.98

293651.7 206581
264564.2 186082

293652.2 206581

293652.2 206581
262707.7 187840

6.3.3 Multiple regression model validation

Table6.6 displays the model validation results for the regression method, which uses the jackknife

methodology. Each model combination was cnesgdated using the jackkmfapproachFrance

et al., 2018) All regression models performed well in validation, although equations 13, 14, 15,

and 16 for watersheds larger than 1000 km2 had poor performance. Whereas Equations 1, 2, 3, 4,
5,6, 7,17, 18, 19, 20, and 21 demonstrated that the calibration andioali@sults were very

similar.

Table6-6 Results of model validation using the jackknife technique

R? Correlation Coefficient, R,
Test
Equation No.  Calibration Model between calibration and Test Mode
1 0.85 0.86 0.99
2 0.86 0.86 0.999
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3 0.85 0.85 0.999
4 0.85 0.85 0.999
5 0.97 0.98 0.99
6 0.96 0.98 0.99
7 0.95 0.95 0.999
8 0.94 0.77 0.81
9 0.91 0.396 0.44
10 0.94 0.398 0.42
11 0.95 0.593 0.62
12 0.94 0.594 0.63
13 0.65 0.18 0.28
14 0.96 0.17 0.17
15 0.65 0.16 0.25
16 0.65 0.16 0.25
17 0.72 0.73 0.99
18 0.78 0.78 0.999
19 0.72 0.72 0.999
20 0.72 0.72 0.999
21 0.78 0.78 0.999

6.3.4 Develop ANN structures

We developed an artificial neural network model after identifying the essential variables using
PCA, GT, SR, and CART data reduction methods. TéBlshows the ANN structures for several
model combinations depending on aspeecific suspended sediment yield and total suspended
sediment yield. The configuration showed that the desikgny from each other as a result of
differences in factors. The largest variables are included under the GAgihalcombination
(ORGANN), and the smallest combination iR&NN. The largest hidden layer of the ANN
structuresas presemdbelow, was 14 and the lowest hidden layer wasahich showed that they

were capable of capturing more complex relationships in the data. Furthermore, the artificial neural
network provides a nonlinear combinatiohdependent and independent variables. The network

is supported by a set of interconnected layers of processing elements.
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Table6-7 The model structures using ANN

Model

PCA-
ANN

CART-
ANN

GT-ANN

SR-ANN

ORG
ANN

Observation  ANN Structures

11 input layer nodes, 10 hidden layer nodes, and 1 output
SSY node

11 input layer nodes, 8 hidden layer nodes, and 1 output
ASSY node

12 input layer nodes, 14 hidden layer nodes, and 1 output
SSY node

12 input layer nodes, 14hidden layer nodes, and 1 output
ASSY node

15 input layer nodes, 11 hidden layer nodes, and 1 output
SSY node

15 input layer nodes, 11hidden layer nodes, and 1 output
ASSY node

5 input layer nodes, 12 hidden layer nodes, and 1 output
SSY node

5 input layer nodes, 10hidden layer nodes, and 1 output
ASSY node

22 input layer nodes, 14hidden layer nodes, and 1 output
SSY node

22 input layer nodes, 9 hidden layer nodes, and 1 output
ASSY node
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6. 3Tbaining and testing the ANN model

The training approach for the ANN model i s
throughout training in all/l combispatcidmx. sTls
yield showed t he moasmo nsg gtnhi ef incoadnetl 6dd@nebe bnaasttii
model ' s effectiveness in relation to these
Tabel8&t ati stical summary of the ANN model du

Model Statistics

Coefficient
Minimum Maximum Average Staf‘d?“d o]
deviation L R? RMSE MAE
(t/yr) (t/yr) (t/yr) (thyr) variation
y (%)
Input 1507.096 8.5E+08 3663906 1.73E+08 473.12%
PCA-
ANN 0.9 24817.9 17390.5
104012 2916943 887076 740385.9 83.40%
GT-ANN 7715077 2567126 5408059 7068063 130.70% 09 135171 12090.6
CART-
ANN 200984.2 3466704 817510 675740 0.9 143.08 20471.9
82.60%
SRANN 3556088 2060918 539764.2 7275423  134.78% 0.9 64702 4912.24
OR-
ANN -1918.14 2595660 539297.2 7124655  132.21% 0.9 141475 10746.6
Testing the ANN model hel 8s htowsvatthedamedadlIt'
summary statistical val ues, which indicate

combinati ons.
Tabel9&t ati sti cal summary of the ANN model du

Model Statistics
ffici
Minimum Maximum Average Standard gfoe et
deviation L 2 RMSE MAE
(t/yr) (t/yr) (t/yr) (tyr) variation
Y (%)
Input 1507 ox10® 36639016 2x1C° 473%
PCA-
ANN 34585  1x10° 431979 4xi6  101% 0.7 255366 215656
GT-ANN -102482 3x0° 94156 2x10P 189% 0.8 135822 134008
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CART-

0.7 343714 310561

ANN 157275 1x1¢@ 578424  4x10P 73%

SRANN 330248 6x1C¢ 475485 1x10P 20% 0.6 339094 304392
OR-ANN -77621  4x10 175146  2x1® 129% 0.6 176329 136193

6. 3D6vel op a regional suspended sedi mentat.
After i dentifying the i mportant factors using
regi onal model s for each dataset. The petrifso
perfor mancwhiimmialaszorisel ped to select the most
The structure of thpr AdN&n tae@io idm RT albldeec Eval uat
performandecahnd vatt aes ar6dl. pAesented@ldamo TERhbE
analysis, the i nput data for the calibration
t/yr, an average of 36,639,016 t/yr, a stand:¢
473. 12%.e sTthati sti cal criteria can provide wus
model s. Il n the calibration period, both the
sedi ment | oads;aglkeoweM eare, ftrhoem avheer t wo model s
Furthermore, the ANN model using the bondemas
the | ow values of observed SLY. However, when
accurately forecasted both the minimum and m
612and the statistical analysis show that the
GT inputesfiamdeed tloe Clooweagtedvdloud he ANN mode
mod el is relatively c¢close to the observed av
number of wvariables typically | eads tsop einndcerde i
yield, whereas fewer variables can result 1in
of the variables involved wil|l deter mi nep drhieo
average value of dlheesceANNemadelage qbseev-RdRYVa
MLR, -MCR, -M&ER, andML®RARDdIdel s, the estimated | o0\
observed values. Furthermore, in the origmaal
compared to the ANN model during the calibrat
yielded the best estimation for -Mh®& drFidigR n ab
provided the most accurate estimations amongc
suspended sedi ment values included mean annua
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Tab6lleANN structure and equation in multiple |
SLY
Model ANN structure or and MLR equation
OR-MLR? SSY= 28.907*Qmeadf>*LOF 013
PCA-MLR?  SSY= 154.5254*(Qmedfi*)
GT-MLR? SSY=28.9068*Qmedr**LOF 0723
SRMLR* SSY= 154.5254*(Qmed {9
CART-MLR® SSY= 154.5254*(Qmedii®9
ORGANN®  22input layer nodes, 1didden layer nodes, and 1 output layer ni
PCA-ANN’ 11 input layer nodes, 10 hidden layer nodes, and 1 output layet
GT-ANN?® 15 input layer nodes, 11 hidden layer nodes, and 1 output layetl
SR-ANN® 5 input layer nodes, 12 hidden layer nodes, and 1 output layer
CART-
ANN1O 12 input layer nodes, 14 hidden layer nodes, and 1 output layel
Notl¢ ndi cates the origin%lnddataa esetP Cas oiurn puwtt 2
i ndicates GT out put *nieaatnas sSeRt oaust piunt p uwta Yifaods edMa tR
out put data setmeamsi mputgifnarl MIlaRian dsied ataess i M/
as inputifmani cANNMSs GT output °chenass&R astpuapu
ANN°mneans output CART output data set as inp
(t/year).
TabelleSummary of statistics for regional SLY e:
Model Statistics
Coefficient
'(\t/'/g‘ri)m“m ?"t;)r()im“m éxligage c?;%?;tfgg S;iation R(%) RMSE MAE
GO
Input 1507 ox1¢ 4x100  2x1C 473%
ORG
MLR 1686 4x10 3x1¢P 9x1¢P 315% 98 262708 2x10P
ORG
ANN 404665 9x10° 5x10’ 2x10° 415% 90 14148 10747

149



PCA-MLR

PCA-ANN

GT-MLR

GT-ANN

SR-MLR

SR-ANN

CART-
MLR
CART-
ANN

1134

101095

1686

129029

417

354960

417

29094

2x10

8x10°

4x10

8x10°

6x10°

ox10°

6x10°

8x10°

1x1¢P

2x10P

3x10P

6x10/

5x1

6x10/

5x1P

1x0°

3x1¢P

2x10°

ox10P

2x10°

1x1¢

2x10°

1x1¢

2x10°

230%

115%

315%

370%

230%

354%

230%

128%

293652 2x1CP

91

99 24818 17390

98 264564 2x1CP

99

13517 12091

293652 2x1CP

90

99 6470.2 4912

293652 2x1CP

90

99

143.08 20472

Tab6tleSummary of statistics for regional SLY
Model Statistics

Minimum Maximum Average Standard (():foefﬁc'ent

deviation . : 2 RMSE MAE
(t/yr) (t/yr) (t/yr) (thyr) Dispersion
)

Input 15143.7 396530.9 178097 197774 111%
ORGMLR  2306.3 1.55E+08 7301414 31430352 430% 30.00 387297 350000
ORGANN  21554.7 294990.2 155506 97092 62% 35.00 127095 106874
PCA-MLR  31276.7 269244.3 147654 101712 69% 51.00 331247 337521
PCA-ANN  25370.3 1011753 526172 397560 76% 46.00 328748 269968
GT-MLR 32216.3 1369483 441180 547335 124% 60.00 617790 292859
GT-ANN 23652.7 384566 194822 130800 67% 73.00 69038 40819
SR-MLR 30161.5 266015.6 147758 101357 69% 50.00 178300 156925
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SR-ANN 145028.8 248762.5 207725 41696 20% 28.00 133220 117438
CART-MLR 31569.2 2541129 142078 93825 66% 51.00 143352 133177
CART-ANN 208263.3 1528590 641078 516008 80% 82.00 139944 136036

The evaluation of regional $1L3An@ks4s hows i ngamod
outperformed the MLR models during both calib
MLR models in terms(idél dase¢eyédBi¥liast RMmail JCormidz
al ., ,2®@Rean)g and Sulkmoesnug it he OANRN AN erhesd elt hper «
most effective for regional SLY estimation. T
99. 9%, 13,517.11 t/year, and 12, 090. 7613Y5,y&22.
and 134,007.8 t/ yAMNM, GMNNR o uvaghhtl NtShReo dRRG A al s o

estimati on FrAeNsNu Intosd,elt hfeac@®RIG a significant | i m
According to fuanrd(ibhogssr r es gt Hakbhei 2DaAfld,aMohammatd
2013 8)darbsdhar i fi Gar mdparresphr oecte sasli.n,g 2t0hle8 )mo st I nf

accuracy obfo xb oatnido bg ramacyikd e | s which iIs consiste
Unl i ke PCA, CART, and SR, t he GT appretacrhmifn
effectiveness of va€fhabbesndnHeAscaazpesdBOis
assessi-ngl at ihliigthy dataset |i ke SLY.

Fi gwbdéssl Zhow the fitting of the estimated and
show that ANN model s, particularly those <c¢oml

resul ts.
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Figure6-3 Fitting the estimated and observed SLY values using GARR, CART-ANN, GT-
MLR, GT-ANN, PCA-MLR, PCA-ANN, SR-MLR, and SRANN models during the calibration
period
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Figure6-4 :Fitting the estimated and observed SLY values using CARR, CART-ANN, GT-
MLR, GT-ANN, PCA-MLR, PCA-ANN, SR-MLR, and SRANN models during the validation
period
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6.4 Conclusionand Recommendation
Data reduction techniques (DRT) are essential for simplifying datasets, which serve as the input
data for model development intended for estimation purposes. PCA, GT, CART, and SR data
reduction techniques were used to identify the important variableenting suspended sediment
output in catchments. As aresult, 11, 15, 12, and 5 influential variables were selected from the 22
input variables using PCA, GT, CART, and SR, respectively. According to the four data reduction
techniques (DRT), three of the thput variables, mean annual flow (Qmean), drainage area (DA),
and overland flow lengttnad the most effect on the determination of suspended sediment yield in
the upper Awash and Upper Blue Nile basins. GT outperformed the other data reduction techniques
(DRT) in determining the most effective input variables for both the ANN and MLR moskets
to estimate suspended sediment yield (SSY).
In the MLR analysis, various watershed area class intervals were tested, particularly108®00
km2 range, which exhibited the best performance in the regression analysis. Smaller and larger
ranges demonstrated low performance. The regression modetsased predictability for
suspended sediment yield and aspacific sediment yield in basins with drainage sizes of 500
1000 km2. Overall, a set of equations was proposed to estimate suspended sediment yield and area
specific suspended sediment yield frasins of various sizes while maintaining an acceptable
estimation error range. However, the suspended sediment equation had a correlation with input
factors only for watersheds ranging from 500 to 1000 km2. The Artificial Neural Network (ANN)
model was aly applied to the entire watershdunceit was not evaluated at different watershed
area intervals.
Among the various combinations of multiple linear regression models, thMIGRT model
showed the best performance in estimating suspended sediment yield (SSY). Similarly; the GT
ANN model excelled in the ANN model combinations for estimating suspendedesgdyield.
Overall, ANN models were more effective than MLR models in SSY estimation. In multiple linear
regression analysis, the model result showed that the simulated average vakié&orarigne
observed average value. The ANN model demonstrated pazatively strong relationship with
the observed average values. This accuracy stemmed from the iterative training method used,
which improved estimations for both individual and overall data sets. Both models were developed
to estimate the average annumlspended sediment yield in ungauged catchments. These
equations, which are based on easily quantifiable input elements, might help estimate sediment
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yield in ungauged basins during the planning and design phases of water and land development
projects in Ethiopia's highlands. However, it is crucial to note that the estimation error for
suspended sediment is rather significant, owing to difficulties edingent collection and
measuremenparticularly during high discharge or flo@eyents as well as the development of
sedimervdischarge rating curve equations. As a result, these methods can be regasizxst

effective, appropriate, and trustworthgr fpredicting suspended sediment output in ungauged
watersheds. Future research should use monthly and daily input data and investigate additional
deep learning models.
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7. Conclusion and Recommendation

The overall examination of sediment yield dynamics in Ethiopian watersheds, specifically the
Koka Dam and Kessie basins, highlights the paramount interaction between human activities, land
use/land cover (LULC) transformation, and inherent geomorpholggioaésses in inducing soil
erosion. Agricultural development (7.31%) and urban growth (6.34%) in the Koka Dam catchment
over 16 years (2002015) significantly altered hydrological processes, leading to an increase in
surface runoff by 12.68% and sedimgigld by 8.84%, with average annual sediment loading of
28.33 t/halyr in 2015. Intensive agriculture and steep slopes (>15%) led to subbasin sediment yield
rates of more than 105 t/halyr, threatening dam operation and water security. Likewise, in the
Kesse watershed, QSWATPLUS modelling revealed subbasins such as 165 with sediment yields
as high as 67.6 t/halyr, where 42% of the study area is under high risk from -gnagierslopes

and unsustainable agriculture. Such trends portend the susceptibilEghiopia’'s highland
ecosystems, where seasonal rainfall regimes compound sediment transport, with 90% of yearly
sediment loads in winter months, to further stress water infrastructure and agricultural

productivity.

To address these challenges, a rdalteted approach that blends intensive best management
practices (BMPs), robust policy frameworks, and local solutions is critical. Terracing is the best
solution, reducing sediment yields byi83% in riskprone locans, particularly in steep slopes

and highly cultivated areas. Combined with filter stripsi @8% reduction) and contour farming

(641 65% reduction), synergistic reductions in up to 94% sediment are possible, as shown in the
Koka watershed. Spatial targegi of these BMPs utilizing QSWATPLU&enerated erosion risk
maps is required, with top priority areas being subbasins such as 165 and 269 in Kessie, where
sediment yields are disproportionately high. Policy interventions need to impose LULC rules to
limit deforestation and urbanization, and encourage sustainable activities by providing subsidies
on terracing or tax incentives to farmers who apply agroforestry. In the meantime, the
incorporation of erosion risk zoning into national laugk planning can deftt agricultural growth

and infrastructure development from risk areas.

Enhancing data infrastructure is also critical; the installation of automated sediment sensors in
high-yielding subbasins and during floods will strengthen sedirdescharge rating curves,
mitigating current estimation biases from sparse monitoring. Hybrodeling techniqués
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integrating QSWATPLUS for scenario creation and the empirical model (tested in Kessie's data
poor subbasiné) provide anupscaleablestrategy for ungauged areas worldwide, e.g., the
Himalayan foothills or Andean highlands. Local participation continues to be a success factor:
farmetinitiated conservation activities, including participatory field workshops ordost stone
terracing ad agroforestry, alongside education on the economic rewards of sediment reduction
(e.g., extended dam life, lower irrigationsts), can promote local ownership. Climate resilience
initiatives also need to adjust to seasonal cycles, such amipyeseason strengthening of
temporary check dams and silt fences to intercept sediment loads during winter and encourage
climatesmat crops to minimize runoff pressure.

Future studies need to investigate desgning models such as LSTM networks to incrahse
temporal resolution of sediment predictions and examine sedimugment interactions in an

attempt to synchronize erosion control with solil fertility objectives.
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Appendix
Satellite image of the Koka watershed from 2@08.0and 205
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