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ABSTRACT

The study aims to describe and give some detaitddrp on the Hydrogeological features
of the Hormat- Golina basin with more focus on fla areas of the Kobo valley. This
makes an interest from the groundwater potentiahtpof view to evaluate its water
resource potential on the basis of aquifer chareez&tion, recharge mechanism,
groundwater flow conditions and hydrochemistryhs groundwater. The basin is part of
the western escarpment of Afar Rift and measuresitaB06 krfi areas. It is situated
between 545000 to 581000m East longitude and 131&00351000m North latitude with
an average elevation of 1482m.a.s.| and 2605m.fs.the valley and highland part of
basin, respectively. The average monthly tempegadind the mean annual precipitation in
the valley are 22.4€ and 739mm, respectively. Potential evapotransioina(PET) of the
valley was estimated using Penman Combination rdettioch gives annual PET value of
1596.Inm/y. Actual evapotranspiration value for the catelmt estimated from Turc
method gives value of 655mm. The annual surfacerveait flow, estimated using runoff
coefficient methods resulted 98.4MCM. Chloride nfzance (CMB) method, Darcy and
conventional water balance approaches were useabtionate recharge, while the average
of the three values is taken as the annual rechaifgine area (44.8MCM/year) which is
6.4% of the total precipitation and groundwater eese of the valley is estimated as
2033MCM. To characterize the aquifer system of @inea pumping test data, well
completion reports, well logs and geology of theaakere analyzed. The study area is
characterized by deep groundwater systems encadhtar an average depth of 141m.
Their hydraulic characteristics are spatially vabie, which the transmissivity of the valley
ranges from 6.85 — 4510°fd and the mean, and median are 492.3&mand 199rfid,
respectively. Its hydraulic conductivity rangesnird®.19 — 125 m/d and the mean, and
median are 10.9 m/d, and 4.25m/d, respectively.Qinternary unconsolidated sediments
are the main aquifer units in the area. These agsifvere found to be good groundwater
potential zone. The general trend for groundwatewfobserved from pieziometric heads
is from western highland part of the area towarks plain in the direction of west to east
of the study area. Piper plots, Collins bar diagraand Hierarchical cluster Analysis
(HCA) were used to classify the water chemistryouBdwater type of the area was
evolved from Ca-Mg-HCO3 or Mg-Ca-HGQvater type in the area closer to western
escarpment in to Na-Ca-HCO3 water type in the east@ of the area. The water also
was of a low sodium hazard and can therefore be @rseirrigation without posing much
risk to the compaction of soils.

Key word Kobo valley, groundwater potential, rechargesrastion, hydrochemistry.




Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo

Valley
Table of Contents
L0 N e I S 1
I | I I 15 1 L I 1 1
1.1, BACKGROUND ..o ree e e e e et e e e annee s e e e e e sea e eeaans 1
N © 1= N | O I Y 1
1.2.1. GENERAL OBJIECTIVE ..ottt s e e e et eeneenee s eeananen 1
1.2.2. SPECIFIC OBJIECTIVES. ... e e smmeen e e 1
1.3.  APPROACH AND METHODOLOGY ....cuuiiiiiiiiimemmeee e e eeeeeetisis e e e e eeaai s e e e e e eaennnnanas 2
1.3.1. PRE-FIELD WORK ...t e e e e e et e e e eeaaas 2
1.3.2. [ | D BV @ 1 = N 2
1.3.3. POST FIELD WORK ... oottt ceee s e e ettt s s e e e e e e aen e e e e e s ee s maenaneeeeeennes 3
1.4. SIGNIFICANCE OF THE STUDY .....iiiiiiieeimmm e e e e eeeeaiins e s e eeeannn s e e e e eeenenmeennnnns 3
1.5, REVIEW OF PREVIOUS WORK ...t et e e ne s 4
L8 o N = S IV 6
2. GENERAL OVER VIEW OF THE STUDY AREA ...t e 6
25 R X 10 N I 1 6
2.2, PHY SIOGRAPHY oot e e e e e e e e e aean 6
FZC T I | = 3 Y | N7 ] P 7
A O {1V N I 8
2.5.  LAND USE/LAND COVER AND SOILS ..ottt ene e 9
2.5.1. LAND USE/LAND COVERS........otttttttttimmmmreeeesseresressesrssrnrsrnnssansnsnn s nnnnsesses 9
2.5.2. 1] | 9
L8 o N e S I e 1 P 11
3. GEOLOGICAL AND STRUCTURAL SETTING .....ccittmemm oo eeeeeeeiee e ee e e e 11
3.1. REGIONAL GEOLOGY ..oouiiiiiiiiiiiiii s sse s e e e eeeaatnn s e aeaeeaetansseaeseessenmnnsnsnseaeeees 11
3.1.1. FLOOD BASALTS OF ETHIOPIA ... ..o eeee 11
3.1.2. THE GEOLOGY OF NORTH-CENTRAL ETHIOPIA ... 12
3.2, LOCAL GEOLOGY ...ttt anaana s 13
3.2.1. THE BASALTIC ROCKS . ... mm ettt s et e eee e e e e e aaaas 13
3.2.2. ACIDIC LAVA AND PYROCLASTIC FLOW ASSOCIATIOMN ......ccccvveieeeeeeenns 13
3.2.3. QUATERNARY TO RECENT SEDIMENTS ...t 15
G TR T S I o L O 1 1 16
L8 o N e 1 1 U 18
4. HYDROMETEOROLOGY ...coitiiiiiiiiiieiiii s s s e e e e et ss s e e aaeeeantanseeesesenmamsnsnaneeeeeennes 18
N €1 N1t o 18
4.2, TEMPERATURE ...t e e e e e e e emman e e e e e eeaennnns 18




Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo

Valley
4.3, WIND SPEED ...t ettt e ettt e ne et e e e e e e ab s 22
4.4, SUNSHINE HOURS ... .o ettt ea e e e ne e e et e e e aaeees 22
4.5,  RELATIVE HUMIDITY .ottt e e e e e e 22
4.6, PRECIPITATION ..ottt re e e ae e s e e e e e e e e e e e e e e e 23
4.6.1. ANNUAL AREAL DEPTH OF PRECIPITATION ... 25
4.7. POTENTIAL EVAPOTRANSPIRATION (PET) «iiieiiiiie it ee e 28
4.7.1. THORNTHWAITE METHOD ...t 29
4.7.2. MODIFIED PENMAM METHOD .....cooiiiiiii e 30
4.7.3. HARGREAVES METHOD ....ouuttiiiiiiiiseeeee ettt e 30
4.8. ACTUAL EVAPOTRANSPIRATION (AET). . utiiiiieiiiiiiiiiieiee e s s eseseiiieeee e ae e e 31.
4.8.1. EMPIRICAL FORMULA ... ettt 31
4.8.1.1. TURC METHOD ...ttt s 31
4.8.2. SOIL WATER BALANCE METHOD ......cooiiiiiiieeeeeeeeeeeeee s 32.
4.9, SURFACE RUNOFF ... 38
CHAPTER FIVE ...ttt e e e e et e e ee e eeeeeeeeeeeeeeeseeberesnee 40
5. HYDROGEOLOGY ...cottitiiiittitiutiittiintttaaaeeeeeeeeteteteeeeeeaeesessestsresessrsststaeanteeeeeeeeeeereerererree 40
5.1, INTRODUGCTION ..ttt ettt e e e e e et et e e e aaeeaeeeeeanaa e e eaaaeees 40
5.2.  REVIEW OF RESISTIVITY SURVEY VALUES IN THE STDY AREA................... 41
5.3.  AQUIFER CHARACTERISTICS .....ootiiiiiiiticeeeeiieiiitiniiiiiiiiiiiie s sennees 45
5.3.1. UNCONSOLIDATED SEDIMENT AQUIFERS ..ot 45
5.3.1.1. QUATERNARY COLLUVIAL AND ALLUVIAL DEPOSITS.......ccoeeeeeeeee 45
5.3.1.2. INTERFLUVIAL, FAN FOOT PLAINS AND VALLEY BDTTOM
QUATERNARY DEPOSITS ..ottt e et reeen e e eees 46
5.3.1.3. CENTRAL VALLEY FLOOD PLAIN QUATERNARY DEPGITS
JLACUSTRINE DEPOSIT ..oeeiiiiieeieiiiiitiies st eeeee e e e e s s sesteeaee e e e e e e e s s ssmmnneesessnnnnnes 46
5.3.2. VOLCANIC ROCK AQUIFERS ......coiiiiiiti ettt e 49
5.4. GROUNDWATER HYDROLOGY ...couuiiiiiiiiiitime ettt aee e e 54
54.1. GROUNDWATER FLOW DIRECTION ......iiiii ettt ee et eeeiie e e e e e 54
5.4.2. GROUNDWATER RECHARGE-DISCHARGE MECHANISM.......c..ceiiiiiine. 56
5.4.3. GROUNDWATER AND SURFACE WATER INTERACTIONS..........ccceeeiiees 58
5.5. HYDRAULIC CHARACTERISTICS OF AQUIFERS.........coiiiiiiiiiiiiiieiiiiieeieiieiviieiies 60
55.1. FIELD INFORMATION ...coiiiiiiiiiiiet ettt 60
5.5.2. TYPES OF AQUIFER ... ..t e 61
5.5.3. ESTIMATION OF HYDRAULIC PARAMETERS ..., 64
5.5.3.1. TRANSMISSIVITY (TD OF T) teeeeeeeimemmeie e e e et ee e e e e e sneeeeeee e 64
5.5.3.2. HYDRAULIC CONDUCTIVITY (K) c.euttteeiiiimmesieeseitiieeeeeee e e e s ssseennneeeneaeeeens 65




Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo

Valley
5.5.3.3. SPECIFIC CAPACITY ittt eemmeaens 66
5.6. GROUNDWATER POTENTIAL EVALUATION ...coutiim e 67
5.6.1. GROUNDWATER RECHARGE ESTIMATION ...cooii e, 67
5.6.1.1. CHLORIDE MASS BALANCE METHOD ......coooiiriiiiiiiie e 68
5.6.1.2. GROUNDWATER FLOW/ DARCY APPROACH ... 70
5.6.1.3. WATER BALANCE APPROACH .. ..ot 71
5.6.2. GROUNDWATER RESERVE ESTIMATION IN KOBO VALLE............cc....... 73
CHAPTER SIX ettt oo ettt e e e e et et e e mmmeba e e e e eeees b e e e aeeeenennnns 74
6. GENERAL ..o 74
6.1. EVALUATION OF HYDROCHEMICAL PARAMETERS. ..., 74
6.1.1. PHYSIOCHEMICAL PARAMETERS...... .o et 4.7
6.1.1.1. P H L et 74
6.1.1.2. ELECTRICAL CONDUCTIVITY (EC) ..eeeeeiicccceieeieeeeee e 75
6.1.1.3. TOTAL DISSOLVED SOLID (TDS) .eieeeeeiieeee e ettt et e e eeveeaeae e 76
6.1.1.4. HARDNESS ... e 77
6.2. WATER SAMPLING AND ACCURACY OF CHEMICAL ANALY3S.........ccccvvvvvvnee 79
6.2.1. RELIABILITY CHECK ...t e e 79
6.3, MAJIOR IONS ... ettt e e ettt s e ea e e e e e e e ee bbb e e e e e eananans 80
6.3.1. SODIUM AND POTASSIUM ....uiiiiiiii s s e e eeaeeneas 80
6.3.2. MAGNESIUM AND CALCIUM......cuttiiiiiiiiiiaeneeee e 81
6.3.3. CARBONATES. ..ttt ettt eeea e e e e eeebeaans 81
6.3.4. SULPHATE AND NITRATES ... e e 82
6.3.5. CHLORIDE ..ottt e 82
6.4. CLUSTER ANALYSIS. ..ottt eae e e e e e e e 83
6.5. GROUNDWATER CHEMISTRY ...cooiiiiiiiiiiii s 87
6.6. WATER QUALITY ASSESSMENT .....cooiiiiiiiiiecaeeieeieeee ettt 91
6.6.1. DRINKING WATER QUALITY ASSESSMENT ...t 91
6.6.2. WATER QUALITY FOR IRRIGATION PURPOSES oo 92
6.6.2.1. SALINITY HAZARD ..ottt cemme s eanaeeen s 92
6.6.2.2. SODIUM HAZARD ...t 93
6.6.2.3. TOXICITY PROBLEMS ...t 94
CHAPTER SEVEN ...ttt bttt e e et e e ae s tesaesbebbebebbees 98
7. CONCLUSION AND RECOMMENDATION ....ouuiiiiiiii et a8
7.1, CONCLUSION ...ttt e et ettt e e e e e e s benmamsaa e e e e e eeaeanaa s 98
7.2.  RECOMMENDATION.....ittttitiitiitiiiitittmeemrestebbsbeibae s s a s s e e s e e s seesetsbaaaens 101
REFEREN CES: ...ttt e e e e e e e et et et et e e et e aeebetrerberenes 102

iv |



Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo

Valley
List of tables
| "#$% #'&
- !
% & "$"
! !
& (- %
)& ! "$  $% " !
"#$% #'&
* o " "$ ! $ *
+ | " "$ !, ! +
- /o112 " " " %
Jorrr o3 " %)
%*
! "L %.-
41 5/4 V(" $ '%
) $ "
) 4l e $ ! +
)% & 0! 67 2 b (" 83 +*
) 3% 6! " " -
Table 6.5: Suggested criteria for irrigation watee based upon conductivity. -%
)) 4l " I" " /3 -%
)* 9 "l " 4! -
)+ ! 9! I" $'$ "4 -
)-3 " -




Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo

Valley
List of figures
< $ " )
< I ( &" . $ *
<! %4% "$ $ " $ " +
< ; "<=0-*2>4 $
<! '3 S A |
<! % ; ??/144@ " /1?11@4@ " A
<! % ??144@ " $ " '
<! %% I( "$ ! )
<! % 9 $ *
< & $ ! 0 32 B -
< | & $! 0 32 & -
<! % & $"
< | & ! !
<! & (1 %
<! )& ! 02 o "
<! *g& $ 3 1 (
<! + & $ % " " " '
<! - $ " *
<! , $ ! +
< 4 @ %
< | 4% $ ! $ 3 " %-
< | $ 54% $ B 5
<!I" 9 4 . B %
<! '% 9 4 B%
<! "' 5 "ol 6! .89 *
<! 5 R 6! 89 +

Figure 5.6: Spatial variation of sediment thicknéssugh the valley -
Figure 5.7: Bed rock elevations beneath the alluMill deposit in Kobo valley '

<! '+8" $ '

<! '-8" 1 o@ C/ 2 '

<! 91" ( I $06!'$ ! $2 "

<! ' 91" ( I $ $ "o " "

<! "$ I $ *
<! "% 3 ( " ( : "+
<! 9 = $ 9 (" ! )

<! $ el $ )

Figure 5.16: Diagnostic and specialized plots )%
<! '*4 " | ( (' $ ( )
<! '+4% " g"!r " P (! $ ( )
<1'- /% ( "$ 3 )"
<!l) 4% ( 8 (! ( *!

vi |



Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo

Valley
<!) 3% B ( %)
<1 )% 4CI3 $ *
<!) 4% B ( *x
<) " $ 3 " +
<1))4 " $ +
<!)*.$$ ! " ! +
<! )+ 83 $ ! D4 +)
<!)-4 " | " +*
<!) 3 ) ++
<l) 91 (! +-
<l) 4 B ( I -
<1 )% $ " B ( -
<l) 2 " ! " B ( )
<1)'83= " " B ( 5)
<1))3 " ! " B ( )
<1 )*4= " I B ( *
List of Appendixes
$$ " # "$'$ " *
$$ " # s $
$$ "#% 3 | J1 8
$$"# 3 " "
$$"#' 3% ( " %
$$ "#) 8" "
$$ "H#* " & " )
$$ "H+ /1) " & . "
$$ "#- & " -
$$ "H#H- & " -
$$"#- & #I1 $ I
$$"H#H- % & 1§ !
$$ "H#H- & (!'" 0;820E2 %
$$ "H#H-' & ! ! :
$$"#-) & "$"072

vii |



Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo

Valley
Acronyms
AET Actual Evapo-transspiration
CMB Chloride Mass Balance

Co-SAERAR Commission for Sustainable Agricultured &Environmental Rehabilitation
in Amhara Region

d Days

DEM Digital Elevation Model

EC Electrical Conductivity

EIGS Ethiopian Institute of Geological Survey
ETo Potential Evapotranspiration

E-W, S-N East-West, South-North

FAO Food and Agriculture Organization

GES Geo-Engineering Service

GPS Geographic Positioning System

HCA Hierarchical cluster analysis

ITCZ Inter-Tropical Convergence Zone
KGVDP Kobo-Girana Valley Development Project
m.a.s.| Meter above sea level

MCM Million Cubic Meters

My Million years

ORDA Organization for Rehabilitation and Developrie Amhara
PET Potential Evapo-transspiration

RVDP Raya Valley Development Project

SAR Sodium Absorption Ratio

SCS Soil Conservation Service

SMD Soil moisture deficit

SWL Static Water Level

TDS Total Dissolved Solid

UTM Universal Transverse Mercator

VES Vertical Electric Sounding

WHO World Health Organization

y Year

viii |



Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo
Valley

ACKNOWLEDGEMENTS

Above all I am honored when | thank and glorify #ieg of Heaven and Earth Lord Jesus

Christ who is the ultimate means of my success.

| owe debt to Professor Tenalem Ayenew for his gdess advice, guidance, material
provision, and equipping me with knowledge of Eatience and Hydrogeology which is
crucial to bring this work up to the standard.

I would like to thank my instructor Dr. Seifu Keleednd all Addis Ababa University Earth
Science Department instructors for their supporthen knowledge of Hydrogeology and
Earth Sciences. | extend my gratitude for secretéiige members Roman Kefyalew and
Worku, librarian Eden Wube all of them helped meiaviding valuable information and

reading materials.

| am thankful to Hadiya Zone Water, Mines and EgeRpvelopment Coordination

Department, for allowing me to pursue my postgraelstudies.

I would to thank International Water Managementitate (WMI) for providing me the

financial support for thesis work.

| am also grateful to National Meteorological Seeyi Kobo-Girana valley development
project office, Metaferia Consulting Engineers, @nrigzation for Rehabilitation and
Development in Amhara, and North Wollo water buréauproviding me with relevant

data and documents, which helped me to carry outessarch work.

| want to express my love and gratitude to my sistahlet and my friend Eyob Teshome
for their support, appreciation and providing métvad Laptop. Eyob it is your kindness to
support me from the very beginning and your gooshwio see my upgrade, here is the
fruit.

My deepest gratitude goes to my family, who aresoyrce of strength in every aspect of
life. My father Abayneh Kalu and my mother s/r Ganljlegersa, they played most part in
my success they always think about my bright futarel they gave me their life

experience. | wish you long live. | would like altm extend my gratitude to my dearest

ix |



Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo
Valley

sister Sefanit, brother Amanuel and Surafel(Bubar) dll my sisters and brothers for

providing me their love and support.

| would like to thank my dear friends Tesfaye andmEne, you were with me in

encouragement and love which helped me much tshfimy work on time.

Last but not least, | offer my deepest gratitudentp friends Biniyam Mamush and
Zewudu, classmates and colleagues in and outsideuttiversity, organizations and
individuals, who directly or indirectly involved ithis study whose names are not listed,
are greatly acknowledged.




Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo
Valley

CHAPTER ONE

1. INTRODUCTION

1.1. BACKGROUND
Ethiopia is one of the most drought prone countiregshe world, with a significant

proportion of the net gross domestic product depehdn rain fed agricultural practices.
The intensity and duration of rainfall is highlyraic and variable, resulting in significant
reductions in agricultural production and in sorases total crop failure.

The study area of this research is Kobo Valleyhratent, situated south of Raya Valley in
Northern part of Ethiopia. The annual amount ohfal is relatively small and erratic as
compared to other parts of the country. In additfmarea is being affected by a recurrent
drought. Due to these facts most of the riversimermittent. This makes groundwater to
be a better option for water supply and irrigatmactices. In addition, the recent intensive
fertilizer usage practice in the extension prograimfi endanger the quality of the
groundwater in the region. The knowledge of wagsources is one of the vital factors in
planning and management. Therefore, the study gbiyndocuses of and incorporated
water balance to estimate recharge condition, aguiharacterization, evaluation of

groundwater potential, groundwater flow and evatuaof hydrochemistry.

1.2. OBJECTIVE

1.2.1. GENERAL OBJECTIVE
The major objective of the research is to descabé give some detailed picture on the

Hydrogeological features with more focus on the dlieeas or Kobo valley. This makes an
interest from the groundwater potential point oéwito evaluate its water resource
potential on the basis of aquifer characterizatr@eeharge mechanism, groundwater flow

conditions and the hydrochemistry of the groundwate

1.2.2. SPECIFIC OBJECTIVES
The specific objective of this research includes:

To describe and characterize the major aquifeesystand units in the area;
Defining mechanism of groundwater recharge anchdige condition;
Determining the amount of water recharging the gdwater system using

different technique;
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To determine the aquifer hydraulic parameter;

Determination of the storage capacity of the aguif the basin;

To classify the groundwater hydrogeochemically;

To evaluate water quality from domestic and agtizal point of view;

To prepare Hydrogeological, depth to groundwatesugdwater quality etc., map
of the area.

1.3. APPROACH AND METHODOLOGY
The approach to achieve the objective of the rekeavould involve the following

conventional methods with tuning of the basic ies¢iof the work.

1.3.1. PRE-FIELD WORK
In this phase different works were executed:

Literature review of all existing reports, mapsg aalevant data;

Previous works and data were collected from diffeiafices (Ministry of Water
Resources, Metaferia Consulting Engineers, Ethiogieological Survey, Tana
drilling, and China Geo Engineering, Meteorologiéalency, and Regional, Zonal
and Woreda water Resource development offices);

Obtaining DEM and satellite imagery,

Base map preparation (Extraction of the surfaceemwdivide and preparation of

drainage map of the study area from DEM using Al$ &3 software)

1.3.2. FIELD WORK

Confirmation of all the collected data in the pigd work;

Collection of secondary data from different souraed primary data from the study
area. The primary data includes, measuring groutetwavels, taking readings of
borehole locations and elevation, Discharge ofnggriwas measured wherever
possible ;

Sampling of water from representative water point drom different source
springs, hand dug wells, shallow wells, and borestol

In situ analysis of the water samples (PH, EC, T&, Temperature);

Observation of hydrogeological features and desorip of geology,
geomorphologic setting, surface water divide, laogers, land use practices, and
location of recharge and discharge areas;

Identification of perennial and intermittent streand spring;

2|
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The secondary data such as borehole logs, pumpstgdata, hydrogeochemical
data, geophysical data and hydrogeology feasibrigyort and well completion
report were collected from Kobo-Girana Valley Deywhent Project Office
(KGVDP).

1.3.3. POST FIELD WORK
This was the main phase of the research work andliides:

Characterization of the metrological elements witand the surrounding of the
study area;

Interpretation of the satellite imagery of the stagea with appropriate resolution;
Characterization of geological, hydrological, hygkological, and structural
condition of the study area based on the existatg;d

Data organization, processing, analysis and iné¢sions of pumping test,
geophysical and borehole lithological data usingfedent softwares for
characterizing the aquifer (determining type, thiegs, depth, and interconnection
of layers as well as its lateral extent (continpity

Laboratory analysis of water samples collected ffighal;

water chemistry analysis results were collectethfsecondary and primary sources
used for hydrochemical investigation and water dkagn assessment from
domestic and agricultural point of view;

Organizing, analyzing, and interpreting the primeata were collected; Different
software were employed for the preliminary imagecpssing and final analysis
these were AquiferTest v3.5, Arc GIS 9.3, Globalp@ear 7, Surfer 8, Auachem
4.0, and Microsoft office Excel 2003 and 2007. Geo referencing of some places

and borehole locations Garmin GPS was used.

Finally, analyses and interpretations were condumt the geological,
hydrogeological, hydrogeochemical, borehole andpggsical data gathered both

as secondary and primary data to evaluate the gveater potential.

1.4. SIGNIFICANCE OF THE STUDY
The result of this research work will have a gregportance in filling the scientific gap,

providing detailed Hydrogeological information abdlie area which can be one input for
understanding of hydrogeological systems of tha,aaad used as data for further research

work.

3]
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The generated, collected and digitized data has beganized into the logical groups of
entities concerning Geological Factors, Hydroloblactor, Hydrogeological Factors and
Physiographic Factor to produce properly organi@sbdatabasavhich will enable the

responsible officers to make decision and review dpncerned stakeholders and

subsequent researchers.

Moreover, the findings of this research work mayused for understanding the water
budget of the basin, this study has substantiabmapce to utilize the resources safely
without harming, provide information in order tailize the water resources of the area
properly and keep the existence of the resourcetisable, for economic feasibility,

construction, and development of water supply saseimthe area.

1.5. REVIEW OF PREVIOUS WORK
A number of studies were conducted on the physpiucasetup, geology, tectonics and

groundwater potential at different levels and ldied in Kobo valley. The groundwater
potential for irrigation at the valley has been theus since long due to the expected high
groundwater potential. Among the major studies cated in Kobo-Girana valley are the
investigations of groundwater potential for multipose by Co-SAERAR from 1996 to
1999 and review and appraisal of Hydrogeologicadlisis by Geo-Engineering Service in
2002/3.

Geo Engineering service (GES) study

The Hydrogeological study of GES identified two gmdwater sub basins in Kobo valley,
which is Waja-Golesha in the northern part and Huf@olina in the southern part. The
studies further delineate the divide line betwdenttvo groundwater basins and identified
well fields for groundwater development. The studgicated annual recharge of two
groundwater basins to amount 71MCM. Further thdysestimated groundwater reserve in
the Kobo valley about 4347MCM.

CO-SAERAR study

The study made preliminary estimation of annuahaege capacity of the Kobo, Alawha,
Chireti and Gelana sub basins to be 119, 9, 15M@M, respectively.

EIGS study

Hydrogeological and environmental isotope invesiiyes have been done by Sileshi
Mamo from the Geological Survey of Ethiopia (200ihg total dynamic groundwater in

the graben sediments estimated to amount 68.9MCKbbo valley.
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The Germany Consult Study (GCS)

Geological and Hydrogeological study has conductsidg Vertical Electrical Sounding
(VES), seismic surveys of geophysical methods, ligh aid of satellite image (Nasa-
ERTS), aerial photograph of 1:25,000 and 1:50,0l0fe GCS has divided the Kobo-
Alamata basins in to different geological blocksccArdingly, Hormat-Golina block is
covered with relatively thick unconsolidated seditseand composed of relatively coarser
sedimentary deposits which can be good groundweservoirs.

Therefore, following the previous recommendatiois #tudy has conducted an exhaustive
hydrogeological study with respect to rechargenesion using different techniques,

aquifer characteristics, groundwater flow and hgtiemistry of the area.
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CHAPTER TWO

2. GENERAL OVER VIEW OF THE STUDY AREA

2.1. LOCATION
The study area is located in Northern part of Hif@p North Eastern Amhara regional

state, North Wollo Administrative Zone about 580 kwrth of the capital Addis Ababa.
The study area is bounded with UTM Geographic coatd 1315000m to 1351000m N
latitude and 545000m to 581000m E longitude (fit)2lt covers a total area of 806km
and named Hormat — Golina basin. It is boundedigkly rugged mountains of Lasta in
the west, Zobel Mountains in the east, Raya Valtethe north, and volcanic ridges in the
south.
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Figure 2.1: Location map of the study area
2.2.  PHYSIOGRAPHY

The studied catchment has three types of physibgrdpatures: the intermountain valley
part, the valley escarpment, and the Mountainoes.afmhere is a large topographic
difference between the valley and the highland. [bhest elevation is the outlet of Golina
stream (1304m.a.s.l) and the highest is Aboyi Gaoantain (3974 m a.s.l).The average
altitude of the valley floor ranges from 1355 m ai to 1610 m a.m.s.l, while the
mountain ridges range from 1610m a.s.l. to 3600 @igure 2.2).

The valley is characterized by a graben-like stmectoounded by north- south trending
mountains in the west and east of the valley. Thencof mountains bordering the valley

on the western part are marked by highly dissestedp slope deep gorges and canyons,
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because of east-west and north-south trendingsféht might be associated with marginal
rift system.
Steep to vertically dipping escarpment faces bamdeihe plateau are common particularly

on western margins. In some instances rock falcammon in this area.
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Figure 2.2: Digital Elevation Model showing Physiagy of the area
2.3. DRAINAGE
Golina, Hormat, and Kelkel are some of the majoens, which drain to the east (E)
following the regional topography (Fig. 2.3). Itegtensive drainage system arising from
the mountain of the escarpment and shoulder affehe southern and northern part of the
study area. Intermittent rivers are dominant. Theasns networks commonly show
dendritic drainage pattern in the upstream aredssah parallel pattern in the down course
sections. They generally form high drainage densitthe plateau and escarpment areas
and low in the plain. In rainy season most of theseers are dumping most of its coarse
sediments in the plain before reaching their outléhe Zoble mountain chain. However in

heavy rainy season leads its way to the Afar deeghrough Golina out let (Fig. 2.2).
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Figure 2.3: Simplified Topographic and drainage roaghe study area
2.4. CLIMATE

The spatial and temporal variation of rainfall ithiépia is strongly controlled by the inter-
annual movement of the position of the Inter TrapiConvergence Zone (ITCZ). During
its movement to the north and south of the equ#tter]TCZ passes over Ethiopia twice a
year and this migration causes the onset and vaittalr of winds from north and south.
When the ITCZ is located in the south, the Traded¥ifrom north drifts the equatorial
winds. This periodical anomaly of winds causes @ealsrainfall variability. The big
summer rains oKiremt rainsoccur when the ITCZ is found north of Ethiopia (@En
Gemechu, 1977).Climate of the study area rangas semi-arid in the Kobo plain to
humid in the mountains of the escarpment. The ifleaton is made on the basis of the
elevation above mean sea level of the areas. Tiheipal feature of rainfall in the area is
seasonal, poor distribution and variability fromay¢o year. Rainfall distribution over the
area is Bimodal, characterized by a short rainys@egBelg) and the long rainy season
(Meher) that occurs in February-April and (kirerdtily-October respectively with a short
dry spell (May to June) in between. The averagethigpnemperatures in Kobo area range

from 19°C in December to about 26°C in June.
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2.5. LAND USE/LAND COVER AND SOILS

2.5.1. LAND USE/LAND COVERS
Land use/land cover map of the area is used for pingose of evapotranspiration

estimation (chapter 4). It is prepared based old fidservation and satellite imageries.
Land cover units are incorporated in the soil —ewdialance model by way of rooting
depth. In terms of areal coverage the important laaver units are agricultural land,

shrub/bush land, forest, and River course covenalsirea.

25.2. SOIL
Soil map of the study area was used to estimatevater holding capacity in the course of

actual evapotranspiration using soil — water badaaqproach. It shows the influence of soill
parent material and the spatial variability in thegree of weathering. Soils are formed on
account of the climate, physiographic, geology aler factors responsible for soil
formation and development.

According to FAO textural soil classification (FAD97) and the Land use/land cover
practice of the area, the soil of the basin isa®sified into three classes (fig 2.4).

Class — 1- it covers the mountainous area about 72% oftthe& watershed area. It is
dominated by Leptosols soil. It is sandy, siltyycland clay textural class soil with
moderately to deep root Bushland and Grasslandomirant vegetation type. The
weathering product of basaltic and pyroclastic dégpds the major source of this class of
soil.

Class — 2 This class is dominated by Vertisols soil typel alay texture. It has a well
developed soil Profile and thick. It covers thelesalpart of the study area. The area
classified under this class is extensively culiddbnd moderately deep rooted crops such
as corn and cereals are grown.

Class — 3 texturally these soils are the same as classandlthe dominate soil type is
Cambisols, but the degree of cultivation and vegmtgpractice differ. Moderately deep
rooted crops such as corn and cereals are comngooln. This class has covered the
escarpment areas. Their topographic position awdcltherence of matrix materials make

these soils sensitive to erosion.
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CHAPTER THREE

3. GEOLOGICAL AND STRUCTURAL SETTING

3.1. REGIONAL GEOLOGY

3.1.1. FLOOD BASALTS OF ETHIOPIA
The continental flood basalts of Ethiopia are comipaermed as the Trap series to

distinguish them from the post rift Aden seriesn@&ally there are two views concerning
the stratigraphy of this thick volcanic pile. Thest one is classifying the flow into two
distinct chronostratigraphic units: the Pre Oligmeestage: Ashange basalt; and the
Oligocene — stage: Aiba basalt, Alaji fissural issand Rahyolites and Termaber basalts
(Zenetin et.al, 1980, Berhe et.al, 1987). The séqgmevailing view is considering this
volcanic pile as a continuous lava sequence froenbidise to the top of the plateau (Pik
et.al, 1998)

Flood basalt eruption in Ethiopia has been reliatdyed as being active from 43My to
9My ago, but particularly vigorous fissure erupsoonccurred during the 32 — 21My
interval. While localized fissure activity on theaepent plateaus has continued into
Quaternary time, fissure basalt volcanism migranéalthe Afar depression about 5My ago
where it was most active between 4.5 and 1.5My.iiMmd Zanettin, 1988)

The Cenozoic Ethiopian continental flood basaltvpree is located at the junction of three
rifts: two oceanic rifts, the Red sea and Gulf aleA, and the East African continental rift
(Pik, et.al, 1998). This basaltic pile covers apprately 600,000 kfmand a volume of
350,000 kmi (Mohr and Zanettin, 1988). Both plateau and shieliiding fissure eruptions
have contributed to the building of the Ethiopiaas#lt pile. The period of most
voluminous volcanism in Ethiopia was late Oligocenearly Miocene (32 — 21My), with
flood emission of transitional basalt lava from theargins of the proto rift system

extending for hundreds of kilometers over the prep&ateaus.

The Ethiopian flood basalt province appears uniquehe frequency and volumetric
importance of its intercalated silicic volcanicsadhyte — rhyolite ignimbrites, both sub-
alkaline and alkaline, can comprise up to 10%,lya?®%, of the volume of the entire
flood basalt pile at a given location. They arealiyuconcentrated in the upper portion of
the pile. (Mohr & Zenettin, 1988)
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3.1.2. THE GEOLOGY OF NORTH-CENTRAL ETHIOPIA
The geology of north and central Ethiopia, of whibh study area is part, is dominated by

Tertiary volcanic strata underline by Mesozoic seshtary rocks. The volcanic rocks are
predominantly fissural basaltic lava flows withical varieties and central type volcanoes
confined to the upper parts of the succession. drgtion occurred from Paleocene to
Miocene separated by periods of quiescence andjtaugps are recognized in northern and
central Ethiopia; the Ashangi and Megdala groupsHEERAR, 1997).

The Ashangi Group is composed of compact commomlygalaloidal basalts, sometimes
Porphyritic and often with olivine. The plagioclaiseusually labradorite. Interbedding of
basaltic pyroclastics is common. In the upper pHmt, Ashangi group becomes more
tuffaceous and contains interbeds lucustrine déposnd some acid volcanic. The
maximum thickness of the Ashangi Group recordetizB0m, near Korem (COESERAR,
1997).

The Magdala Group consists of fissural volcanicbasaltic and silicic composition at the
bottom of succession, and central type and morecsilocks at the top. As a whole the
Megdala Group is composed predominantly of acidaks with interbedding of lavas and

agglomerates of basaltic composition.

Petrochemically, alkalinity increases from the bottof the Ashangi Group Upwards.
Thus, while rocks the Ashangi Group are tholeiticttansitional composition, for the
Magdala Group, the fissural rocks are transiticaradl the central type ones are alkaline
(COESERAR, 1997).

Tectonic features of faulting and tilting const#dtby numerous small normal step faults
are particularly developed along the eastern manfithe Ethiopia Plateau to form the
escarpment zones separating the Ethiopian Plateau the Afar Depression. While the
total displacement reaches 2000 to 2500m, maximisplattements are confined to the
lower part of the escarpment zone where the fapl8mrmainly concentrated. According to
Kazmin (1972) the escarpment zone in general caaken as a two-step fault, the first of
which is the down throw of 1000-2500m bounded atftiot-hills by the major faults and
the second one, represented by blocks tilted tasvAfdr. Between the two steps occur a
chain of marginal grabens following the major faulthese marginal grabens are narrow

elongated depressions bounded on both sides byahéaits facing each other.
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3.2. LOCAL GEOLOGY
The studied area is a basin at the western edtfeeddanakil basin. The main lithological

units in the study area are basaltic rocks thahftire western highlands and escarpments,
Acidic lava and pyroclastic flow deposits of rhymicompositions which form the eastern
ridge (Zobel ridge) overlying the basalt and Quadey to recent sediments mainly cover
the study area (Fig 3.4).

3.2.1. THE BASALTIC ROCKS
Large parts of the study area, mostly the westard @astern mountainous terrains

bounding the basin are covered by the highly weathbasalt and associated pyroclastics.
According to COESERAR (1997), the maximum thicknesthis succession is about 1000
meters.

The basaltic rocks that form the western highlandsl escarpments of the area are
characterized by fine grained and light to darkegish gray, light pinkish fine grained, and
dark olivine, plagioclase, pyroxene and hornblepdephyry basalt layers. It is slight to
moderately fractured and highly weathered in th@euppart. Aphanitic basalt dykes
intrude this formation at places. Owning to a nundfefractures, faults and lineaments, it
is possesses highly rugged topographic terrain.

The basaltic rock in the eastern highland showhslig moderately weathering and well
fractured. It is overlain by slightly fractured aweathered Rhyolite.

3.2.2. ACIDIC LAVA AND PYROCLASTIC FLOW ASSOCIATIONS
This rock unit is extensively exposed in the adjunescarpment forming Zoble and parts

of Lasta Mountain and as isolated hills in the\alilsediment of Kobo plain. The acidic
lava flows (rhyolites) are exposed forming NE-SWénted isolated hills within the graben
fill and in adjoining escarpments intercalating twyyroclastic flows. This unit is often
light pink with K-feldspar, plagioclase, quartz asome mafic minerals porphyry, and at
places it is quartz, K-feldspar and plagioclaseppgry. Light pink, fine-grained rhyolite
outcrop was seen with basalt xenoliths above tlsalhaat the outlet of Golina stream to
Afar (Sileshi Mamo, 2007).

These rocks are deformed and developed a gen&iisllsrSSW and ENE-WSW trending

joints dipping to the E and SW, out of which theEEMN/SW trending appear younger and
dominant ones (ORDA, 2008). Commonly, these roadks iatensively weathered and
affected by non-systematic joints and it appedes tiasalt at places. According to ORDA
these rocks are cut by sets of NNE-SSW basaltiesdiaving thickness of >50cm at the
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same time these dikes also affected by two sgtEras (E-W, NNE-SSW) and are thick to
the escarpment areas. Along Kobo-Zoble road thesdighly fractured as a result of the

local faulting.

The pyroclastic flows mainly consist of lithic taffvolcanic agglomerate and are well-
exposed in the down courses of the westerly drgistreams of Zoble ridge intercalating
with lava flows. These rock types frequently intdate with each other and display variety
of colors, but commonly show whitish, dark grey aeddish grey colors. These rocks
contain lappili to cobble size rock fragments arel @xposed alongside the Kobo-Zoble all

weather road. It is often intensely weathered anétiable. Locally, outcrop scale sub-

vertical joints affected these rocks.

Figure 3.1: Rhyolite that shows NNE-SSW and ENE-W8®#ding set of joints (Pen
oriented to the East) adopted from ORDA, 2008.

S
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Figure 3.2: NNE-SSW trending Aphanitic Basalt fongnia dyke
3.2.3. QUATERNARY TO RECENT SEDIMENTS

all the plan area of the basin are covered by waaated sedimentary deposit originated
from adjoining elevated areas as a result of threudation process acted up on them. The
composition of this deposit consists of sedimehtllavial, coluvial and lacustrian origins
(COoESERAR, 1997). According to CoESERAR the thideef this sediment in Kobo
basin from geological logs of existing boreholes &mm geophysical investigations are
varies from few tens meters in the west to overr@&fers in the eastern part of the plain.

The alluvial sediments are classified into finectarse grained according to the energy of
the river and depositional basin width and deptie Tost frequently observed ones are
fine grained which are deposited along flat laypigins where the river looses energy at
the curves. These sediments are unconsolidatedgiipdo sandy size, which show sub-
horizontal deposition (bedding structure).The ceamsined ones are found by the side of
high-energy riverbeds and contain pebble-cobble izk fragment$Golina, Hormat and
others). In general, as one goes from center opldie towards the adjoining escarpments

the grain size of the sediment increases.

At the foot of the valley and slope of escarpmdhtssta and Zoble), there are piles of
colluvial deposits of rhyolitic and basaltic origifihis is taluse-like deposits resulted from
gravitational force assisted by runoff and windheTsize of these deposits varies from
gravel size to very large blocks of basalt with thesalt proportion dominant over the
rhyolitic ones (ORDA, 2008).
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Figure 3.3: Alluvial deposit along the stream cut

3.3. STRUCTURE

Kobo valley is found at the western most rangehefdown throw block in the vicinity of
the great escarpment of the Ethiopian Rift VallBgnsional movements along weak zones
give rise to fissural volcanism followed by bloaufting and tilting to form the escarpment
zones including the marginal graben (COESERAR, 1997

Faults have often NW-SE strike and some have N&NE-SW trend. E-W and ENE-
WSW running cross faults with minor displacemerg also seen (Sileshi Mamo, 2007).
However, the later tectonic events responsibletiferoccurrence of an east-west trending
faults have also roles in determination and shapintpe existing land form and drainage
characteristics (COESERAR, 1997).
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Figure 3.4Geological map of the area (modified from Sileslarivb, 2007)

17|



Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo
Valley

CHAPTER FOUR

4. HYDROMETEOROLOGY

4.1. GENERAL
Any water resource projects are influenced by tleewrological variables of the project

area. The most useful hydrometeorological variati@re precipitation, evaporation,
evapotranspiration, solar radiation (sunshine Hoaistemperature, relative humidity, soll
moisture, stream discharge and water quality (Ratjhul987). The data were collected
from stations within and nearby of the study anesnf National Meteorological Services
Agency (NMSA), which altogether affect the hydrolpepcal and geological behavior of
the terrain. Various climatological parameters lné study area have been summarized

below.

Table 4.1Location of meteorological stations useddiifferent parameters

Station Altitude Location (UTM)
M.a.s.l. E N

Alamata 1547 560502 1372456
Waja 1446 565315 1357995
Kobo 1524 568641 1343604
Korem 2466 556673 1382295
Maichew 2438 558432 1412871
Zoble 2139 581470 1354118
Muja 2749 531341 1326927
Sirinka 1861 566889 1299062
Woldia 2020 565351 1311025

4.2. TEMPERATURE
One of the factors affecting evaporation is temjueeaof the evaporating surface. The rate

of evaporation is dependent on the temperatureeatvaporating surface and that of the
ambient air. The amount of water vapor in the aphese is directly related to the
temperature (Shaw 1994). The temperature of thdystwea varies with altitude. The
temperature data (Table 4.2) recorded show thalothdand (Kobo, Waja, and Alamata)
has higher temperatures recorded than the high (ltackm and Maichew). The highest
mean maximum temperatures occur in the months of tdaluly (32.1°C to 34.3°C, 32.6
°C to 34.7 °C and 31.9 °C to 33.8 °C) and the lowe=an minimum value occur in the
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month of November to January (11.0°C to 12.8°C@.70 12 °C and 11.7 °C to 12.7 °C)
(1996-2005) in Kobo, waja, and Alamata stationpeetively. Similarly, the Korem and
Maichew station has the highest mean maximum temtpers in the months of April to
June (23°C to 25.4°C and 22.8 °C t025.4 °C) antbthest mean minimum values occur in
the month of December to February (3.7°C to 5.8°R€6.7 °C to 8.1 °C) respectively.
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Figure 4.1: Mean monthly Temperature i€ at Kobo station (1996-2005).
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Figure 4.2: Mean monthly Temperature 168 at Maichew station (1996-2005).
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Table 4.2: mean monthly minimum and maximum tempega

Elevation Jan.| Fab] Mar| Apr. | May | June| Jul.| Aug} Sept.| Oct.| Nov| Dec. annual
max.T{c) 26.2|128.6| 29.8| 30.933.2| 34.3| 32.130.7 | 30.9 | 29.628.4 | 26.9] 30.1
Kobo 1524 min.T(c) 12.8|/12.4| 15.4| 16.817.2| 18.5| 18.116.1 | 14.8 | 13.012.3 | 11.0| 14.6
meanT{c) |19.5/20.5|22.6|23.9/25.2]26.4 25.1|23.4|22.9 |21.3/20.4|19.0|22.4
max.T{c) 27.6/29.4| 29.7| 30.632.6| 34.7| 326305 | 31.3| 30 | 29 28.4 30.5
Waja 1446 min.T(c) 12 | 11.9| 14 14.715.7| 16.8| 17.617.1| 155 | 13.111.3| 9.7 | 141
Mean Tlc) |19.8]/20.7|21.9|22.7|24.2|25.8 | 25.1| 23.8|23.4 |21.6]/20.2 |19.1|22.3
max.T{c) 27.0/28.9| 30.0| 30.832.8| 33.8| 31.930.3| 306 | 30 | 28.8 27.r 30.2
Alamata | 1547 min.T(c) 12.3|/13.0| 14.6| 16.017.0| 17.6| 17.115.6 | 14.7 | 13.712.7 | 11.7| 14.7
Mean Tfc) |19.7|21.0]22.3|23.4|24.9|25.7 | 24.5|23.0|22.7 | 21.9/20.8 |19.7 | 22.5
max.Tfc) 19.7|121.6| 22.1| 23.024.8| 25.4| 23.022.6 | 23.2 | 22.221.1| 20.1| 224
Korem 2466 min.T(c) 58 | 447 781 9.0/ 86 10/612.2|11.6 8.7 6.0 | 401 37| 7.7
Mean Tfc) |12.8]13.0]/15.0|16.0|16.7|18.0 | 17.6|17.1 |16.0 |14.1|12.6 | 11.9| 15.1
max.Tfc) 19.6|21.2| 22.1| 22.824.3| 25.4| 22.122.2 | 22.6 | 21.120.3| 19.4| 22.0
Maichew| 2438 min.T(Oc) 7.7 | 81| 10.1 11.211.9| 13.6| 13.112.7| 10.7| 86| 7.3 6.7/ 10.1
Mean T{c) |13.7|14.7|16.1|17.0(18.1|19.5 |17.9|17.5|16.7 | 14.9]/13.8 |13.1| 16.1
Table 4.3: Mean monthly wind speed (m/s)
Station | Jan. Fab. Mar{ Apr| May Junéul. | Aug.| Sept.| Oct.| Nov. Dec.| Mean annual
Kobo 1.8 1.9 2 1.9 1.7 2 19 |16 |1 1 11 1.2 1.6
Maichew| 1.1 1.3 1.3 1.3 1.4 22 |33 |25 (12 |11 |11 1.1 1.6
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4.3. WIND SPEED
Presence of atmospheric turbulence can greatlyeaser the rate of evaporation by

removing vapor from evaporating surface and gi\dpgce for fresh air capable of holding
additional vapor in the atmosphere. The replacemérsaturated air by drier air would
enable evaporation to continue.

At Kobo and Maichew stations, a ten year recordiold speed at an elevation of 2 meters
above ground surface has been considered. The meathly wind speed of the area
varies from 1 m$ in September to 2.04 fis March with average value of 1.6 that
Kobo. For Maichew station, it varies between 1.1'nmsJanuary and 3.3 risn July and

the average value of 1.6 théFigure 4.3 and table 4.3).

4.4, SUNSHINE HOURS
Since the evaporation requires continuous suppbneigy, which is derived mainly from

solar radiation will be a factor of considerablgortance.

Sunshine hour duration data are available for Kahd Maichew stations. Mean sunshine
hours determined for the Kobo station was aboveh8@rs in the months of October to

December and March to May. In the other monthdedreases up to 5.3. The highest cloud
cover occurs from July to September. A lesser clomeer or sunny skies exist in all other

months. The mean monthly sunshine durations at KwlsbMaichew stations were 7.6 and

7.2 hours respectively.

+—...',/—/'\ /\‘

Figure 4.4: Mean monthly sunshine hour (1996- 2004)
4.5. RELATIVE HUMIDITY
Relative humidity is the percentage of moisturaiinrelative to the amount it can hold at
saturation at a given pressure and temperaturerdiaive humidity of the air is largely

dependent on temperature and temperature. Dakdative humidity is available from two
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stations at Kobo and Maichew. The mean monthlytikeahumidity for kobo ranges from

38% in June and 67% in January. For Maichew itearfgom 43% to 68%.

Table 4.5: Mean monthly relative humidity (%) (892004).

Station Jan.| Fab. Mar Apf. May Jundul. | Aug. | Sept Oct{ Noy De:.g/lnenehnal
Kobo 66.5| 55.0| 50.7 | 53.6| 48.6 | 37.8 | 52.1 | 62.7 | 62.0|53.0 | 49.5|58.2|54.8
Maichew | 67.5|53.5]| 60.9|56.7|47.9|43.1|61.2 | 66.5 | 60.9| 63.2|60.7 | 61.6 | 58.6
+ -
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Figure 4.5: Mean monthly relative humidity (%)
4.6. PRECIPITATION

The inter-annular oscillation of the surface positiof the Inter-Tropical Convergence

Zone (ITCZ) causes variation in the wind flow patt®ver Ethiopia. In its oscillation to

the north and south of the equator, the ITCZ passes Ethiopia twice a year and this

migration alternately causes the on-set and withdraf winds from north and south. Due

to this phenomenon, the valley and highland pathefstudy area receive Bi-modal type of

rainfall pattern (figure 4.7 and 4.8). The maimyaseason known as “Kiremt” occurs from

June to September when the ITCZ is in north. Dutimg period, the south west equatorial

westerlies from the Atlantic Ocean cause high edirdver Ethiopia. For the project area

the on-set of “Kiremt” rain is in July. The smallk&iny season called “Belg” rain occurs in

March, April and May when the ITCZ lies across $euh Ethiopia. During this period, the

most easterly and southeasterly winds from Indi@edd produce the “Belg” rain to the

east central and north western highlands and agsdciowlands including the study area

valley. The mean on-set of the Belg rain is in Nharc
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Rainfall data with a period of record from 8 to Viéars are available from 7 stations. Out
of these stations, Kobo station is located witlhie study area. Most of these stations are
aligned linearly in north-south direction, wherdlas eastern and western highland parts of
the basin have no stations. Korem and Maichew wieeeonly gauging stations in the
western highlands that nearly close to the studetdhment. Thus, the low density, uneven
distribution with large number of missed data may be adequate for a thorough

assessment of the spatial and temporal variatioaiofall.
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Figure 4.6: Mean annual rainfall (mm) of the statwithin and around the study area
There are many physical factors controlling thetkdegmd distribution of precipitation in a
given catchment. Surface elevation is one of theepful factors affecting the depth of
precipitation in a given area which positively atfethe depth of precipitation. However,
in this river catchment instead of surface eleva©orrelation coefficient between rainfall
and altitude is 0.101 i.e. poorly correlated) thenfall is greatly affected by local rain
shadow, the position to rain bearing winds (witle lend windward orientation), and

Orographic effect.
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Figure 4.7:Mean monthly precipitation trend of floor of R& kobo valley (199-2005)
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Figure 4.8 Mean monthly precipitation trend of western andexashighlan

4.6.1. ANNUAL AREAL DEPTH OF PRECIPITATION
The rainfall measurement is a point observation @iag not be used as a represente

value for the area under investigation. Therefore, théntpmeasurements have to

averaged over the study area. To average the pmasurements for the study area, tl

methods have been applied; Arithmetic mean, Threggdygons, and Isohyetal Contc

Map methods. All these used for comparison of onenfiihe other according to tl

Orographic effect and areal distribution of theistes

A. Arithmetic Mean —is the simplest method of determining areal averag€all. It

involves averaging the rainfall oths recorded at a number of gages. This me

is satisfactory if the gages are uniformly disttémiover the area and the individi

gage measurements do not vary greatly about the (Geow1988
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P, = —— where R is average rainfall for the total area, Pi is nueaed precipitation at

a given station and time and n is number of ragega

Since, the three stations (Kobo, Waja and Alamata)closely and evenly spaced on the
floor of Raya- Kobo valley, arithmetic mean methwds applied to determine the aerial
depth of precipitation for the valley part of tiady area.

The Arithmetic mean computed using these three emugves a value of39mm of
rainfall (table 4.6).

Table 4.6: Mean annual areal depth of ppt. obtafred arithmetic mean of three different

rainfall stations in and around the study area.

Station | Jan| Fab.| Mar.| Apr. | May | June| Jul.| Augi Sept.| Oct.| Nov. | Dec. | Annual
Waja 35 | 14 | 47 66 | 37 14 124 21F 40 30 20 19 663
Kobo 53 | 29 | 27 59 | 47 19 152 202 60 a1 24 21 734
Alamata| 63 | 11 62 76 | 39 15 164 256 47 32 31 2 821
Mean |50 |18 |45 |67 |41 |16 |147 | 225 (49 |34 |25 (22 |739

OT

B. Thiessen method- assumes that at any point in the watershedaiméall is the
same as that at the nearest gage so the deptlledcatr a given gage applied out a
distance halfway to the next station in any di@ttiThe relative weights for each
gage are determined from the corresponding areappfication in a Thiessen

polygon network (Chow1988).
P, = —— where Pi is observed precipitation, ai is area whke station found, and

Ai is the total area under investigation.

The Thiessen method is generally more accuratetti@arithmetic mean method, but it is
inflexible, because a new Thiessen network mustdmstructed each time there is a
change in the gage network, such as when datassimgifrom one of the gages. Also, the
Thiesson method does not directly account for @plgic influences on rainfall. Thiesson
polygon method was applied to see the mean anairdall for the entire study area. The
weighted mean of the precipitation was calculatisgg the above equation which resulted
in 929mmof mean annual rainfall for the entire study arEae table used to compute the

average rainfall depth using Thiesson polygonvegiin table 4.7.
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. Area of influence Catchement | Weighted | Annual
No. Station AP
(a) (k) area(A) (Knf) | area () |ppt(m | @AY
1 Kobo 492.6 805.8 0.61132 735 449.319
2 Muja 128.9 805.8 0.15997 719 239.695
3 Woldia 184.3 805.8 0.22872 1048 239.695
Total 805.8 805.8 1 2502 929
Table 4.7: Annual weighted rainfall depth usingé&dsion polygon
530q00 540Q00 SSDQDO 560q00 570q00 580q00
N
§ A Kobo @ §
8 o
Muja
g Legend §
@ Meteorological station
Thiessen Polygon of the area
2 Kobo =1
E Muja ’?3
b K Woldia e
0 4.5 9 18 . —

530000 540000 550000 560000 570000 580000

Figure 4.9: Thiesson polygon of the study area
C. Isohyetal method— overcomes some of these difficulties by consingdsohyets,
using observed depths at rain gages and interpoldietween adjacent gages.
Where there is a dense network of rain gages, &ahynaps can be constructed

using computer programs for automated counterimgpy1988).

PA:

Where R is rainfall between isohytes 1 and 2,8 area enclosed by successive isohytes
of 1 and 2.

The isohyetal method is flexible, and knowledgetle# storm pattern can influence the
drawing of the isohyets, but a fairly dense netwafrigages is needed to correctly construct

the isohyetal map from a complex storm.
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Based on the above formula, mean annual precipitati the study area has been obtained

871.53mm The table used to compute the average rainfalihdesing isohyetal method is

given in table 4.8.

No. B/n contours (mm)| ppt. avg] ; a A alA P, (alA)*P;
1 735-750 742.5 12 806 0.015 742.5 11.05
2 750-780 765 37 806 0.046 765 35.12
3 780-810 795 106 806 0.132 795 104.5%
4 81C-84C 82F 21€ 80¢€ 0.26¢ 82F 221.0¢
5 840-870 855 124 806 0.154 855 131.54
6 870-900 985 119 806 0.148 985 145.43
7 900-930 915 107 806 0.133 915 121.47
8 930-960 945 50 806 0.062 945 58.62
9 96C-99C 97t 25 80¢€ 0.031 97t 30.2¢
10 990-1010 1000 10 806 0.012 1000 12.41
Total 871.53
Table 4.8: Annual weighted rainfall depth usinghigal method
5300(:0 5400(:0 5500(30 5600(30 5700(30 5800(:0 5900(:0
Waja
g i Zoble
Kobo 73s
*719

) Muja

2 #*  Rainfall station, annual rainfall in mm

g 0 5 10 — Isohythes, annual rainfall in mm

b L 1 1 1 1 1 1 | *1\%&55

Figure 4.10: Isohyetal map of the study area
4.7. POTENTIAL EVAPOTRANSPIRATION (PET)

Potential evapotranspiration is the water losg ii@atime there is a deficit of water in the

soil for the use of vegetation (Thornthwaite, 1948 is dependent on the evaporative

capacity of the atmosphere and can be calculatatdtically using meteorological data.

The most commonly used methods for calculating REthose of Blaney and Criddle

(1962) and Thornthwaite (1948), which are basedeampirical correlations between

evapotranspiration and climatic factors, and Penn{&®48) and Penman-—Monteith
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(Monteith 1965, 1985) which are energy-budget apphes requiring further

meteorological data (Kevin, 2005).

The study area has variable climatic conditions telifferent character of climatic

elements such as rainfall, temperature, wind spedative humidity, and sunshine hours.
Thus the catchment basin is sub-divided indepehdento two: the highland and the rift

floor sub-catchments. For each sub-catchment ekeapsgiration is estimated one
independent of the other.

Penman combination approach, Hargreaves and Theaitth approach are used in this

study based on the available input data.

4.7.1. THORNTHWAITE METHOD
Thornthwaite method is based up on the assumpkiah gotential evapotranspiration is

dependent only on meteorological conditions anarigs the effect of vegetation density
and maturity. The only necessary factors to cateuRET using these methods are mean
monthly air temperature (T), Latitude and month efage monthly sun light)
(Thornthwaite and Mather 1955 and1957).

Given the monthly mean temperatures from the measemts at a climatological station,
an estimate of the potential evaporation for eaantin of the year can be calculated
(Shaw, 1994). The method has been used widely ghant the world, but strictly it is not
valid for climates other than those similar to tb&the area where it was developed, the
eastern USA. Compared with the estimates from #rerfan formula, Thornthwaite values
tend to exaggerate the potential evaporation (SB&8@4). Contrary to this, in this case it
underestimates the PET value of the area.

An estimate of the potential evapotranspirationT P&alculated on a monthly basis, is

given by:
PETm = 16Nm - mm

Where:mis the months 1, 2, 3...12,
Nm is the monthly adjustment factor related to hoddaylight,
T is the monthly mean temperature °C,

| is the heat index for theay, given by:

= ip= L# form=1....12 and,
=6.7x10 I* 7.7x10°1?+ 1.8x1CP| + 0.49 (to 2 significant figures)
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The Thornthwaite formula above gives PET for stadidad month of 30 days and 12
hours of sunlight. While the daylight factoffdm) are obtained by dividing the possible
sunshine hours for the appropriate latitude bythi, is taken from book of Shaw, 1994.
The latitude of the study area is’8%'40” to 12°10'11”, which is very near to T®; thus
the adjustment factor is taken based ofN10

Thus, the PET values obtained by Thornthwaite ntefoo the rift floor (Alamata, Waja,
and Kobo) and the highland (Korem and Maichew) esemated to be 1098.8mm and
729mm respectively (see appendix 7).

4.7.2. MODIFIED PENMAM METHOD
The most general and widely used equation for taticg PET is the Penman equation.

The Penman monteith variation is recommended by .FA@& FAO Penman-Monteith
equation requires air temperature, humidity, raciladind wind speed data.
The basic equation of Penman to calculate poteen@botranspiration, PETis:-

7
PET" =22

24+

The procedure followed during calculation for tregadpresented in (table4.10) are given
bellow. Estimation of annual PET by the Penman wettlor valley plain and the highland
part of the study area are 1596.1mm and 1259.5mmpectively.

4.7.3. HARGREAVES METHOD
Hargreaves and Samani (1982, 1985) proposed sewepabvements to the Hargreaves

(1975) equation for estimating grass-related refeed=T (mm/ d); one of them has the
form:

PET= aR,T¢"4(T4+17.8)
Where; a=0.0023 is a parameter;

Td= the difference between maximum and minimuaitydemperature ifiC;

Ra= the extraterrestrial radiation expressedguivalent evaporation units. For a
given latitude and day Ra is obtained from tablee ®nly variable for a given location and
time period is the daily mean, max, and min airgerature. Therefore, the Hargreaves
method has become a temperature-based methodpferdax 3 for detail calculation.

For the same area the Thornthwaite formula underatts by 31%, while Hargreaves
method overestimates by 15% as compare to Penaiale @.9).

30|



Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo
Valley

Table 4.9: Annual PET (mmy-1) computed from differemethods.

Penman Thornthwaite Hargreaves
PET valley floor | 1596.1 1098.8 1887.5
(mm) Highland 1259.5 729.0 1418.6

Generally Penman Combination method is more appropriate thiaornthwatie and
Hargreaves method as a result of using more mdtapecal parameters. So, the value
obtained by Penman Combination method (1596.1mmla68.5mm) taken as the annual
PET of the valley floor and highland part of thedst area.

4.8. ACTUAL EVAPOTRANSPIRATION (AET)
Actual evapotranspiration (AET) is the quantitywediter that is actually removed from a

surface due to the processes of evaporation angdpiration. It is therefore, the amount of
evaporation that occurs under a given climate aid®isture and is less than or equal to
potential evapotranspiration.

The most popular method of computing actual evapstpiration is through calculation of

potential evapotranspiration. When moisture coaodgi are suitable, the actual rate of

evapotranspiration is equal to the potential rakte methods by which AET are calculated:

4.8.1. EMPIRICAL FORMULA

48.1.1. TURC METHOD
A widely used formula to estimate annual valuesA&T for catchment areas and it
representing all the different climates includingriéa (Shaw, 1994).The formula takes
into consideration mean annual precipitation andamennual temperature of the

catchment area.

AET = mm per year

—#
WhereP is the mean annual precipitation (mra}300+25+0.05T3 (mm) andT is the
mean air temperature (°C).

Turc showed that the formula could be applied imituand arid climates, either hot or
cold (Shaw, 1994).

AET of each of sub-catchments estimated separaiehaking averaging of mean annual
precipitation of Korem and maichew stations for thighland and Kobo, Waja, and
Alamata for the valley. Thus, AET values obtaingdlorc method for highland and valley
are 646mm and 684mm, respectively.
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The AET value of the whole catchment estimated iy method could be obtained by

averaging the AET values of the two sub-catchmtgsther is 655mm.

4.8.2. SOIL WATER BALANCE METHOD
Water loss from a catchment area doesn’t alwaysegem at the potential rate, since this is

dependent on a continuous water supply. When thgeta@on is unable to abstract water

from the soil, then the actual evaporation becoless than potential. On the other hand

when there is abundant moisture in the soil, thea@vapotranspiration rate is equal to

potential evapotranspiration.

After rainfall ceases, saturated soil loss wateobges unsaturated until it can just hold a

certain amount against the force of gravity; ithien said to be at ‘field capacity’. If there is

no rain to replenish the water demand of the #u#,soil moisture become depleted by the

demands of the vegetation to produce a soil mastiaficit (SMD), viz the amount of

water required to restore the soil to field capacit

The values of soil moisture deficit and actual etegnspiration vary with soil texture and

vegetation and Penman (1950) introduced the corafeptroot constant’ (RC) that defines

the amount of soil moisture (mm) that can be extdrom a soil without difficulty by

give vegetation (Shaw 1994). Therefore, the soilistnoe budget can be made on a

monthly basis for various type of vegetation clfsgdiaccording to their root constants.

Based on this Land use Land cover classificatisnudised in Section 2.5.1 and reclassified

FAO (1975) soil classification Section 2.5.2 thdireated precipitation and potential

evapotranspiration of the area, the actual evapspieation has been calculated using

Thornthwaite and Mather standard soil water balanodel.

In the model all the units are described in mm @uedexplanation to the symbols are listed

below and the calculation is present in Appendigr®ach land cover.

P monthly mean precipitation in mm,

PET estimated potential evapotranspiration of tee.a

P-PET difference between rainfall and potential peyeanspiration, positive values
indicate wet season and negative values indicateseason. Positive values are
representing additions of moisture to the soil e/iie negative values are showing
the monthly demand of moisture by the vegetationclviis not satisfied by the
monthly rainfall.

APWL Accumulated potential water loss. Which indésathe severity of water shortage, is

obtained by cumulating of the negative values ef differences between monthly
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Sm

AET

SMD
S

precipitation and potential evapotranspiration fdry season only; and the
summation begins with the first month of dry season
soil moisture.

During dray month soil moisture can be calculatsidg the following formula.

01" ,
2 ]

Where, Lam accumulated water loss at the month md, \& available water

Sm= Wexp[

capacity of the root zone,

While during wet season Soil moisture values faheaet month are obtained by
adding the excess of rain of the current monthhto doil moisture of the month
before. However, this sum may not exceed the watpacity and excess is booked
as moisture surplus.

actual evapotranspiration of the month. To qiAET of the month there are two
cases; if B > PET,, then PET = AET and if  PET,, then AET, =Py + S 1
Sn, Where

Sn1and $, are soil moisture during the month m-1 and m retspely.

Soil moisture deficit (PEJ- AET)

Soil moisture surplus.

TARO total available for runoff

RO
D

River discharged

Detention.
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Paramet
r

Description

Hr

.

The available Heat, calculated from incoming)(R outgoing (R) radiation determined from sunshine records, teatpee and humidity using the formulg
n
H, =R{-r)- R; R (1- r)= 075R, f, N

R,— Solar radiation (fixed by latitude and seasoniarabnstant for a given latitude and season, netafrom standard meteorological tables);

- r the reflective coefficient for incident rad@i or albedo of the vegetation covers of the aatht that depends on the nature of the surface.

n n n
- f, — takes several forms based on latitude and forstbdy area latitudes south of 54%¢ is taken asf, N = 016+ O.GZW (Shaw, 1988) nf

monthly mean sunshine hrs (from Meteorological rdj;d\ — Daylight factor (Fixed by latitude andasen and is constant for a given latitude andosgas
-R, = ST4(O.47- 0.075,/e, )(0.17+ 083n/N); T*-the theoretical blackbody radiation at the terapee of the air (T in Kelvin scale) ;

(Stefan —Boltzmann constant) = 5.67 2Mm?k*, e, — the saturated mean vapor pressure at dew peintgimercury), = e, (RH/100)

e,— the saturated vapor pressure at air temperat)reRH— Relative Humidity in % - obtained from metelogical record

Eat

The Energy for evaporation based on the air hugnatid air temperature, the subscripsignifies inclusion of transpiration effects.

u
Eat =0351+—= (ea - € ); e-ey is saturation deficit, b~ Mean wind speed (miles/day) at 2m above theasarffrom Meteorological record)

The slope of the curve of saturated vapor pressgaest temperature corresponding to the air temtper (g at T, against ). = (ere)/(T+Tyq)

The reflective coefficient for incident radiatioasthe Albedo of the basin that depends on thereatfithe surface.
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Potential Evapotranspiration calculated using Penma Combination method (Kobo)

Parameters
o | Tem | Tem o e o fu, e (N B e [0 | ST e e || PEL T

) (K) (mm/d) | (%) | (mm/d) | (mile/d) ?r:f/(dn)) ) d) N) ((jr)nm/ d) (mm/d) T | (mm/d) d) month)
January| 19.5| 292.7 16.99| 665 11.31 96.64 7.8 167 | 12.8 | 058 | 554 | 14.301 2.26806 327 3.9141 6 2135 107.7
febura. | 205 | 293.7 18.08| 550 9.94 102 7.4 11.8 30/613.9 | 055 | 5.72 14.498 2.33762 388 57514 2321 4.| 1147
March | 22.6 | 295.8 2055 | 507 10.41 107.37 8.4 12 00/7148 | 059 | 6.59 14.91f 255381 4.p4 7.3598 2350 5.| 156.0
April 239 | 297.1| 2223 | 536 11.91| 102 8.2 12|3 067152 | 057 | 6.54 | 15181 2.31887 4.p2 7.2988 242 51 1535
May 25.2 | 298.4| 2403 | 486 11.69| 91.27 8.6 12.6 0685 058 | 6.56 15.448 2.43036 4.13 8.2635 248 5.3 64.91
Jun 26.4 | 299.4 2580 | 378 9.75 107.37 6.6 12.7 0|524.8 | 048 | 535 | 15.698 2.22574 3.13 11648 256 5.5 165.6
July 25.1 | 298.3 23.89 | 52 1244 102 5.3 12.6 04249 | 042 | 470 | 15428 1.64581 3.06 8.0954 248 4.5 139.6
August | 23.4 | 296.4 2157 | 62[7 1353 859 6 12.4 0485 046 | 5.18 15.079 1.67352 3.50 5.2358 2.38 4.0 2451
Sep 229 | 296.1 2093 | 62/0 12.97  53.69 6.7 121 0/554.8 | 050 | 5.59 14.978 1.88488 3.0 4.2824 2[35 3.9 116.3
Oct 21.3 | 2945 1899 | 53p 10.06| 53.69 8.5 118 0/7242 | 061 | 6.46 14.656 2.61267 3.85 4.8041 2[26 4.1 128.4
Nov 20.4 | 293.6| 17.97 | 495 8.89 59.06 9.3 116 0p8a3.1 | 0.66 | 6.46 14.478 298043 3.48 50544 216 4.0 119.3
Dec 19.0 | 292.2 1647 | 582 9.59 64.42 8.5 115 0[7a25 | 0.62 | 5.80 | 14.204 264532 3.5 3.9593 210 3.4 105.8
Annual PET (mm/year) of the area 1596'
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Potential Evapotranspiration calculated using Penma Combination method (Maichew)

Parameters

u il I Ra . PET | PET

Month }%mp },f(r)“p ?;nm/ 9 '(f,/OH) ?gnm/ 9 §rr21ile/d ;ws(n §hr/d niN §mm/d E";‘(”’ '(?n'](r}]'/g) (rﬁrTn/ 9 '(?r;m/ g | M (Er;‘]‘m/ 0 §mm/d gphr;q/mo
(hr/d)

Janvary | 137 | 2868 1174| 675 7.92| 591 71 1166 p128 | %% 517003 | 13192 | 23153] 20 21241 159 26 79.9
febura. | 147 | 287.8| 1253 | 535 6.71 698 81 1187 0139 |0°% | 610481 | 13377 | 272866 34 3.6 64 3.4 95.4
March | 161 | 289.3| 1371 | 60b 835 | 698| 72 12 o6 814 0532| 59052 | 13648 230019 36 31836 177 3.4| 106.9
April | 17.0 | 2002 | 1451 | 5671 8.23 698 | 82 128 o152 |9°'% /653 | 13819 | 254703 4| 37304 191 39 117.0
May | 181 | 2913 | 1555 | 479 745 | 752| 88| 126 07 15| 0593 | 6.67143| 1403 | 279046 39 49667 203 42| 1413
Jun 195 | 2027 | 1697 | 434 7.32 1181 7.0 137 06481 | >°0'| 556023 | 14.301 | 239678 3P 7.3669 2[16 45 135.4
July 179 | 2011 | 1536 | 61p 941 | 17724 50 126 d.449 | 0.406| 45374 | 13991 167671 2.9 57765 19m 3.| 119.1
August | 175 | 2906 | 1498 | 665 996 | 1344 54 1444 0.15 043 | 48375 | 13.905| 172433 31 41179 191 3.5 107.2
Sep 167 | 289.8| 1424 | 609 868 644| 69 131 06 814 0°'°| 570045 | 13752 | 220356 35 32014 1B6 3.4 101.4
Oct 149 | 288 | 1216 | 632 769 | 59.1| 7.6/ 118 o6 14p3%% | 505678 | 13.414 | 247644 35 2.480 9 3.1 96.5
Nov [138 | 287 | 1182 | 607 718 | 591 | 78| 11 07 1310°'°| 566801 | 13219 | 258961 31 25839 159 2.9 86.6
Dec 131 | 2862 | 1129 | 615 695 | 501| 78 15 (7 512 0°°0| 544230 | 13.082 | 261008 28 24135 1h9 27 82.6
Annual PET (mm/year) of the area 1259.5

Table 4.10: Potential Evapotranspiration calculateidg Penman Combination method
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Table 4.11: Weighted AET of the study area

Class | Soll Vegetation cover AWCRZ RD(m Area(kmRAET(mml/y)
1| Clay loam | deep rooted shrubs 250 1 584 1062.2
moderately deep
2 | clay soil rooted(cereals & corn) 150 0.5 204 739.3
moderately deep
3 | Clay loam | rooted(cereals & corn) 200 0.8 17 1176.6
Weighted AET 805 982.8

Based on this calculation, weighted actual evapspaation of the study area is equal to

982.8mmlyear

According to David.N, (1990) soil moisture budgetis developed for humid climate and

has less validate in arid and semi-arid zones hisdwork best for seasonal patterns of

recharge, well developed soil which do not dry ctatgly and when AET is similar with

PET with relatively uniform precipitation. There&rfor the application of water balance

calculation in the study area the actual evapopiaaison estimated using Turc formula is

more realistic than the water balance method sugdéxy Thorentwaite and matter.

\“ i

><77N/ \Q\s\

& $ & F A1 _?(

-

Figure 4.11: Thornthwaite Soil Water Balance of dinea
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4.9. SURFACE RUNOFF
Runoff is the component of stream water which isegated from precipitation as flowing

water in a basin. Runoff occurs when the rate dcipitation exceeds the rate of
infiltration in to a soil. Runoff from a given aealue to rainfall depends on climatological

and physiographical.

The climatological factors that affect the runafé atype and form of rainfall, evaporation
characteristic of the study area, and transpiralitve main physiographic factors on which
the runoff characteristics depend on area and slaapeage slope; the permeability of soll
and geological characteristics like soil type, lars#, position of rock layer and aquifer

characteristics; And the presence of depressiomandal reservoir in the area.

All streams other than Golina River in the studgaaare seasonal and intermittent hence
they are not gauged and have not measured flow Thatefore the runoff component for
water balance of the area was determined usingremlpformula of runoff coefficient

method (rainfall-runoff relation).

The runoff coefficient is the fraction of rainfatlonverted in to runoff. This method

estimates the runoff by multiplying the runoff ciigent to the rainfall depth of the area.
R = K*P
Where, R = runoff in mm
P = rainfall depth in mm
K = runoff coefficient

To estimate the amount of runoff from the surrougdhill to the valley floor is very
difficult because there is no hydrometric measustagion in the area. The study of RVDP
(1997) has tried to approximate the runoff proposkedn sites by using the historic
discharge measurement of Golina River using the 86&e! and regionalization approach.
The other approach chosen was to approximate theffrirom the western escarpment
through the use of the annual flow generated uSI@& model for each proposed dam on
RVDP. Accordingly the runoff coefficient of the mamtainous area was approximated to
range from 0.22 to 0.13. For estimation of the am®f runoff generated from the plains
of the basin, the runoff coefficient is proposeddiySAERAR (1997) is 0.10.
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Table 4.12: The annual rainfall and surface outffoam the basin

Part of the | Rainfall | Area | Rainfall | Estimated annual runoff (Mify), 10%, 13%&

study area | (mmfy) | (km? | (Mm%y) | 22% of precipitation were assumed for the
valley, escarpment and highland respectively

The valley | 739 140 103.5 10.4

floor

The valley | 739 144 106.4 13.8

Escarpment

The 844 527 435.8 95.9

Highland

Since the sediment in the western margin of theeyas coarser and highly permeable it
would be reasonable to assume about 20-30 %( R\{B#8) of the runoff generated from

the high lands and escarpment infiltrates to reghéine groundwater.

Therefore, the total amount of runoff that leavies project area is the sum of surface
inflow from the high lands and surface runoff frahe plain duringKiremt and theBelg

rain season and estimated as 98.4MCM.
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Figure 4.12: Slope map illustrating the topographedient
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CHAPTER FIVE

5. HYDROGEOLOGY

5.1. INTRODUCTION
Groundwater is difficult to visualize. Some peoplelieve that groundwater collects in

underground lakes or rivers. In fact, groundwasesimply the subsurface water that fully
saturates pores or cracks in soils and rocks. Swcfiitions may exist in cavernous
limestone or lava rock, but they are relatively amenon. Most groundwater is contained
in and moves through the pore spaces between axtiklps or in fractures and fissures in
rocks. When the pore spaces in sand and gravehimesaturated with water, the water is

called groundwater.

Groundwater is replenished by precipitation andpeteling on the local climate and
geology, is unevenly distributed in both quantihdaguality. When it rains, some of the
water runs off to streams, some evaporates, ana seoharges aquifers (Moore et al.,
1995).

Groundwater is stored and transmitted by aquiférsaquifer may be a layer of gravel or
sand, sandstone, limestone, lava flow, or fractgrahite. The major productive aquifers
in the world are unconsolidated sand and gravehedtone, dolomite, basalt, and
sandstone. The location and yield of aquifers apeddent on geologic conditions, such as
the size and sorting of grains in unconsolidatqubdiés and faulting, solution openings and
fracturing in consolidated rocks.

Two properties of aquifers that affect the storaged flow of groundwater are porosity and
hydraulic conductivity (Freeze and Cherry, 1979).

The quantity of water that a given type of soilisgent, or rock will hold depends on the
porosity of the formation. Porosity is a measurgofe space between the grains of the

rock or of cracks in the rock that can fill with tea

The distribution of permeability and porosity idated to the characteristics of the rocks.
This is important when explaining the hydraulic pedies and when choosing sites for
drilling wells to exploit groundwater resources.this research work, in order to identify

different hydrogeological units the available d@aological and geophysical information,
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meteorological, bore hole, pumping test, remotesisgndata, etc) are interpreted and the

area is classified into different hydrogeologicaits.

5.2. REVIEW OF RESISTIVITY SURVEY VALUES IN THE STUDY
AREA
The groundwater study in the valley was supportétth weophysical surveys since the

work of German Consult in 1976. Later survey coteddy Co-ASERAR 1997, Geo-
Engineering Service (GES) 2003 and Metaferia CdimguEngineers 2009. The survey
were aimed at determining the thickness of loosmsent, and depth to ground water and

delineating probable zones of saturated aquifef fieacture or fault zone of bed rock.

Metaferia Consulting Engineers was conducted alartgaverse with Vertical electrical
sounding, the traverse runs from South Kobo-Gedemagd South Gedemeyu through

Hormat- Golina interfluves to Ulaga (Figure 5.1).

The VES points are arranged into pre-defined prdiites as shown in Figure 5.1. The
electrode spreading of VES survey points was mastN-S direction anticipating almost

homogenous sediment thickness for current trangmiss

The results of this geophysical exploration as a&xgd in the Metaferia Consulting
Engineers final report, 2009 The VES points in epdifile line are separated mostly at
one km interval in the W-E direction and sometimpsto 2 km. Correlation of resistivity
values are made in the VES points laying the saro@lg lines to produce geoelectrical
section. In the production of geo-electric sectiba ranges of the resistivity values are

physically interpreted as follows:

15 Ohm-m and at the top : top soil

0-15 Ohm-m: clay layer

16 — 50 Ohm-m: sand/gravel layer

20 — 200 Ohm: weathered volcanic/sandy-gravelgray

> 200 Ohm-m: bedrock
The interpreted data along the profile line hetpsiave information on the total sediment
thickness, clay layers, aquifer zone and weatheoe@. The interpretation of each profile

lines is summarized in Table 5.1.
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Figure 5.1: Location map of VES points along thefipe lines in Kobo Valley (modified

from Metaferia Consulting Engineers, 2009).
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Figure 5.2: Geoelectric Section along Profile KQ,76km long West-East direction from (566998E, ¥84N) to (577741E, 1345443N), Kobo
(Metaferia Consulting Engineers, 2009)
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(Metaferia Consulting Engineers, 2009).
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5.3. AQUIFER CHARACTERISTICS
The nature and distribution of aquifers and aquieiin a geologic system are controlled

by the lithology, stratigraphy and structures oé theologic deposits and formations
(Freeze & Cherry, 1979). The aquifer system ingtuely area could be broadly classified
as the unconsolidated sediment aquifers and vacawjuifers. The unconsolidated
sediment aquifers have mainly occupy the valleyrflavhere as the volcanic aquifers
mainly constitute the escarpments and plateau. sfiizstion was done from the
information of surface geology, borehole litholotpg data, and pump test daBased on

these information major units are described below.

5.3.1. UNCONSOLIDATED SEDIMENT AQUIFERS
Fault block valleys are created by down-droppinglaofe crustal pieces along faults.

Erosion of the mountains creates sediments thearised in to the valley, forming talus
slopes, alluvial fans, and alluvial and lacustrieposits (Fetter, 2001). The sediments like
alluvial fan gravels, and channel deposits can bey \«course, with high hydraulic
conductivities and lucustrine clays, on the othendhcan be fine, with low conductivity.
Gravel aquifers confined by lacustrine sediment guite typical of such basins (Fetter,
2001). According to Fetter, in semiarid to arid iogg groundwater is recharged by
precipitation in the mountains, bed rock beneathnttountains may receive direct recharge
and the feed the valley-fill sediments. Streamipating in the mountains may also lose

water to the alluvium when the flow goes acrossvtiiey bottoms.

The Quaternary sediments occupy an area of 184sqfkthe study area. The floor of
Kobo valley is a flat plain with decreasing slopenfi west toward east and it is filled with
guaternary deposits derived largely from volcanmuntain ranges that are standing high
on the shoulders of the valley. Geological logstleé boreholes and the geophysical
surveying results of COASEARAR (1997) show that tiiekness of the sediments of the
basins vary from about 300 m in the east to leas 0 m near the mountains to the west
(Figure 5.6). The western part of the valley israloterized by coarse sediments while the
deposit becomes finer towards east.

The Quaternary sediment deposits have been subdivitto different Hydrogeological

units and the short description is indicated bellow

5.3.1.1. QUATERNARY COLLUVIAL AND ALLUVIAL DEPOSITS
Quaternary colluvial deposits mainly found at tlwetfof the western escarpment. The

materials are mainly derived from down slope mowetsiefall and flow of fragments

45 |



Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo
Valley

derived from weathering and erosion owing to theevgational attraction. This deposit has
a characteristic loose, incoherent and coarsene-drained deposits collecting on slopes
by gravity. Their compositions are clay, silt, saadd gravel, pebbles, cobbles and
boulders. The coarser materials are the most impbéaquifers through which groundwater

movement is effected very easily and clay layets as impervious layer.

Quaternary alluvial deposits are also found antlbeith and also along the section of rivers
draining the western escarpment. They are goodeagquand acts from their geographic

location as a good recharge zone (Figure 5.4.).

5.3.1.2. INTERFLUVIAL, FAN FOOT PLAINS AND VALLEY BOTTOM
QUATERNARY DEPOSITS
This is the major type of unconsolidated mater@alezing most part of the valley floor. It

is dominantly composed of sandy silty clay and cewalley bottom of major streams, and
foot hills. This deposit has low to high produdiyvibased on the abundance of clay
material. This situation has resulted in the hefeneity of the aquifer and hence its
hydraulic conductivity is dependent on the positwithin the geologic formation. This

material is mainly aquitards forming a multilayeweglifer locally (Figure 5.5).

5.3.1.3. CENTRAL VALLEY FLOOD PLAIN QUATERNARY DEPOSITS
/LACUSTRINE DEPOSIT
This unit is mainly composed of clay deposits andets mostly the central and eastern
part of the valley fill. COASEARAR, 1997 stated tlihe geophysical investigation results
indicate an existence of low resistivity (<) horizon at greater depth (>100m) that
interpreted to be fine grained sediment deposamal/saline groundwater zone. Water
sample from Hurte densa village (TW3 well) whichrédatively deeper well has higher
electrical conductivity which could be the influenof the deeply located horizon of high
salinity groundwater from the lacustrine depositydrogeologically this zone is classified

as poor or low productivity zone; it is mainly acjuides.
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Figure 5.4: Vertical distribution of aquifer fromell log of PHG1 located on the western
side of the valley (Quaternary colluvial and alkivileposit), with the transmissivity values
of >1000nf/d, hydraulic conductivity of 33m/d and give yiedfl 50l/sec. (Modified from
Metaferia Consulting Engineers, 2009)
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Figure 5.5: Vertical distribution of aquifer fromell log of THG1 located at the central
part of the valley (valley bottom Quaternary defg)siwith low transmissivity and medium
hydraulic conductivity, 164fid and 5.47m/d respectively and a yield of 32l/¢ktodified

from Metaferia Consulting Engineers, 2009).
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Figure 5.6: Spatial variation of sediment thicknélssough the valley(prepared from

lithological log of boreholes)

5.3.2. VOLCANIC ROCK AQUIFERS
The storage and transmission of groundwater irvetheanic rocks largely depends on type

of porosity and permeability formed during and aftke rock formation. This group
includes various lithological units belonging to ffeient series, but from the
hydrogeological point of view, they are grouped etigr and described here as the
volcanic aquifers. Basalt, rhyolite, basic and &cjyroclastics that comprise ignimbrite,
tuffs and volcanic agglomerates are from the baithis unit. Due to the prevailed tectonic

events in the past, this formation is moderatelyigily fractured.

The volcanic rock that forms step and elevated rtanous terrain position has a very
limited recharge capacity resulting high surface off in the Kobo valley. This recharge-
discharge condition in the elevated volcanic iseeded by the absence of high yielding
springs in the immediate escarpment zones and Hdlst bordering the Kobo plain.

However, as one goes further to the west the aguifeoperty of the basalt changes.

Several large springs emanate from big fractureksjain together to form Perennial River
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of the valley. The volcanic rocks in the area ai @he basal formation beneath the

alluvial cover, in some cases they are encountateshallower depth but later alteration
has filled the fractures with secondary mineral&imgithem poor aquifers.

Figure 5.7: Bed rock elevations beneath the allviili deposit in Kobo valley (prepared
from lithological log of boreholes)
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Figure 5.8: Hydrogeological map of the area
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Figure 5.9: Hydrogeological cross-section (WesastlE
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Table 5.1: Summary of VES survey data interpretafidter Metaferia Consulting Engineers, 2009)

Range of
No. | Traverse line VE.S Sgdlment weathered Layer and lithology identified
point thickness (m) | zone
thickness
Max. Min.
K2: South  Kobo- 195 m 20 t0 30 m The sandy-gravely layer at VES-K8, VES-K10, VES-KAanid
Gedemeyu: UTM VES- at 94 at al  alon VES-K12 and the thickness of varies from 105 m BSWKS8 to
1 1340604N 567020 tpK8 to VES- VES- the rofilg 45 m at -K11, the second layer is the clay layénd the central
571191E, 11 km in theK12 K11 K12 line P and eastern part of the profile is 105 m to 14QtnvES-K11.
W-E direction weathered zone has thickness of 20 to 30 m
K3: South Gedemeyu
through Hormat-Golina 217 m| 84 m First sand/gravel layer with maximum thickness 86 Im at
interfluves to Ulaga; VES- at at VES-HG2 and minimum thickness at VES-HG4 (10 myosel
2 UTM 1337578 N| HG1 to VES- | VES. 5to 10 m | layer, thick clay patch under of max 150 m at VES#and 114
566671E to 577720EHGY HG3 HGO m at VES-HG4, third layer above the fresh bed raxkhe
14km in the W-E weathered zone.
direction
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5.4. GROUNDWATER HYDROLOGY
The occurrence and movement of groundwater aréetela physical forces acting in the

subsurface and the geologic environment in whicky tbhccur. This section presents a

groundwater dynamics of the study area and hydrguéperties of the aquifers.

5.4.1. GROUNDWATER FLOW DIRECTION
Maps of the water table for unconfined and of tlmeptiometric surface of confined
aquifer are basic tools of hydrogeologic interpieta These maps are two dimensional

representations of three dimensional surfaces.

Potentiometric surface is a surface of equal hyldréeads or potentials, typically depicted
by a map of equipotentials such as a map of watdetelevations. The data used to
construct water-table and potentiometric-surfacep nae water level elevations as

measured in wells and sprigs.

In area where the water table or potentiometridaser has a shallow gradient, the
groundwater contours will be spaced well aparth#d gradient is steep the groundwater
contour will be closer together. Groundwater wibvf in the general direction that the
water table or potentiometric surface is slopingti@r, 2001).

A groundwater flow line is an imaginary line thatdes the path that a particle of
groundwater would flow as it flows through an aquif Flow lines are helpful for
visualizing the movement of groundwater. Flow lingl cross equipotential lines at right
angles.

The groundwater contour map Figure 5.10 of the avea constructed using the field
inventory data that have static water level andatlen above sea level.

Groundwater movement in the Kobo valley is comelby the morphology of the valley
bottom and the major Golina outlet which are créadee to E-W trending transversal
faults with respect to the main rifting directiorhe general groundwater flow direction in
the entire valley is from west to east except timere are localized flow components
observed in the vicinity of elevated hills, bounidarof the basin and along the river banks
Figure 5.11.
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Figure 5.10: Groundwater level contour map (eq@pbél surface map)

Figure 5.11: Groundwater level contour map shoerpreted groundwater flow directions
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5.4.2. GROUNDWATER RECHARGE-DISCHARGE MECHANISM
Recharge can be broadly defined as water that esaah aquifer joining the water table

from any direction, which contributes an additionthe groundwater reservoir. There are
three principal mechanisms of recharge defineddph8cleous (2004) as:
Direct or diffuse recharge:water added to the groundwater reservoir in exoés
soil-moisture deficitsand evapotranspiration, by direct vertical percofatof
precipitation through the unsaturated zone: tharasharge below the point of
impact of the precipitation. It is typical of humitimates because frequent, regular
precipitation maintains a high water content in 8@l, so that there is little
additional storage capacity in the vadose zone.
Indirect recharge: results from percolation to the water table follog/runoff and
localization in joints, as ponding in low-lying aeand lakes, or through the beds
of surface water courses.
A localizedor focused:resulting from horizontal surface concentrationnaiter in
the absence of well-defined channels, such as mgettaroughdepressions, joints
and faults.
In arid and semi-arid regions, localized and indirecharges are often the most important
sources of natural recharge.
The above mechanisms usually do not occur indiiguather in combination which
makes the assessment complex. On the other handetharge and discharge conditions
of an area is controlled by several factors, Clesaluation of climate, topography,
drainage, geological framework, hydrochemical trdadd use/land cover and Piezometric
patterns are equally important in classificationtloé area into recharge and discharge
zones.
Due to the relative higher annual PET over thel tateual precipitation in the flat plain
(graben), direct recharge from precipitation iseraRecharge in the graben from
precipitation seems during sporadic torrential faills because the water balance in the
Kobo station shows no surplus water for recharge.
During intensive rainfalls in the western highlagstarpment, Hormat and Golina rivers
causes flooding covering large area of the planevieks (see figure 5.12). However the
relative thick layer of lacustrine consists of ¢layit and sand intercalation (central and
eastern part of the graben) reduce direct rechamjigfation in to the groundwater table.
However, the contribution of tectonic structuretjgatarly fault/fractures that cross east to
west of the study area may have significant rolelasvnward movements of water from

56 |



Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo
Valley

water bodies, accumulated during flood period paldrly at the downstream Hormat and
Kelkeli river where the surface runoff is lost dcklic in the plane before joining the
ultimate discharge through the Golina gorge toAfer depression.

Fault zones can act ethers as barrier to groundwme or as groundwater conduits
depending up on the nature of filling material lue fault zone and orientation of the fault
lines, particularly faults in poorly consolidatemtks with low displacement exhibited good
permeability (Fitter, 2001). In the study area ¢hekist a number of faults which can acts
both as barriers or conduits in groundwater flosints and deep fault lines trending NNE-
SSW, ENE-WSW from Zoble ridges and N-S from Lastaultains dipping towards the
lacustrine sediment plane are expected to act adui@s for groundwater flow from
highland escarpment. Tectonic discontinuity anaeissed fractures of the escarpment is a
potential recharge zone for deep aquifer systenthef plane. Sileshi Mamo (2007)
observed that Deep thermal groundwater with temperaxceeding 42 suggests that it
has traveled to a depth exceeding 689m from reeharga and is the oldest, which show

regional groundwater discharge.

Figure 5.12: Photo shows flood plain after torr@ntainfall on Eastern part of the graben
Recharge areas are usually in topographic highepladischarge areas are located in
topographic lows. In recharge area, there is adteather deep unsaturated zone between
the water table and the land surface. Converdedywiater table is found either close to or

at the land surface in discharge area (Fetter 2001)

Toth(1963) showed the possibility of mapping regeaand discharge areas on the basis of

field observation using the basic indicators susht@pography, peizometric patterns,
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hydrochemical trends, environmental isotopes, anidasid land surface features. Among
these indicators, topographic elevation is the kstp(Freeze and Cherry, 1979) and

peizometric measurements are the most direct.

Flow lines on a flow net tend to diverge from regeaareas and converge towards
discharge areas. A Water - table contour map céendfe used to locate groundwater
recharge and discharge areas (Fetter 2001). Thendwater contour map Figure 5.13
clearly shows zone of convergence and divergenice.diverging groundwater flow lines
from the highland towards the graben suggestingttieeastern and western part of the
area are recharging zones while the graben situatethe foot of the highlands is

discharging zones.

Figure 5.13: Converging and diverging flow zonesagiated with discharge and recharge

areas respectively and drawn on groundwater lextotir lines.

5.4.3. GROUNDWATER AND SURFACE WATER INTERACTIONS
Groundwater and surface water are not isolated ocoemts of the hydrologic system;

instead interact in a variety of physiographic alwhatic landscapes (Sophocleous, 2004).

In many regions groundwater and surface water ressuare connected, and most surface
water features (rivers, lakes, dams, wetlands) rgdlgeinteract with groundwater. The

exploitation of, or quality of one resources, daeréfore affect the other.

58|



Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo
Valley

Groundwater and surface water bodies such as rimest of the time interact in such a
way that they are gaining, losing or acting as bbtharid regions, many rivers are fed by
overland flow, interflow and base flow at high faltes. As they wind their way to a lower
elevation, the local rainfall amount decreasessequently, there is less infiltration and a
lower water level elevation. There may also be andttic change in the depth of
groundwater when a stream draining a high altitbdsin of lower permeability material
flows out on to coarse alluvial materials. For vevatr reasons, if the bottom of the stream
channel is higher than the local water table, watey drain from the stream in to the
groundwater at depth. As one goes down streamgdfem river off such a type, less and
less water will be found in the channel. This lesing or influent stream. The rate of water
loss is the function of the depth of the flowingteraand the permeability of the underling
alluvium. Fine grained alluvial deposits on the roel will retard the rate loss in to the
groundwater (Fetter 2001).

Interaction of the groundwater and streams can Weeeced by observations of
groundwater flow direction (vector) overlapping lvthe drainage network (see figure 5.14
below). Golina River and its tributary have a bebawf gaining from the aquifer in the
downstream.

In the GES, 2003 appraisal report estimated reehtdrgpugh the river channel of main
rivers (Golina, Hormat and Kelkeliti) to be 6.26MCamhd from runoff of remnant hills 0.6
MCM. However, the current study showed that no aegé from rivers to the groundwater

rather the groundwater feeds the river.
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Figure 5.14: Gaining zone map of Golina River asdributaries, indicating groundwater
and surface water interactions

5.5. HYDRAULIC CHARACTERISTICS OF AQUIFERS

5.5.1. FIELD INFORMATION
The water bearing materials in the study area amlynQuaternary alluvial and colluvial

deposits with fractured and weathered basalts.tdta¢ number of wells inventoried in the
study area is more than 90 and out of them Fortywaells have relatively full pumping
test data including geological descriptions. Irsthection those wells with pumping test
data have been given the main emphasis in analyhma@quifer system. The data were
compiled by different governmental and nongoverntalearganizations such as Kobo-
Girana Valley Development Project, Metaferia Cotisgl Engineers, Tana Drilling, and
China Geo-Engineering.

The duration of the pumping test in each well igalge, ranging from 1320 minutes on
HG2 to 4320 minutes. As shown from the data, theret that much draw down in most
of the wells and the recovery was, thereafterlyfaapid. The analyses of the test depended
on the type of aquifer, the nature and the degfeeigetration of the pumped well into the
aquifer and other factors.
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The pumping test methods ideally require waterlldaga from observation wells. 18 wells
have one or more observation wells used for waeellmeasurement. The method used
for data analyses thus depends on the type ofexcanid how best the mathematical curves
underlying the various interpretation methods matib field data. In applying the
methods, water level measured on the pumping wedislistance to the observation well,
in fact, is replaced with the distance from the ofthe casing to the centre of the well.

5.5.2. TYPES OF AQUIFER
Calculating hydraulic characteristics would be tigkly easy if the aquifer system (i.e.

aquifer plus well) were precisely known (Krusemard eRidder 1994). Interpreting a
pumping test is primarily a matter of identifying anknown system. System identification
relies on models, the characteristics of whicheesumed to represent the characteristics of
the real aquifer system.

Identification of the aquifer system of the areaswaerformed using three integrated
approaches;

- By carefully observing the lithological log ofehvells,

- By construction of diagnostic plots (log — log{s) and specialized plots (semi — log plot)
of drawdown vs time and,

- By observing the static water level with respéetthe position of water bearing
formation.

A geologic log is constructed from sampling andmixetion of well cuttings collected at
frequent intervals during drilling a well or testlé. Such logs furnish a description of the
geological character and thickness of each stratnoountered as a function of depth,
thereby enabling aquifers to be delineated (Todd420lt is the most important way of

knowing the aquifer system than the others butamemn need careful follow up.
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Figure 5.15: Location map of boreholes used for pingtest analysis
In a pumping test, the type of aquifer and the liramal outer boundary conditions dominate
at different times during the test. They affect dneawdown behavior of the system in their
own individual waysSo,to identify an aquifer system, one must comparelitavdown
behavior with that of the various theoretical medéruseman and Ridder 1994). The
model that compares best with the real systemdn 8elected for the calculation of the
hydraulic characteristics. Construction of diagioptots (log — log) and specialized plot
(semi — log) enables to identify the aquifer systdrthe area. The characteristic shapes of
the curves can help in selecting the appropriatdah@rusemaret al 1994).
The last method which is not more commonly usechogbut give strength for the above
methods is observing the static water level/piezente or potentiometric surface of the
well.
In confined aquifer, the piezometric surface wi#l &bove the top of the aquifer while in

unconfined aquifer the static water level (SWL) sigelie above the top of the aquifer.
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Figure 5.16: A, B and C are diagnostic plots angBV'and C’ are specialized plots
Based on the analysis discussed above, PHG3, PHBG3, THG4, PK4, PK7, PKS8,
TK7, HG12, and HG13 wells are treated to be couffiaguifers because most of them
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have showed a best fit with Theis type curve arellitfnological logs of these wells is
dominated with inter layered clay beds between sgralel, pebble, cobble, boulder and

mixture of these, PKland PK2 are leaky and alrémeains are unconfined aquifer.

5.5.3. ESTIMATION OF HYDRAULIC PARAMETERS
The well logs and the geophysical logs used tordete the type of aquifer. The shape of

the graph of the pumping test data on a doublerikbgaic and semi-logarithmic plot was

used as a confirmation of the earlier anticipatqdifar type (See figure 5.16). For the

aquifer parameter calculation basically the thexhhiques have been used; for confined
aquifers the Theis method, for semi (un) confingdifers Hantush and for the unconfined
aquifers the Neuman method is employed. Whereashtorcase of recovery test; Theis
recovery method is used. All the mentioned metravdsmanipulated by using aquifer test
software known as Aquitest 3.5. The analysis resujpumping test data is presented in
appendix 1. Note that aquifer thickness is assuasedhe total length of the screened

interval in the well for the calculation of hydrauparameters.

5.5.3.1. TRANSMISSIVITY (TD or T)
It is the product of the average hydraulic condiigtiK and the saturated thickness of the

aquifer (D). It is the rate of flow under a unitdmgulic gradient through a cross — section
of unit width over the whole saturated thicknessthd aquifer (Kruseman and Ridder.
1994).

The results of the pumping test interpretationshi wells have been used to prepare a
transmissivity map for the Alluvial Aquifers in tis¢udy area (see figure 5.17).

The wells tapping the Interfluvial, Fan Foot Pladeposits, and the Central Valley Flood
Plain Quaternary deposits, have the lowest valeesttfe transmissivity (<250 %hd),
whereas the wells tapping the colluvial deposit$ tre Quaternary alluvial deposits in the
western part of the area at the foot of the mounstahows the highest transmissivity values
(up to 4320 rfid). This is explained by the geological compositirf the rocks in these
areas. In the west along the escarpment boundearygedological material mainly consists
of coarse sand, gravel, pebbles and boulders.cbnislates with the higher transmissivity.
The transmissivity value resulted from pumping tiia analysis is presented in appendix
1.The transmissivity value ranges from 6.85 — 4Bffil and the mean, and median are
492.38 mid, and 199fid respectively.

For the purpose of qualitative analysis the trassivity values of the wells can be

categorized into five groups as follows.
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very low: <100rd/d

low : 100nf/d to 250 ni/d

medium: 250rffd to 500 m2/d

high : 500 n/d to 1000 riVd

very high: >1000 rfid
Aquifers with transmissivity greater than 149.2mg#&h be sustain irrigation development
(Johnson, 1966, as cited Sileshi Mamo, 2007).

Figure 5.17: Spatial distribution of Transmissiwgiue map of the valley (in ﬁd)

55.3.2.  HYDRAULIC CONDUCTIVITY (K)
Hydraulic conductivity is the volume of water thaill move through a porous medium in

unit time under a unit hydraulic gradient throughrét area measured at right angles to the
direction of flow (Kruseman and Ridder 1994). Itetenines the ease by which water can
move through aquifers. It therefore, determinesptiogluctivity of the aquifer.
Hydraulic conductivity is high in the western siofethe graben than the central and eastern
side of catchment. The hydraulic conductivity valesulted from pumping test data
analysis is presented in appendix 1. The hydradimductivity value ranges from 0.19 —
125 m/d and the mean, and median are 10.9 m/d4.26dh/d, respectively.
For the purpose of qualitative analysis the trdssivity values of the wells can be
categorized into different groups as follows.

Low: <5 m/d

Medium: 5-10 m/d
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High: 10-20 m/d

Very high: >20 m/d
There are few boreholes that tap the volcanic aquifithin the studied basin. The only
data that was obtained from the boreholes is drdiepth which is relatively shallow, depth
to water level and discharge. Therefore, it wadialit to calculate the hydraulic
parameters for the volcanic aquifer. Therefores finacture aquifer is believed to have
generally moderate permeability and low produdtivitvith limited water supply to
communities mainly by developing springs (Silestarib, 2007).

Figure 5.18: Spatial distribution of Hydraulic carativity value map of the valley (in m/d)

5.5.3.3.  SPECIFIC CAPACITY
The specific capacity of a well is the yield peritudrawdown, and is determined by

dividing the pumping rate at any time by the drawdoat the same time. The specific
capacity of a well depends both on the hydrauliaratteristics of the aquifer and on the
construction, pumping rate, and other featureb®fxell.

The data used for the calculation of specific cépaare obtained from constant rate
pumping test i.e. from the constant discharge ws&d in the constant rate test and the
pseudo steady state drawdown obtained at the ecahstant rate test.

Values of specific capacity, available from pumpimglls for which aquifer-test data are
not available, are widely used to estimate transinity (U.S. Army Corps of Engineers,
1999).
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There is a close relationship between the recospetific capacity and transmissivity
values, based on data from 36 wells. The bestditassion equation through the data pairs
is T= 0.529Sc + 157.7 with a goodness of fit €0.79 (Figure 5.19a).

Log transformation is applied to the data to inwerthe normality of the data, to stabilize
the variance, to transform the data from skewedytmmetric distribution and there by
improve the goodness of fit {Rvalue.

For this analysis 36 pairs of log transformed valaéspecific capacity and transmissivity
data are plotted against each other and fit a le@qsares regression line through them.
Therefore log transmissivity can be directly estmafrom the best fit regression equation.
The best fit regression equation through the dataspis T= 1.200Sc- 0.711 with a
goodness of fit (R= 0.82) (Fig 5.19b) using linear relationship beéw log transformed
values of both parameters.

The specific capacity is calculated for 36 wellsichhare in different aquifer settings and

having variation in discharge rates (Appendix 2).
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Figure 5.19: a. Empirical relation between transiwity and specific capacity with linear
relationship. b. Empirical relation between lognsgrmed transmissivity and log

transformed specific capacity with linear relatiloips

5.6. GROUNDWATER POTENTIAL EVALUATION

5.6.1. GROUNDWATER RECHARGE ESTIMATION
The amount of water that may be extracted from quifer without causing depletion is

primarily dependent upon groundwater recharge. JThuguantitative evaluation of the
spatial and temporal distribution of groundwaterharge is a prerequisite for operating a

groundwater resources system in an optimal manner.

When estimating groundwater recharge it is essent proceed from a good

conceptualization of different recharge mechaniamd their importance in the study area.
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Besides this conceptualization the objectives efdtudy, available data and resources, and
possibilities of obtaining supplementary data sHoguide the choice of recharge
estimation methods (Sophocleous, 2004).
A number of methodologies are used to estimateargeh These can be classified as:

* Direct or indirect;

« Physical, chemical, or isotopic;

» Methods based on the analysis of inflow, outflowaquifer response;

» Methods based on the unsaturated or saturatexszand

» Methods based on numerical modeling of groundwféd®s, soil-water flow, both soll

and groundwater flows, or modeling of the hydrotogialance at plot, field, or

watershed scales.

Here we combine these methodologies into two groppgsical methodsnd tracer

methods

In arid and semiarid areas, where deep drainagedlare low and water tables are deep,
interpreting groundwater hydrographs and water etatibes may be misleading for
estimating rates of groundwater recharge; chenanodl isotopic methods are likely to be
more successful than physical methods in such ¢&sghocleous, 2004). Major source of
recharge to the aquifer of the basin fill sedimamslerlying the plane are rainfall and
infiltration from streams and from floods that ocduring high rainfall in the highlands.
Lateral flow from mountainous terrain which is likesignificant has not been considered
for the lack of quantitative data. Three commonhuds are employed to estimate the
annual groundwater recharge capacity of the Koltewdased on availability of data.
Although each method has its own limitation, thee¢hmethods in combination will give
the order of magnitude of the recharge capacitthefvalley. The result of each method

will be discussed hereunder.

5.6.1.1. CHLORIDE MASS BALANCE METHOD
The chloride ion is used in groundwater rechargdiss because of its conservative nature.

The ion neither leaches from nor is absorbed byst#@iment particles, and it does not
participate in any chemical reaction. Schoelled9wvas the first who draws attention to
chloride in the water cycle for determining grourader recharge.

The assumptions in the CMB approach for rechartgilzdions are that:

1. There is no Clsource in groundwater storage prior to the rainfal
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2. There are no additional sources or sinks for €incentration in the area of
application.

3. The rainfall either evaporates or infiltrates ie tiegion without any runoff, which
is a rather unrealistic assumption and can onlyd&l for low-intensity rainfall
events. However, most often, rainfalls are internsspecially at the highland
portions of the study area, due to orographic dar.

4. Long-term rainfall and its Ctoncentration amounts have a balanced situatien, i
they are in a steady-state condition. This impdiedle and long-term averages, as
the classical CMB method requires.

On the basis of these assumptions, the fundamempahtion applicable to recharge

calculations is presented by Wood and Sanford (1895

3'456 .
Rgw = 2578 9: ....equation 1 where, Ry = groundwater recharge (M)

P = average annual precipitation (M)
@cive=  Precipitation — surface runoff)

Cl,= chloride content in precipitation (mg/l)

Clgw = harmonic mean of chloride
concentration in groundwater (mg/l)

D = dry deposition of chloride measured during
the dry season (mg/l)
The chloride concentration in groundwater may oag¢g from different flow components
in the unsaturated Zone. Hence, the calculatiagraindwater recharge rate using chloride
concentrations of groundwater results in total aegh rate. In this study area CMB was

done for western mountain and the valley and esoanp separately.

Forty one groundwater samples were analyzed far titdoride content. The chloride
content of the collected groundwater samples rafges 6.18 to 92mg/l with a standard
deviation 21.38.The recharge calculation by CMB huodt gives an average long-term
estimate of recharge. According to Eriksson (198bg average groundwater chloride

content should be calculated as the harmonic ngpzen by equation 2.

Chwavg= " errrennnnn equation 2

<=>?
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Where:

Clgw = individual chloride concentration of samples

Clgw.avg= harmonic mean of the chloride content in the gowater
N = total number of observations.

Based on the collected groundwater samples, thlmdrac mean of the chloride content in

the groundwater of Kobo valley area was calculated8.20mg/l. (appendix 4).

The chloride content of water from the mountain wasmated from the water sample of
springs emerging from the highlands and water sarfrpim the rivers. Accordingly the
harmonic mean of the chloride content of the higtilarea was resulted as 13.7mgl/l.
(appendix 4). However, in this study there is necord in relation to dry chloride
deposition (D) on the study area. Therefore, &éssumed to be Zero. Hence the equation 1
was reduced to:

Rgw =— ....... Equation 3

Therefore, Gfor valley and escarpment3.01mg/l
Glfor western mountain = 0.68mg/I

The groundwater recharge for Kobo valley/escarprmeamd western mountainous area
using CMB method was estimated as 13.1%nand 16.9Mry, respectively. The total

groundwater recharge with the catchment is 3@WniThis calculation is based on the
assumption that all recharge water from the platealiescarpment flows and stored within

the graben/valleys floor.

5.6.1.2. GROUNDWATER FLOW/ DARCY APPROACH
Groundwater Flow/Darcy Approach: The product ofnsmissivity (nf/year) of the

aquifer, the gradient (i) of groundwater table #mel estimated flow channel width (m) for
the aquifer gives the annual recharge of groundwakbe knowledge of the spatial
distribution, homogeneity/heterogeneity of the &suand the slope of the groundwater
table are critically important in the applicatiohtleis method.

This approach considers groundwater flux througfloaw width perpendicular to the

general gradient of groundwater flow. The annuatldarge of this groundwater can be
estimated using the following formula;
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GWR =365xT x| x B
Where, GWR = groundwater recharge’fyear)
T = transmissivity (ffd)
I= hydraulic gradient (dh/dI)
B =Width of flow at right angle to the direction obfls(m)
365 = number of days in a year

The gradient of the main groundwater flow for Koballey is 0.012. Average
transmissivity value is equals to 49%cth(from section 6.4.3.1) and the flow width (Kobo

to Robit plain) is approximated as 14000m.

Inserting the specific values into the above foamglives the annual flow of groundwater
is to be 30.2*18m%year or 30.2MCM.

5.6.1.3. WATER BALANCE APPROACH
Water balance represents the hydrological gainsl@sses of a given system (reservoirs,

column of soil, aquifer, river basin, etc) ovemeaific period of time. Quantification of the
rate of natural groundwater recharge is a basierguuaisite for efficient groundwater
resource management. Water balance models weréogedeby Thornthwaite (1948) and
revised by Thornthwaite and Mather (1955). The metis essential procedure, which
estimates the balance between the inflow and autib water. Generally, water balance

has the following form:
Inflow = outflow £ change in storage
This could be rewriting for the calculation of grmlwater recharge as follow

Groundwater recharge = (precipitation + surface ewahflow + imported water +
Groundwater inflow) — (Evapotranspiration + resérevaporation + surface water out
flow + exported water + Groundwater outflow + withdal) £ Change in storage (Fetter,
2001).

The main purpose of this computation is to makeantjtative evaluation of the amount of

water that percolates in to the ground to rech#ngegroundwater circulation occurring in
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the investigating area. Therefore, assumption naderive the water balance equation for

the study area, are summarized as follows:

a) Since the computation is made annually, net chasfgéhe soil moisture and
groundwater storage is assumed to be zero.

b) The area is part of the regional groundwater flggtesm and groundwater is not in
closed system. Therefore, groundwater inflow frajaeent basin or area is equal

to groundwater outflow in the adjacent basin oaare

For a long term calculation on annual bases thevalsmuation could be rewritten as

follows:

Infiltration (recharge) = (Precipitation — Actualv&potranspiration — surface outflow —

Withdrawal)

The annual basin precipitation as calculated ussuythal method is found to be
871.53mm the total area of the basin is 806kf02.45MCM).

The annual actual evapotranspiration for the besimputing from Turc method is found to
be 655mm (527.9MCM).

The annual surface outflow is approximated to bd IEM.

The population living within the project area aneftong a water supply from wells is
221894. Assuming that 25 I/day is the consumptiengerson taking all other factors in to
account, the total amount being abstracted carstiraated as follow:
Q=NumR
Where: Q - total extraction per year

Num — size of population

R — Rate: 25 l/day/person

Q = 221894person * 25 l/day/person *365days
= 2024782750 llyear (
= 2MCM

Accordingly the annual recharge of ground watehi aquifer of the study area estimated

from the above equation is:
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R =702.45MCM - 527.9MCM - 98.4MCM — 2MCM

Accordingly the amount of potential groundwaterh@ge available on the study area is
about 74.15MCM. If the above assumptions are tnee this much amount of water could
be abstracted from the entire basin annually witladiecting the ground water table.

The recharge estimation by CMB, Darcy and wateazd methods 80MCM/year, 30.2
MCM/year and 74.15 MCM/year, respectively and average valueddf 8MCM/year.

5.6.2. GROUNDWATER RESERVE ESTIMATION IN KOBO VALLEY
An estimate of ground water reserve is desirabiepfanning the optimum utilization for
future development of the ground water resourceanofreaThe total subsurface water
reserve is a function of saturated thickness andagé coefficient/specific yield. The
aquifer system is generalized into water tablefaquif the sediment.

The groundwater reserve in the basin fill coulcebgmated using a relation:

V = Sy*A*b

Where V: reserve (M
Sy: specific yield
A: surface area of the valley plaingm
b: saturated thickness (m)

The specific yield for Kobo valley is 0.1, surfageea of the valley estimated as 175Mm
and an average saturated thickness of 116m. Therejooundwater reserve of the valley
is estimated as 2033MCM.

73|



Groundwater Potential evaluation and flow dynansicslormat-Golina River catchment, Kobo
Valley

CHAPTER SIX
HYDROCHEMISTRY

6. GENERAL
Natural water consists of dissolved minerals, digsb oxygen, suspended particulate

materials and etc. the chemical composition of mretwater is derived from different
sources of solutes including gases from the atnersphveathering and erosion of rock and
soil, solution or precipitation, reactions occugrifelow the land surface and effect
resulting from human activities (Hem, 1985). Theemistry of groundwater in the
saturated zone is controlled by chemical reactais, rresidence time within the saturated
zone, and mineralogy of the rock matrix, where deisce time and flow path are
determined by factors such as aquifer thicknessngability and amount of recharge
(Griffioen, 2004). These factors combine to diffdrdegrees to create diverse water types
with compositions that vary with space and timee Tdbjectives of the hydrochemical
investigations are to determine the sources, cdrateon, and fate of dissolved
constituents within the physical framework of flamd transport (Griffioen, 2004). The
approach divides the water samples into hydrochaniacies (water types), which are
groups of samples with similar chemical charactiegsthat can then be correlated with
location.

The analytical results were presented spatialBiltmw visualization of the water types and
their relationships. In order to understand theugdwater flow system and interaction
among waters of different provenance, hydrochemdaiatribution maps of different
parameters have also been prepared. The varioes typdisplay and discussion on the

hydrochemistry of the study area are presentedIs\t

6.1. EVALUATION OF HYDROCHEMICAL PARAMETERS
6.1.1. PHYSIOCHEMICAL PARAMETERS

6.1.1.1. PH
The PH value ranges from 6.96 to 8.48 and has axraed median are 7.66 and 7.65

respectively indicating that it has a normal disttion. All tested samples have PH greater
than 7.0 except 005SP. Hand dug wells (51), spii8sHGSP1) and borehole (TW2) and
boreholes located on the eastern and central patteovalley are displayed PH values
closer to 8. Whereas springs located on the reeharga are display relatively lower PH

values closer to 7. Therefore, the ground wateén@fvalley is considered to be alkaline.
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Figure 6.1: Spatial variation of PH value withire thalley

6.1.1.2. ELECTRICAL CONDUCTIVITY (EC)
Electrical conductivity is the ability of a substanto conduct electric current (Hem, 1985).

The presences of charged ionic species in wateemaonductive. In other words, EC is a
measure of the total concentration of ion. Conchaxas expressed as micro Siemens, and
is used as an indirect measure of TDS (mg/l).

The conductivity of the groundwater in the areagenfrom 330 mS/cm in (HG,RWS8) to
1584 mS/cm in a hand dug well (51). When we comsaely the boreholes, the
conductivity ranges from 430 mS/cm to 1325 mS/cn({KiB5). Higher conductivities are
observed in wells located in the eastern and negektern of the valley floor which
compared to those located at the western escarpift@atincrease in conductivity towards
the axis of the valley could be associated withgbelogy, the ground water flow direction
and possible evaporation. The groundwater was fooifidw from the western escarpment
towards the valley floor (see Chapter 5). Generallgsolved solid concentrations in
groundwater increase along flow paths, from théaserto the saturated zone and through
the aquifer, due to the dissolution of minerale@ze and Cherry, 1979).

The water quality results show that electrical aarivity (EC) and total dissolved solid
(TDS) have a good correlation of TDS = 0.85EC —.22dith R = 0.835 (figure 6.3).
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6.1.1.3. TOTAL DISSOLVED SOLID (TDS)
Total Dissolved Solids concentration is approximatequal to the sum of the

concentrations of all dissolved ions.

From the water quality analysis result of the stadya, the TDS varies in general ranging
from minimum values for a relatively fresh grounderaof 200 to 400mg/l in the area
close to the escarpment and recharge zone forldire fhe eastern and north eastern part
of the valley has relatively higher TDS value ranggirom 800 to 1100mg/l.

Shallow groundwater in recharge areas is lowerotlissl solids than the water deeper in
the same system and lower in dissolved solids Weer in shallow zones in the discharge
areas (Freez and Cherry 1979).This implies thathaswater goes from the highland
through fractured and unconsolidated sedimentsqtiges dissolved solids more and more
depending on all the parameters that govern th&ugeo of groundwater chemistry. The
western part of the area is recharge zone andahtat and eastern part of the plain is
discharge zone.

<1) 3% B (
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Figure 6.3: TDS — EC correlation for the water skamp

Figure 6.4: TDS map of the Kobo valley

6.1.1.4. HARDNESS
Hardness of water is defined as its content of hieetans which reacts with sodium soaps

to produce solid soaps or scummy residue and wigaht with negative ions, when the
water is evaporated in boilers, to produce solidleboscale (Camp, 1963). It is
predominantly caused by divalent cations such ksura, magnesium, alkaline earth metal
such as iron, manganese, strontium, etc. It istarvemiality indication of the concentration
of alkaline salts in water, mainly calcium and magijom. Hardness is normally expressed
as the total concentration of €and Mgf* as milligrams per liter equivalent CagQhe

total hardness is defined as the sum of calcium magnesium concentrations, both
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expressed as CaG@ mg/l. It can be determined by substituting teacentration of Ca

and Md*, expressed in milligrams per liter, in the expi@ss

Total Hardness = 2.5 (Ca2+) + 4.1 (Mg2+)

Table 6.1: Total hardness of water sample collefrted study area.

Total Total
Sample| Hardness Sample ID Hardness
ID (CaCQ) (CaCQ)

mg/l mg/
58 363.0 K35 342.1
59 116.0 K37 186.9
71 383.6 K38 228.4
72 4104 K40 157.2
72B 428.2 K43 242.6
74 318.6 K46 328.3
57 270.5 K47 242.4
62 356.8 PHG1 217.5
51 443.5 PHG2 260.0
HG7 |240.2 PHG3 222.3
HG8 |220.4 PHGA4 173.8
HG9 404.2 PK1 251.5
HG10 | 306.8 PK2 253.4
HG11 | 255.232 PK6 326.9
HG12 | 257.319 PK7 314.4
HG13 | 290.74 PK8 282.9
HG14 | 290.72 PK9 324.7
HG 15 | 348.078 TK6 161.3
HG 16 | 501.385 TK7 326.9
HG 17 | 507.29 WeremegnaBH 298.9
HG 18 | 399.95 Kelkeli river 141.8
K34 185.0

According to
McCarty  (1967)

classification of water (mg/l)

Sawyer and

Hardness

given by:-

Hardness range CaCO; (mg/l)
0to 75 soft
75 to 150 Medium hard
150 to 300 Hard
>300 Very hard

As can seen from table 6.1 most water sample#féiie range of hard to very hard except

spring (59) and Kelkeli River which are moderaterd. That high hardness credited to

the geological formations that characterize thea amhich composed of Quaternary

sediments which are derived from Tertiary basatite Hominant cations of the basin are

calcium and magnesium.
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6.2. WATER SAMPLING AND ACCURACY OF CHEMICAL ANALYSIS
Groundwater samples were collected from springs k@rdholes during the field visit in

august 2010. Beside this existing groundwater sasnghalysis results were collected and
used in this study. A total of 6 new samples whigre collected and analyzed during field
work and 67 existing chemical analysis results warquired from different offices and
literature. The location of the water samples adicated in figure 6.5 most of the samples
were taken from the valley part of the catchmeiwt anly six samples were taken from the
highland and escarpment. This is because of thehbte distribution of the basin. The
chemical analysis of the sample collected durirg fikeld visit was conducted by JIJE
LABOGLASS P.L.C laboratory service. Electrical cowetlvity and PH were measured
with portable devices during the field investigago The details of the water samples are

presented in Appendix 6.

6.2.1. RELIABILITY CHECK
To evaluate the accuracy of the chemical analgsslts two method were used. First the

balance between Cations and Anions measured bigléuéro Neutrality (eq. 4). Based on
the electro-neutrality, analysis of water samplathva percent balance error <5% is
regarded as acceptable (Fetter, 2001). To evalhataccuracy of the chemical analysis, a
reliability check was conducted using AquaChemvgaife. 35 samples have shown a value

of less than 5 and 3 samples a value between B.ariese are HG8, 59, and 62.

BC"D1EFGHB BC"1HFGHB'#

Electro-neutrality S C"DIEFGHB BC™ LHFGHB 33 ... equation 4

Second technique used to check accuracy of cheraiwysis is to compare calculated
conductivity with measured EC with the followindatonship (eq. 5) (Appelo et.al, 1996).
KLMNLPQ FHT UKVMNLEQ FHFTWXI1JJ OU# ... equatiorb

Accordingly the above calculation was made fortladl samples and the result is tabulated
on Appendix 5. The table shows a more or less getationship between anions and
EC/100.

Generally, out of 67 samples 54 samples have bo#jormcations and anions
measurements. 13 samples lack the measurementigfadd K+ and 11 samples have

electrical neutrality of greater than five thateeted form analysis.
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Figure 6.5: Location of hydrochemical sampling peim the study area

6.3. MAJOR IONS

6.3.1. SODIUM AND POTASSIUM
Sodium is the second most abundant cation nexaltuen in the basin (Table 6.2). In the

samples examined it ranges from 6.4mg/l in HG8Gbn2g/l in spring (59). The mean is
about 44mg/l. Most of the samples show values rapfjom 20 to 60mg/I.

Na+ concentration shows in general an increasingleiecy from the west escarpment
towards the eastern tip of the study area (figu)6 This is because of long time of
water-rock interactions. The main source of sodianthe study area could be sodium
plagioclase (albite) and to some extent sodium beyetained by adsorption on mineral
surface of lacustrine deposits having high catimchange capacities such as clay before

directly recharge to groundwater.
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Potassium is lower than sodium because

it is resistant to chemical attack and 1 o 2
species containing sodium and calcium §+ 1 @
are more susceptible to weathering. The | o) ¢ *
m -
low concentration of potassium in general ¢
could be attributed to the lesser o84S ¢
proportion of potassium feldspar. ' | | %
?072

6.3.2. MAGNESIUM AND CALCIUM
Calcium is the most abundant cations followed jiwm and magnesium in the study area

as per concentrations in milligram per litter. Bes@ of their similar geochemical behavior
calcium and magnesium are treated together. Moshefsamples in the study area are
calcium and magnesium bicarbonate water types.i@alcanges from 30 mg/l in spring

(59) to 168 mg/l in HG16. Higher concentrations fanend at the centre and south west of
the valley. Magnesium ranges from 7.3mg/l in TWB1012 in HG9. Most of the samples
show values ranging from 20 to 50mg/l. the mairrsewf Calcium in the study area could

be derived from weathering of calcic plagioclasé ealcium rich pyroxene.

6.3.3. CARBONATES
Carbonate in the area is mainly in the form of thoaate. Bicarbonate is the major ion in

the groundwater and the river water. The conceatraif bicarbonate in boreholes ranges
from 196 mg/l in HG5 to 590 mg/l in HG17. The high®icarbonate concentrations were
detected in hand dug wells which have more thanne&0 of bicarbonate.

The mean concentration for the boreholes is abéat rBg/l. Bicarbonate is by far the
largest anion in the study area. All samples thatwshigher TDS with high concentration

of HCO; and the lower TDS is the vice verse.

The chemical weathering of Aluminium-

silicate like Albite or K-feldspar controls et

the CQ content of water therefore it's PH ';)
(Langmuir,1997).Higher concentrations ouj

of HCO;™ are observed in wells located in OO

the central plain and a kind of decrease to .

the eastern and western tip of the valley 40 72

can be noted.
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6.3.4. SULPHATE AND NITRATES
Sulphate is the second most abundant anion nexicgrbonate in the region. In the

boreholes examined it ranges from 0.29 mg/l in PH&319 mg/l in HG18. The mean is
about 27 mg/l. Most of the samples are betweenrigh and 30 mg/l. Like other major

ions the highest concentration is found at thereesmid east of the valley.

The mean concentration of nitrate is found to b& IBg/l in the region. It ranges in the
boreholes from 0.2 mg/l in HG14 to 7.5 mg/l in HG@he highest nitrate concentrations
were detected in the hand dug wells and springciwlire more than 30mg/l. High

concentration of nitrate in some springs entailoaal source that could possibly be
associated with agricultural chemicals and also dumnd animal wastes particularly on
the hand dug wells. The relative lower concentratibNitrate in boreholes is related to the
absence of deep aquifers affected by anthropokmicce related to agricultural fertilizers

and animal manures.

6.3.5. CHLORIDE
Chloride is a conservative tracer that has fredydrgen applied in flow path tracking and

recharge estimation. The mean concentration ofricidas 27 mg/l. In the boreholes it
ranges from 0.5 mg/l in HG3 to 92.3 mg/l in TW3. Mof the samples are between 5.5
mg/l and 50 mg/l. The chloride concentration inesesafrom west to east as the general

groundwater flow Direction.

Table 6.2: Summery statistics of the groundwater@a result

Summary statistics of the groundwater sample result
Constituent| Unit | Minimunm Maximum| Mean Median
EC puS/cm| 314 1584 679.7031614.5
TDS mg/l | 217 1306.7 480.5044410
PH 6.96 8.48 7.66462  7.65
Ca' mg/l | 30 168 69.9079559.64
Mg*? mg/l | 7.3 57.12 31.3315431.6
Na" mg/l | 6.38 205 43.9197432

K* mg/l | 0.5 10 2.1730771.3
HCOs mg/l | 196 654 387.257R2374.66
NO3 mg/l | 0.04 84.17 15.7126093.3
Cl- mg/l | 0.5 92.3 26.9597419.86
F- mg/l | O 1.08 0.39363| 0.35
SO mg/l | 0.29 221 27.1825612.3
SAR 0.146 8.28 1.2029140.84
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6.4. CLUSTER ANALYSIS
Statistical techniques, such as cluster analysis,provide a powerful tool for analyzing

water-chemistry data. These methods can be usestiovater quality data and determine
if samples can be grouped into distinct populatifinslrochemical groups) that may be
significant in the geologic context, as well asira statistical point of view. The ability of
cluster analysis to classify groundwater chemistrp coherent groups that may be
distinguished in terms of aquifer type, subsurfeegidence time, and degree of human
impact on water chemistry provides a good oppotyund understand groundwater
geochemical evolution among the different groupsulrgroups (Seifu Kebede, 2004).

In this research work, hierarchical cluster analybslCA) was used to classify the samples
into distinct hydrochemical groups based on theiilarity.

Comparisons based on multiple parameters from rdifte samples are made and the
samples grouped according to their “similarity’e@ch other. The classification of samples
according to their parameters is termed Q-modesifieation. This approach is commonly
applied to water- chemistry investigations in ortterdefine groups of samples that have
similar chemical and physical characteristics beeaarely is a single parameter sufficient
to distinguish between different water types (Ciiretyal., 2002). The HCA is designed to
group water samples using Euclidean distance ¢iréine distance between two points in
n-dimensional space defined bywariables) as similarity measurement, together with
Ward’'s method for linkage, produced the most digtve groups where each member
within the group is more similar to its fellow meerb than to any member from outside
the group (Cuneyt et al., 2002). A Micros&iXCELadd-in moduleXLSTAT 7.5vas used

to conduct the HCA for water samples from previaunsl present studies. The Euclidian
distance between Nak*, Mg*?, Ca? CI, SO4? HCO3, PH and EC values were used to
calculate similarity among samples with Ward’s noetHor linkage. The raw chemical
data were log transformed and standardized so/énetbles had equal weight.

Using HCA classification method the collected wasamples are categorized into four
distinct classes that clearly correlate with thelggical and hydrogeological set up of the
area. Each cluster group is plotted on a Piperrdiag(Figure 6.7), which shows the
relative contribution of major cations and aniomssomill equivalent basis to the total ion
content of the water. Calcium and magnesium isdibr@inant cations in all water types,

except cluster 1.
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Cluster 1

The first hydrochemical cluster is typified by a-N&0O; -SO, and Na-Ca-HCQtype of
water. Sodium is the major cation, and bicarbonatethe dominant anion with a
concentration of about 61% and 73 % of the totdbna and anions respectively. In this
group, sulphate is found in considerable amourashiag up to 17 % of the total anions.
This hydrochemical cluster has typical characteriby its high TDS and EC values
between 1325 and 1504 uS/cm. Groundwater sampias éast and north east corner of

the valley are grouped in this cluster.

Figure 6.6: Scholler diagram of data presentafldms is clearly that the concentration of

CI" and SOZ anions and Nacation increases towards the discharging zone.
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Figure 6.7: Piper plot of hydrochemical clusterd #meir statistical summary
Cluster 2

The second cluster is identified by typical Mg-N&®& and Mg-Na-Ca- HC®type of

water. The water samples which fall under clustérage high PH, TDS and EC values.
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Magnesium and bicarbonate are the dominant catiohaaion, and the concentration
bicarbonate is about 88 % of the total anic

The groundwater samples in this cluster are sprinjiected from the eastern part of
study area. The salinity of cundwater in cluster 1 and 2 could be due to losgbsurfact

resident time of groundwater syst

Dissimilarity
2

Figure 6.8 HCA classification of water samples using XLST.
Cluster 3
About 30% & the samples arclustered in this group. Ca-Mg-HGOCe-HCO; and Ca-
Mg-Na-HCG; are the dominant water type in this cluster. @ecand magnesium are t
major cations and bicarbonate is the major aniaheftotal anions. Chloride also founc
a considerable amount. ater samples grouped under this cluster are relgtiower PH
value and higher TDS Recorded. Most of group samplesocated on the central a
south tip of the valley.
Cluster 4
More than 60% of samples collected are includedhia cluster. Tfs hydrochemical
cluster dominantly consists of groundwater with-Ca-Na-HCQ, Mg-Ce-HCO;, Ca-Mg-
HCGQO;, and Ca-Mg-NaHCQ; type. The Rivewater sample in the valley is classified a«-
Mg-HCO; type, which is similar to hydrochemical behaviorgpbundwateiin the basins.
The conductivity and TDS of these clusters havatirgdly lower than the above cluste
Bicarbonate is the principal anion with concentnasi about 90% of the total anions. 7
groundwater systems in this cluster are locatethé westen and northerrpart of the

valley.
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EC (25°%)
Cluster Na K Ca Mg Cl SO4 HCO

puS/cm
Clusterl 1445.3 7.5 1769 5.1 82.0 233 77.7 127/583.5
Cluster2 1046.5 81 89.7 31 46.7 76.8 495 30.0 620.6
Cluster3 867.7 75 397 13 97.1 336 396 358 43b.2
Cluster4 531.1 7.7 27.4 1.3 518 274 16.0 8.3 306.1

Table 6.3: Mean concentrations (unit in mq/l) flusters derived from HCA

Figure 6.9: Spatial distribution of different clasfswvater

6.5. GROUNDWATER CHEMISTRY
The majority of groundwater samples falls into @@&MgHCO; or Mg-Ca-HCQ type in

the Piper plot (figure 6.7), as the dominating @atis Calcium (CH and Magnesium
(Mg™), while bicarbonat¢HCO;s -) is the principal anion.

The majority of the springs, hand dug wells ancehotes water samples in the plain close

to western highland escarpment are Ca-HCCa-Mg-HCQ type indicating this area
receives high recharge. The stream sample alsoesh@&-Mg-HCQ type. The northern

and central parts of the valley groundwater systhow intermediate nature of Ca-Mg-Na-

HCOs; water type, while the eastern part of the vallegugdwater is Na-Ca-HC{Na-

HCOs-SO, types.
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Due to groundwater recharge from rainfall aow groundwater residence time the TD!
mostly less than 500 mg/l in the highland/escargmeéerhe high Ca and Mg content in
highlands are related to the dominance of the bagicanics (basall In the general
groundwater chemical evolution mod(Plummer et al., 1990; Adams et al., 20
Edmunds and Smedley, 2000) as cited in Ayenew., 2009,these types of waters &
often regarded as recharge area waters which atbeat early stage of geochemi
evolution. They are rapidly circulatirgroundwater which hasot undergone a pronounc
water-rock interaction.

The total ionic enrichment follows the groundwatiemf path from the western highlal
escarpment toward the eérn tip of the of the study area, in general graphanalysis
showedthat there are three types of groundwater i.e. flis¢ type Ci-Mg-HCGQO;, the
second type intermediate nature-Mg-Na-HCQ; type and the third N&e-HCO; types as
distinctively shown on the Stiff Diagram (lure 6.12).
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Figure 6.10 Collins bar diagram: This is clearly that the centration of C and SO#%

anions significantlyncreases towards the discharging z
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Figure 6.11: Groundwater geochemical evolutionhe basin: location of sample points
used for stiff diagram in figure 6.12. As indicaiadhe stiff plot, Ca-Mg-HC@dominated
groundwater system changes to Ca-Mg-Na-H@@d Na-Ca-HC@groundwater system

when one goes from the western part of the watdrghthe eastern part.
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Figure 6.12: Stiff diagram of Kobo valley groundeat(A) groundwater sample shows the rechargeaeger (western part of the valley), (B)

intermediate water type from northern and centaal pf the valley and (C) concentrated groundweteastern part of the valley.
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6.6. WATER QUALITY ASSESSMENT
In water resource potential evaluation, the qualityvater is as important as the quantity.

Groundwater is mainly used for drinking, irrigati@md industrial purposes. Therefore,
quality criteria depend on the use of water foragtipular purpose, and quality standards
have to be maintained in water supply for differeses to avoid deleterious effects. In this
section the quality of water assessed from drinkimater point of view and from

agricultural point of view.

6.6.1. DRINKING WATER QUALITY ASSESSMENT
Groundwater forms an important source of watedfarking and other domestic purposes.

Therefore, groundwater, in general, is safer fa th&n surface water especially from the
point of view of bacterial pollution; but the chearali composition of water is also
important, as certain chemical constituents bectmxie beyond a particular concentration,
although they may be beneficial in lower amounts.

Prescribed standards for drinking-water vary froourdry to country, depending upon
economic conditions, climate, food habits and gaephic location. There is also
conflicting evidence with respect to safe limits éertain constituents.

The chemical analysis results from the water sasnpl¢he study area have been evaluated
and compared with WHO (2008) and Ethiopian guidelwvalues for water quality
standards to observe the level of pot ability & water with respect to some major ionic
constitutes like Fluoride, sodium, chloride, sudfatnd etc that are the major threat in
relation to health problem. As can be seen fromewguality data, the major anions and
cations of most of the sampled water fall with taage of WHO and Ethiopian guideline

values.

Table 6.4: Comparison with water quality standdodgirinking water

Element | WHO Total% of water samplesEthiopian Total% of water samples
guideline mg/l | above WHO guideline guide line mg/l | above Ethiopian
guideline

Fluoride | 1.5 1.9 3 0

Sodium | 200 1.9 358 0

TDS* 1000 1.9 1776 0

Chloride | 250 0 533 0

Sulfate | 500 0 483 0

Nitrate | 50 5.7 50 5.7

*WHO guideline (1984)
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6.6.2. WATER QUALITY FOR IRRIGATION PURPOSES
Irrigated agriculture is dependent on an adequatensupply of usable quality. Just as any

water is not suitable for human beings, in the samag, any water is not suitable for plant
life. Water containing impurities, which are injouis to plant growth, is not satisfactory for
irrigation, and called unsatisfactory water.

Water quality for agricultural purposes is deteredgiron the basis of the effects of the water
on the quality and yield of the crops, as well las éeffects on drainage efficiency and
characteristic changes in the soil (Wilcox, 1993)e quality standards for irrigation water
are based on: (1) total dissolved solids which raHgct the intake of water and other
nutrients by plants through osmosis; (2) the reéationcentration of alkalis and alkaline
earths which affect the soil texture due to caérohange, and thereby its permeability and
drainage characteristics; and (3) the concentragfospecific ions, viz. boron, selenium,
cadmium etc., which are toxic to the growth of péameyond certain levels.

Soil scientists use the following categories tocdiés irrigation water effects on crop

production and soil quality:

Salinity hazard - total soluble salt content

Sodium hazard - relative proportion of sodium {N#&o calcium (Ca2 and
magnesium (Mg32 ions

pH

Alkalinity - carbonate and bicarbonate

Specific ions: chloride (CI), sulfate (38, boron (B), and nitrate-nitrogen (NO
N).

Other potential irrigation water contaminants thaty affect suitability for

agricultural use include heavy metals and microteetaminants.

6.6.2.1. SALINITY HAZARD

The most influential water quality guideline on grproductivity is the water salinity
hazard as measured by electrical conductivity,)JEThe primary effect of high EQwater

on crop productivity is the inability of the platat compete with ions in the soil solution for
water (physiological drought). The higher the B tess water is available to plants, even
though the soil may appear wet. Because plantsoofntranspire "pure” water, usable

plant water in the soil solution decreases draraliyias EC increases.
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Table 6.5: Suggested criteria for irrigation watee based upon conductivity.

Classes of water Electrical Conductivity(uS/cm)
Excellent 250

Good 250 — 750

Permissiblé 750 — 2000

Doubtfuf 2000 — 3000

Unsuitablé 300(

"Leaching needed if usetGood drainage needed and sensitive plants will have difficlitgining stands.
(Sources: Bauder et. al., 2003)

Based on EC as an index of salinity hazard (tal8§ éhe water samples of the study area
can be classified as follows:

Table 6.6: Suitability of groundwater in the stuahga for irrigation based on EC

Water sample Ranges o| Water clas
EC (uS/cm)

HG,DW1,HG,RW7,HG,RW8,004SP, 006SP, 57, 68, HG1, HBG3,| 314- 687 Good
HG5, HG6, HG7, HG8, HG10, HG11, HG12, HG13, HG1G15, TW1,
K34, K37, K38, K40, K43, K47, PHG1, PHG2, PHG3, PHEK1, PK2,
PK6, PK7, PK8,PK9, TK6, TK7, Weremgna BH, Hormateri Kelkel

River
HG,SP1, 003SP, 005SP, 58, 59, 71, 72, 72B, 74562HG9, HG16,) 787-1584 Medium/
HG17, HG18, TW2, TW3, K35, K46 permissible

6.6.2.2. SODIUM HAZARD

While EG, is an assessment of all soluble salts in a sanspl@ium hazard is defined
separately because of sodium's specific detrimeffite¢ts on soil physical properties. The
sodium hazard is typically expressed as the sodidsorption ratio (SAR). This index
quantifies the proportion of sodium (Nao calcium (C&") and magnesium (Mg) ions in

a sample. Calcium will flocculate (hold togetheshile sodium disperses (pushes apart)
soil particles. This dispersed soil will readilyust and have water infiltration and
permeability problems. General classificationsrafjation water based upon SAR values

are presented in Table 6.7.

; @Y =
<ZZ @Y =HZ[>ZZ @Y =#

SAR =
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Table 6.7: General classification of water soditamdrd based on SAR values.
SAR Sodium hazard of| Comments
values water
1-9 Low Use on sodium sensitive crops must be caatl.
10-17 Medium Amendments (such as gypsum) and Iegchi
needed.
18-25 High Generally unsuitable for continuous use.
26 Very High Generally unsuitable for use.

(Sources: Bauder et. al., 2003)

However, many factors including soil texture, origamatter, crop type, climate, irrigation
system and management impact how sodium in irogatiater affects soils. Additionally,
at the same SAR, water with low Esalinity) has a greater dispersion potential than
water with high EG.

Table 6.8: suitability of Groundwater of the stuatga for irrigation purpose based on SAR

Water samples Range off Water class
SAR
HG,DW1, HG RW7, HGRW8, HGSP1, HGSP4, HG3, HG5, H(G6.11-784 Excellent

HG7, HG8, HGY9, HG11, HG12, HG13, HG14, HG15, HG[6,
HG17, HG18, TW1, TW2, TW3, PHG1, PHG2, PHG3, PHG4,
PK1, PK2, PK6, PK7, PK8, TK6, TK7, K34, K35, K3848, K43,
K46, K47Hormat river, Kelkel River

Figure 6.13: irrigation water classification on gdes collected from Kobo valley

6.6.2.3. TOXICITY PROBLEMS
Toxicity problems occur if certain constituentsn@ in the soil or water are taken up by

the plant and accumulate to concentrations higlugimao cause crop damage or reduced

yields. The degree of damage depends on the updaklethe crop sensitivity. The
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permanent, perennial-type crops (tree crops) & ebre sensitive. Damage often occurs at
relatively low ion concentrations for sensitive @so It is usually first evidenced by
marginal leaf burn and interveinal chlorosis. I& taccumulation is great enough, reduced
yields result. The more tolerant annual crops aresensitive at low concentrations but
almost all crops will be damaged or killed if contrations are sufficiently high.

The ions of primary concern are chloride, sodiurd haron. Although toxicity problems
may occur even when these ions are in low condamtisy toxicity often accompanies and

complicates a salinity or water infiltration proivie

Table 6.9: Chloride classification of irrigation tea

Chloride (mg/l) Effect on Crops

Below 70 Generally safe for all plants.

70-140 Sensitive plants show injury.

141-350 Moderately tolerant plants show injury.
Above 350 Can cause severe problems.

Chloride tolerance of selected crops. Listing irdesr of increasing tolerance: (low
tolerance) dry bean, onion, carrot, lettuce, peppern, potato, alfalfa, sudangrass,
zucchini squash, wheat, sorghum, sugar beet, bdrigly tolerance). Source: Mass (1990).

The chloride concentration of the borehole sampbethe study area except (TW3) is

suitable for irrigation from the point of toxicity.
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Figure 6.14: Na concentration distribution in grdwater of Kobo valley

Figure 6.15: HC@concentration distribution in groundwater of Koladley

<1))3 " ! "B (
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Figure 6.17: S@concentration distribution in groundwater of Koladley
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CHAPTER SEVEN

7. CONCLUSION AND RECOMMENDATION

7.1. CONCLUSION
Hormat-Golinal River basin (Kobo Valley) is founa Northern Ethiopia, it covers area of

about 806K and made up of an asymmetric graben structuhadian axial length about
42Km and a width of about 21Km. The landform in@sd plateau on the highlands (65%)
that ranges from 2050 m to 3600 m a.m.s.l, steegrpsents (20%) ranging from 1680 m
to 2050 m a.m.s.l, and the valley floor (17%) wath elevation from 1304m to 1680 m.
a.m.s.l. it has one perennial river (Golina) fegdwo intermittent tributary called Hormat
and kelkeli streams.

The river catchment has two climatic zones. The mmins and the escarpments
characterized humid while the valley part of theaais characterized with semi arid
climatic zones. The western highland part of theaareceives relatively higher
precipitation 910 mm and the valley receives 739 mmmacipitation. The area shows
bimodal rainfall pattern. The long term minimum améximum temperatures of Kobo
valley are 11C and 34.%C respectively.

Since the penman method take in to account seekmatic factors to compute PET, it is
considered to be the most reliable method. For esispn different methods have been
examined and compared. Estimation of annual PeatleBtvapotranspiration by Penman
method for Kobo plain is 1596.1 mm. For the samainpthe Thornthwaite formula
underestimated by 31%, while the Hargreaves megiinel close estimation to that of the
Penman with only 15% higher values.

The Actual Evapotranspiration of the area was daled using Turc empirical method and
Thornthwaite and Mother Methods (soil water balamsethod). AET for the whole
catchment using Turc empirical method and soli waedance method are 655mm and
982.8mm respectively. The value obtained by Turpenmal method is assumed to be the
AET of the area.

The hydrogeological mapping was performed by clgisgj the Hydrogeological units
based on surface geology, borehole lithologic f[mgnping test geophysical information
and remote sensing data of the area. In the stedyraajorly there are two aquifer units;
unconsolidated sediment aquifer (Quaternary caluand alluvial deposit, interfluvial, fan

foot plains and valley bottom Quaternary deposésd central valley flood plain
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Quaternary deposits /lacustrine deposit) and vaiceotk aquifer. From which the most
productive aquifer Quaternary colluvial and alluvdaposit aquifer situated at the foot of
western escarpment.

Type of aquifers is distinguished using three iraéed approach; observing lithological
logs of wells, construction of diagnostic (log -g)@lot and specialized plot (semi — log)
plot of drawdown versus time and by care full okadon of static/piezometeric water
level with respect to the water bearing horizonthia valley area unconfined, confined and
leaky types of aquifers are identified. More thd?6/of wells analyzed are unconfined
aquifers. The hydraulic parameters of the Westerouidain and plateau cannot be
determined due to the absence of wells.

The data of 39 aquifer pumping tests were analyzéti appropriate method. The
transmissivity ranges from 6.85 — 4516/an The wells tapping the Interfluvial, Fan Foot
Plains deposits, and the Central Valley Flood PQuraternary deposits, have the lowest
values for the transmsivity (<250%d), whereas the wells tapping the colluvial defsosi
and the Quaternary alluvial deposits in the westaart of the area at the foot of the
mountains shows the highest transmissivity valugs t 4320 rd). The hydraulic
conductivity also ranges from 0.19 — 125 m/d andlidylic conductivity is high in the
western side of the graben than the central anereaside of catchment. There is a close
relationship between the recorded specific capamity transmissivity values, based on
data from 37 wells. The best fit regression equatimough the data pairs is T= 0.529Sc +
157.7 with a goodness of fit (R2 = 0.79) and for tognsformed values the best fit
regression equation through the data pairs is T80E2- 0.711with a goodness of fit (R2 =
0.82).

Regarding the groundwater recharge and dischange abthe area, direct recharge in to
groundwater is insignificant in the central andteaspart of the graben. This is not due to
high evaporation rate and low permeability of ladone sediments. However, the
contribution of tectonic structure particularly fdfnactures that cross east to west of the
study area may have significant role in downwardremeents of water from water bodies
that accumulated during flood period particulartytlee downstream Hormat and Kelkeli
river. In general groundwater recharge to the Kagpaben is from direct percolation
through colluvial and alluvial deposits at the veesttip of the grben and from western and
eastern highlands and escarpment through discamgmyparticularly faults/joints striking
NNE-SSW, ENE-WSW from Zoble ridges and N-S frontdalglountains dipping towards

the plane. A plot of contours of the hydraulic heashd the stream networks reveal that
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Golina River and its tributary have a behavior afingng from the aquifer in the
downstream.

Groundwater flow direction is generally from westdast except that there are localized
flow components observed in the vicinity of elewhtdlls, boundaries of the basin and
along the river banks.

Three different methods had been adopted basedeoaviailability of data to estimate the
groundwater recharge of the catchment which is useplan how to use the resource
without harming. The methods include chloride mhatance (30MCM), conventional
water balance methods (74.15MCM) and Darcy appr¢a@2MCM). The average of the
three values is taken as the recharge of the @&\ CM) which is 6.4% of the total
precipitation of the catchment.

The hydrochemical analysis of water samples inaifea revealed that the water samples
from deep wells and springs adjacent or close ¢éowkstern highland escarpment have
relatively lower values of TDS, EC, PH, sodium, arfde etc. Generally, the ion
concentrations increase when one is moving fromhigaland escarpment to the central
part of the graben indicating the increased disgwiualong the flow paths from recharge
to discharge areas. The piper plot of the watemite analysis shows that shallow wells,
bore holes and spring water samples are Ca-Mg-HGOB1g-Ca-HCQ type in the
recharge area, intermidate water type Ca-Mg-Na-g@Gorthern and central part of the
valley to Na-Ca-HCO3 type towards the east. ThetiVadiate Statistical method is also in
very close agreement classified the water sample® ifour classes. The water sample
which are classified under class 1and class 2ram the east, northeast and north of the
graben, which are from the discharge zone, moshefsamples grouped under cluster 3
and 4 located on the central and western partrdigeg respectively which is closer to the
recharge area.

In general for most of the major constituents thmples show concentrations below the
maximum allowable limits (WHO guide line) i.e., therehole waters could be used safely
for drinking. From agricultural point of view; ttgroundwaters in Kobo valley are low in
the sodium adsorption ratio (SAR) values makingritiavorable for irrigation. The main
danger posed with respect to irrigation is the mmedito high values of salinity as

evidenced by the conductivity measurements.
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7.2. RECOMMENDATION
Since there is many borehole data over the valty fand nothing in the western

and eastern highland/ escarpment (i.e. volcanidfexu some additional well
drilling tests could give a good picture of permégh productivity and thickness
of the volcanic aquifer unit which are highly reldtto groundwater potential
evaluation of the study area.

Stream flow along the outlet ( Golina River) andhest main streams should be
gauged, as it is useful to establish the basinma@ance and identify where, and
how much, the river gain from and lose to groundwatAlso only one
meteorological station is available in the catchimt#rere should be establish other
station in highland part.

No observations have been made on the groundwewet fluctuation to make
some assessment from groundwater hydrograph. Bherdd be drilled piezometes
and fitted with automatic recorders.

Kobo valley is being developed for large scalegation project, care should be
taken related to usage of pesticides, over farigizand over irrigating that causes
groundwater contamination.

Artificial recharge should be practiced to enhatieegroundwater resource.

For further groundwater resource development piaise valley, it is important to
take into account the balance between the groumdwatharge and the intended
abstraction rates both for irrigation and domestiater supply to ensure the
sustainability of the resource in the valley. Mare it is also important to

consider the boreholes’ separation distance.
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APPENDICES
Appendix 1: Location and pumping test data of the breholes
No | wellld | X Y z Obwell | dePth | SWL I ioid sy | aquifer type Test method Tav | Kav | oot | crmssiied
: m | m |Y q P (m2/d) | (m/d) - -
1 PHG1 567688 | 1338578 1487 129 25 50 Unconfined Neuman (1975) 1730 32.7 very high verygh
PHGL-OBL | 150 | 19 : yhg
2 PHG2 | 56780. | 133797 | 147i 10¢ 1¢ 5C Unconfined Neuman (1975 451(C 12t very high very high
156 17 50 ’ . . .
3 PHG3 568356 | 1337982 1472 PHG3-0B1 | 182 16 Confined Theis (1935) 472 8.07 Medium medium
1339244 116 29 50 . . .
4 PHG4 | 566854 1510 PHGA-OB1 | 128 9 Unconfined Neuman (1975) 2040 49.9 very high verygh
5 PHG5 | 571398 | 1335248| 1432 155 29 57 Unconfined euidan (1975) 118 2.81 low low
178 29 58.5 . . .
6 PHG6 571821 | 1334963 1426 PHGG-0B1 | 178 59 Unconfined Neuman (1975) 450 9.78 Medium medium
7 PHG7 572289 | 1334951 1419 180 29 51.6 Unconfined | Neuman (1975) 255 4.25 Medium low
8 PHGS8 570553 | 1334124 1447 147 29 46.4 Unconfined | Neuman (1975) 282 5.89 Medium medium
158 29 53.5 ) . . .
9 PHG9 | 570089 | 1333952| 1456 PHG9-OBL | 162 Confined Theis (1935) 1020 214 very high| very high
10 | PHG10| 569560 | 1334010{ 1462 146 25 59.5 Uncatin Neuman (1975) 1790 42.6 very high|  very high
118 16 32
11 THG1 | 576123 | 1336656 1384| THG1-OB1 | 137 16 Unconfined Neuman (1975) 164 5.47 low medium
THG1-0B2 | 122 17
212 3.1 57
12 | THG3 | 575801 | 1333260| 1385| THG3-OB1 | 219 2.7 Confined Theis (1935) 622 10 high high
THG3-OB2 | 253 1.7
175 5.2 62
13 THG4 575471 1331124 1408| THG4-OB1 | 190 5.8 Confined Theis (1935) 748 15.6 high high
THG4-OB2 | 162 6.7
1491 134 2€ 55
14 | Pkl 568066 | 1340931 Pk1-Ob1 170 26 Leaky Hantush (1955) 286 5.96 Medium medium
Pk1-Ob2 151 25
137 24 80 . .
15 Pk2 568476 | 1341101 1487 PK2-OB1 Leaky Hantush (1955) 330 6.1 Medium medium
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. T K

No | Well Id X Y z Ob.well D(en?)th S(\I;V)L )?I?sl‘)j aquifer type Test method (;ng) (I:n%) clasassified cIas;Sified
145 18 40 . .
16 | Pk6 569299 | 1341890 148 PK6-OB1 Unconfined Neuman (1975) 267 4.87 Medium| low
183 21 40 ) . .
17 | Pk7 569892 | 1341651 1473 PK7-OB1 Confined Theis (1935) 664 1.02 High low
L 181 19 50 ) .
18 | Pk8 569814 | 1341065 1466 PHB-OBL Confined Theis (1935) 199 2.61 Low low
19 | Pk9 569485 | 1341610 1476 145 25 50 Unconfined Neuman (1975) 756 143 High high
Pk9-Obl | 128 35

20 | Tk7 569334 | 1341467, 147 TK7-Ob1 igg ii 50 Confined Theis (1935) 420 6.36 Medium | medium
21 | HG1 568082 | 1338941 148 112 21 51 Unconfined euMan (1975) 88.5 2.46 very low| low
22 | HG2 569450 | 1338823 1461 91 15 52 Unconfined uan (1975) 112 3.12 Low low
23 | HG3 569659 | 1338130 145% 111 15 22 Unconfined euMan (1975) 22.8 0.633] verylow| low
24 | HG4 569354 | 1339493 1465% 109 17 51 Unconfined euMan (1975) 122 3.39 Low low
25 | HG5 571782 | 1333845 1429 112 20 50 Unconfined euMan (1975) 104 2.89 Low low
26 | HG6 567804 | 1339909 149% 101 25 52 Unconfined euMan (1975) 154 4.29 Low low
27 | HG7 568283 | 1340339 1487 106 21 50 Unconfined euMan (1975) 56 1.56 very low| low
28 | HG8 567346 | 1340010 1502 110 27 50 Unconfined euMan (1975) 130 3.62 Low low
29 | HG9 569905 | 1339618 1461 100 26 12 Unconfined euMan (1975) 6.85 0.19 very low| low
30 | HG10 570348 | 1339366 1455 100 24 34 Unconfined | Neuman (1975) 34.3 0.953] verylow| low
31 | HG11 571055| 1335915 1437 117 14 50 Unconfined | Neuman (1975) 84.6 2.02 very low| low
32 | HG12 572295| 1335804 1416 110 16 50 Confined eifh{1935) 244 5.8 Low medium
33 | HG13 571683 | 1336365 1424 111 16 50 Confined eish{1935) 273 6.51 Medium medium
34 | HG14 571067 | 1336466 1436 109 17 50 Unconfined | Neuman (1975) 142 3.38 Low low
35 | HG15 574997 | 1330600 1412 117 8 50 Unconfined euMan (1975) 165 3.92 Low low
36 | HG16 574865| 13312327 1412 99 8.5 25 Unconfined | Neuman (1975) 474 1.32 very low| low
37 | HG17 574673 | 1331879 1405 120 10 50 Unconfined | Neuman (1975) 95.9 2 very low | low
38 | HG18 574474 | 1332360 1399 119 9.3 50 Unconfined | Neuman (1975) 93.3 1.94 very low| low
39 ‘é\genr:m 571945 | 1331680| 1561 120 35| 8 Unconfined Neumaeva) 104 217 | Low low
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Appendix 2: Analysis results of specific capacity

No. Well Id Discharge| Measured| Specific capacity
Location Q(m3/d) | drawdown | from measured
X Y Sw(m) data Sc (ifid)
1 PHG1 567688 1338578 4320 4.21 1026.13
2 PHG2 567801 1337977 4320 0.49 8816.33
3 PHG3 568356 1337982 4320 8.74 494.28
4 PHG4 566854 1339244 4320 4.42 977.38
5 PHG5 571398 1335248  4924.F 18.51 266.06
6 PHG6 571821 1334963  5054.4 5.72 883.64
7 PHG7 572289 1334951 4458.24 15.51 287.44
8 PHGS8 570553 1334124  4008.96 17.32 231.46
9 PHG9 570089 1333952 46224 5.58 828.39
10 PHG10 569560 1334010 5140.8 5.58 921.29
11 THG1 576123 1336656  2764.8 14.74 187.57
12 THG3 575801 133326p  4924.8 13.51) 364.53
13 THG4 575471 1331124  5356.8 7.25 738.87
14 Pk2 568476 1341101 6912 14.82 466.40
15 Pk6 569299 1341890 3456 14.45 239.17
16 Pk8 569814 1341065 4320 18.5 233.51
17 Pk9 569485 1341610 4320 5.05 855.45
18 Tk7 569334 134146y 4320 4.69 921.11
19 HG1 568082 1338941l  4406.4 20.88 211.03
20 HG2 569450 1338828  4492.9 15.53 289.30
21 HG3 569659 133813D  4492.8 38.1 117.92
22 HG4 569354 1339498  4406.4 15.66 281.38
23 HG5 571782 133384b 4320 14.37 300.63
24 HG6 567804 1339900  4492.8 11.26 399.01
25 HG7 568283 134033P 4320 32.05 134.79
26 HG8 567346 134001 4320 9.67 446.74
27 HG9 569905 1339618  1036.9 54.8 18.92
28 HG10 570348 1339366  2937.6 37.69 77.94
29 HG11 571055 1335915 4320 20.77 207.99
30 HG12 572295 1335804 4320 14.42 299.58
31 HG13 571683 1336365 4320 13.35 323.60
32 HG14 571067 1336466 4320 12.87 335.66
33 HG15 574997 1330600 4320 11.24 384.34
34 HG16 574865 1331232 2160 35.55 60.76
35 HG17 574673 1331879 4320 16.53 261.34
36 HG18 574474 1332360 4320 17.05 253.37
37 | Weremegna 571945 1331680 691.2 2.41 286.80
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Appendix 3: Calculation of PET using Hargreaves médtod

Kobo
Parametr
PET

Month Ta Tmax{C) | Tmin fC) | Td fC) | Ra (mm/d) PET (mm/month)
January 19.5 26.2 12.8 134| 128 4.0 124.6
Feb 20.5 28.6 124 16.2] 13.9 4.9 138.0

Marck 22.€ 29.8 154 144 14.¢ 5.2 161.¢
April 23.85 30.9 16.8 14.1| 15.2 5.5 164.0

May 25.2 33.2 17.2 16.C 15 5.¢ 184.(
Jun 26.4 34.3 18.5 15.8| 14.8 6.0 179.4
July 25.1 32.1 18.1 14.0] 14.9 5.5 170.5
August 234 30.7 16.1 14.6 15 5.4 168.4

Seg 22.8¢ 30.9 14.8 16.1| 14.¢ 5.€ 166.¢
Oct 21.3 29.6 13.0 16.6| 14.2 5.2 161.3

Nov 20.3¢ 28.4 12.3 16.1] 131 4.€ 138.
Dec 18.95 26.9 11.0 15.9] 125 4.2 130.6
Annual PET (mm/year) of the area 1887.5

Maichew
Parameti

Month Ta Tmax {C) Tmin fC) | Td fC) | Ra | PET (mm/d) PET (mm/month)
January 13.7 19.6 7.7 11.¢] 12:¢ 3.2 99.C
Feb 14.7 21.2 8.1 13.1] 13.9 3.8 116.4
March 16.1 22.1 10.1 12.0] 14.8 4.0 123.9
April 17.0 22.8 11.2 11.6] 15.2 4.1 128.5
May 18.1 24.3 11.9 124 15 4.4 135.2
Jun 19.5 254 13.6 11.8| 14.8 4.4 135.2
July 17.9 22.7 13.1 9.6 14.9 3.8 117.5
August 17.5 22.2 12.7 9.5 15 3.7 116.2
Seg 16.7 22.6 10.7 11.¢] 14:¢ 4.C 125.
Oct 14.9 211 8.6 125] 14.2 3.8 116.9
Nov 13.8 20.3 7.3 13.0] 13.1 3.4 106.4
Dec 131 194 6.7 12.7] 125 3.2 98.0
Annual PET (mm/year) of the area 1418.6
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Korem
Parametrs

Month Ta Tmax{C) Tmin ¢C) | Td fC) | Ra | PET (mm/d) PET (mm/month)
January 12.9 19.6 7.7 11.9| 12.8 3.1 96.2
Feb 13.0 21.2 8.1 13.1] 139 3.6 110.6
March 15.0 22.1 10.1 12.0| 14.8 3.9 119.7
April 16.C 22.¢ 11.2 11.€| 15.2 4.C 124.¢
May 16.7 24.3 11.9 12.4 15 4.2 129.9
Jun 18.0 25.4 13.6 11.8| 14.8 4.2 129.8
July 17.6 22.7 13.1 9.6 149 3.8 116.5
August 17.1 22.2 12.7 9.5 15 3.7 115.0
Sep 16.0 22.6 10.7 11.9] 14.8 4.0 122.9
Oct 14.1 21.1 8.6 12.5| 14.2 3.7 114.2
Nov 12.6 20.3 7.3 13.0| 13.1 3.3 102.2
Dec 11.9 194 6.7 12.7] 125 3.0 94.3
Annual PET (mm/year) of the area 1376.2

Appendix 4: Chloride concentration of groundwater and rain water

(Valley floor)

UTM_X

UTM_Y

No. Sample index (m) (m) Clgw (mg/l) P (mmly) Gl (mgfl)
1 "HG,DW1" 568072 1342974 12.4 739 8.025
2 "HG,RW7" 56733t 132793t 30.1 73¢ 8.02¢

3 "HG,RW8" 567458 1334169 15.2 739 8.025
4 "HG,RW9" 16 739 8.025

5 HG11 571055 1335915 8.64 739 8.025
6 HG12 572295 1335804 8.64 739 8.025
7 HG1Z 57168: 133636! 21.1Z 73¢ 8.02¢

8 HG14 571067 1336466 20.2 739 8.025
9 HG 15 574997 1330600 13.9 739 8.025
10 HG 1€ 57486! 133123. 14.8¢ 73¢ 8.02¢

11 HG 17 574673 1331879 19.86 739 8.025
12 HG 1€ 57447. 133236l 47.7 73¢ 8.02¢

13 TW1 568755 1329590 26.8 739 8.025
14 TW2 577087 1334495 25.8 739 8.025
15 TW3 579090 1332043 92.3 739 8.025
16 PHG1 567688 1338578 12.9 739 8.025
17 PHG: 56780: 133797 11.3: 73¢ 8.02¢

18 PHG3 568356 1337982 6.18 739 8.025
19 PHG4 566854 1339244 8.24 739 8.025
20 PK1 568066 1340931 10.3 739 8.025
21 PK2 568476 1341101 7.21 739 8.025
22 PK3 568204 1350350 22.66 739 8.025
23 PK4 568000 1353000 14.42 739 8.025
24 PK5 568427 1351843 21.8 739 8.025
25 PK6 569299 1341890 21.63 739 8.025
26 PK7 569892 1341651 15.45 739 8.025
27 PK8 569814 1341065 19.57 739 8.025
28 PK9 569485 1341610 13.39 739 8.025
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29 TK1 570278 1354934 26.78 739 8.025
30 TK6 57159 1341391 20.€ 73¢ 8.02¢

31 TK7 569334 1341467 16.48 739 8.025
32 K34 56846: 133947! 12 73¢ 8.02¢

33 K35 573391 1339426 86 739 8.025
34 K37 566652 1338642 14.2 739 8.025
35 K38 56822¢ 133649 14 73¢ 8.02¢

36 K40 568020 1335266 13 739 8.025
37 K43 57497! 133451! 18 73¢ 8.02¢

38 K46 574378 1331442 39 739 8.025
39 K47 568097 1327741 45 739 8.025
40 Weremegna 571945 1331680 27.8 739 8.025
41 58 577514 1331428 39 739 8.025
42 59 582500 1331215 57 739 8.025
43 71 579055 1326694 36 739 8.025
44 72 576473 1326267 44 739 8.025
45 72B 576228 1326122 53 739 8.025
46 74 571360 1333546 53 739 8.025
47 57 568124 1327836 53 739 8.025
48 62 57454 133145! 53 73¢ 8.02¢

49 68 567852 1339683 53 739 8.025
50 51 575598 1339005 90 739 8.025

harmonic mear 18.20
mean 28.4498
Geometric mee | 22.435222

(Western highland)

. UTM_Y Clgw P Clp

No. | Sample index UTM_X (m m) (mg/) mmly) | (mal)
1 "HG,SP1" 577035 1334796 59.9 929 1.82
2 "HG,SP4' 15.€ 92¢ 1.82
3 "WG,SP1" 577404 1360915 53.9 929 1.82
4 "WG,SP2" 563009 1355579 23 929 1.82
5 Hormat river 5 929 1.82
7 Kelkel river 5 929 1.82
11 004SP (Tekulesh) 551902 1343764 19.1 929 1.82
12 005SP (Nachaminchi) 567386 1328736 30.4 929 1.82
13 006SP (shebuha) 566959 1328409 36.8 929 1.8p

Harmonic mean 13.735

Mean| 27.633
Geometric mean 20.426
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Appendix 5: Comparative table for hydrochemical andyses

Sample ID EC | sum of cation(meqg/l) sum of anion()eq/ EC/100
51 1584 | 11.5 154 15.8
57 687 | 4.1 7.3 6.9
58 1023 | 7.5 12.3 10.2
59 1427 | 10.3 10.6 14.3
62 963 | 5.8 10.2 9.6
71 909 | 5.5 9.7 9.1
72 924 |55 9.9 9.2
72B 929 |59 9.7 9.3
74 787 | 4.9 8.4 7.9
Werem.BH | 655 | 4.7 6.7 6.6
HG3 557 | 5.6 4.8 5.6
HG5 526 | 4.0 3.8 5.3
HG6 497 |35 4.3 5.0
HG7 507 | 2.8 4.3 5.1
HGS8 455 | 2.5 3.9 4.6
HG9 844 |52 8.1 8.4
HG11 542 | 3.9 5.9 5.4
HG12 589 | 4.3 6.4 5.9
HG13 611 | 4.3 6.3 6.1
HG14 624 | 4.2 6.7 6.2
HG15 684 | 4.5 8.0 6.8
HG16 926 | 6.0 9.9 9.3
HG17 960 | 6.6 10.3 9.6
HG18 930 | 6.5 9.7 9.3
PHG1 446 | 3.2 5.0 4.5
PHG2 492 | 3.6 5.9 4.9
PHG3 466 | 3.3 5.3 4.7
PHG4 458 | 3.1 5.3 4.6
PK1 503 | 3.44 5.81 5.03
PK2 517 | 3.54 5.73 5.17
PK6 674 | 4.66 8.26 6.74
PK7 656 | 4.71 7.68 6.56
PK8 584 | 4.5 6.5 5.8
PK9 661 | 5.1 7.8 6.6
TK6 470 | 3.2 5.3 4.7
TK7 627 | 4.8 7.5 6.3
TW1 684 | 4.5 6.4 6.8
TW2 828 | 6.4 8.6 8.3
TW3 1117 | 6.8 10.5 11.2
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Appendix 6: Hydrogeochemistry data

Sample| Y Cluster | SS"€M€| £ N (04) | EC (25¢) pH | TDS | SAR| water Type Na| K | Ca| Mg| CI| so4 HCO3 F
ID type pS/cm

58 57751 | 133142 | 2 St 5 102¢ 8.11 | 968.- | 1.9 | Mg-NaCeHCOZ | 85 |62 |55 |55 |39 |9 |647 |O0C

59 582500] 1331215 1 Sp 6 1427 748 859 8|28 Na-HGO8 | 205| 10 | 30 | 10 | 57| 221 390| 547
71 579055 1326694 3 Sp 3 909 756 8057 084 Caig3 38 | 05 | 78 | 46 | 36| 23| 47/6] 0.29
72 576473] 1326267 3 Sp 3 924 73 822117 069 Cag3 32 | 06 | 92 | 44 | 44| 23| 447| 0.4
72B | 576228 1326122 3 Sp 1 929 762 802 0|76 CaHa®3 36 | 06 | 86 | 52 | 53| 24| 428| 0.29
74 571360] 1333546 3 Sp ) 787 77 698 0/93 CaMg®CO|38 |39 | 93 | 21 | 53 | 27| 388| 058
57 568124] 1327836 4 BH 5 687 785 5767 0/85 CaH@®3Cl | 32 | 0.7 | 59 | 30 | 53| 18| 320| 0.26
62 574541 1331459 3 BH 6 963 7.64 81482 1/15 MQI&4CO3 | 50 | 0.7 | 64 | 48 | 53| 22| 492| 042
68 567852 1339683 4 BH 10 451 745 4253 057 MgiC®3-Cl | 19 | 07 | 39 | 27 | 53 | 10| 271| 0.25
51 57550¢ | 133900' | 1 HDW | 2 1587 7.5z | 1306.; | 3.31 | Na-Ce-HCOZ 16C | 5.2 |12C |35 |90 |121 | 654 | 1.5
SP00: | 55100: | 134376. | 4 SF 2.1 73¢ 711 0.57 | Ce-Mg-HCO3 25.1| 0.5 | 89.€ | 34.€ |19.1 |17.C | 481.Z | 0
SP005 | 567386 1328409 4 SP 057 795 6/96 0.78 | Ca-Mg-HCO3 344 05| 88| 365 3014 512 4188 0
SP006 | 566959 1328409 4 SP 513 679 8|06 111 | Ca-Mg-Na-HCO3| 43| 03| 64 | 298 36/8 87 3399 0
HG 3 | 569650 1338130 4 BH 24 557 802 267 2720 MgNa-HCO3| 77.4 1.3 | 504 23| 05 34 286  0M2
HG5 | 571782 1333845 4 BH -18 526 7743 252 3005 MgNa-HCO3 | 58.§ 3.05 304 149 15| 472 194 0043
HG € | 56780 | 133990 | 4 BH 13 497 7€ | 238 | 0.6¢ | Mg-Ce-HCOZ 26.6| 1 |54 |221 |78 |12 |24z |0
HG 7 | 56828 | 134033! | 4 BH -9 507 7.7€ | 245 | 0.2C | Mg-Ca-HCOZ 9.0¢| 1.2 | 526 |264 |5E |11.1 |244 |0
HG 8 | 567346] 1340010 4 BH -8 455 775 217] 0[5 MgiCO3 6.38]| 0.8 | 49.6] 235 75/ 138 212] 0
HG 9 | 569905| 1339618 3 BH 2 844 718 405 2[73 MgHCO3 41.6] 2.7 | 68 | 57.1] 465 471 382 027
HG11 | 571055 1335016 4 BH 5 542 768 352 0/84 MgNaHCO3 | 31 | 1.4 | 46.3| 34 | 864 44 34018 0.4
HG12 | 572295 1335804 4 BH -3 589 772 378 1006 MgN@eHCO3 | 39 | 1.3 | 40.1| 38.3 8.64 44 3747 048
HG12 | 57168 | 133636! | 4 BH 5 611 777 | 394 |08 | Mg-Ce-Na-HCOZ | 32 |1 | 525 |38¢ |211 |22 | 329.f | 0.4¢€
HG14 | 57106, | 133646( | 4 BH 2 624 7.7¢€ | 406 | 0.7Z | Mg-CaHCO3 29 |14 |56 |36.7 | 20.z | 16.5 | 363.. | 0.2¢
HG 15 | 574997] 1330600 3 BH 5 684 7894 448 0[5 CaHO®3 23 | 1.2 | 90.7] 29.6] 13.9 73| 415] 032
HG 16 | 574865 1331232 3 BH 5 926 791 5200 047 CoB 24 | 1.8 | 168 | 19.9] 149 359 571 0.82
HG 17 | 574673 1331870 3 BH 5 960 7593 6100 0554 CoOB 28 | 1.3 | 126 | 46.9] 1909 248 5907 0.88
HG 18 | 574474 1332360 3 BH | 2 930 74 630 1pQ@EAHCOSse |18 | 108 | 32 | 477 119 4304 0.22
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PHG1 567688 | 1338578 4 | BH | -2 | 444 786 280 065 Ca-a@3 22 |1 | 502] 229 129 o91h 275]7 ol
PHG2 567801| 133797 4 | BH | 3 | 494 796 322 0ls2 Ca-a@3 23 | 09 | 622| 259 115 038 3382 055
PHG3 568356 | 133798 4 | BH | -1 | 468 7.5 304 067 Cao@3 23 | 00 | 588 184 618 029 3126 059
PHG4 566854 | 1339244 4 | BH | 5 454 7.08 300 1102 Mguaaico3 | 31 | 09| 336 219 824 116 3074 049
PK1 568066 | 1340931 4 | BH | -1 | 503 784 330 056 Canap3 205| 11| 554 275 108 362 3331 o042
PK2 568476 | 1341101 4 | BH | 2 | 517 848 338 060 MgHCO3 22 | 1.7 | 42 | 3624 721 64 320/6 105
PK6 569200 | 1341890 4 | BH | 2 674 778 434 075 Ca-\ipB 313| 1.2 | 689 371 216 447 4612 ols4
PK7 569802 | 1341651 4 | BH | -1 | 658 7852 428 0B6 Canap3 35 | 15| 672 357 155 181 4381 0D
PK8 560814 | 1341065 4 | BH | 5 | 584 745 380 0B3 CaNagiCO3 | 32 | 94| 588 334 195 4176 3547 046
PK9 560485 | 1341610 4 | BH | 3 | 661 794 433 007 MgQNGaHCO3 | 40 | 23| 59.6 428 134 105 4535 045
TK6 571593 | 1341396 4 | BH | 5 470 752 308 111 CaMgHCO3 | 325| 8 | 336 189 205 44 2818 0p2
TK7 569334 | 1341467 4 | BH | -4 | 627] 756 410 0B4 MgHZO3 35 | 11| 63 | 413 165 086 4279 04
Weremegna | 571945 1331680 3 | BH| -5| 655 776 420  0.@&-Mg-Na-HCO3 | 38 | 14| 81| 235 278 237 3465 o061
TW1 568755 | 1329590 3 | BH | -7 | 684 749 43§ o0f4 CaBCO 30 |09 | 114| 73| 268 174 3331 045
TW2 577087 | 133449% 3 | BH | -1 | 828 782 534 205 Cal®3 80 | 15| 928 134 258 40l 4509 0b
TW3 579090 | 1332043 3 | BH | 1 1117 749 743 1P f"Na'Mg'HCOS' 60 | 1.3 | 116 | 31.6| 923 712 4355 0%
Kelkel river 4 | R 2 314 | 8 04| Ca-Mg-HCO3 15 0]404 ] 996 5 | 0 | 2111 o
"HG.DW1" | 568072 | 1342974 4 | HDW| -021 474 743 0.5£a-Mg-HCO3-CO3| 20.7] 0 | 555 3101 1204 86 2593
"HG,SP1" | 577035| 1334796 2 | sp 354 1070 8h 1/889-Nd-HCO3 943 0 | 384 986 590 509 5942

"HG RWO" 4 | HDW | 020] 450 | 7.8 060 Mg-CaHCO3 | 202 | 0 | 433| 265 16| 72| 253.p
"HG,SPA" 4 | sp 159| 450| 73 0.64 Mg-Ca-HCO®CO255 | 0 | 54.3| 405 156 82 313l

K34 568463 | 1339475 4 | BH | 041 471 7.4 089 CaNaHCO3 | 278| 0 | 54 | 124 12| 8 | 2538 02
K35 573391 | 1339426 1 | BH | 013 13J5 7. 30 Na-Col 166 | 0 | 96 | 249 86| 40| 6466 02
K38 568228 | 1336496 4 | BH | 058 567 7.4 027 CaMg@s 94 | 0 | 584 2014 14| 2 | 261 o041
K40 568020 | 1335266 4 | BH | 214 43 74 0.88 Ca-Ie08 253| 0 | 504] 76| 13| 5 | 206| 04
K43 574975 | 1334515 4 | BH | 059 599 7.1 0.8 Ca-MgaaC 106 0 | 608 224 18| 10| 266 0]
K46 574378 | 1331442 3 | BH | -0.1| 879 74 05  Ca-MgaaC 207] 0 | 80 | 313 39| 20| 341p 0
K47 568097 | 1327741 4 | BH | 118 619 7.4 066 CaMyd-Cl | 235| 0 | 584 238 45| 15| 222| o0
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Appendix 7: Potential evapotranspiration estimatedusing Thornthwaite Method

PET for rift floor (Kobo, Waja & Alamata)
Parameter Jan. Fab. Mar. Apr. May June Jul. Aug.| pt.Se | Oct. Nov. Dec.
Tm (OC) 19.7 20.7 22.3 23.3 24.8 26.0 24.9 234 23.0 21.6] 042 19.3
Tw/5 3.9¢ 4.14 4.4% 4.66333. | 4.95 5.1¢ 4.9¢ 4.67666 | 4.59666 | 4.31333: | 4.08666 | 3.8¢
im=[ Tw/5]"° | 7.790921| 8.423654| 9.387285| 10.07035| 11.01305| 11.82364] 11.11332| 10.11357| 9.855179| 8.958175 8.261403 7.554245
= i 114.3648
N 11.6 11.8 12 12.3 12.6 12.7 12.6 12.4 12.1 11.8] 161 11.5
N (N/12) 0.96666 | 0.98333: | 1 1.02¢ 1.0¢ 1.05833: | 1.0¢ 1.03333:| 1.00833: | 0.98333: | 0.96666 | 0.95833:
Tl 0.171819| 0.181 0.194553 0.20388 | 0.2164180.226905| 0.217724| 0.204463| 0.200965| 0.188578 0.178668| 0.168321
a= 2.54365357
10T, /I 1.718181 | 1.80999 | 1.94552! | 2.03879 | 2.16412 | 2.26905! | 2.17724. | 2.04462 | 2.00965. | 1.88577! | 1.7866¢ | 1.6832:
[10T./1° 3.962201 | 4.523171 | 5.43515. | 6.12266! | 7.1259¢ | 8.0379" | 7.23632! | 6.16729. | 5.90247. | 5.02056 | 4.37642! | 3.76025!
16Ny, 15.46667| 15.73333| 16 16.4 16.8 16.9333316.8 16.53333 16.13333| 15.73333| 15.46667| 15.33333
16N, [10T,/1]° | 61.28213| 71.16464| 86.96242| 100.4117| 119.7161| 136.1096| 121.5703| 101.9659| 95.22654| 78.99026| 67.68876| 57.65729
PET, 1098.764

PET for Highland (Maichew and Kor
Parameter Jan. Fab. Mar. Apr. May June Jul. Aug.| pt.Se | Oct. Nov. Dec.
T (C) 13.2| 13.8425| 15.5275 16.5 17.4 18.75 17.75| 17.275 16.3| 14.475| 13.1775 12.475
Tm/5 2.64) 2.7685| 3.1055 3.3 3.48 3.75 3.55 3.455 3.26 2.895| 2.6355 2.495
in=[ To/5]"" | 4.28949: | 4.60645! | 5.47264! | 5.99474: | 6.49185( | 7.26184. | 6.68871: | 6.42202( | 5.88608: | 4.92575! | 4.2785 | 3.94099.
I= iy 66.25914
N 11.6 11.8 12 12.3 12.6 12.7 12.6 12.4 121 11.8 11.6 11.5
N (N/12) 0.966667 0.983333 1 1.025 1.05| 1.058333 1.05| 1.033333| 1.008333| 0.983333| 0.966667| 0.958333
Tl 0.199218| 0.208915| 0.234345| 0.249022| 0.262605| 0.28298| 0.267888| 0.260719| 0.246004| 0.21846| 0.198878 0.188276
a= 1.53951360
10T, /I 1.992178| 2.089146| 2.34345| 2.490222| 2.626053| 2.829798| 2.678876| 2.607187| 2.460038| 2.184604| 1.988782| 1.882759
[10T/1]° 2.88948| 3.108825| 3.710205| 4.073934| 4.421029| 4.960023| 4.558677| 4.372229| 3.998161] 3.33019| 2.881901] 2.648807
16N, 15.46667| 15.73333 16 16.4 16.8| 16.93333 16.8| 16.53333| 16.13333] 15.73333| 15.46667| 15.33333
16N,[10T,/1]° | 44.69063 48.91217| 59.36329| 66.81252| 74.27329| 83.98973| 76.58577| 72.28751| 64.50366| 52.39499| 44.57341] 40.61504
PET, 729.00:
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Appendix 8: Actual evapotranspiration calculatiaing Thornthwaite and Mather standard soil watdairiee model

Appendix 8. 1. AET for deep rooted shrubs, grasd @nd clay loam texture with a rooting depth of &wailable water capacity of root zone of
250mm (highland part)

Parameters | Jan. Fab. Mar. Apr. May June Jul. Aug. Sept. Oct. ov.N Dec. Total

P 27.2 15.8 55.9 83.4 68.4 28.2 182.8 2560 783 .7 52| 25.2 33.4 907.6

PET 79.9 95.4 106.9 117.0 1314 135.0 11911 107.201.81 | 96.5 86.6 82.6 1259.5
P-PET -52.8 -79.6 -51.0 -33.6 -63.1] -106/8 63.6 .848 -23.6 -43.8 -61.4 -49.2 -351.9
Acc.pot WL | -163.4 | -243.0| -294.0 -63.1 -169.0 -61.4 1106

S 209.5¢ | 183.5¢ | 181.07 | 197.6. | 244.1% | 195.2¢ | 301.4< | 485.1F | 498.9( | 499.2( | 231.3¢ | 224.7¢

Sm -15.23 | -25.99| -2.53 16.59 46.53 -48.87 106.163.718| 13.75 0.31 -267.84 -6.58

AET 42.38 41.79 58.43 117.00 21.82 77.02 119(1 2107.92.00 52.39 293.04| 39.98| 1062.19
SMD 37.54 53.63 48.46 0 109.60 57.97 0 0 9.81 44 07206.42 | 42.61

S 0 0 0 -50 0 0 -43 -35 -37 -44 0 0 0

Appendix 8. 2: AET for moderatly rooted cultivatieehd (cereals and corn) and clay texture with ragptiepth of 0.5m, available water capacity
root zone of 150mm (the valley and escarpment)

Parameters | Jan- Fab. Mar. Apr. May June Jul Aug Sept. Oct! ov.N | Dec. Total

P 50.3 18.0 453 67.0 41.0 16.0 146225.0 | 49.0 34.3 25.0 21.7 739.3
PET 107.7 114.7 156.0 153.5 164.9 165.6 13984.5 | 116.3 | 128.4 119.3 105.8 1596.1
P-PET -57.4 -96.7 -110.6| -86.5 -123.9 -149.6 7.0 0.80| -67.3 | -94.0 -94.3 -84.1 -856.8
Acc.pot. WL | -141.45 | -238.17| -348.78 -435.33559.19| -708.80 -67.25 -161.29-255.54| -339.64

Sm 58.42 30.66 14.66 8.24 3.61 1.33 8.36 10894.80 | 51.18 27.30 15.59

Sm 42.83 -27.76 | -15.99| -6.43 -4.63 -2.28 7.03 1M0.83.10| -44.62| -23.88| -11.72

AET 7.5 45.8 61.3 73.4 45.6 18.3 139.624.5 | 62.1 79.0 48.9 33.4 | 739.3
SMD 100.: 69.( 94.¢ 80.1 119.C 147.C 54.1 492 70.2 72.4

S 0 0 0 0 0 0 0 0 0 0 0 0
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Appendix 8. 3: AET for moderatly rooted cultivateahd (cereals and corn) and clay texture withingptlepth of 0.8m, available water
capacity root zone of 200mm. (highland)

Parameters | Jan. Fab. Mar. Apr. May June Jul. Aud. Senpt. Oct. ov.N | Dec. Total
P 27.2 15.8 55.9 83.4 68.4 28.2 182.8 256.0 783 .7 52 25.2 33.4 907.6
PET 79.9 95.4 106.9 117.00 1314 1350 119.1 107.91.81| 96.5 86.6 82.6 1259.5
P-PET -52.8 -79.6 | -51.0 -33.6 -63.1 -106.8 636 .8948-236 | -43.8 | -61.4 -49.2 -351.9
Acc.potWL | -163.4 | -243.0 -294.00 O -63.1 -1699 O 0|0 0 -61.4 -110.6

Sm 160.4 135.9| 133.6 150.2 1942 146|9 25B.0 436480.5 | 450.8 | 181.5| 175.1

Sm -14.7 245 | -2.3 16.6 44.0 -47.3 106.2 183.7 713, 0.3 -269.3| -6.4

AET 41.9 40.3 58.2 117.0| 41.0 119.4 119.1 107.2 .810196.5 2945 | 39.8 | 1176.6
SMD 38.1 55.1 48.7 0.C 90.t 15.¢ 0 0 0 0.C -207.¢ | 42.¢

S 0 0 0 0 0 0 -43 -35 -37 0 0 0
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Appendix 9: Meteorological data

Appendix 9. 1: Monthly rainfall data

Monthly rainfall (mm) at kobo station

Year | Jan | Feb| Mar Apn May Jun Jul Adg Sep Qct Nov c Dé&nnual

1996 | 79 0 31 75 133 53 147 206 67 18 64 ( 872

1997 | O 0 43 58 | 48 52 147 94 37 169 49 0 661

1998 | 54 32 24 | 39 12 4 147 312 5] 6 0 0 860

1999 | 316 | 226| 2 12 48 34 147 20 107 26 O ( 79(

2000 | 1 0 2 76 42 5 147 268 49 88 24 83 864

2001 | O 0 71 19 16 2 147 220 98 8 4 2 671

2002 | 5 0 0 0 13 3 147 296 117 16 0 67/ 612

2003 | 41 33 35 66 33 11 147 248 42 0 0 43  69(

2004 | 30 0 28 88 3 26 147 162 9 74 36 10 582

2005 | 8 0 34 158, 126 3 147 191 23 9 65 0 7472

Mean | 53 29.1| 27 50.1 474 193 147 202 60 413 242 P@H.9

Year | Jan Feb| Mar| Apr| May Jun Jul Aug Se O¢t  Npv c DeAnnual

1996| 19.7| O 83.2| 120.6166.2| 26.3| 94.2 195 53.9| 154| 475 4.9 826.

1997|102 | O 89.8] 20 27 3.6 69.7 54.6 6.9 22982 | O 590.6

1998 | 76.4 | 30.8| 47.1] 274 377y O 3106 3445 921 8O0 0 974.6

199¢ (412 | O 71.1 | 35.€ | 4.1 40 |92 324 47 0 1 43 699.2

2000 | 70 0 0 56.4| 18.7 7.1 1541 258/7 7.2 311 30 g 577.3

2001 |0 0 67.¢ |19.¢ |25.¢ |23 |150.0 | 197 37 9.¢ 0 0 530.¢

2002 627 0 218 638 0 7 65.5 1577 554 O 0 82 5.%61

2003 | X 60.9 | 423| 927, O 74 1129 32914 505 O 1 4B740.4

200< | 32.2 |43k |33.c |88 5.€ 21.2|5C 139.« | 245 | 3.7 42t |84 493.1

2005 | 0 8.1 17.4| 133.288 6.8 | 142 168.9| 21 1 0 0 586.4

mean| 34.7¢| 14.37| 47.3¢ | 65.7¢ | 37.3% | 14.2| 124.17 | 216.9: | 39.57 | 30.4€ | 20.1Z | 18.9{ | 664

Monthly rainfall (mm) at Waja station

Monthly rainfall (mm) at Alamata station
Year | Jan Feb| Mar | Apr May| Jun Jul Aug Sep Oqt Nov c DeAnnual
1996 | 1329| O 69.2| 123.4 1152 25 76,5 250 36.3 8| .2580 894.7
1997 | 46.1 | O 1251 26.7] 285 22 87 544 72 191.6 139 792.4
199¢ | 17¢ 234 |25 |35z |19t |O 34¢ 271.¢ | 63E |17 | O 0 983.¢
1999 | 443 | O 208| 9 7 1 2114 4318 667 545 O g 6534
2000 | O 0 10 435| 74 0 2462 4501 684 14,8 83.3 .8 721063
2001 | O 0 15790 12.8| 295 16/8 2248 2443 248 10 0 125 | 7334
2002 | 984 | O 18 112.3 8 3.5 724 2135 46.1 135 0] 958 6754
2003 | 75.8 | 69.5 41.9| 942 245 127 111.8 2342 228 0 66.9 | 754.3
2004 | 33 16 39.6 | 168 13.5] 49|5 117 243 411 8.p 21 0 27209
2005 | 21.3 | 14| 1103 131p 65. 24 1415 147 331 60 0 702
mean | 63 11 62 76 39 15 164 256 47 32 31 25 821
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Monthly rainfall (mm) at Maichew station

Year | Jan Feb Mar| Apr| May Jupn Jul Aug Sep Oct Noy ¢ Dgannual
1996 | 8.8 1.2 123.5146.4| 141.2| 66.6| 117.2 | 2465 | 42.1 4.1 57.3 0 954.9
1997 | 158 | O 51.7] 59.3 384 83.866.5 | 64.2 63.8 206.1] 80.8 0 8304
1998 | 65.1 | 33.3| 35 394 116/% X 214.8 | 223.5| 10.9 0 0 738.5
1999 | 454 | O 10.8| 22.3 159 12.976.7 | 2535 | 77.8 109.8 04 1.9 7274
2000 | O 0 5.9 17.7] 65.1 12| 1958 194/4 126.7 151.3.7 6| 74.9 | 905.5
2001 | O 2 92.9| 9.2 34.5 26|@12.2 | 283.2 | 83.7 25.3 0 11 780.p
200z |83.7 |0 34.2 | 67.E |40.C | 21.€| 671 188.¢ | 92.¢ 19.8 0 33.E | 649.7
2003 | 24.4 | 38.2| 93 193/613.1 | 13.7/ 106.8 | 321 315 4.7 0.3 17.9 858.
2004 | 12.7 | 5.3 19.7] 127/30.9 59 | 140.8| 2472 274 37.7 3.2 0 681.2
2005 | 6.4 2.6 51.2| 614 98 18.119.5 | 219.2 | 22.7 21.5 29 0 649.6
2006 | O 0.1 56.6| 80.4| 4785 2348795 | 2922 | 83.7 64.4 11.3 116.656.1
2007 | 33 414| 9.6 55.5 7.2 47.297.9 | 212.8 | 48 9.7 3.8 0 766.Y
2008 | 358 | O 0 13.5| 68.6 2833.9 135,5 | 101.2] 917 47.7 0 606.4
Mear | 23.27 | 14.5¢ | 46.8¢ | 73.82 | 60.6f | 29.2 | 159.5{ | 220.97 | 72.457 | 51.35¢ | 21.42¢ | 22.87 | 797
Monthly rainfall (mm) at Korem station
Year | Jan Feb| Mar| Apr| May Jup Jul Aug Sep) Oct Nov c DeAnnual
1996 | 359 | 0.6 98.1| 241/8165.3| 67.9|137.1 | 2814 | 63.1 114 72.7 0 1175
1997 | 9.9 2 97.7| 50.7 929 63.472.1 | 55.9 58.8 3226 1641 1.1 1091
1998 | 159.6 385 | 26.7 | 27.8| 80.2| 12/4397.2 | 355.8| 212.3] 45.6 0.2 0 1356
1999 | 658 | 0O 2.8 49.8) 12.8 32.234.9 | 350.1| 112.2| 445 2.2 0.4 907.p
2000 | O 0 3.5 48.2| 762 9.3 317p 321 90.8 138.2 6 65.93.8 | 1159
2001 | 1.9 3.2 130.122.1 | 36.1 | 50.9282.8 | 380.1| 62.4 13.2 2 13.3 998.1
2002z | 65.2 [ 0.7 341 | 107 |15.€ |3 137.2 | 228.€ | 90.2 8 0 92.€ | 782.¢
2003 | 13 24 742 74.8 23.7 20.168 381.1| 775 1.8 3.9 30.1 892.2
2004 | 139 | 6 40.9| 55 1.9 54 1436 2491 655 34|18 92199 696.5
2005 | 8.3 0 106.1223.4| 163.4| 28.1| 253 297.6 | 40.6 36.5 0 0 1157
2006 | 9.9 1 182.296.2 | 446 | 6.9| 149 307.4 51.7 60.1 10.2 1721991
Mear | 31.2¢| 17.14 | 65.47| 93.07| 75.72 | 26.7 | 205.57 | 291.3¢ | 84.327 | 54.197 | 28.64" | 44.4% | 101¢
Monthly rainfall (mm) at Muja station
Year | Jan Feb| Man Apr, May Jun Jul Aug Sey Oc Noy ¢ De Annual
1996 | 17 5 124 99 98 46 206 275 68 2 52 9 1001
1997 | 7 12 94 41 39 96 164 163 21 41 61 13 751
1998 | 13 0 14 22 68 0 371 273 14 5 0 13 793
1999 | 15 0 0 31 5 4 313 267 50 26 0 5 715
2000 | O 0 9 82 4 0 213 272 36 17 45 21 699
2001 | O 0 12 77 24 0 285 310 5 0 0 3 715
200z | 37 23 63 15 4 3 19€ 15¢ 12 0 0 37 54¢
2003 | O 21 38 24 0 80 194 247 31 0 14 0 648
2004 | O 20 20 44 0 0 160 208 0 18 0 3 473
2008 | O 0 44 5€ 12 |0 257 191 34 0 0 0 704
Mean | 9 8 42 49 36 38 236 236 27 11 17 10 705
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Appendix 9. 2: Monthly maximum temperatures
Monthly Tmax fC) at Kobo station

Year | Jan Feb Mar| Apt May Jun Jul Aug Sep Oct Nopv ¢ Deannual
1996 | X X X 304 30.1] 321 314 302 304 297 27.26.1 | 29.756
1997 | 254 | 279| 293 3083 331 334 323 8 3492272 | 27.2| 29.85
199¢ | 254 | 26.7 | 29.0 |32.£|33E |36 30.¢ | 28.7 |29.¢ |29.5 |[28.c |27.€ |29.81]
5 7
il 3

1999 | 26.9 | 30.4| 29 322 342 35B 30 X X X x| 31.025
2000 | X 29.2 | 304| 31.3 33 34.7 32. 30.5 28.67.42 26.1 | 30.327
2001 | 255 | 28.1| 287 X X X X X X X X X 27.433
2002 | X X 30 316§ 343 338 34 30.9 29/]9 305 29.56.42 31.09
200: | 25.¢ | 29 30.5 | 27.€ ]34 34.€ 1322 | X X 30.5 | 28.2 |26 29.81
2004 | 276 | 27 30.3] 308 346 34p 32{7 315 319 3029.7 | 27.1| 30.617
2005 | 26.9 | 30.2] 313 315 31.fy 35 32(7 32.3 31.6 83029.4 | 28.3| 30.97b
Mean | 26.23| 28.56| 29.82| 30.9 | 33.17] 34.34| 32.12| 30.68| 30.94| 29.64| 28.35] 26.85| 30.07
Monthly Tmax fC) at Waja station

Year | Jan Feb Mar| Apr| May Jun Jul Au Se Oct Nov c¢ Deannual
1996 | 274 | 31.7| 30.3] 313 31.( 331 329 314 32 431291 | 28.1| 30.858
1997 | 27.6 | 29.5| 29.8] 30.4 33.] 339 3311 336 34833286 | 29.1| 31.2

1998 | 27.9 | 29.2] 29.8] 314 33.( 374 315 294 30.3.23 293 | 29.1| 30.758
1999 | 27.6 | 30.5| 29.2] 321 34.4 X X X X X X X 30.88
2000 | x 27 27.7| 26.8] 285 29.6 26 24|77 247 283.3B3.42 X 26.23
2001 | 20.8 | 23 234 24§ 271 X X X X X 29 29/4  28.82
2002 | 29.8 | 29.7| 317/ 34 353 X 358 306 331 31.39.72 28.7 | 31.745
2003 | x 299 | 29.6| 318 339 364 34 3018 316 313 3 27.9 | 31.582
2004 | 28.9 | 28.9] 30.3] X 343 341 X 317 316 29.9 .72926.8 | 30.62
2005 | 28 31.1| 311 32 31.6 35. 323 311 x X 29.47.9 2| 31.04
200€ | 28.€ [30.f |31.6 |29.6 |33.% |35f [33¢f |31 314 | 311 | 29.€ | 28.¢ | 31.25¢
Mean | 27.62| 29.35| 29.68| 30.61| 32.55| 34.67| 32.58| 30.53| 31.27| 30.03| 29.05| 28.41| 30.529

=100y

\\ =)

Appendix 9. 3: Monthly minimum temperature
Monthly Tmin €C) at Kobo station

Year | Jan Feb Mar| Apr| May Jun Jul Aug Se Oc¢t Nopv c DeAnnual

199¢ | X X X 172 |16.8 |17/ 18.z | 17.C 157 |12 117 | 10.z |15.15

1997 | 133 | 123| 159 16.4 177y 18.7 185 17. 16351 156 | 11.9| 1581

8
1998 | 154 | 153| 17.2] 18.1 179 20.7 18 178 16.1 51410.1 | 84 15.75
1999 | 116 | 11.1| 155 16 17.% 18.2 173  16.2 X X X X| 15.43

2000 | X 106 | 141| 16.5 16.4 159 149 118 7.1 94 .7 71 7.2 11.94

2001 | 7.1 7.4 11€ | X X X X X X X X 8.7

2002 | X X 16.2 | 165| 16.9] 193 19.6 17.6 156 13 12.15.2 | 16.2

2003 | 135 | 15 164 17 176 193 19 X X 126 13 31115.56

2005 | 139 | 141 171 174 18.1 18.4 18} 174 1y. 841 125 | 9.6 15.63

X
b
9
2004 | 14.7 | 135| 15 16.8§ 16.6 18.3 18{]1 136 15.5 3 1316 13.9 | 1544
7
1

Mean| 12.79 12.41| 15.44| 16.84| 17.21| 18.489| 18.13| 16.113| 14.79| 12.96| 12.34| 10.96| 14.56
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Monthly Tmin ¢C) at Waja station

D7

Year | Jan Feb Mar| Apr| May Jun Jul Au Sep Oct Nov ¢ Dénnual
1996 | 144 | 12.4| 169 16.2 16 17.3 18|13 17.2 152211109 | 9 14.58
1997 | 12.8 | 11.6| 154 154 157 17 17 175 1p 16.1 .6 1512.1| 15.2
1998 | 15.2 | 14.2| 16.7] 153 151 17.7 184 17 15.7 8 139.5 6.3 | 14.58
1999 | 103 | 9.1 144| 144 161 X X X X X X X 12.86
2000 | X 8.5 11.8| 155| 155 16.9 175 162 151 13136 | X 14.37
2001 | 104 | 11 11.8| 12.2 13 X X X X X 9 84 10.83
2002 | 11.7 | 104| 129 173 166 x 162 154 121 1p®1 8.1 | 12.74
2003 | X 10.1 | 9.9 9.7 X 15.8 19.3 16. 15.8 11.3 11.20.5| 13.04
2004 | 14 126| 133] X 143 171 X 20. 20.6 18 15.61.61 15.78
2005 | 134 | 12.4| 16.3] 148 17 17.2 17(7 17 X X 10 5 4.18
200€ | 10 141 |13t |14 |17 16 16.7 | 15.F |13.6 | 118 |1C 11.5| 13.6%
Mean| 12.02/ 11.87|13.95| 14.71| 15.68| 16.811| 17.64| 17.05| 15.5] 13.1311.34| 9.65 14.11
Monthly Tmin (C) at Alamata station
Year | Jan Feb Mar| Apr| May Jun Jul Aug Sep Ot Npv c DeAnnual
1996 129 | 16 16.4| 16.1 16.1 167 16.3 1535 18.2.7 1 115 | 14.92
1997 | 129 | 129| 15.8) 16.2 17.6 18.§ 17,6 17. 1y 91516.2 | 12.8| 15.92
1998 | 149 | 15 16.6] 179 18.1 19.9 17.
1999 | 124 | 11.9| 13.3] 173 20.2 18/8 16.] 10.2 5/B.9 1.9 12.03
2000 | 2.3 5.3 6.6 7.9 101 114 116 9.2 8.Y 79 6/%.3 7.817
2001 | 3.9 6.1 8.3 10.1] 12.2 139 11)8  10.] 10.4 1pR8 6.9 9.408
2002 | 9.5 144 17 17.7, 18.6 20 197 16.] 16.7 15.%4 1 16 16.47
2003 | 14.3 | 15.7| 17.4] 18 20.3 20 194 17 174 159 15129 | 16.94
2004 | 146 | 8.8 10.1] 16.3 18 19.5 187  17. 1711 1p¥.2 | 151 | 1553
2005 | 144 | 153| 17.2] 174 179 19.1 18(9 16. 16.6.6 1 12 12.1| 16.09
2006 | 14 16.2| 155 164 17.8 19.1 17(6 16. 16.5 5 1615.8 | 15.6 | 16.44
2007 | 14.48 16.04| 16.5 | 16.88/ 18.1 | 17.917| 17.4 | 16.635 16.12| 15.44| 15.68| 13.59| 16.23
Mean | 12.25 13.05| 14.63| 16.01| 17.04| 17.608| 17.06| 15.553| 14.69| 13.73| 12.7 | 11.75| 14.67
Monthly Tmin ¢C) at Maichew station
Yeal | Jar Fet | Mar | Apr |May | Jur Jul Aug | Sef | Ocl | Nov | Dec | Annua
1996/ 85 84| 10.6] 11.2] 11.2 13.1] 11.7] 12.7| 10.2| 7.7 7.4 6.3| 9.917
1997 8 6.9| 10.5| 10.6| 115 13.3] 134| 124| 105| 104| 10.3 7 104
199¢ 9.7 92| 10.€ 12| 13: 13| x X X 7.3 5.2 4.5 9.42:
1999| 6.5 6.9 9.1 9.9 12 12.7] 9.7 11| 10.3| 93 5.3 5.9 9.05
2000f 6.1 6.3 8.1| 106| 117 13.7] 135| 124| 10.2| 8.6 7.7 6.8] 9.642
2001| 5.7 6.1 10.3] 99| 118 13.3] 12.8] 13.9| 11.7| 9.1 5.8 6 9.7
2002| 8.1 77| 104| 10.7| 114| 143| 148 12.6] 9.5 8.1 7.3 9| 10.33
200: 7.8 92| 104] 11f| 111 13.4] 134 127| 11.¢ 7.8 7.1 2 10.2
2004| 10.7| 7.8 89| 115]| 118 135| 13.6] 13.1| 10.2| 84| 74 7.9 104
2005 7.9 8.7| 10.7] 11.6| 125 13.8] 13.7] 13.1| 116| 7.8 7.3 4.7| 10.28
2006 7 9.2 10.6] 11.5| 122 14| 13.6| 12.8| 104| 9.2 7.5 9.2 10.6
2007| 8.3 95| 95| 112 14.3| 12.9| 12.2] 115 8 7 4.6 9.909
Mear | 7.707] 8.11¢] 10.1%) 11.1%| 11.97| 13.59¢| 13.14| 12.7| 10.7<| 8.55¢ | 7.26¢ | 6.71¢| 10.1¢

122 |



Groundwater Potential evaluation and flow dynamicslormat-Golina River catchment, Kobo Valley

Monthly Tmin (C) at Korem station

Ma Annua
Year |Jar | Fek | Mar | Apr |y Jur Jul Aug | Setr | Oct | Nov | Dec ||
1996| 85| 6.6| 9.6 10.2| 54| 85| 12.2 12| 9.2 41| 45| 41| 7.908
1997| 5.7| 57| 9.3 8.7| 87| 11.3| 125| 115| 7.1| 87| 10| 42| 8.617
199¢| 8E| 7E| 9.3 9.3]10.2 9.8 12| 11| 9.€| 66| 11| -0.7| 7.94.
1999| 34| 17| 65 74| 8.6 9.7| 11.6| 10.7| 84| 6.8| 04| 23| 6.458
200C| 25| 17| 5.€ 94| 8¢ 10.£| 12| 11Et| 8E5| 6.8| 53| 44| 7.30¢
2001| 33| 3.3| 85 72| 9.2 11.8| 12.3| 11.9| 82| 68| 25 2 7.25
2002| 6.3| 45| 8.3 86| 7.2 11| 11.8] 11.1] 83| 45 3| 7.2 7.65
2003 X 25| 39| 10.1] 98] 11.2] 131 12| 99| 41| 45| 28| 7.627
2004| 6.7| 58| 74| X 78| 113X 12.1 8 6 5| 6.2 7.63
2005| 73| 54| 97 9.8]/10.5| 104| 11.9| 11.8] 99| 51| 3.8| 4.2| 8.317
Mean 5.8 4.47| 7.81| 8.967| 8.63| 10.58| 12.19| 11.64| 8.71| 5.98| 4.01| 3.67| 7.671
Appendix 9. 4: Monthly relative humidity (RH) (%)
Monthly relative humidity (%) at Kobo station atQ8
Year | Jan | Feb Mar  Apr May Jun Jul Aug Sep Oqt Nov ¢ DeAnnual
1996 469 | 56.3 49.1] 533 56.8 523 43 48.4.8 4%0.2
1997 | 645| 344 | 433 47.4
1998 354 | 30.7 27 524 63.8 58P 47|2 33.3.94235
199¢ | 56.z | 56.€ 56.5
2000
2001
2002 20.8| 329| 50 55.1 384 32.8 58.7 241.
2003
2004 | 56 42.3 | 32.9 48.9] 21)9 242 44 55|1 455 4236.7 | 50.6| 41.7
mean | 58.9] 4453 38l 43.73 36.3 30J28 45.65 56.43955 42.83| 37.8§ 49.%5 46.75
Monthly relative humidity (%) at Kobo station atQ®
Year | Jan | Feb Mar  Apr May| Jun Jul Aug Sep Ogt Nov ¢ DeéAnnual
1996 44 47.2| 56.5| 48.4 447 504 48.8 358 357 4453
1997 | 58.1 | 44 37.€ 46.€
1998 44 395| 336| 243 51% 603 497 395 357 44244
1999 | 56.6] 44 35 47 45.65
2000
2001
200z 44 211 | 29.f |42.€ |51.1]30.6 |35 |47 |37.63¢
2003
2004 | 49.8| 44 32.6 429 222 264 32)8 442 40.84 3635 47 37.842
2005 | 51.1] 37.3| 43 394 443 258 412 436 42.16 3639 32.5| 39.658
mean | 53.9] 43.04 37.f 42.25 39.15 29|24 39.94 4B4®25| 35.82| 35.7 44.6 41.254
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Monthly relative humidity (%) at Kobo station at@0

Year | Jan Feb Mar Apr May| Jun Jul Aug Sep Oct Nov ¢ Dénnual
1996 | 87 75 86.1) 53 722 84.8 891 825 19.228179.01
1997 | 88 741 | 834 75 53 74.7
199¢ | 87 75 60 53 77 9C 93.1 |83 |72.4]76.7|76.7¢
1999 | 87 83.1 75 53 74.5P5
2000

2001

2002 | 87 75 53 66.2] 824 89p 783 72 87177k
200:

2004 | 87 82.6| 66.8 75 50.7 53 66.1 794 818 80.5.9[78B4 | 73.567
2005 | 848 | 70.3| 784 727 847 59 7116 80.8 83.7 177752 74.1] 76.033
mean| 86.83 7758 762 74.67 7038 5386 70.62 833%B44| 80.34 74.9 80.6 76.408

Monthly relative humidity (%) at Maichew station800

Year | Jan Feb Mar Apr Mayl Jup Ju Aug Sep Qct  Nov c Dénnual

199¢ 76 53| 68 62 58| 49 59 68 53 45| 57| 56| 58.7¢

1997 73 50| 69 56 42| 45| 62 54 44| 63| 73| 63| 57.833

199¢ 85 77| 69 47 57| 32 74 67 58| 45| 42| 59.36¢

1999 58 34| 60 35 28| 27| 67 65 63| 69| 47| 54| 50.583

2000 49 35| 38 40 36| 29| 67 71 59| 70| 69| 66| 52417

2001 68 52| 69 45 47| 47| 67 72 64| 59| 50| 53| 57.75

2002 78 55| 60 50 36| 36| 44 62 59| 46| 45| 76| 53.917

200¢ 68 60| 59 55 34| 37 5¢ 43| 52| 62 52.¢

2004 72 54| 46 67 29| 40| 54 64 49| 51| 52| 62| 53.333

mean | 69.67 52.22| 59.9| 50.78]| 40.78] 38| 60| 66.25| 57.44| 56| 54.4| 59.3 55.4

Monthly relative humidity (%) at Maichew station1200

Year | Jan Feb Mar Apr | May | Jun Jul | Aug | Sep Oct Nov Dec Annual

1996 62 44| 56 53 54 45| 56 52 41 38| 45| 46 49.333

1997 59 38| 53 49 38 40| 60 50 38 55| 63| 51 49.5

1998 68 63| 54 43 54 37 67 58 49| 36| 32 51

1999 48 28| 44 30 28 24| 62 64 52 56| 37| 46| 43.25

2000 36 28| 33 36 33 29| 59 67 51 58| 58| 57| 45417

2001 55 43| 62 41 37 42| 62 67 53 48| 43| 41 49.5

2002 64 44| 51 42 29 33| 42 55 50 40| 40| 63| 46.083

2003 53 45| 49 49 32 34 46 42| 44| 49 44.3

2004 51 43| 39 55 25 34| 51 63 45 44| 45| 53| 45.667

mean| 55.11 41.78| 49| 44.22| 36.67| 35.33] 56| 60.63| 48.22| 47.78| 45.7| 48.7| 47.422

Monthly relative humidity (%) at Maichew station@Q0

Year | Jan Feb Mar Apr| May Jun Jul Aug Sep Oct N@ec | Annual

1996 86 74| 86 83 83 59 68| 71 72 80| 77| 73 76
1997 73 69| 77 76 74 68 67| 71 79 87| 94| 84| 76.583
1998 87 77| 78 72 75 48 72 72 83| 76| 58| 72.545

1999 72 50| 64 67 58 44 69| 73 84 91| 82| 83| 69.75

2000 69 55| 66 60 60 49 67| 74 82 94| 83| 83| 70.167
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2001 80 65| 72 79 73 61 73| 79 84 86| 86| 76| 76.167

200z 86 70 78 76 58 49 66| 70 82 8€| 80| 88| 74.16.

2003 73 69| 79 78 68 74 59 82| 78| 62 72.2

2004 73 70| 64 86 47 53 64| 70 81 84| 83| 83 715

mean| 77.61 66.56| 73.8| 75.22| 66.22| 56.11| 67.71| 72.5| 77.22| 85.89| 82.1| 76.8| 73.147

Appendix 9. 5: Mean monthly sunshine hours

Mean monthly sunshine hours at kobo station

Year | Jan | Feb| Man Apr] May Jun Jul Aug Sep Oct Nov c DeAnnual
1996 | 6.8 | 53| 79| 96| 994 85 4 51 68 96 9|9 8.8.6833
1997 | 8 73| 93] 69| 94| 62 31 51 78 95 9|7 87.4917
1998 | 6.3 | 75| 89| 95| 92| 68 6.7 74 6 749 7 6761
1999 | 69 | 44| 87| 6.6| 91| 63 6.1 6. 7 96 101 9.3.55
2000 | 93 | 72| 6.1 76| 91| 513 572 51 5[ 82 937 §.7.1667
2001 | 8 74 | 89| 79| 98| 83 34 6.4 71 7P 8|1 7.9.6083
2002 | 7.8 | 86 | 87| 97| 65| 57 4 5.8 7Yy 8P 91 85.5833
2003 | 8.7 | 10.2| 81| 9 6.8)] 6.4 8.3 71 6 7383 86 9 .01&
2004 | 8.1 | 87 | 9 68| 72| 6.1 73 5.6 62 81 99 947
mean | 7.77| 74| 84| 818 856 66 584 6/03 666 898 | 852| 7.6019

Mean monthly sunshine hours at Maichew station

Year | Jan | Feb| Mar Apr] May Jun Jul Aug Sep Qct Nov c DeAnnual
199¢ |74 |75 |64 |79 |78 |7€ |5& |57 |72 |6€ |71 |74 |7.016
1997 | 79 | 88 | 55| 7.2| 82| 6.2 55 6.2 6/ 62 664 8.6.95
199¢ |52 |63 |74 |87 |87 |68 |42 |43 |72 |8 |9 9.2 | 7.1t
1999 | 74 | 98 | 72| 102 97| 7.3 3.9 49 7 6 89 775 7
2000 | 9 98 | 9.7 | 73| 92| 6.3 52 51 59 711 7.8 63425
2001 |9 7¢ |44 |62 |72 121 |4€ |5 7 7S |6.€ 2 ] 7.208:¢
2002 | 82 | 82| 76| 94| 93| 6.3 6.1 6.8 6/ 78 7177 6.7.525
2003 | 64 | 8 6.3 99| 9 6 47| 44 7.3 94 8 719 7.275
2004 | 6.9 | 8 86| 76| 10.% 5.9 5.2 54 638 8 8.3 7.4.34W
2005 | 65 | 86 | 75| 83| 8 84/ 51 57 69 82 7.7 95.5333
2006 | 53 | 78| 73| 77| 87| 58 415 52 7 711 7.7 5.8.6167
2007 | 5.7 | 6.8 | 83| 7.8] 92| 56 4.7 6.8 7 84 7.9 8.8.2083
mean | 7.08 | 8.13| 7.18| 8.17 879 7.03 496 541 6|86 71.68 y.7.75| 7.2292
Appendix 9. 6: Mean monthly wind speed (m/s) attiight
Mean monthly wind speed (ms-1) at Maichew statittPna height
Year | Jan | Feb| Man Aprl May Jurf Ju Aug Sep Qct Nov c DeAnnual
1996 | 1.1 | 1.3 | 13| 13| 13 29 3.8 27 1p 1j2 122 1.1.7083
1997 | 11| 13| 13| 13| 15 19 3.1 2 183 12 1 1 15
1998 | 09 | 1 12| 14| 14| 19 36 2p 12 12 13 1.3.5833
1999 | 1.2 | 14| 14| 15| 16, 2 33 22 11 09 11 1.1.5667
2000 | 1.2 | 1.3 | 13| 14| 14 22 3.4 28 11 09 09 11575
2001 | 1.2 | 13| 13| 1 12| 24 32 2p 1p4 12 11 1155
2002 | 09| 12| 12| 13| 13 24 25 25 1 1j2 121 1.1.4917
2003 | 11| 13| 13| 13| 13| 18 3.4 2,7 14 1{2 121 1.1.5917
2004 | 1.2 | 1.3 | 13| 12| 16] 19 3.4 283 1p 112 122 1.1.5667
2005 | 11| 12| 13| 14| 13| 3 3 2y 12 1p 09 1 8360
mean | 11| 126 129 131 139 224 325 25 1194 11.11] 1.11] 1.5742
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