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0Abstract
Demand for mobile multimedia services is rising; as a result, operators routinely monitor

network performance using Quality of Service (QoS) metrics such as latency, throughput,

and packet loss. While these metrics indicate network performance, they do not fully re�ect

end-user experience, particularly under �uctuating signal strength, bandwidth constraints, and

diverse usage conditions. Though di�cult to measure, Quality of Experience (QoE) captures

users’ perceived service quality, which determines their satisfaction and loyalty. The gap

between measurable QoS and subjective QoE remains a key challenge, and bridging it is vital

for improving service delivery.

This dissertation addresses the QoS–QoE gap using a data-driven, machine-learning approach

based on data collected from a Mobile Network Operator (MNO). For mobile video streaming,

it proposes a Hidden Markov Model (HMM)-based model to predict user-perceived QoE from

measurable QoS parameters. A custom Android-based data collection mobile app, called iNET,

was developed to collect synchronized user-side network metrics and subjective feedback from

550 users across di�erent devices, usage times, and locations in Addis Ababa. The data are

used to build a QoS to QoE mapping model. The modeling builds on our earlier experience in

analyzing network accessibility, retainability, and congestion using Markov Chain and HMM-

based models trained on real-world datasets from an operator’s Network management system

(NMS). This experience was vital for the proposed QoS-to-QoE mapping, which is the core of

this dissertation.

Central to QoS–QoE mapping is identifying the hidden and observable state in the HMM.

QoE is typically latent from an MNO perspective, which aligns with treating it as the hidden

state in HMM terminology, while network-side QoS metrics as observations. However, in the

real system, QoS conditions in�uence QoE, which can motivate modeling QoS as the underlying

hidden state and QoE as the outcome. This creates a modeling paradox between adhering

to HMM emission terminology and re�ecting the causal behavior of the QoS–QoE process,

and it similarly a�ects whether QoS should be treated as hidden or observable. Accordingly,

we evaluated both formulations by alternately treating QoE and QoS as hidden states and

comparing their empirical performance.

As the HMM requires a single sequence, we applied Principal Component Analysis (PCA)

to reduce the dimensionality of QoS features and then used K-means to quantize them into a

single cluster-label sequence. The HMM-based model achieved 98.04% accuracy, outperforming

baseline Random Forest (96.15%) and Support Vector Machines (SVM) (49.03%) models. The

results show that HMM-based modeling enables accurate QoE prediction and highlight the

potential of the iNET measurement tool for use by MNOs.

Keywords: iNET, QoS, QoE, HMM, Markov Chain, Long Term Evolution (LTE), Mobile Net-

work, Modeling, Prediction.
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1 Introduction

This chapter lays the foundation for the dissertation. The background explains the importance

of mobile network performance and user experience and de�nes the concepts of QoS and QoE.

It also introduces the conventional approaches to QoS-to-QoE mapping, highlighting their

limitations. The second section covers the motivation, which is to improve how user experience

is assessed in mobile video streaming networks. A model is developed to link measurable

network-side parameters to subjective user-perceived experience.

Section 1.3 presents the research objectives, both general and speci�c. Section 1.4 follows

with a review of related literature, while Section 1.5 outlines the methodology used for data

collection and modeling. Section 1.6 de�nes the scope and limitations of the research. The

chapter concludes with Sections 1.7 and Section 1.8, which summarize the main contributions

and provide an overview of the dissertation's structure.

1.1 Background

Mobile network services were initially designed for voice communication, but their capabilities

have expanded considerably over recent decades. The introduction of Second Generation (2G)

and 3G networks enabled data transmission and laid the groundwork for the proliferation

of mobile-based services. With the development of LTE, network capacity and QoS delivery

have improved substantially, supporting increased usage of services such as internet browsing,

music streaming, and video calls, as shown in Figure 1.1 below [1][2].

More recently, the emergence of Fifth Generation (5G) networks has introduced further

advancements, o�ering higher data rates, lower latency, and increased connection density

[3]. These improvements are expected to support new classes of applications, including

Virtual Reality (VR) and Augmented Reality (AR), and Internet of Things (IOT). Despite these

advancements, the growing demand for data-intensive services has placed increasing pressure

on mobile networks. This surge in demand often manifests as QoS degradation that negatively

a�ect users' quality of experience, such as:

ˆ Network Congestion and Reduced Throughput: A high volume of data tra�c can
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Figure 1.1: Evolution of Mobile Network [2].

cause congestion, leading to increased latency and reduced data rate. This often results

in bu�ering during video playback or delays in interactive applications.

ˆ Dropped Calls and Connection Problems: Congestion may also contribute to dropped

calls and service interruptions, especially for users who rely on mobile connectivity for

routine activities.

These issues highlight the importance of monitoring both QoS and QoE to maintain service

quality in mobile multimedia environments.

ˆ QoSrefers to the technical performance metrics of a network, such as bandwidth, latency,

and packet loss. These parameters are measurable from the network side and can be

used by operators or service providers to detect and address performance issues [4].

ˆ QoE, on the other hand, captures the user's perception of service quality, encompassing

subjective factors such as visual clarity, responsiveness, and ease of use. Figure 1.2 illus-

trates how di�erent components contribute to QoE across service layers. A network with

high QoS may still result in poor QoE if the service su�ers from frequent interruptions,

bu�ering, or poor interface design [5].

Figure 1.2 presents a layered QoE framework in which user experience is shaped through

several interconnected layers [6], ranging from content creation parameters such as audio

quality, resolution, and compression to content delivery over Internet Protocol (IP) networks. It

also incorporates interactivity elements, including Graphical user interfaces (GUI), semantics,

haptics, and digital storytelling, as well as user-centered factors such as trust, satisfaction,

and social interaction. At the highest level, the ecosystem layer addresses business models,
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Figure 1.2: The QoE in�uencing factors a�ects each layer interface in the experience [6].

work�ows, security, and system integration. Collectively, these layers form a holistic QoE

toolbox, emphasizing that user experience depends on more than network performance alone.

Therefore, in competitive service environments, operators must manage both QoS and QoE by

combining network optimization with responsiveness to user feedback.

At the top, the ecosystem layer encompasses business models, economic considerations,

work�ows, security, and system integration. Collectively, these layers form a holistic QoE

�toolbox,� highlighting that user experience results from the combined in�uence of technical,

interactive, human, and organizational factors rather than network performance alone.

In competitive service environments, managing both QoS and QoE is essential. Operators

must not only resolve network-level issues promptly but also be responsive to feedback that

re�ects user satisfaction.

Traditionally, network operators relied on QoS metrics to guide optimization e�orts. While

technically measurable, these metrics do not fully account for user perception. In contrast, QoE

assessment often requires collecting data directly from users through surveys or behavioral

monitoring. This shift toward user-centric evaluation can support more targeted optimization

and potentially improve service outcomes [7].

Early attempts to relate QoS and QoE have included basic machine learning approaches such
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as fuzzy logic systems [8]. These methods aim to establish a direct mapping between network

and user-side metrics. However, they often fall short of capturing the variability introduced by

user context, expectations, or tolerance for delay .

As mobile networks become more complex, there is a growing need for advanced modeling

techniques that can accommodate diverse user behaviors and dynamic conditions [9]. Data-

driven models o�er opportunities to:

ˆ Analyze the impact of network conditions on perceived user experience;

ˆ Predict performance degradation before it occurs;

ˆ Optimize resource allocation based on real-time usage patterns.

Ensuring high QoE remains a persistent challenge, primarily because it depends on subjec-

tive perception and cannot be directly inferred from network statistics alone [10]. This gap

between measurable QoS and subjective QoE forms the basis for the research presented in this

dissertation.

1.2 Motivation

As discussed in the previous section, the evolution of mobile networks has changed how users

engage with multimedia services. While traditional network optimization focuses on technical

parameters such as bandwidth and latency, understanding these alone do not fully re�ect user-

perceived quality. A better understanding of user experience is required to improve service

delivery. This section focuses on the importance of mapping QoS to QoE and the associated

challenges and tool requirements.

1.2.1 Importance of QoE-to-QoS Mapping

The growing popularity of mobile multimedia applications, such as video streaming, has

contributed to increased pressure on mobile networks. Although newer technologies like LTE

and 5G have introduced higher capacity and throughput, service improvement depends not

only on technical performance but also on how users perceive the service they get from the

networks. QoE re�ects the user's perception of the delivered service. It encompasses various

factors such as responsiveness, reliability, video clarity, and ease of access, many of which are

not captured through standard network measurements. A network that performs well on QoS
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parameters may still result in low QoE if users experience frequent interruptions or unstable

streaming performance [11].

A reliable QoE-to-QoS mapping process is valuable to MNO for several reasons[12]:

ˆ Customer Satisfaction and Loyalty: Understanding how users perceive service perfor-

mance enables MNO to identify and address speci�c service issues, leading to improved

satisfaction and retention.

ˆ Resource Allocation E�ciency: Mapping user experience to network parameters

supports targeted adjustments and more e�ective use of available network resources.

ˆ Service Di�erentiation: In a competitive service environment, maintaining consistent

user experience can o�er a strategic advantage. MNO that monitor and respond to user

experience can deliver more consistent service quality.

1.2.2 Challenges in Measurement and Analysis

Mapping QoS to QoE presents several di�culties. The relationship is not only complex but

also in�uenced by factors external to the network. Unlike QoS, which is based on observable

technical parameters, QoE depends on user preferences, usage context, and device capabilities

[11]. These factors include:

ˆ Subjectivity: User experience is shaped by individual expectations. Some users are more

sensitive to delay or bu�ering than others, even under the same network conditions.

ˆ Non-linear Response: Improvements in individual QoS metrics may not always result

in noticeable changes in QoE. A higher bitrate, for example, might have minimal e�ect

beyond a certain threshold.

ˆ Network Variability: Environmental factors such as user location, network load, or

device di�erences can cause service degradation, complicating the process of de�ning a

stable mapping.

Existing methods that rely on basic machine learning or regression models often fail to capture

these complexities, especially across varying environments.
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1.2.3 Tool Development Needs

Due to the measurement challenges outlined above, e�ective tools are required to support

QoS-to-QoE mapping [13] [14]. These tools must integrate various types of data and support

�exible modeling approaches. The following features are particularly relevant:

ˆ Large-scale Data Collection: To characterize user experience more completely, tools

should incorporate both subjective input, such as surveys or behavior patterns, and

technical performance data.

ˆ Network Data Integration: Collection of network metrics including latency, jitter, and

throughput should be synchronized with user-side data to build comprehensive datasets.

ˆ Advanced Modeling Techniques: E�ective mapping requires the use of machine

learning methods that can model complex and variable relationships across multiple

conditions.

Developing such a tool could enhance the network operator's ability to understand and respond

to user needs, enabling more adaptive and user-centered network management strategies. In

conclusion, existing QoS-to-QoE mapping methods face several limitations, especially when

applied in dynamic mobile environments. This research aims to address these gaps through the

design and validation of improved data-driven approaches, as outlined in the following section.

1.3 Objectives

1.3.1 General Objective

The primary objective of this dissertation is to develop a data-driven HMM based framework for

mapping QoS parameters to QoE mobile multimedia services, supported by a mobile collection

tool called iNET that captures both network performance and user-perceived experience.

1.3.2 Specific Objectives

To achieve the general objective of investigating HMMs for QoE mapping, this research pursued

the following speci�c objectives:
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1.3.2.1 Define the Research Scope and Lay the Foundation

ˆ Select appropriate mobile network types, service operation modes, and representative

multimedia services that re�ect current advancements in mobile networking.

ˆ Identify relevant QoS and QoE parameters based on established International Telecom-

munication Union Telecommunication (ITU-T) standards for the selected service and

network types [15][16].

ˆ Review existing linear and non-linear QoS-to-QoE mapping techniques to identify valu-

able insights pertinent for the proposed HMM-based model.

ˆ Study the fundamentals of Markov Chain, including its applications in mobile network

performance prediction, drawing from previous work on joint accessibility and retain-

ability prediction using Markov Chains and K-Means clustering.

ˆ Implement a Markov Chain model to analyze mobile network accessibility and retain-

ability, thereby reinforcing the foundational understanding necessary for transitioning

to HMM.

1.3.2.2 Develop and Evaluate the HMM-based Framework and Mobile Application

ˆ Design and implement HMM-based framework that maps QoS parameters to QoE metrics

for mobile multimedia applications, capturing the complex relationship between network

measurements and user experience.

ˆ Gain a deeper understanding of the principles of HMMs in relation to user experience

prediction, informed by prior research on cell-level performance degradation prediction

using HMMs.

ˆ Develop a mobile application, named `iNET', capable of collecting user-perceived data

(e.g., through surveys or user experience ratings) without operator intervention.

ˆ Use the mobile application (iNET) to collect user-reported experience data and corre-

sponding network measurements, which were later used to develop and evaluate the

HMM-based QoE mapping model.

ˆ Build and validate the proposed HMM-based QoE mapping model, assessing its e�ec-

tiveness and accuracy through simulations and real-world experiments across diverse

mobile network scenarios.

7



Chapter

1 Introduction

1.3.2.3 Analyze and Apply the Model's Insights

ˆ Analyze the impact of individual QoS parameters (e.g., bandwidth, latency) and their

interactions on perceived QoE using the developed HMM framework. This will generate

valuable information on the complex relationship between network performance and

user experience.

ˆ Explore the potential applications of the HMM-based mapping framework in user-centric

network management and multimedia service optimization. This will involve �guring out

how network operators can use the knowledge gathered from precise QoE mapping to

enhance user experience, which will ultimately increase customer loyalty and satisfaction.

1.4 Literature Review

This section reviews existing research on QoS-to-QoE mapping in mobile video streaming.

It begins by examining conventional approaches for assessing QoE, highlighting their lim-

itations in capturing the complex relationship between technical network parameters and

user-perceived experience. The review then looks at recent studies that apply machine learning

methods to this mapping task. Techniques such as SVM and Neural Networks (NN) have been

explored as alternatives to traditional models [17][18]. It tries to identify knowledge gaps by

critically examining the body of existing research, opening the door to the development of a

more reliable mapping framework for mobile video streaming [19].

1.4.1 QoE Measurement Approaches for Mobile Streaming

Evaluation of user-perceived experience of mobile video streaming is a key research area, with

direct implications for user satisfaction and service adoption [20]. Existing approaches for

measuring QoE are generally classi�ed as either subjective or objective, each with its strengths

and limitations.

ˆ Subjective Techniques: These techniques rely on user feedback to evaluate perceived

quality. Common techniques include surveys, focus groups, and lab experiments under

controlled network conditions, where the Testing User-perceived QoS (TUQ) method is

one such example [21]. While these techniques o�er valuable insights, they are costly,

time-consuming, and sensitive to memory bias or social desirability e�ects, which may

distort real-world applicability [22].
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ˆ Objective Techniques: These focus on measuring network-side technical parameters

such as bandwidth, latency, packet loss, and video quality indicators like bit-rate or frame

rate. Data is typically collected using client-side monitoring or network probes, as in the

Modeling Media Quality (MMQ) approach [21]. However, mapping these parameters to

perceived QoE is often non-linear. Traditional models struggle to capture this complexity,

especially under dynamic mobile network conditions [23]. This highlights the need for

more �exible and accurate approaches, such as those based on HMMs.

1.4.2 Machine Learning For QoS-QoE Mapping And Optimization

Reliable evaluation of user experience is essential for optimizing mobile services. To meet

user expectations, network operators must go beyond traditional metrics and understand how

technical performance translates to QoE. Recent work explores the use of machine learning

to model this relationship, owing to its ability to capture complex, non-linear correlations

between QoS and QoE [24].

Machine learning models outperform conventional linear techniques by adapting to diverse

data patterns and variable network conditions. The availability of large datasets, e�cient

algorithms, and increased computational power has accelerated progress in this area.

ˆ Linear Regression: This technique models direct relationships between QoS metrics

and user satisfaction. Studies show it can map indicators like Peak Signal-to-Noise Ratio

(PSNR) to Mean Opinion Score (MOS) [24]. However, performance varies by application

and environment. For example, models trained on mobile operator-managed services

performed poorly when applied to Over-the-top providers (OTT) content providers,

where network variability is higher [25].

ˆ SVM: SVMs o�er robust capabilities for classi�cation and regression tasks. They ef-

fectively capture non-linear mappings between QoS and QoE. A study using Universal

Mobile Telecommunications Service (UMTS) and LTE data demonstrated accurate results,

with Root Mean Squared Error (RMSE) of 11% for voice and 10% for web services [26]

[24]. This suggests potential for real-time QoE prediction and network optimization.

ˆ NN: NNs extend this potential further. They can model highly complex relationships

and are well-suited for adaptive QoE modeling. For instance, one study predicted QoE

in Internet Protocol Television (IPTV) services using a multi-layer network, achieving

better results than decision trees or SVMs [27]. However, performance can be a�ected by

data imbalance and over�tting [28].
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Other models, including fuzzy logic, decision trees, and Kohonen maps, have also been explored

[29] [30][14]. The choice of method depends on service type, available features, and data

structure.

All things considered, the literature shows how machine learning can help overcome the

drawbacks of conventional linear regression techniques and provide more reliable and accurate

QoE modeling and mapping. However, further research is needed to develop comprehensive

frameworks that can e�ectively capture the complex and dynamic relationship between network

performance and user experience, particularly in the context of emerging mobile multimedia

services.

1.5 Methodology

This section presents the methodological steps followed in this research. Two distinct but

interlinked work�ows were adopted: one focused on modeling mobile network performance

using data collected from operator systems, and the other on building a HMM-based framework

for mapping QoS parameters to QoE using user-side data collected via the iNET application.

The subsections describe the tools, data collection procedures, cleaning and pre-processing

steps, and modeling techniques applied in both work�ows as shown in Figure 1.3.

1.5.1 Data Collection

1.5.1.1 Operator-based Data Collection

For the network performance modeling, log data was collected from a mobile network operator.

The data included performance counters such as call setup success rate, call drop rate, handover

success rate, signal strength indicators, and throughput statistics. These metrics were extracted

over time from cell-level network management systems. The dataset supported modeling

transitions in network behavior under real-world tra�c and signal conditions, providing the

foundation for Markov Chain and HMM-based modeling.

1.5.1.2 iNET-based Data Collection

To support the QoS-to-QoE mapping e�ort, a mobile-based application callediNET was devel-

oped. The app collected both objective QoS metrics (e.g., delay, jitter, packet loss) and subjective

user responses during video streaming sessions. The data included timestamped logs of network

performance and user ratings of playback quality, enabling the development of a data-driven
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Figure 1.3: Methodology Work Flow

HMM framework for predicting perceived video experience from measurable network-side

indicators. The collected data was monitored and exported for further processing through a

web-based portal. Ethical protocols were followed throughout the process. All participants

provided informed consent, and data was anonymized to ensure privacy and con�dentiality.

1.5.2 Data Cleaning and Pre-processing

1.5.2.1 Operator Data Cleaning

The operator-collected data required cleaning to handle missing entries, anomalies, and inconsis-

tencies in time-stamped logs. Redundant or inconsistent records were �ltered out. Smoothing

techniques and temporal alignment were applied to ensure that state transitions could be

modeled correctly. The cleaned dataset preserved the performance variation over time while

allowing accurate transition probability estimation.
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1.5.2.2 iNET Data Cleaning

The iNET data involved both structured QoS logs and subjective QoE labels. Pre-processing

steps included outlier removal, time alignment between network and user logs, and label

consistency checks. Cases with incomplete sessions were excluded. The �nal dataset retained

valid QoS-QoE pairs for modeling.

1.5.3 Feature Selection and Dataset Construction

1.5.3.1 Features for Network Performance Modeling

The Markov Chain-based modeling for accessibility and retainability prediction relied on key

QoS indicators collected from operator-side measurements. Features included call setup success

rate, call drop rate, radio resource utilization, handover success rate, Signal-to-Interference-Plus-

Noise Ratio (SINR), and tra�c volume. These parameters were transformed into discrete state

categories based on performance thresholds and clustered using K-Means to model transitions

across service quality states.

For the HMM-based cell-level performance degradation modeling, a distinct set of features

was selected to re�ect spatial and temporal variations in service quality. Variables such as

Reference Signal Received Power (RSRP), uplink and downlink tra�c volumes, and handover

request rates were used. These metrics supported the learning of hidden state transitions that

characterize gradual or abrupt degradation trends in speci�c network cells.

1.5.3.2 Features for QoS-to-QoE Mapping

The iNET dataset used end-to-end performance indicators such as round-trip time, jitter, and

packet loss as input features. These were paired with discrete user-labeled QoE levels (e.g.,

poor, fair, good). Feature selection focused on variables with consistent patterns across multiple

users and sessions, optimizing model robustness.

1.5.4 Markov Chain and HMM-based Modeling

1.5.4.1 Markov Chain Modeling

Markov Chain modeling was applied to the operator data to analyze transitions in network

performance states. For example, a network cell might move between high, moderate, and poor

accessibility states over time. Transition probabilities between states were computed based on
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historical sequences. This approach captured temporal dynamics and performance volatility,

laying the foundation for more complex hidden state modeling.

1.5.4.2 HMM-based Degradation Prediction

This stage applied an HMM model to identify hidden performance degradation states in mobile

networks. The model was trained using operator-provided data re�ecting radio access network

behaviors.

Key modeling steps included:

1. De�ning hidden states: Internal operational states were categorized into levels such as

optimal, congested, and degraded, based on domain understanding of network instability

patterns.

2. Selecting observables and emissions: Measurable indicators like call drop rate, SINR,

throughput, and handover failure rate were used to estimate emission probabilities for

each hidden state.

3. Model training and inference: The model was trained using sequences of observed

events, enabling it to predict state transitions and proactively infer future degradation

trends under �uctuating load and signal conditions.

This approach allowed proactive performance monitoring and deeper insight into evolving

service reliability at the cell level.

1.5.4.3 HMM-based QoS-to-QoE Mapping

The �nal model focused on predicting perceived QoE using network-side QoS metrics, based

on user-side data collected through the iNET mobile platform.

The process followed these steps:

1. De�ning hidden states: Latent user experience conditions were modeled as states such

as smooth playback, minor stalling, and frequent bu�ering, re�ecting subjective user

perception.

2. Selecting observables and emissions: Observable QoS metrics, such as packet loss,

jitter, latency, and bu�ering duration, were used to determine emission probabilities for

each experience level.
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3. Model training and application: The HMM was trained on time-synchronized QoS-

QoE sequences from the iNET app. Once trained, the model could infer perceived QoE

based solely on network-side measurements, without continuous user feedback.

This data-driven mapping framework supported scalable QoE estimation and provided a basis

for real-time service quality adaptation.

1.5.4.4 Methodological Integration

The modeling framework integrates two distinct but complementary perspectives. Operator-

side modeling used Markov Chain (MC) and HMM to capture evolving patterns in mobile

network performance. It focused on transitions in signal quality, tra�c load, and handover

e�ciency. These models enabled prediction of service instability using historical patterns in

network metrics.

User-side modeling, by contrast, estimated QoE based on observable QoS parameters collected

via the iNET mobile platform. A dedicated HMM was trained to associate user feedback with

real-time network measurements.

Bringing these two perspectives together allows for a layered understanding of mobile

service quality. Network-level predictions support proactive infrastructure management, while

user-level estimations provide insight into perceived experience. Their integration enhances

reliability and contextual accuracy in multimedia performance assessment.

1.6 Scope and Limitations

1.6.1 Scope

The scope of this research is de�ned by the modeling focus, data sources, and network environ-

ment considered during experimentation and analysis.

ˆ The research investigates three modeling approaches: Markov Chain-based modeling for

network accessibility and retainability, HMM-based modeling for network degradation,

and HMM-based QoS-to-QoE mapping.

ˆ Two primary datasets were utilized: operator-collected network metrics and user-side

data collected using the iNET Android application.

ˆ The operator dataset captures real-world network performance over time, while the iNET

data re�ects user experiences during mobile multimedia usage in Addis Ababa.
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ˆ The network environment focused primarily on 4G LTE due to the unavailability of 5G

services during the study period.

ˆ The iNET data collection was crowd-sourced from over 500 Android users, enabling

dual-sided analysis but limiting user diversity.

ˆ Only mobile video streaming sessions were analyzed, targeting OTT services with high

multimedia bandwidth demands.

ˆ Markov-based models formed the core of the methodology, while SVM and Random

Forest (RF) were included for benchmarking.

ˆ Advanced deep learning techniques were not employed, as the research emphasized

explainable probabilistic modeling frameworks.

1.6.2 Limitations

While the research provides useful insights into mobile network performance and QoS-to-QoE

mapping, several limitations must be acknowledged regarding data generalizability, platform

scope, and modeling constraints.

ˆ The iNET data collection was limited to Android platforms; users on iOS and other

operating systems were not included.

ˆ The research was geographically restricted to Addis Ababa, which may limit the applica-

bility of results to other urban or rural settings.

ˆ The research exclusively considered video streaming tra�c, which may not represent

performance under other service types like voice or interactive applications.

ˆ Only Fourth Generation (4G) LTE networks were analyzed; �ndings may not generalize

to newer 5G infrastructures or legacy 3G environments.

ˆ The QoS-to-QoE model relied on self-reported data and network statistics, introducing

subjectivity and potential bias.

ˆ While Markov Chain and HMM provided interpretable temporal models, more complex

deep learning models may capture nonlinear dynamics more e�ectively.

ˆ The focus on probabilistic modeling excludes alternative methods that could o�er im-

proved accuracy at the cost of interpretability.
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1.7 Contributions

This research contributes to the �eld of mobile network performance modeling and QoS-to-QoE

estimation for video streaming services by authoring three well-cited and peer-reviewed journal

articles and conference paper.

ˆ Paper 1 and 2: Integrated Application of Markov Chains and HMMs [31] [32]:

The two publications review and apply Markov Chain and HMM-based modeling to

two related domains: operator-side network performance prediction and user-side QoE

estimation. It extends previous work by incorporating temporal patterns in network

accessibility and retainability and by inferring hidden degradation trends. Building

on this foundation, the research proposes a separate HMM that maps observable QoS

metrics to user-perceived QoE levels. This dual application provides a comprehensive

probabilistic framework for understanding and forecasting service quality.

ˆ Paper 3: Improved QoE Prediction accuracy [33]: By training the QoS-to-QoE HMM

on mobile-side data collected via the iNET application, the model achieves improved

inference accuracy using only network-side metrics. Prior research on cell-level degrada-

tion prediction demonstrated that HMMs are e�ective for capturing latent quality states.

This research applies similar principles to predict user satisfaction, enabling scalable

estimation without continuous user feedback.

ˆ Development of a Mobile-Based Data Collection Framework: In addition to the

publications, the research developed a custom Android application, iNET, to collect

synchronized user feedback and network performance data during live video streaming

sessions. The app captures parameters such as bu�ering time, playback smoothness,

latency, and packet loss, along with user ratings. This setup allows the construction of a

training dataset suitable for QoS-to-QoE mapping in real-world conditions.

1.8 Organization

This dissertation comprises six main chapters. The introductory chapter outlines the back-

ground, motivation, objectives, and methodology that guide the research. A comprehensive

literature review is provided in Chapter 2, covering foundational concepts of QoS and QoE,

characteristics of multimedia services, and previous modeling approaches, including traditional

and machine learning-based techniques.
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Chapter 3 presents Markov Chain and HMM-based modeling techniques applied to mobile

network performance data, particularly for analyzing accessibility, retainability, and degrada-

tion patterns. The user-side analysis is explored in Chapter 4, where an HMM-based mapping

framework is developed using crowd sourced data collected via the iNET mobile application.

Chapter 5 discusses the experimental results and evaluates the model performance using estab-

lished metrics. The �nal chapter concludes the research, summarizing key contributions and

outlining directions for future work.
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2 QoS & QoE in Mobile

Multimedia Services

This chapter examines the delivery of multimedia services over mobile networks, with a focus

on QoS and QoE. It begins by classifying multimedia services based on content types, timing

requirements, and delivery strategies, followed by an overview of the ecosystem involved

in multimedia streaming. Key performance parameters such as latency, jitter, bitrate, and

bandwidth are examined, along with the tradeo�s and adaptation mechanisms required to meet

service constraints. The discussion then focuses on LTE networks, detailing their architecture,

transport channels, and support for multimedia delivery.

QoS models, including QCI, scheduling, and tra�c classi�cation, are reviewed in the con-

text of resource management. The chapter concludes with an overview of QoE concepts,

measurement approaches, and recent research linking network conditions to user-perceived

quality.

2.1 Multimedia Services: Types and Service Characteristics

Multimedia services are telecommunication services that integrate diverse content types and

delivery mechanisms to enhance user engagement. According to International Telecommuni-

cation Union (ITU) [34], these services involve the combined use of content such as text, audio,

image, and video delivered in an integrated and often synchronized manner. In addition to

content, these services are characterized by their temporal behavior, including responsiveness

to real-time constraints, and by their delivery strategies, such as constant, variable, or adaptive

bitrate control. This section provides a classi�cation of multimedia services based on these

contents, temporal characteristics, and delivery mechanisms [35].

2.1.1 Multimedia Services Content Types

Multimedia services integrate various forms of media, including text, audio, video, and images.

In many application contexts, these media forms are also referred to as content. This integration

enhances communication, enriches user experience, and supports diverse applications such as

entertainment, education, and information dissemination [36] [37] As shown in Figure 2.1, in

multimedia services, the fundamental content types include the following:
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ˆ Text: A fundamental medium used to convey structured or unstructured information. It

includes elements such as captions, metadata, subtitles, annotations, and user interface

labels that support content comprehension and navigation.

ˆ Audio: Includes speech, music, narration, and ambient sound, contributing to emotional

tone, contextual awareness, and accessibility (e.g., audio guides or screen readers).

ˆ Image: Static visual representations such as diagrams, photographs, and infographics,

used to complement textual and auditory content and facilitate visual comprehension.

ˆ Video: A dynamic media form combining motion and synchronized audio to deliver

immersive communication. This includes recorded footage, live streams, and computer-

generated animations, used across platforms such as streaming services, virtual class-

rooms, video conferencing systems, and interactive learning environments.

Figure 2.1: Common Media Formats in Multimedia Services [38].

2.1.2 Temporal Characteristics of Multimedia Services

Multimedia services can be classi�ed based on their temporal characteristics, which describe

how sensitive the service is to timing delays during interaction between sender and receiver.

These characteristics distinguish between applications that require continuous, low-latency

communication and those that tolerate delays and asynchronous delivery. Accordingly, multi-

media services fall into two broad categories: real-time and non-real-time services.

ˆ Real-Time Services: Typical examples for Real-Time Services include Voice over IP

(VoIP), live video conferencing, live streaming, and online gaming. These services require

low latency, minimal jitter, and continuous packet delivery to support synchronous

interaction. Even brief transmission delays can lead to disruptions such as audio-visual
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de-synchronization, lag, or conversational breakdowns due to their high sensitivity to

network impairments. Real-time services therefore demand strict QoS guarantees to

maintain interactive performance under varying conditions [39].

ˆ Non-Real-Time Services: These services operate asynchronously and can tolerate

transmission delays. They include Video on Demand (VoD), �le downloads, email, and

pre-recorded content streaming. Their design emphasizes reliable content delivery

rather than immediacy, making use of bu�ering and retransmission mechanisms to

accommodate packet loss or �uctuating bandwidth. As a result, non-real-time services

are more robust to network variability and do not require dedicated timing control [40].

2.1.3 Bitrate Control and Delivery Modalities

Bitrate control is fundamental to multimedia service performance, a�ecting both the perceived

QoE and the e�cient use of network resources. Di�erent bitrate models are applied either at the

content encoding stage (i.e., streaming service provider) or dynamically during content delivery

(i.e., by network service provider), with varying implications for latency, bu�er management,

and QoS provisioning [41]�[43].

ˆ Constant Bitrate (CBR): This service delivery transmits media at a �xed bitrate regard-

less of scene complexity and network condition. While CBR simpli�es encoder design

and facilitates predictable network planning, it can lead to suboptimal performance.

Complex scenes may su�er from visual degradation, while simple scenes may consume

excessive bandwidth unnecessarily. CBR is often used in live streaming and real-time

communications where timing predictability is critical.

ˆ Variable Bitrate (VBR): VBR adjusts the bitrate according to content complexity, allo-

cating more bits to dynamic or detailed scenes and fewer to static ones. This strategy

improves compression e�ciency and media quality while reducing average bandwidth

usage. However, it can produce unpredictable bitrate peaks, requiring larger bu�ers and

careful scheduling, particularly in constrained networks.

ˆ Average Bitrate (AvBR) : AvBR encoding is a hybrid approach that targets a speci�c

average bitrate over the entire content duration. It o�ers a compromise between quality

consistency and predictable �le size. This model is particularly useful for o�ine content

preparation, such as pre-encoded VoD libraries with constrained storage or transmission

quotas.
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Figure 2.2: Key Stakeholders in the Multimedia Streaming Ecosystem [6].

ˆ Adaptive Bitrate Streaming (ABR) : In ABR the client dynamically selects from multi-

ple pre-encoded bitrate representations based on current network conditions and play-

back bu�er status. Protocols such as Moving Picture Experts Group Dynamic Adaptive

Streaming over HTTP (MPEG-DASH) and HTTP Live Streaming (HLS) enable seamless

transitions between bitrate levels to maintain uninterrupted playback. ABR is essential

in variable-bandwidth environments such as LTE networks, as it helps preserve QoE

despite �uctuating throughput and latency.

Bitrate control occurs at both encoding and delivery stages. While encoding de�nes initial media

characteristics, delivery-time adaptation ensures smooth playback under varying network

conditions. Distinguishing between the two is key to e�ective multimedia system design.

2.2 Multimedia Streaming Ecosystem

The multimedia streaming ecosystem consists of multiple interconnected actors responsible for

producing, delivering, and rendering media content across heterogeneous networks and devices.

These actors span from content generators and encoding platforms to transport providers

and end-user applications. Each layer of the ecosystem contributes to the end-to-end delivery

pipeline, ultimately shaping both the technical performance, i.e., QoS, and the user-perceived

experience, i.e., QoE. Figure 2.2 conceptually illustrates the key stakeholders involved in this

ecosystem and their interactions.
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2.2.1 Content and Platform Providers

Content and platform providers are responsible for initiating the multimedia delivery pipeline.

Their responsibilities span content creation, aggregation, preparation, and platform-level access

control. The structure, encoding, and availability of multimedia content at this stage directly

in�uence downstream network performance and user experience. Outputs from this layer

include raw and encoded media assets, such as multi-bitrate renditions suitable for adaptive

delivery [44] [45].

ˆ Content Creators: This group includes individuals, academic institutions, and com-

mercial entities such as media studios and television networks. They produce original

multimedia assets whose characteristics, resolution, format, and duration, directly impact

encoding strategies and overall QoE.

ˆ Content Aggregators and Publishers: Operating between content creators and plat-

forms, they organize and curate materials from various sources. OTT services, educational

repositories, and news platforms are common examples. Their publishing policies govern

access models, monetization strategies, and content categorization.

ˆ Encoding and Transcoding Services: Media encoding vendors, in-house processing

pipelines, and cloud-based transcoding platforms fall under this role. These services

generate multiple bitrate representations (e.g., CBR, VBR, ABR) to support adaptive

streaming and device compatibility.

ˆ Digital Rights and Licensing Authorities: Standards organizations, licensing boards,

and digital certi�cate authorities are responsible for securing intellectual property and

enforcing distribution constraints through mechanisms like Digital Rights Management

(DRM), encryption, and access control.

2.2.2 Content Delivery Infrastructure

The content delivery infrastructure is responsible for the e�cient and scalable distribution of

multimedia streams between service platforms and end-user devices. This layer incorporates

usually cloud-based technologies and systems that host, cache, route, and adapt content in

response to variable network and device conditions [46].

ˆ Streaming Platforms: These systems deliver audio and video content using adaptive

bitrate streaming protocols such as MPEG-DASH and HLS [47]. They manage media
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manifests, segment requests, and playback adaptation logic. Typical implementations

involve cloud-based distribution architectures designed to support diverse network

environments.

ˆ Audio Delivery Services: Optimized for low-bitrate and continuous playback, these

services rely on lightweight transport protocols, compression techniques, and predictive

bu�ering. Examples include platforms serving music, podcasts, or speech-driven content.

ˆ Interactive Services: Cloud-based real-time applications such as gaming and remote

rendering platforms require ultra-low latency and precise synchronization. These services

use high-performance edge computing infrastructure to render and transmit audiovisual

content in response to user inputs with minimal delay.

ˆ Telemetry and Analytics Integration: Delivery platforms often incorporate moni-

toring tools that track playback statistics, segment download times, bitrate transitions,

and failure events. These measurements support real-time adaptation and long-term

optimization of QoE across user populations.

2.2.3 Access Network Providers

Access network providers facilitate the core network and last-mile connectivity between

streaming platforms and end-user devices. Their infrastructure and resource management

strategies directly impact the delivery performance of multimedia content across mobile, �xed,

and wireless access technologies.

ˆ Radio-based Access:In mobile networks such as LTE and 5G [48], operators allocate

radio spectrum and manage scheduling to ensure su�cient bandwidth, link stability, and

continuous coverage, particularly under high user load or mobility. The core network

supports these e�orts through session management, IP connectivity, and e�cient routing,

all of which are essential for sustaining multimedia services.

ˆ QoS Enforcement: Tra�c prioritization is achieved through mechanisms such as QCI,

dynamic resource allocation, and bu�er provisioning [49]. These techniques enable

the network to distinguish between service types and maintain the performance of

delay-sensitive multimedia applications.

ˆ Resource Optimization and Virtualization: Access networks increasingly employ

Mobile Edge Computing, local caching, and virtualization technologies (e.g., Software-

De�ned Networks (SDN)/ Network Function Virtualization (NFV)) to reduce latency,
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increase throughput, and o�oad central network components [50][51]. These enhance-

ments are particularly e�ective for real-time and adaptive streaming services.

ˆ Access Variability Across Technologies: Fixed broadband (e.g., �ber, Digital Subscriber

line (DSL)), wireless Local area network (LAN) (e.g., Wi-Fi), and satellite links each exhibit

distinct performance pro�les [52]. Their in�uence on multimedia delivery depends on

factors such as congestion, mobility, and coverage consistency [53].

2.2.4 End-User Devices and Playback Applications

The end-user layer comprises the devices and playback applications responsible for decod-

ing, rendering, and interacting with multimedia streams. Although not involved in content

production or delivery, this layer plays a pivotal role in determining the user-perceived QoE

[54].

ˆ Device Capabilities: The quality of playback is in�uenced by screen resolution, process-

ing power, hardware acceleration, and codec support. Smartphones, smart TVs, laptops,

and tablets exhibit substantial variation in performance and compatibility.

ˆ Media Player Applications: Streaming clients such as mobile video apps or browser-

based players manage playback logic, implement ABR algorithms, and monitor bu�er

status. Examples include open-source frameworks like ExoPlayer and AVPlayer inte-

grated into native operating systems.

ˆ Operating System and Media Frameworks: Client-side software environments pro-

vide the necessary application programming interface (APIs) for decoding, DRM enforce-

ment, and network communication. These frameworks also report telemetry used for

session-level quality assessment.

ˆ User and Environmental Context: Factors such as device mobility (e.g., in-vehicle

usage), multitasking, and ambient network conditions (e.g., Wi-Fi vs. cellular) in�uence

adaptive logic and responsiveness.

2.2.5 Monitoring and Analytics Layer

Monitoring and analytics systems are essential for assessing the performance of multimedia

streaming services from both network and user perspectives. These tools enable service

providers and researchers to identify performance bottlenecks, optimize resource allocation,
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and adapt delivery strategies. The tools encompasses multiple monitoring approaches, ranging

from infrastructure-focused metrics to application-level quality tracking.

2.2.5.1 Network-Centric Performance Measurement

This category includes tools that collect essential connectivity metrics typically visible to

end users, such as download and upload throughput, latency, and jitter. In addition to these,

some tools measure deeper radio-level parameters, including packet loss, RSRP, and Reference

Signal Received Quality (RSRQ) to assess signal strength, interference level, and link stability

in mobile networks. However, most commercial applications emphasize basic indicators that

re�ect perceived network performance from the user perspective [55].

Measurement is typically conducted using active testing or crowd-sourced passive logging.

Platforms such asOokla SpeedtestandOpenSignalare examples of widely used network-centric

measurement tools shown in the Table 2.1.Ooklaperforms active, client-initiated speed tests

using multiple Transmission Control Protocol (TCP) �ows toward geographically distributed

servers, reporting on throughput and latency [56].OpenSignaluses background sampling

across a wide user base to estimate signal strength, latency, jitter, and application-level scores

such as video and gaming experience [57].

While these tools provide broad geographic and temporal coverage, they exhibit several lim-

itations for scienti�c research. First, both platforms o�er restricted access to raw measurement

data, limiting reproducibility and analysis �exibility. Second, their proprietary aggregation

methods and client-side sampling introduce potential biases due to user demographics, device

types, and server proximity. Lastly, they do not capture media-speci�c indicators like bu�er

occupancy, rebu�ering frequency, or perceived QoE, which are critical for end-to-end streaming

evaluations.

2.2.5.2 Application-Centric QoE Analytics

Application-level analytics systems are designed to monitor playback-related metrics such as

startup delay, rebu�ering, resolution switching, and session failure. These systems often rely

on embedded telemetry collected from media players via dedicated Software Development

Kit (SDK)s. This layer supports personalized delivery optimization and service diagnostics.

Aggregated QoE metrics help streaming platforms adjust bitrate selection algorithms, content

placement strategies, and user engagement models. However, such data is typically proprietary

and inaccessible for external research [58] [59].
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Table 2.1:Comparison of Network Performance Measurement Tools.

Feature Ookla Speed test OpenSignal
Measurement Ap-
proach

Active (client-initiated speed test
to nearest server)

Passive (background data collec-
tion on user devices)

Metrics Collected Download and upload speed, la-
tency, jitter

QoS and QoE proxies
(video/gaming experience,
latency, signal strength)

Geographic Cover-
age

Broad global presence via dis-
tributed test servers

High coverage through crowd-
sourced mobile app data

Bias & Limitations Subject to test location bias, de-
vice and user selection e�ects

A�ected by device types, user
distribution, indoor/outdoor con-
ditions

Access to Data Aggregated reports; raw data via
commercial API (restricted)

Summary reports public; raw
data limited and commercial

Use Case Fit for Re-
search

Useful for benchmarking; lacks
application-layer detail

Valuable for coverage trends;
lacks control and protocol-level
data

Known Gaps No media-speci�c metrics (e.g.,
bu�ering events, resolution
drops)

Limited temporal granularity;
lacks support for custom indica-
tors

2.2.5.3 Hybrid Monitoring Systems

Hybrid systems integrate passive device-side logging with active test mechanisms and con-

textual metadata. These systems enable correlation between network-layer behavior and

application-layer outcomes. Examples include client-side analytics frameworks integrated into

mobile or embedded players, which log segment downloads, bitrate switching events, and

playback errors. Such hybrid approaches facilitate root-cause analysis and adaptive model

training by connecting observable user experiences with underlying transport dynamics.

2.2.5.4 Data-Driven Optimization and Feedback Loops

Advanced analytics pipelines apply machine learning to historical monitoring data to inform

system adaptation. Predictive models guide streaming parameter adjustments, prefetching

strategies, and dynamic Content Delivery Network (CDNs) selection. In real-time, feedback

loops enable rapid error detection and mitigation, supporting consistency in QoE across diverse

network conditions and device environments [60].
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2.3 Technical Requirements and Delivery Tradeo�s

Multimedia services, especially video streaming, impose stringent and multifaceted technical

requirements across communication networks. These requirements span from low-level packet

delivery to high-level user experience metrics. Failure to meet them can result in noticeable

performance degradation, including latency, stalls, and poor visual �delity. This section outlines

the key parameters that govern delivery quality, how they are measured in real-world systems,

and how they in�uence user-perceived QoE.

2.3.1 Key Parameters in Multimedia Delivery

The following parameters are fundamental to the quality and e�ciency of video streaming

services. Each parameter is de�ned technically, described in terms of real-world measurement

practices, connected to the multimedia ecosystem, and evaluated for its impact on end-user

experience.

2.3.1.1 Latency (Delay)

Latency, or end-to-end packet delivery delay, is the time required for data to move from a content

server to the user device. It is most commonly measured as Round Trip Time (RTT), which can

be estimated using active probing tools (e.g., ICMP/TCP echo tests such as Ookla Speedtest)

or passively through application-layer timestamps. Latency is a stochastic variable so that its

variability necessitates reporting metrics such as the average (mean), minimum/maximum, and

high-percentile values (e.g.,95C� or 99C� percentiles) to fully capture user experience degradation

[61], [62]. There are two primary latency metrics:

ˆ One-way latencyrefers to the time it takes for a packet to travel from the source to the

destination in a single direction; it provides a more accurate assessment of transmission

delay but requires synchronized clocks at both ends.

ˆ RTT latencymeasures the total delay for a packet to travel from the source to the

destination and back; it is easier to measure since it does not require clock synchronization,

but it combines forward and return path delays.

High latency negatively a�ects the quality of video streaming, especially for live and inter-

active services. Research shows that latencies above 5�10 seconds signi�cantly reduce user

engagement in live video applications, and delays beyond 30�90 seconds render time-sensitive
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content (e.g., sports) frustrating due to event-to-screen lag [63]. Furthermore, sub-second la-

tency is critical in interactive applications such as cloud gaming and live auctions, where delay

impairs responsiveness [64]. Latency sources are distributed across the delivery ecosystem:

ˆ Content Platform: Processing tasks such as video encoding, transcoding, and chunk

preparation at the content delivery platform can introduce several seconds of latency

before playback begins.

ˆ Network Operator: Network-related processes, including Domain Name system (DNS)

resolution, TCP handshake initiation, Broader Gateway Protocol (BGP) route propagation,

queuing at intermediate routers, and long-distance data transmission, all contribute to

RTT delays.

ˆ End-User Device: On the user's device, operations such as bu�er initialization, manifest

�le parsing, and video rendering contribute to startup and playback latency, particularly

on resource-constrained smartphones and set-top boxes.

Understanding latency distributions is essential because mean values often hide problematic

tail behavior. Percentile reporting (e.g.,95C� percentile RTT) captures those high-latency spikes

that frequently trigger playback stalls or resolution downgrades, even if average performance

appears acceptable [59].

2.3.1.2 Ji�er

Jitter refers to the variability in packet inter-arrival time, or in other words, how much delay

�uctuates around its average. While latency re�ects the average delay, jitter quanti�es its

inconsistency, typically measured as the standard deviation or variance of latency over time

[63].

ˆ User Impact: In video streaming, high jitter causes bu�er under�ows, stuttering, and

playback instability. It is especially problematic in real-time or low-latency scenarios,

where it manifests as frame drops or audio-video mismatches. Temporal unpredictability

introduced by jitter makes it di�cult for ABR algorithms to maintain stable playback

quality [65]. Jitter is typically quanti�ed using the following methods, which provide

insight into the variability of packet arrival times.

� Network monitoring tools, such as OpenSignal or Wireshark, which calculate jitter

based on variations in packet arrival timestamps.
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� Application-level analytics that estimate jitter from the irregular timing of segment

downloads.

The main causes of jitter across the multimedia delivery ecosystem are outlined below:

� Network Layer:Causes include queue instability, dynamic routing path changes,

tra�c shaping or policing mechanisms, and randomly occurring packet losses.

� User Device:Ine�cient bu�ering mechanisms and unsynchronized segment fetching

cycles contribute to increased jitter at the client side.

ˆ Latency-Jitter Relationship: Jitter complements latency by describing how much

packet delay varies over time. A system with low average latency but high jitter can

produce unstable video playback. Conversely, a system with moderate latency but low

jitter tends to support smooth streaming, provided that bu�ers are properly dimensioned

[45].

ˆ QoE Implication: Empirical research indicates that jitter often has a more signi�cant

impact on user satisfaction than latency. Its role in causing rebu�ering events and

playback instability makes it a key factor in determining overall QoE [59], [63].

2.3.1.3 Packet Loss Rate

Packet loss rate refers to the proportion of data packets that are either lost or corrupted in transit

and fail to reach the destination. In video streaming, even low packet loss can lead to severe

degradation in playback quality, including frozen frames, pixelation, and audio distortions.

Measurement is typically performed using:

ˆ Active probing toolssuch as Ookla or RIPE Atlas that send test packets and count received

acknowledgments.

ˆ Passive application logsthat detect missing video segments or TCP retransmission events.

ˆ User Impact: Packet loss can disrupt the decoding of video streams, especially for

compressed formats like H.264 or HEVC where lost frames may a�ect the decoding of

subsequent frames [66].

ˆ Causes Across the Ecosystem:The causes of packet loss across the ecosystem can be

categorized as follows:
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� Network Layer:Congestion, bu�er over�ows, faulty routing paths, or wireless

interference.

� Content/Application Layer:Unreliable transport con�gurations or absence of error

correction mechanisms.

ˆ QoE Implication: Empirical evidence suggests that packet loss signi�cantly contributes

to playback interruptions, making it a primary driver of rebu�ering events and subsequent

user abandonment during video streaming sessions [67].

2.3.1.4 Bitrate

Bitrate is the volume of data used to represent video content per unit time, expressed in kbps

or megabits per second (Mbps). It determines the detail and clarity of visual output. Bitrate is

dynamically adapted in ABR systems based on estimated throughput.

ˆ Measurement: Bitrate is calculated by dividing the size of a video segment by the

download duration, using player analytics APIs or tra�c capture tools.

ˆ User Impact: High bitrates enhance visual �delity but may cause bu�er depletion in

constrained bandwidth scenarios. Bitrate oscillation can also degrade perceived quality

[68].

ˆ QoE Relevance:Studies con�rm a strong correlation between user satisfaction and

stable, su�cient bitrate especially in HD/4K content [63].

2.3.1.5 Bandwidth

Bandwidth refers to themaximum data transfer capacityof a network link, typically measured

in megabits per second (Mbps). It de�nes the upper limit on how much data can be transmitted

over a connection within a given time, distinguishing it from bitrate, which represents the

actual data consumption rate of a media stream. While bitrate adapts based on the needs of

a video or audio stream, bandwidth re�ects the potential capacity available on the network.

Bandwidth is typically measured using tools such as iPerf, Speedtest, or by analyzing interface

counters and throughput logs from media players [69].

In multimedia service delivery, limited or variable bandwidth is a common constraint,

often resulting in rebu�ering, delayed startup, or reduced video resolution. High bandwidth

availability allows for stable delivery of high-quality streams, while insu�cient or �uctuating

bandwidth forces ABR algorithms to reduce video quality to maintain continuous playback.
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Bandwidth availability is in�uenced by several factors, including radio spectrum allocation in

wireless networks, backhaul capacity, network congestion, and physical interference. In mobile

networks such as LTE, bandwidth is dynamically in�uenced by radio conditions, scheduling

policies, and channel quality metrics such as RSRP and RSRQ [70].

2.3.1.6 Resolution

Resolution refers to the spatial dimension of video frames, such as 720p, 1080p, or 4K. Higher

resolutions improve detail but demand higher bitrate and more robust network capacity.

ˆ Measurement: Typically logged through playback metadata or ABR decision records.

ˆ User Impact: Viewers perceive higher resolution as clearer and more immersive. How-

ever, high resolution combined with insu�cient bitrate may cause visual artifacts (e.g.,

blurring, blockiness).

ˆ QoE Relevance:ABR algorithms adjust resolution to maintain continuous playback

under �uctuating network conditions [59].

2.3.1.7 Startup Delay

Startup delay is the interval between the user's request to play a video and the rendering of

the �rst frame. It is a critical early-stage QoE metric.

ˆ Measurement: Collected via playback SDKs or client logs that track user interaction

and media start events.

ˆ User Impact: Delays exceeding 2 seconds lead to increased abandonment. Empirical

results show each additional second of delay results in up to 5.8% more users leaving

[64].

ˆ Causes Across the Ecosystem:

� Content Server:Slow manifest or segment fetch.

� Network:Latency in DNS resolution or CDNs lookup.

� Device:Decoding lag, bu�er threshold con�guration.
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2.3.1.8 Rebu�ering Ratio/Frequency

Rebu�ering refers to playback interruptions caused by empty bu�ers. Ratio indicates the

fraction of time spent rebu�ering; frequency counts stall events.

ˆ Measurement: Player telemetry logs stall durations and frequencies during a session.

ˆ User Impact: Rebu�ering is among the most visible and frustrating impairments. It

disrupts engagement and often leads to abandonment [67].

ˆ QoE Relevance:Rebu�ering frequency and severity are central in most QoE models,

often weighted more than bitrate or resolution changes.

2.3.1.9 Resolution Switching

Resolution switching refers to thedynamic change in video resolutionduring a streaming session,

often controlled by ABR algorithms in response to changing network or device conditions. This

process allows the media player to optimize playback quality and avoid bu�ering by scaling

video resolution up or down depending on the available bandwidth, bu�er occupancy, and

playback performance metrics. The switching behavior is typically recorded by media player

logs and analytics dashboards that capture stream pro�le transitions.

From the user's perspective, resolution switching can a�ect the perceived visual quality

of the content. Smooth and infrequent switches are generally tolerated, while ABR frequent

changes lead to a degraded and unstable viewing experience. Resolution switching is triggered

by several ecosystem factors, including �uctuating network throughput, congestion, and client-

side resource limitations [71]. For instance, sudden drops in estimated available bandwidth

may lead the ABR engine to downgrade resolution to avoid playback stalls. Device-related

constraints such as Central Processing Unit (CPU) or Graphics Processing Unit (GPU) overload

may also cause resolution adjustments even when the network condition remains stable.

2.3.1.10 Session Failure

Session failure denotes theinability to initiate, sustain, or completea multimedia streaming

session. This includes failures during startup (e.g., manifest or segment fetch errors), mid-

session interruptions, or unexpected terminations before completion. Session failures are

high-level reliability indicators and re�ect systemic problems in the end-to-end streaming

pipeline, from CDNs to client [72].
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Users typically experience session failure as an inability to watch the requested content or as

an abrupt termination of playback. These events often result in frustration, reduced engagement,

and in many cases, complete abandonment of the service. Technically, session failures can

originate from DNS resolution issues, transport-layer disruptions, expired authentication

tokens, miscon�gured player settings, or errors in fetching content from CDNs edge servers

[73]. Sudden changes in network connectivity, such as Wi-Fi to cellular handovers or signal

loss in mobile environments, also contribute. Diagnosing session failures requires coordinated

logging from player SDKs, CDNs status analytics, and server-side delivery metrics.

2.3.2 Tradeo�s in Multimedia Delivery

Multimedia delivery systems must constantly balance con�icting service requirements to

ensure satisfactory QoE. For instance, real-time applications prioritize minimal delay, while

high-de�nition streaming demands maximum visual �delity. However, network bandwidth,

device capabilities, and user expectations do not always permit these objectives to be met

simultaneously. As a result, service providers adopt adaptive strategies to manage tradeo�s,

typically using bitrate control, resolution adaptation, and delivery modality switching to

optimize playback under constrained or variable conditions [74].

Video streaming platforms such as YouTube and Net�ix exemplify this balance: by providing

multiple resolutions and allowing adaptive bitrate switching, they dynamically align quality

with network and device conditions [75]. These mechanisms help minimize rebu�ering and

startup delay while preserving an acceptable level of visual quality.

Common tradeo� scenarios include:

ˆ Latency vs. Resolution: Real-time applications such as video conferencing prioritize

low latency over visual �delity (e.g., high resolution). Such systems often reduce resolu-

tion to lower bitrate and bu�ering delay, and may disable Forward Error Correction to

avoid added redundancy and recovery wait time, at the expense of reduced loss protection

(i.e., higher risk of artifacts or brief stalls under packet loss)

ˆ Bitrate vs. Bu�ering Stability: To prevent rebu�ering, adaptive streaming systems

lower the video bitrate in constrained networks, sacri�cing sharpness for smooth play-

back.

ˆ Startup Delay vs. Initial Quality: Fast startup is achieved by loading low-resolution

segments �rst. Higher quality is gradually introduced after playback begins.
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ˆ Energy E�ciency vs. Fidelity: On mobile devices, streaming applications reduce

resolution or frame rate to conserve battery power, particularly when running on low

battery or in power-saving mode.

ˆ Network Utilization vs. User Fairness: In shared networks, ABR clients may throttle

video quality to reduce overall congestion and ensure fair bandwidth distribution among

users.

ˆ Adaptability vs. Visual Consistency: Frequent bitrate/resolution switching improves

adaptability but causes noticeable quality �uctuations. Some services smooth transitions

to avoid user-perceived instability.

ˆ Caching E�ciency vs. Personalization: Edge caching optimizes delivery by serving

popular content from nearby nodes. However, highly personalized or live content limits

caching potential, increasing delivery delay.

These tradeo�s are not limited to content providers; network operators also participate

through mechanisms such as tra�c shaping, congestion control algorithms (e.g., Bottleneck

Bandwidth and Round-trip (BBR)), and di�erentiated QoS policies. CDNs further support the

balance by caching popular content closer to users, reducing latency and bu�ering. Ultimately,

both application and infrastructure layers cooperate to optimize for service-speci�c QoE targets

under varying conditions.

2.3.3 Streaming Techniques and Adaptation Mechanisms

To meet the stringent technical requirements of multimedia services while maintaining QoE,

both service providers and network operators implement a variety of adaptive mechanisms

and encoding techniques. These techniques help reconcile competing demands such as quality

versus latency, resolution versus bandwidth, and stability versus responsiveness.

2.3.3.1 Streaming Techniques

Streaming techniques specify the architectural and protocol-level methods used to transport

multimedia content from servers to end users.

ˆ Progressive download streaming In this technique, media �les are downloaded sequen-

tially, and playback begins once su�cient data is bu�ered. While simple to implement,

progressive download o�ers limited adaptability to �uctuating network conditions and

may lead to ine�cient bandwidth usage under variable throughput scenarios [40].

35



Chapter

2 QoS & QoE in Mobile Multimedia Services

ˆ Live streaming Live streaming delivers content in real time with strict latency con-

straints and is commonly used for events, gaming platforms, and video conferencing.

Protocols such as low-latency variants of HLS and MPEG-DASH are widely used. This

technique prioritizes timeliness over bu�ering stability, making it sensitive to packet loss

and bandwidth variation.

ˆ On-demand streaming VoD services deliver pre-recorded content that allows �exible

bu�ering and adaptive bitrate selection. This technique supports higher compression

e�ciency and playback stability, making it suitable for services such as Net�ix and

YouTube.

ˆ Segment-based HLS streamingModern streaming systems divide video content into

small time-based segments delivered over Hypertext Transfer Protocol (HTTP). Tech-

niques such as MPEG-DASH and Apple HLS enable scalable and friendly delivery while

supporting dynamic adaptation at the client side [76]. It also forms the foundation for

most adaptive mechanisms in current multimedia services.

2.3.3.2 Service Provider-Side Adaptation

ˆ Video Codecs (H.264, H.265 / High-E�ciency Video coding (HEVC), AOMedia

Video 1 (AV1)): Video codecs compress raw video to reduce data size while preserv-

ing perceptual quality. The choice of codec directly a�ects bandwidth usage and error

resilience. For instance, H.265/HEVC o�ers approximately 50% better compression e�-

ciency than H.264 at the same quality level, while newer codecs like AV1 provide further

gains and are being adopted by YouTube and Net�ix. These techniques enable trade-

o�s between video quality and resource usage, especially under constrained bandwidth

conditions [77].

ˆ Adaptive Bitrate (ABR) Streaming: Protocols such as MPEG-DASH and Apple HLS

divide video content into multiple versions at varying resolutions and bitrates. The player

dynamically selects the most suitable version based on real-time network conditions

and device capability [76]. This mechanism ensures uninterrupted playback during

bandwidth �uctuations. ABR streaming embodies the tradeo� between resolution and

playback continuity.

ˆ Bu�er Management: Bu�ers are used to pre-load a portion of video content before

playback to absorb jitter and bandwidth variation. The size and management of the
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bu�er depend on the type of service: Video On Demand Service (VOS) platforms like

Net�ix typically use larger bu�ers for stability, whereas real-time services like Twitch

minimize bu�er size to reduce latency. Thus, bu�er sizing re�ects the tradeo� between

playback stability and responsiveness [78].

ˆ Error Control Mechanisms: Forward Error Correction (FEC) adds redundancy that

allows recovery from packet losses without retransmissions, used in latency-sensitive

environments. Automatic Repeat Request (ARQ), by contrast, retransmits lost packets

and is better suited for TCP-based applications where delay is less critical [79]. These

mechanisms manage the tradeo� between added redundancy and stream continuity.

2.3.3.3 Network Provider-Side Adaptation

ˆ Congestion Control Algorithms: Advanced congestion control algorithms like BBR

(developed by Google) adjust sending rates based on estimated bandwidth and round-

trip time [80]. These techniques outperform traditional TCP congestion control in

maintaining lower delay and higher throughput, implementing tradeo�s between fairness

and responsiveness in data delivery.

ˆ Tra�c Prioritization and QoS Policies: Network operators may prioritize certain

types of tra�c using mechanisms like Di�erentiated Services (Di�Serv) or Deep Packet

Inspection (DPI). Real-time tra�c such as video conferencing may receive higher priority

over bulk data transfers [81]. This re�ects a tradeo� between equitable bandwidth

distribution and meeting latency-sensitive service demands.

ˆ Edge Caching and CDNs Optimization: CDNs and edge caching reduce latency

by serving frequently accessed content from servers close to the user. Services like

Net�ix Open Connect and YouTube's CDNs infrastructure exemplify this strategy [79].

While edge caching consumes local storage, it signi�cantly improves startup times and

reduces backbone congestion, thus realizing the tradeo� between storage redundancy

and delivery e�ciency.

2.4 Multimedia Services in Mobile Networks

With the exponential growth of mobile multimedia services, the underlying network infrastruc-

ture must support diverse tra�c types with varying sensitivity to delay, jitter, and bandwidth.

This section examines how mobile networks, particularly LTE systems, are architected to meet
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these demands. It outlines the core components of the LTE architecture, explains how QoS is

provisioned through bearer services, and investigates the implications for multimedia tra�c

performance.

2.4.1 LTE: The 4G Standard for Mobile Multimedia

Wireless networks have evolved over the years to meet user demands for high-bandwidth

services and mobility. LTE, the dominant 4G standard, addresses these demand by delivering

major advancements over previous generations.

A key focus of LTE is user satisfaction, achieved through a combination of high data rates

(up to 150 Mbps downlink and 50 Mbps uplink) and low latency (around 10 ms). However,

the actual user experience depends on the available bandwidth and network con�guration.

As shown in Table 2.2, it is speci�cally designed with user satisfaction in mind, o�ering peak

downlink speeds of up to 150 Mbps and uplink speeds of 50 Mbps, with typical latency as low

as 10 ms. However, actual user experience is in�uenced by factors such as available bandwidth,

device capability, and network con�guration [82].

LTE addresses the challenge of combining high data throughput with low power consump-

tion through a re-engineered physical layer that enables �exible modulation for both Down-

link (DL) and Uplink (UL) communication. It also supports full-duplex operation, allowing

simultaneous transmission and reception. Importantly, the system prioritizes downlink per-

formance�leveraging the higher power of base stations to extend mobile device battery life

[83].

Table 2.2:Comparison of Key Features between LTE and 3G Technologies[84]

Features LTE 3G
Data rates (DL/UL) Up to 150 Mbps / 50 MbpsUp to 42 Mbps / 1.4 Mbps
Latency 10 ms 100 ms
Spectral e�ciency 30% better 20% better
QoS Support Multiple QoS classes Single QoS classes

Compared to 3G systems [84], LTE, o�ers signi�cantly improved data rate, redunced latency,

and a greater spectral e�ciency. These bene�ts are made possible through a set of advanced

technologies, including:

ˆ Orthogonal Frequency Division Multiple Access (OFDMA): This technique divides

available bandwidth into multiple subcarriers, enabling parallel data streams for multiple

users with di�erentiated QoS levels.
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Figure 2.3: LTE Network Architecture [87].

ˆ Transmission Time Interval (TTI): LTE utilizes a short 1 ms TTI allows the network

to rapidly respond to changing channel conditions.

ˆ QoS classes:LTE de�nes service classes that prioritize real-time applications (e.g., VoIP,

video calls) while allowing more relaxed parameters for services like web browsing.

ˆ Frequency Division Duplex (FDD) and Time Division Duplex (TDD) : These meth-

ods allow separation of uplink and downlink transmissions by FDD using distinct fre-

quency bands and TDD alternating in time.

This overview establishes LTE as a robust foundation for mobile multimedia services, o�ering

the speed, responsiveness, and �exibility needed to support data-intensive applications. The

following sections explore the LTE network architecture and transmission modes in greater de-

tail�laying the groundwork for analyzing how LTE's QoS mechanisms a�ect QoE, particularly

in mobile video streaming.

2.4.1.1 LTE Network Architecture

The LTE network architecture [85] [86] forms the backbone of modern mobile communication,

enabling fast, reliable, and scalable data transmission for a wide range of services. As shown in

Figure 2.3, it adopts a layered architecture divided into two main domains: Evolved UMTS

Terrestrial Radio Access Network (E-UTRAN) and Evolved Packet Core (EPC).
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This separation allows specialized handling of radio access and core networking functions,

enhancing performance and maintainability.

ˆ E-UTRAN: Serves as the LTE Radio Access Network (RAN), acting as the interface

between mobile devices and the core network. Key components within the E-UTRAN

include:

� User Equipment (UE): Devices such as smartphones and tablets equipped with

LTE radios. They initiate communication with the network and are the endpoints

of user data �ow.

� Evolved Node B (eNodeB):LTE base stations that handle direct communication

with UEs. Each eNodeB manages radio resources (e.g., power, frequency, scheduling)

and is responsible for mobility features such as handovers between cells to ensure

continuous service during user movement.

ˆ EPC:The EPC constitutes the IP-based core of LTE, managing user sessions, mobility,

and policy enforcement.

� Mobility Management Entity (MME): Controls signaling and mobility functions.

It tracks UE location, manages session establishment, and facilitates handovers

between eNodeBs.

� Serving Gateway (SGW):Routes data packets between the UE and external net-

works. It applies packet �LTEring, quality enforcement, and tra�c prioritization

based on network policies.

� Packet Data Network Gateway (PGW): Acts as the gateway to the internet,

performing IP address allocation and Network Address Translation (NAT) and

supporting policy enforcement for service quality and charging.

� Home Subscriber Server (HSS):A centralized database containing user subscrip-

tion information, authentication credentials, and service pro�les.

� Policy Control Function (PCRF): Determines policy and charging rules. It in-

structs the PGW on how to treat di�erent tra�c types (e.g., real-time vs. non-real-

time), ensuring QoS alignment and billing compliance.

ˆ Connectivity and Scalability: The S1 interface connects E-UTRAN with the EPC,

handling both control and user plane data. This modular design allows mobile operators

to scale networks by deploying additional eNodeBs and upgrading EPC components

independently. QoE is a central design consideration in LTE architecture. For example:
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� Handover Management via MME ensures seamless service continuity during

mobility.

� Data Prioritization via PCRF improves real-time application performance.

� Address Translation and Session Control via PGW enables uninterrupted access

to external content.

In conclusion, understanding the distinct functionalities within the E-UTRAN and EPC, along

with their interconnectedness through the S1 interface, provides a solid foundation for appreci-

ating the complexities of managing a modern mobile network infrastructure. This knowledge

will be instrumental in analyzing the relationship between network performance QoS and

user experience QoE in the context of mobile multimedia services, which will be explored in

subsequent sections.

2.4.2 Transport Channels and Transmission Modes in LTE

The LTE network architecture relies on a sophisticated interplay between transport channels

and transmission modes to ensure e�cient and reliable data transmission. These elements

work in concert to carry user information and control signals within the network, catering to

diverse service requirements and user equipment capabilities.

2.4.2.1 Transport Channels: Dedicated Pathways for Information Flow

Transport channels function as dedicated pathways for conveying information generated

at higher network layers. Each channel is characterized by its speci�c coding scheme and

information transportation method, enabling tailored data delivery based on the content type

and network conditions. Here's a closer look at some key transport channels in LTE [88]:

ˆ Broadcast Channel (BCH): This downlink channel serves as the foundation for network

operation, transmitting essential system information for cell con�guration and manage-

ment. UEs within the cell leverage this information to identify the cell, understand the

available system bandwidth, and synchronize their uplink and downlink frequencies.

The BCH transmits in a �xed format, ensuring e�cient decoding by all UEs within the

coverage area.

ˆ Downlink Shared Channel (DL-SCH): The DL-SCH is the workhorse for downlink

data transmission. It carries a broad range of information, including user data (voice

calls, video streams, web downloads), supplementary system information not covered by
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the BCH (e.g., temporary cell identi�ers), and paging messages used to notify idle UEs of

incoming calls or messages. Data is segmented into Transport Block (TB) for transmission,

with one TB generated per TTI (typically 1 ms). Depending on the chosen transmission

mode and channel conditions, one or two TBs can be transmitted per sub-frame for each

UE, enabling �exible bandwidth allocation based on user demands.

ˆ Paging Channel (PCH): This downlink channel is dedicated to a speci�c task: trans-

mitting paging messages to UEs. These brief messages alert UEs in the Radio Resource

Control (RRC) IDLE state (powered on but not actively connected to the network) about

incoming calls or data sessions, prompting them to transition to a connected state for

communication.

ˆ Multicast Channel (MCH) (MCH): The MCH caters to the speci�c needs of Multi-

media Broadcast and Multicast Services (MBMS). This service allows for the e�cient

transmission of the same content (e.g., live sports broadcasts, tra�c updates) to a large

group of UEs simultaneously. The MCH operates only in designated subframes de�ned

by the Multimedia Broadcast Single Frequency Network (MBSFN) standard, enabling

e�cient spectrum utilization for multicast services.

ˆ Uplink Shared Channel (UL-SCH): The UL-SCH handles the critical task of transport-

ing user data and control information from UEs to the eNodeB. This channel is utilized

by all UEs in the network, regardless of their current state (active call, idle, etc.). UEs

leverage the UL-SCH to transmit voice data during calls, upload �les, or send control

signaling to the network.

ˆ Random-Access Channel (RACH): When a mobile device needs to establish network

access, it transmits a random-access message on the RACH, which is an uplink channel.

This message essentially serves as a "handshake" with the network, requesting resources

for data transmission. The eNodeB acknowledges this message by allocating resources

(uplink bandwidth and subframes) to the UE, enabling it to initiate communication. The

mapping between these transport channels and their corresponding physical channels is

illustrated in Figure 2.4. This mapping de�nes how the logical transport channels are

translated into physical signals for transmission over the air interface.
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Figure 2.4: Mapping of the transport channels onto the physical channels in LTE [86].

2.4.2.2 Transmission Modes: Leveraging Multiple Antennas for Enhanced

Performance

The transmission mode in LTE determines the multi-antenna con�guration used for commu-

nication between the eNodeB and the UE. These con�gurations can be categorized into four

types based on the number of antennas employed on both the transmitting and receiving ends

[89]:

ˆ Multiple-Input Multiple-Output (MIMO) : In this advanced con�guration, both the

transmission eNodeB and reception UE sides use multiple antennas. MIMO allows for

the simultaneous transmission of independent data streams, signi�cantly increasing

the system's data capacity without requiring additional bandwidth. LTE commonly

employs 2x2 or 4x4 MIMO setups, which improve both throughput and spectral e�ciency.

Furthermore, MIMO enhances signal robustness and reduces the impact of fading, which

is particularly important for maintaining high QoE in bandwidth-intensive multimedia

applications like HD video streaming.

ˆ Multiple-Input Single-Output (MISO): This con�guration utilizes multiple antennas

for transmission (eNodeB), while the receiving side (UE) has only one. MISO can improve

transmission robustness against fading by exploiting spatial diversity at the transmit

side. By strategically transmitting the same signal from multiple antennas with slight

variations, the eNodeB can mitigate the e�ects of multipath fading and enhance signal

reliability.

ˆ Single-Input Multiple-Output (SIMO): Here, the transmission side (eNodeB) employs

a single antenna, while the receiving side (UE) bene�ts from multiple antennas. This

setup can enhance reception through spatial diversity. By leveraging multiple receive

43



Chapter

2 QoS & QoE in Mobile Multimedia Services

antennas, the UE can exploit variations in the signal caused by multipath fading to

improve signal quality and potentially increase data throughput.

ˆ Single-Input Single-Output (SISO): This basic con�guration utilizes only one antenna

for both transmission (eNodeB) and reception (UE). While functional, SISO o�ers limited

potential for improving signal quality or data rates.

2.4.2.3 Key Constraints in LTE Multimedia Delivery

Despite its advances, LTE faces several technical and operational constraints that challenge its

ability to deliver consistent, high-quality multimedia services. These limitations arise from

the nature of wireless transmission, limited spectral resources, and the need to support user

mobility across diverse network conditions [90][66].

ˆ Limited and Shared Bandwidth: LTE relies on shared radio spectrum. In high-demand

scenarios such as peak hours or urban areas, congestion leads to degraded throughput,

a�ecting high-bitrate streaming and increasing startup delay or rebu�ering risk.

ˆ User Mobility and Handover Delays: Seamless service delivery is challenged when

users move across LTE cells. Handover procedures, especially under high-speed mobility

(e.g., trains or vehicles), introduce latency, jitter, or even packet loss, disrupting real-time

applications.

ˆ Dynamic Channel Conditions: Wireless links are susceptible to fading, shadowing,

and interference. These variations can degrade link quality, resulting in video quality

�uctuation, bu�ering, and unpredictable playback performance.

ˆ Network Congestion: Increased user density and multimedia demand reduce per-

user resource availability [91]. Congestion a�ects real-time services the most, where

maintaining low latency and consistent throughput is critical.

ˆ Bandwidth Constraints: Delivering high-resolution multimedia content under con-

strained spectrum availability necessitates e�cient compression (e.g., via H.265) [92] and

adaptive streaming strategies.

2.4.2.4 Technical Enablers and Optimization Opportunities

To address these constraints, LTE incorporates a range of protocol-level and physical-layer

enhancements aimed at improving multimedia service delivery. These technical enablers help
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optimize resource usage, enhance robustness, and adapt media quality dynamically in response

to real-time network conditions [93].

ˆ ABR: LTE enables ABR techniques such as MPEG-DASH and HLS allowing media clients

to dynamically adjust stream quality based on real-time bandwidth and bu�er status.

While this enhances continuity, it can also cause noticeable resolution shifts.

ˆ QoS-Aware Scheduling: LTE supports scheduling based on QCI, enabling the network

to prioritize multimedia tra�c with speci�c delay and loss sensitivity�crucial for VoIP

and live video applications.

ˆ Support for MIMO and Carrier Aggregation: These physical-layer enhancements

boost spectral e�ciency and aggregate available bandwidth, supporting the demands of

bandwidth-intensive applications like 4K streaming or multi-user scenarios [94].

ˆ Dynamic Resource Allocation: The eNodeB can allocate Physical Resource Blocks

(Physical Resource Block (PRB)s) adaptively in response to user demands and service

type, optimizing real-time tra�c �ow across variable radio conditions.

ˆ Enhanced Multimedia Broadcast Multicast Service (eMBMS): eMBMS enables

e�cient content distribution to multiple users simultaneously, ideal for live events and

group-based media services where multicast transmission reduces network load [95].

2.5 QoS Fundamentals and Models in LTE Networks

QoS is a foundational concept in mobile networking, directly in�uencing how multimedia

services are delivered and experienced by end-users. In LTE networks, QoS frameworks are

designed to maintain service-level performance even under dynamic tra�c loads and varying

radio conditions.

To support services such as video streaming, VoIP, and real-time conferencing, LTE speci�es

distinct QoS attributes with quantitative benchmarks [96]:

ˆ Latency: End-to-end delay should be below 150 ms for voice services and under 400 ms

for video conferencing.

ˆ Jitter: Variations in delay must remain within 30 ms to preserve video and audio syn-

chrony.
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ˆ Throughput: Video streaming typically requires 2�5 Mbps; HD or 4K may demand

more.

ˆ Packet Loss:For perceptual quality, packet loss must be below 1% for both voice and

video streams.

2.5.1 ITU and LTE-Specific QoS Class Identifiers

To implement these requirements, LTE de�nes standardized QCIs. Each QCI is associated with

a speci�c tra�c type, de�ning parameters such as delay tolerance, priority, and acceptable loss

rate. Table 2.3 outlines representative QCI con�gurations for multimedia delivery.

Table 2.3:Example QCI in LTE [97].

QCI Priority Level Packet Delay Budget (ms) Packet Loss Rate
1 2 100 10� 2 (Conversational Voice)
2 4 150 10� 3 (Live Streaming Video)
6 6 300 10� 6 (Bu�ered Video)
9 9 300 10� 6 (Best E�ort Services)

These identi�ers allow LTE networks to map application �ows to appropriate bearers,

enabling predictable QoS behavior across varying radio and tra�c conditions.

2.5.2 QoS Models in Network Design

In networking, QoS models de�ne how tra�c is treated and prioritized. While not exclusive to

LTE, these models [98] [5] in�uence how mobile and IP core networks allocate resources:

ˆ Best-E�ort: No guarantees on throughput or latency. All packets are treated equally,

suitable for non-critical applications.

ˆ Integrated Services (IntServ): Based on per-�ow resource reservation via Resource

Reservation Protocol (RSVP), this model supports guaranteed service but lacks scalability

for large networks.

ˆ Di�erentiated Services (Di�serv): Uses Di�erentiated Services Code Point (DSCP)

�eld markings in the IP header to classify packets into di�erent QoS classes, enabling

scalable service di�erentiation.
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In LTE, a hybrid approach is used. Within the radio access and core network, QCI based

bearers manage tra�c classi�cation and prioritization. For IP-level transport over the backhaul

and internet, Di�Serv may be applied for end-to-end service coherence.

2.5.3 Rate Adaptation Support in LTE Architecture

To cope with the variability of wireless conditions, LTE supports multiple rate adaptation

techniques. These techniques have been discussed earlier under *Bitrate Control and Delivery

Modalities*, but are brie�y revisited here to show their technical implementation within LTE:

ˆ CBR andVBR tra�c can be transported using dedicated or default bearers, depending

on QCI allocation and service criticality [99].

ˆ ABR streaming is extensively supported in LTE, allowing client applications to select

segment qualities based on real-time throughput estimates and bu�er states.

ˆ Dynamic scheduling at the eNodeB allocates PRBs based on radio quality and QoS

constraints, enabling real-time adaptation to channel conditions [100].

While ABR mechanisms are implemented on the client side, their e�ectiveness relies on LTE's

ability to sustain throughput levels and low jitter within the allocated bearer. Integration of

ABR with QCI ensures a tight coupling between application-layer adaptation and network-layer

resource control.

2.6 QoS in Practice: LTE Network-Centric Perspective

LTE employs a structured QoS framework that distinguishes tra�c based on service require-

ments, user subscription levels, and network policy enforcement mechanisms. The cornerstone

of service di�erentiation in LTE is the use of QCIs, which de�ne key transmission characteristics

such as packet delay budget and packet loss rate. Each bearer is associated with a speci�c QCI,

allowing the network to assign di�erentiated handling and prioritization strategies [101][102].

For example:

ˆ QCI 1 is designed for conversational voice, with a packet delay budget of 100 ms and a

packet error loss rate of10� 2.

ˆ QCI 2 targets real-time video, with higher bandwidth and a slightly relaxed delay budget

(150 ms).
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ˆ QCI 6�9 are used for best-e�ort services like web browsing or �le downloads, where

delay is less critical.

These QoS levels are enforced using mechanisms such as Allocation and Retention Priority

(ARP), Tra�c Flow Templates (TFT) , and scheduling algorithms at the eNodeB level. LTE's

architecture supports both Guaranteed Bit Rate (GBR)and Non-GBR bearers, enabling �exible

resource allocation depending on service sensitivity and network load.

2.7 QoS Monitoring and Resource Management in LTE

E�ective QoS assurance in LTE is not merely a matter of initial service con�guration�it requires

continuous monitoring and real-time adjustments. This section outlines the key mechanisms

LTE networks use to monitor and manage resources for optimal service delivery.

2.7.1 Scheduler Design and Tra�ic Prioritization

LTE employs dynamic scheduling at the eNodeB level to allocate radio resources based on

current channel conditions, service requirements, and QCI. Scheduling algorithms such as Pro-

portional Fair (PF), Maximum Throughput (MT), and Reduced-Reference (RR) are implemented

to balance e�ciency and fairness[103].

ˆ PF:Balances throughput and fairness by scheduling users with good channel conditions

while ensuring minimum allocation for others.

ˆ RR: Provides equal time slots to all users regardless of channel condition or service

requirement.

ˆ MT: Focuses on maximizing overall cell throughput but may starve users with poor

channel quality .

2.7.2 Tra�ic Classes and QoS-Aware Resource Allocation

E�ective QoS enforcement in LTE relies on the classi�cation of tra�c into prede�ned categories

based on delay tolerance, loss sensitivity, and interaction requirements. This classi�cation

enables the network to dynamically allocate radio and core network resources according to

application-speci�c performance needs, ensuring a consistent user experience across service

types [104][97]. The main tra�c classes include:
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ˆ Conversational Tra�c: Characterized by strict latency and jitter requirements, this

class includes services like VoIP and video conferencing where real-time interaction is

essential.

ˆ Streaming Tra�c: Used for services such as live video and audio streaming, this tra�c

type tolerates minor jitter but remains sensitive to end-to-end delay and packet loss.

ˆ Interactive Tra�c: Found in applications like web browsing or online gaming, it requires

moderately low delays to maintain responsiveness but is less a�ected by occasional jitter

or loss.

ˆ Background Tra�c: Includes tasks such as email sync, �le downloads, and software

updates, which are delay-tolerant and can be deprioritized without impacting user-

perceived quality.

Resource allocation mechanisms in LTE, including scheduling algorithms and bearer prioriti-

zation, leverage these classi�cations to ensure that delay-sensitive services receive preferential

treatment under congestion or limited bandwidth conditions.

2.7.3 Admission Control and Load Balancing

Admission control mechanisms evaluate incoming tra�c against available capacity to prevent

overloading and ensure QoS compliance. Load balancing techniques redistribute tra�c across

cells or carriers to alleviate congestion.

2.7.4 Performance Monitoring and KPI Tracking

In LTE networks, continuous monitoring of KPIs is critical to evaluating service quality,

diagnosing network issues, and ensuring that QoS targets are met. These KPIs serve as

quanti�able metrics that guide resource allocation, tra�c shaping, and policy enforcement

across the radio access and core network layers [105] [106]. The most commonly tracked KPIs

include:

ˆ Packet Loss Rate: Measures the proportion of data packets that fail to reach their

destination, directly impacting multimedia continuity and user experience.

ˆ Throughput per User: Represents the average data rate successfully delivered to an

individual user, re�ecting both network capacity and fairness in resource distribution.
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ˆ Block error rate (BLER): Indicates the ratio of erroneous transport blocks at the physical

layer; high BLER values can trigger retransmissions, increasing latency and degrading

QoS [107].

ˆ Scheduling Delay: Captures the time interval between a data request and its actual

transmission, o�ering insight into resource allocation e�ciency and congestion levels.

Tracking these indicators in real time enables LTE operators to proactively adjust scheduling

algorithms, balance load across cells, and optimize user experiences under varying tra�c

conditions.

2.8 QoE in Multimedia Services

2.8.1 Definition and Dimensions of QoE

QoE, as de�ned by the ITU-T Recommendation P.10/G.100, is "the overall acceptability of an

application or service, as perceived subjectively by the end user"[108]. This acceptability results

from a complex interplay of technical performance, user expectations, and contextual factors.

Unlike QoS, which focuses on network performance indicators, QoE centers on the end-user's

perception of the service quality.

QoE can be broadly categorized into two dimensions:

ˆ Subjective QoE:This involves human perception, feelings, expectations, and preferences,

often assessed using user feedback tools like Mean Opinion Score (MOS)[109].

ˆ Objective QoE: Involves algorithmic or model-based estimations that infer user experi-

ence based on quanti�able metrics such as bitrate, delay, jitter, and resolution [110].

2.8.2 Influencing Factors in Mobile QoE

QoE in mobile multimedia services is in�uenced by a wide range of variables. These can be

grouped into three main categories:

ˆ User-centric Factors: Device type and screen size, individual preferences, prior experi-

ences, and mobility patterns signi�cantly shape user expectations and perceived service

quality [111].
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ˆ Network Factors: Key parameters include end-to-end delay, jitter, packet loss, and avail-

able bandwidth. Poor connectivity often leads to bu�ering, interruptions, or resolution

downgrades [112].

ˆ Application and Contextual Factors: These involve the codec e�ciency, service

content type, user location, and time of day. For example, a user streaming HD content

during peak hours may have a di�erent QoE than during o�-peak hours due to congestion

[113].

2.8.3 Measurement and Evaluation Approaches

QoE assessment can follow either subjective or objective methodologies:

ˆ Subjective Methods: These include techniques like [114]:

� Mean Opinion Score (MOS): A widely used metric where users rate the perceived

quality on a scale (typically 1 to 5).

� Degradation Category Rating (DCR): A comparison-based technique assessing

how much the quality is degraded.

ˆ Objective Methods: These include [115]:

� PSNR: Measures signal �delity compared to a reference.

� Video Multi-dimensional Assessment Tool (VMAF): A machine-learning-based

model that correlates strongly with human perception.

� Machine Learning Models: These include regression models, SVMs, and deep

neural networks that map QoS parameters to QoE outcomes.

2.8.4 Importance and Role of QoE in Service Optimization

QoE serves as a strategic metric for service providers aiming to improve customer retention

and business outcomes [116]. Its importance lies in:

ˆ Business Value: High QoE enhances user satisfaction, increases platform engagement,

and reduces churn. This directly correlates with higher revenue and market competitive-

ness.
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ˆ Integration with Network Planning: QoE metrics support informed decisions in

network provisioning, congestion control, and resource allocation. For instance, ABR

streaming mechanisms leverage real-time QoE feedback to adjust media quality dynami-

cally.

ˆ Competitive Advantage: Providers o�ering superior QoE can di�erentiate themselves,

especially in saturated markets where technical parameters alone are insu�cient to gain

user loyalty.

2.9 QoE for Multimedia Services

Unlike traditional quality measures solely focused on technical parameters like network band-

width and response times, QoE takes a more comprehensive approach. It encompasses both

objective and subjective factors that in�uence how users perceive a service or application. This

broader perspective is crucial for delivering multimedia services that are not only technically

sound but also meet user expectations and provide a satisfying experience.

2.9.1 Subjective and Objective QoE

Traditional quality measures focused solely on technical parameters like network bandwidth

and response times. However, QoE takes a more comprehensive approach, encompassing both

objective and subjective factors that in�uence how users perceive a service or application

[114]. This broader perspective is crucial for delivering multimedia services that are not only

technically sound but also meet user expectations and provide a satisfying experience.

2.9.1.1 Objective QoE

Objective QoE provides quanti�able insights into system performance through measurable

technical parameters [115]. These metrics act as a foundation for network engineers and service

providers to identify areas for improvement and ensure a smooth user experience. Here are

some key objective QoE metrics:

ˆ Network Performance: Measured parameters include latency (data transmission delay),

jitter (variation in delay), and packet loss rate (percentage of data packets not reaching

their destination). Consistent and predictable network performance is crucial for services

like real-time video calls or online gaming, where even slight delays or disruptions can

signi�cantly impact QoE.
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ˆ Application Performance: This focuses on factors like response time (time taken for

the application to respond to user input), uptime (percentage of time the application is

available), and error rates (frequency of application crashes or errors). Reliable application

performance ensures users can interact seamlessly with the service without encountering

crashes or freezing issues.

While objective QoE factors are primarily quantitative, some user limitations, like color blind-

ness, might introduce a qualitative element that can be quanti�ed and considered within

objective QoE metrics. This highlights the interconnectedness between objective and subjective

QoE aspects. For example, changing human biological or cognitive parameters (e.g., temporary

hearing loss due to loud music) can in�uence subjective perceptions and feelings about ser-

vice quality. However, the primary focus of objective QoE remains on measurable technical

parameters that directly impact system performance.

2.9.1.2 Subjective QoE

Subjective QoE delves deeper into the user's individual perception and feelings during service

usage. Unlike objective factors, subjective aspects are intangible and vary greatly depending

on the user's unique experiences and expectations. Understanding these subjective elements is

essential for creating a user-centric service that fosters positive user experience [117]:

ˆ Expectations: Prior beliefs about a service's capabilities shape user perception. A user

expecting high-de�nition video streaming with minimal bu�ering will be disappointed

if they encounter frequent interruptions. Setting realistic expectations through clear

communication is vital for managing user perception. Service providers can utilize

onboarding tutorials or informative product descriptions to manage user expectations

and ensure alignment with actual service capabilities.

ˆ Prior Experience: Past interactions with similar services in�uence user expectations. A

history of positive experiences fosters trust and increases the likelihood of a good QoE

in the present. Conversely, negative past experiences can lead to lower expectations and

reduced satisfaction with the current service. Service providers can leverage positive

user reviews and testimonials to build trust and address potential concerns stemming

from past negative experiences with similar services.

ˆ Feelings and Thoughts: Emotional responses during usage signi�cantly impact QoE.

Frustration with slow loading times or excitement during a high-quality video call
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directly a�ect user perception. Service design should aim to minimize frustration and

maximize positive emotions for a more enjoyable user experience. Techniques like

progress indicators during loading times or visual feedback for successful actions can

help manage user emotions and enhance QoE.

ˆ Context of Use: The environment where the service is used plays a crucial role. For

instance, a weak cellular signal in a remote location might hinder QoE for a video call,

while a user on a stable Wi-Fi connection at home might experience a di�erent level of

satisfaction. Understanding the context of use allows for tailoring services to speci�c

situations and user needs. Adaptive bitrate streaming for video services can adjust video

quality based on available bandwidth, ensuring a smooth experience even on weaker

connections.

By considering both objective and subjective aspects of QoE, service providers can gain a more

holistic understanding of user experience. This allows them to identify areas for improvement

across network infrastructure, application performance, and user experience design. Optimizing

these factors while addressing user expectations and emotional responses is key to delivering

high-quality QoE for multimedia services, ensuring user satisfaction and loyalty in a competitive

market.

2.9.2 Factors Influencing QoE in Mobile Multimedia Services

While traditionally, research focused primarily on the impact of network and application

performance (objective factors) on QoE, recent studies emphasize the growing importance of

user-centric considerations. Here's a breakdown of the key factors in�uencing QoE in mobile

multimedia services:

2.9.2.1 User-centric Factors

ˆ Internal Factors: These encompass both subjective and objective aspects that in�uence

a user's perception of service quality [118][119]:

� Subjective: User expectations and preferences play a signi�cant role. A user

expecting seamless video streaming will be more frustrated by bu�ering compared

to someone with lower expectations.

� Objective: Cognitive factors like workload and attention levels also in�uence QoE.

A user multitasking on their phone might be less sensitive to minor delays compared

to someone focused solely on a video call.
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ˆ External Factors Shaping QoE in Mobile Multimedia Services: Beyond user ex-

pectations and cognitive factors, the broader context in which a service is used plays

a signi�cant role in shaping QoE. Here's a deeper dive into the key external factors

in�uencing user perception:

� Technological Domain: The Foundation of Service Delivery

The technological domain encompasses the technical infrastructure that underpins

service delivery. Here, various factors in�uence user experience:

* Network Performance: The underlying network acts as the backbone for

multimedia services. Factors like bandwidth, latency (data transmission delay),

jitter (variation in delay), and packet loss rate (percentage of data packets not

reaching their destination) directly impact user experience. Consistent and

reliable network performance is essential for smooth streaming, uninterrupted

video calls, and other real-time applications. Inconsistent bandwidth or frequent

packet loss can lead to bu�ering, lag, and dropped calls, signi�cantly hindering

QoE [29].

* Device Capabilities: The user's device acts as the interface for interacting

with the service. Processing power, memory, screen resolution, and operating

system all play a role. A lower-end device might struggle with high-de�nition

video playback, complex applications, or resource-intensive tasks [120]. This

can lead to stuttering playback, slow loading times, or application crashes,

negatively impacting QoE.

* Software Design: The design and functionality of the application or service

itself come into play [59]. An intuitive user interface with clear navigation

and optimized features for mobile devices contributes to a positive QoE. E�-

cient coding practices that minimize resource consumption and ensure smooth

performance are also crucial. A poorly designed interface, buggy software, or

features not optimized for mobile usage can lead to frustration and a negative

user experience.

� Business Domain: Balancing User Needs and Service O�erings

Business practices and service o�erings can shape user perception and impact QoE

in several ways [121]:

* Pricing and Billing: The cost of the service and data plans in�uence user

expectations and satisfaction. A user on a limited data plan might be more
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sensitive to bu�ering compared to someone with an unlimited plan. Transpar-

ent pricing models and clear communication about data usage limitations help

manage expectations and avoid user frustration.

* Marketing and Communication: Clear and transparent communication

about service capabilities and limitations is essential. E�ective marketing can

build trust and foster a positive brand image by setting realistic expectations.

Overpromising features or failing to communicate potential limitations can

lead to user disappointment and negatively impact QoE [122].

* Customer Support: Providing timely and helpful customer support is crucial

for addressing user concerns and resolving issues that can negatively impact

QoE. Responsive and knowledgeable support sta� can help users troubleshoot

problems, answer questions, and ultimately improve their overall experience

with the service.

� Contextual Domain: The Environment Matters

The environment in which the service is used plays a signi�cant role in shaping

QoE [123]:

* Location: User location can signi�cantly a�ect network performance. A user

in a remote area with a weak cellular signal will experience a di�erent QoE

for a mobile video call compared to someone in an urban center with a strong

signal. Service providers can consider o�ering network optimization features

or recommending speci�c locations for better signal quality to enhance user

experience in varying locations.

* Time of Day: Network congestion can vary depending on the time of day and

user location. During peak usage hours, users might experience slower speeds

and more bu�ering, impacting QoE. Service providers can utilize dynamic

allocation of resources or implement strategies to manage peak loads, helping

to ensure a consistent and positive user experience [124].

* Social Situation: The social context in which the service is used can in�uence

expectations and perception. A user on a work video call might have di�erent

expectations for responsiveness and quality compared to someone on a casual

video call with friends. Understanding these social contexts can help service

providers tailor their o�erings to meet user needs and optimize QoE for di�erent

scenarios.
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By understanding these external factors in conjunction with user-centric considerations, service

providers can create a more holistic picture of QoE. Addressing the technical infrastructure,

business practices, and contextual elements that in�uence user experience allows for a more

optimized and user-friendly service. This comprehensive approach ultimately contributes to

increased customer satisfaction, loyalty, and a competitive advantage in the mobile multimedia

services market.

2.9.3 QoE Measurement Approaches: Balancing Accuracy and

E�iciency

QoE Measurement plays a crucial role in ensuring user satisfaction with multimedia services,

particularly video applications. However, the ideal measurement approach strikes a balance

between accuracy and e�ciency. This section delves into the two main categories of QoE

measurement methods: subjective and objective.

2.9.3.1 Subjective Methods: High Accuracy , High Cost

Subjective methods provide the most accurate assessment of QoE by directly capturing user

perception. Standardized protocols like International Telecommunication Union Radiocommu-

nication (ITU-R) BT.500-13 [125] and ITU-T Rec.P.910 [126] guide the conduct of subjective

video quality measurements, ensuring controlled test environments, appropriate observer se-

lection, and standardized assessment procedures. The Mean Opinion Score (MOS), a numerical

rating from 1 (poor) to 5 (excellent), serves as the primary metric for subjective evaluation.

While highly accurate, subjective methods present signi�cant drawbacks:

ˆ Cost and Time: Maintaining a controlled testing environment and recruiting participants

can be expensive and time-consuming.

ˆ Scalability: Subjective methods are di�cult to automate and implement in real-time,

limiting their scalability for large-scale monitoring.

2.9.3.2 Objective Methods: E�iciency for Real-world Application

Objective methods o�er a faster and more cost-e�ective alternative to subjective assessments

[127] [128]. These methods rely on mathematical models or comparative techniques to quantify

video quality. Their key advantages include:
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Figure 2.5: Classi�cation of objective video quality models [129].

ˆ Automation: Objective methods can be automated, enabling real-time implementation

for network monitoring and service optimization.

ˆ Scalability: The automated nature of objective methods makes them suitable for large-

scale deployments.

ˆ Real-World Application: Objective methods can be applied to in-service quality moni-

toring, network and terminal design, codec optimization, and selection.

However, objective methods often sacri�ce some accuracy for e�ciency. They aim to predict

the subjective MOS that users would give but may not always perfectly capture user perception.

2.9.3.3 Objective Method Categories: Tailoring the Approach

Objective video quality measurement methods can be further classi�ed into three categories

based on their reference requirements as depicted in Figure 2.5.

ˆ Full-Reference (FR): FR methods require access to the original, undistorted video

signal. They perform pixel-by-pixel comparisons to quantify distortions, making them

impractical for real-time applications where the original video might not be available.

Examples of FR methods include Video Quality Metric (VQM), Structural Similarity Index

Measurement (SSIM), and PSNR [130].

ˆ RR: RR methods extract features from the original video for quality assessment. This

allows for online monitoring but requires a side channel to transmit the extracted features

[131].
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ˆ No-Reference (NR): NR methods estimate video quality without needing the original

signal. This makes them ideal for monitoring live video tra�c but can be less accurate

compared to FR and RR methods [132].

Understanding the trade-o�s between subjective and objective methods allows service

providers and researchers to choose the most appropriate approach for their speci�c needs.

While subjective methods provide the gold standard for accuracy, objective methods o�er

valuable tools for real-time monitoring, scalability, and cost-e�ectiveness. As research continues,

the development of more accurate and e�cient objective methods will further enhance QoE

management for multimedia services.

2.9.3.4 Importance of QoE in Multimedia Services

The landscape of multimedia services has evolved signi�cantly. While once solely concerned

with technical parameters like network bandwidth and response times, a more holistic approach

is now paramount. This is where QoE enters the scene as a critical factor directly impacting

user satisfaction, loyalty, and ultimately, the success of multimedia services.

ˆ Beyond the Technical: A user-centric approach Multimedia

QoE transcends the realm of simply ensuring technical functionality. It embraces a

user-centric perspective, encompassing both objective (measurable technical aspects)

and subjective (user perception and feelings) elements that in�uence how users perceive

a service. This broader understanding acknowledges that even technically sound services

can fall short if the user experience falls �at. Here's why QoE plays a vital role in the

success of multimedia services:

� Elevating User Satisfaction: High QoE translates to a smooth, seamless user

experience free from disruptions and frustrations. Users are more likely to be

satis�ed and engaged with a service that meets their expectations and delivers a

positive experience. Imagine a video call where the picture quality is crisp, the

audio is clear, and there's minimal lag. This fosters a sense of connection and

satisfaction, encouraging continued use. Conversely, a call plagued by constant

bu�ering, choppy video, and audio dropouts creates frustration and can quickly

sour the user experience [133].

� Fostering Customer Loyalty: Positive QoE experiences cultivate user loyalty.

When users perceive a service as reliable, enjoyable, and ful�lling their needs,

they're more likely to continue using it and potentially recommend it to others.
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This loyalty translates to a stable user base and a competitive edge in the multimedia

market. Consider a video streaming platform that consistently delivers high-quality

content with minimal bu�ering and a user-friendly interface [134]. Users are likely

to subscribe and become loyal customers, appreciating the smooth and enjoyable

experience.

� Combating Churn: Poor QoE experiences are detrimental to user retention. Frus-

tration with lagging video calls, dropped connections, or unreliable service can lead

to churn (cancellation of service). By prioritizing QoE and addressing potential

issues, service providers can minimize churn and retain their user base. Imagine a

video conferencing platform plagued with frequent connection drops during impor-

tant meetings. Users are likely to become frustrated and seek out a more reliable

LTE, resulting in churn [135].

� Di�erentiation in a Crowded Market: Today's multimedia market is �ercely

competitive [136]. QoE can serve as a powerful di�erentiator, allowing service

providers to stand out from the crowd. By demonstrably delivering a superior user

experience, providers can attract new customers and solidify their position. Consider

two music streaming platforms: one o�ering high-�delity audio, seamless playback,

and personalized recommendations; the other experiencing frequent bu�ering and

lacking intuitive features. Users are more likely to choose the platform that delivers

a superior and enjoyable listening experience.

� Data-Driven Service Improvement: Understanding user experience through

QoE measurement provides invaluable data for service providers [137]. This infor-

mation allows them to identify areas for improvement, optimize resource allocation,

and make informed decisions regarding service development. By analyzing user

feedback and objective QoE metrics, providers can identify bottlenecks, improve

service reliability, and tailor o�erings to better meet user needs and expectations.

In today's multimedia landscape, focusing solely on technical speci�cations is a recipe for

diminishing returns. By prioritizing QoE and taking a user-centric approach, service providers

can deliver a satisfying and engaging experience that translates to user satisfaction, loyalty, and

ultimately, the success of their multimedia o�erings. By fostering positive QoE, multimedia

services can not only survive but thrive in a competitive marketplace.
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2.9.3.5 User Experience Considerations in LTE Video Delivery

From a QoE perspective, LTE video delivery must address both technical and perceptual

dimensions [138][139][140][141][142]:

ˆ Startup Delay and Bu�ering: Users expect minimal wait time before playback starts.

Initial bu�ering and mid-playback stalls are among the most detrimental events to

perceived video quality.

ˆ Resolution Consistency: Frequent shifts in video quality due to ABR are often perceived

negatively, even if playback remains uninterrupted. Users prefer consistent medium-

quality playback over �uctuating high-quality streams.

ˆ Latency in Live and Interactive Services: Delays beyond a few seconds in live content

or milliseconds in RTC degrade user engagement and interactivity. LTE's lower round-trip

times compared to 3G improve this but may still fall short for time-critical applications.

ˆ Device and Screen Size Considerations:The impact of quality �uctuations may be

more noticeable on larger or high-resolution displays. LTE must support e�cient content

scaling for various device types.

ˆ Context Awareness: Factors such as user location, time of day, and content type (e.g.,

sports vs. news) in�uence QoE expectations. LTE-based streaming systems bene�t from

context-aware adaptation to optimize delivery.

2.10 Related Work in QoE/QoS Mapping for Mobile Video

Streaming

Optimizing the user experience (QoE) of mobile video streaming remains a signi�cant challenge

due to the dynamic nature of wireless networks and the ever-increasing demands of high-

resolution content. To address this challenge, researchers have explored various techniques

for mapping between QoS, which focuses on technical network parameters, and QoE, which

captures the user's subjective perception of the service. This section delves into the existing

body of research on QoE/QoS mapping for mobile video streaming, highlighting both traditional

techniques and the growing prominence of machine learning approaches.
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2.10.1 Traditional Techniques and Limitations

Early e�orts in QoE/QoS mapping for mobile video streaming employed traditional techniques

like linear regression and simple machine learning algorithms. These methods attempt to

establish a direct relationship between readily measurable QoS parameters (e.g., bandwidth,

latency, packet loss) and perceived QoE metrics (e.g., stalling rate, rebu�ering events, video

quality). However, research has consistently shown that raw QoS measurements and their

associated KPI are not always reliable predictors of QoE.

ˆ Linear Regression: This statistical method establishes a linear relationship between

QoS parameters and predicted QoE values. Although it o�ers a baseline approach, linear

regression can be limited in its ability to capture complex nonlinear relationships between

variables often observed in QoE/QoS mapping, particularly with mobile video streaming,

where network conditions can �uctuate rapidly [143].

ˆ Simple Machine Learning Models: Techniques such as decision trees and k-Nearest

Neighbor (KNN) have also been explored. Decision trees classify QoE based on a series

of decision rules derived from QoS parameters, while KNN predicts QoE by identifying

similar past instances based on QoS metrics [144]. However, these methods can be

susceptible to over�tting and may not generalize well to unseen data, especially in the

context of dynamic mobile video streaming environments.

While traditional techniques provide a starting point, the limitations in capturing the intricacies

of user experience necessitate more sophisticated approaches.

2.10.2 Machine learning Approaches for QoE/QoS Mapping

With the growing availability of user data and computational power, Machine Learning (ML)

has emerged as a powerful tool for QoE/QoS mapping. These techniques aim to learn the

complex relationships between QoS parameters and user perception, providing more accurate

and dynamic QoE predictions speci�c to mobile video streaming. Some prominent examples

include:

ˆ Support Vector Machines (SVM): SVMs can e�ectively handle nonlinear relationships

and provide robust predictions, demonstrating promising results in QoE/QoS mapping

for mobile video streaming [145]. For example, the research by [145] employed SVM to

map network QoS metrics from real UMTS and LTE data to user-perceived data QoE

(measured by MOS) with high precision. This approach has the potential to improve
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resource allocation and service optimization for mobile video streaming providers by

providing a more realistic measure of user satisfaction in a dynamic mobile network

environment.

ˆ Neural Networks (NNs): Deep learning architectures, particularly Convolutional Neural

Networking (CNNs) and Recurrent Neural Networks (RNNs), have shown signi�cant

potential for QoE/QoS mapping in mobile video streaming [146]. CNNs excel at handling

spatial relationships within QoS data (e.g., identifying patterns in network congestion

data), while RNNs can capture temporal dependencies (e.g., understanding how past

network �uctuations might impact the future QoE). An example by [147] explored the use

of a multi-layer neural network to predict QoE for IPTV viewing speci�cally focusing on

mobile video streaming parameters. Their model achieved better accuracy than simpler

approaches, highlighting the potential of NN for mobile video streaming QoE/QoS

mapping. However, it's important to acknowledge that NN can be computationally

expensive to train and require substantial amounts of labeled data, which can be a

challenge to obtain in real-world mobile video streaming scenarios.

2.10.3 Knowledge Gaps and Opportunities for Improvement

While the �eld of QoE/QoS mapping for mobile video streaming has seen signi�cant progress,

there are still knowledge gaps and opportunities for improvement. Some key areas to consider

include:

ˆ Incorporating Contextual Information: Current models often focus primarily on

network-centric QoS parameters. However, the user context (for example, device capa-

bilities, network type, and application usage patterns) can signi�cantly impact QoE in

mobile video streaming. Integrating contextual information into mapping models opens

avenues for more holistic and user-centric QoE predictions [16].

ˆ Addressing Data Scarcity and Bias: Training e�ective ML models often requires

large amounts of labeled QoE data, which can be challenging to obtain for mobile video

streaming services. Techniques for data augmentation and transfer learning can help

mitigate this issue [148]. Additionally, ensuring unbiased datasets is important.

ˆ Challenges for Internet Service Providers (ISP): growing challenges in monitoring

QoE due to rapidly evolving network architectures and shifting user expectations. A

signi�cant obstacle is the increasing use of application layer encryption by OTT services
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like YouTube and Net�ix, restricting ISP access to detailed tra�c data that traditional QoE

monitoring systems depend on. This requires a shift toward new measurement methods

and a fundamental redesign of monitoring infrastructures. Furthermore, the adoption

of Software-De�ned Networks and Network Function Virtualization introducs of both

opportunities and complexities. These technologies enable scalable and adaptable quality

models suitable for dynamic application environments but also increase architectural

abstraction. Moreover, the emergence of the Internet of Things brings new use cases

for quality monitoring through virtualized sensing devices. Finally, the deployment

of modern protocols such as HTTP/2 and Quick UDP Internet Connections disrupts

conventional tra�c modeling approaches, especially those related to video streaming

and web performance, necessitating novel strategies for accurate QoE prediction.

ˆ Comprehensive Measurement Tools: There is a recognized need for tools that provide

multifaceted insights into mobile video streaming, beyond just network tra�c. Mobile

Video Information Extraction is an open-source, cross-platform measurement tool that

provides multifaceted insights into mobile video streaming. It captures both network

tra�c and video player activities, o�ering a more comprehensive analysis than traditional

network-only tools. It generates objective QoE metrics such as playback delay, video

quality switches, and stalls, while also monitoring privacy risks by detecting tracking and

advertisement related data �ows. Although it o�ers a customizable and detailed solution

for QoE analysis, its e�ectiveness can vary depending on the device and operating system,

requires technical setup knowledge, focuses mainly on speci�c content types (video),

and does not collect subjective user feedback.

To provide a clearer understanding of recent advancements, several studies have explored

QoE prediction for video streaming using machine learning models across diverse network

environments. These works vary in input parameters, such as packet loss and user feedback,

and use models like regression, SVM, and spline approximations.

In conclusion, this chapter has explored the intricate world of multimedia services within

mobile networks. We have examined the building blocks of multimedia services, the architecture

of LTE networks, and how they work together to deliver content to users on the go. We

have also delved into the concepts of QoS and QoE, highlighting their critical roles in user

satisfaction. By understanding these fundamental aspects, we can begin to analyze and optimize

the performance of mobile networks for multimedia applications.

Building upon this foundation, Chapter 3 will further explore Discrete Markov Models for

mobile network performance analysis. These models provide a powerful tool for mathematically
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representing and evaluating network behavior under various conditions. By leveraging such

models, we can gain deeper insights into network performance bottlenecks, predict potential

issues, and ultimately develop strategies for ensuring a superior and consistent user experience

for multimedia services in mobile networks.

65





3 Markov Model for Mo-

bile Network Analysis

The previous chapter examined how multimedia services, network performance (QoS), and

user experience (QoE) interact in mobile networks. While QoS metrics provide a network-

centric view, accurately capturing user-perceived quality in dynamic environments requires

probabilistic modeling. This chapter introduces and tests Markov-based models as a foundation

for QoS-to-QoE modeling.

The chapter presents Discrete Markov Models (DMMs) for analyzing observable state transi-

tions in mobile networks accessibility and retainability, and HMMs for estimating unobservable

performance states based on measured indicators. By applying both models to real-world

mobile network data, this chapter evaluates their ability to capture performance dynamics and

predict system behavior. These results serve as the analytical groundwork for QoE prediction,

which is the core focus of the next chapter.

3.1 Discrete Markov Models

3.1.1 Mathematical Models

Mathematical models are essential tools to represent and analyze real-world systems. These

models fall into two main categories: deterministic and stochastic. Deterministic models

assume �xed relationships between variables, leading to predictable outcomes for a given set

of initial conditions. Although valuable in controlled environments, they struggle to capture

the inherent randomness present in many physical or social systems.

Stochastic models address this limitation by incorporating elements of probability. These

models acknowledge the inherent variability in real-world systems and o�er a more realistic

picture by estimating the likelihood of various outcomes. This makes stochastic models partic-

ularly useful for analyzing complex systems such as mobile networks, where variability and

uncertainty are common. In such contexts, probabilistic modeling enables both system behavior

prediction and uncertainty quanti�cation�critical for anticipating performance �uctuations

and user experience.
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3.1.2 Discrete Markov Models for Temporal State Modeling

DMMs are a powerful class of stochastic models speci�cally suited for analyzing systems

that exhibit sequential states. DMMss encompass two main subcategories: Discrete Markov

Chain (DMC) and HMM. Both leverage the concept of a Markov chain, a stochastic model

introduced by Andrey Markov in 1906. These models are particularly relevant for mobile

network performance analysis, where system behavior evolves over time and can be observed

through measurable indicators or inferred from user experience.

3.1.3 Markov Chain Model

A Markov chain models a sequence of events where the probability of transitioning to a

future state depends solely on the current state, not on any previous states. This simplifying

assumption, known as the "memoryless" property, facilitates e�cient computational approaches

while still capturing essential system dynamics. Markov chains o�er a versatile tool for

analyzing sequential data across diverse �elds due to their ability to strike a balance between

completely dependent and fully independent systems. In this chapter, this concept is applied to

both directly observable network conditions and latent user experience states using appropriate

Markov formulations.

3.1.4 Subcategories of Discrete Markov Model

ˆ DMCs: Ideal for situations where system states are directly observable (e.g., network

congestion levels), DMC utilize a set of states and transition probabilities. These probabil-

ities de�ne the likelihood of moving between states. Analyzing these probabilities allows

network operators to gain valuable insight into system behavior, such as predicting the

likelihood of network congestion based on the current state.

ˆ HMM: Extend the concept of DMCs by introducing hidden states. In HMM, the true

state of the system may not be directly observable, but we can infer its in�uence through

a sequence of observable outputs (emissions). For instance, in mobile networks, signal

strength �uctuations could be observable outputs, while the underlying network con-

gestion levels could represent hidden states. By analyzing the sequence of observed

signal strengths, HMM can estimate the probability of hidden congestion states, enabling

network operators to make informed decisions even with limited direct observation.

Together, DMC and HMM form a comprehensive modeling framework that enables both direct
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analysis of measurable performance indicators and inference of latent system behavior. This

dual capability is essential for developing robust QoS-to-QoE mapping.

3.2 Discrete Markov Chain: Definition and Properties

DMCs are mathematical models suited for representing systems that undergo sequential state

changes. They capture stochastic transitions between a �nite number of discrete states over

time, using well-de�ned probability rules. These chains model systems that randomly transition

between distinct states including remaining in the same state, based on prede�ned transition

probabilities rather than deterministic rules.

DMCs are particularly e�ective when analyzing systems with discrete and countable state

spaces, such as mobile networks where signal levels, congestion states, and user activities can

be classi�ed into �nite categories.

3.2.1 Properties of Discrete Markov Chain Model

ˆ States: A DMC assumes a system can exist in various states, representing di�erent

conditions or situations relevant to multimedia services and mobile networks (e.g., low,

medium, or high signal strength; low or high congestion levels; idle or active user

playback states). These states are both discrete and �nite, forming the system's state

space. The system transitions between these states in discrete time steps according to

the model's transition probabilities.

ˆ Transitions: Transitions depict the movement of the system from one state to another.

These shifts re�ect the dynamic behavior of the system over time. For example, in mobile

networks, a user may move from a low signal area to a high signal area due to physical

movement, impacting service quality. Transitions are in�uenced by factors such as

infrastructure coverage, user mobility, and concurrent usage levels.

ˆ Transition Probabilities: These de�ne the likelihood of transitioning from one state to

another and are central to the DMC model. They are typically derived from historical

data or simulations and re�ect system-speci�c dynamics. For instance, the probability

of transitioning from �low signal� to �high signal� during a video call depends on user

movement and cell tower density. Understanding these probabilities enables performance

forecasting and anomaly detection.
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ˆ Initial (Probability) Distribution: This vector speci�es the probability of the system

starting in each state at timet = 0. It encodes the system's initial conditions and is

essential for time-dependent predictions.

ˆ Steady-State Distribution: Under certain conditions, a DMC reaches a stable dis-

tribution where state probabilities become time invariant. This long-run behavior is

particularly useful for analyzing persistent trends in network performance.

ˆ Markov Property: The de�ning characteristic of a DMC is the memoryless property,

which states that the probability of transitioning to the next state depends solely on the

current state, not on the sequence of past states. This simpli�es the analysis of complex

systems by eliminating the need to track historical sequences.

3.2.2 Applications in Mobile Networks

Understanding these core properties enables the use of DMCs to model and optimize various

aspects of mobile multimedia service delivery:

ˆ Analyze performance trends by examining transition matrices or visualizing state graphs.

ˆ Predict future states (e.g., congestion, signal strength) using the current state and transi-

tion probabilities.

ˆ Optimize service quality by identifying and addressing high-risk transitions or unstable

steady states.

For example, analyzing transition matrices may help forecast periods of likely video bu�ering

due to expected signal degradation, allowing proactive mitigation through network resource

allocation or adaptive streaming algorithms.

3.2.3 Derivation of the Transition Matrix

One of the fundamental building blocks of a DMC is the transition matrix, which captures

the probabilistic structure of state transitions within the system. This section outlines the

derivation process, aiming to provide a clear and structured understanding of how the matrix

represents the temporal evolution of states. Using a step-by-step method, we demonstrate how

transition probabilities are computed to quantify the likelihood of moving from one state to

another in a single time step. This understanding forms the basis for applying the transition
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matrix in more advanced models, such as HMM's, where it is essential for describing hidden

state dynamics.

Consider a discrete-time and random source withfB1•B2• ” ” ” •B# g designating the set of

possible states of the source while N designating the alphabet size or a number of forms of the

source [149]. Further consider that the source generates h time series data (random variables

observed in the time dimension) designated asG1• G2• G3• ” ” ” • G8• ” ” ” • G� where i inG8 indicates

the time index andG8nfB1•B2• ” ” ” •B# g . In general, applying the Chain rule in probability, the

joint likelihood of these random variables can be written as:

%¹G1• G2• ” ” ” • G� º = %¹G1º%¹G2jG1º%¹G3jG2• G1º” ” ”%¹G� jG¹� � 1º ” ” ” • G2• G1º (3.1)

If the source obeys the �rst-order Markov chain, every random variable inG1• G2• G3• ” ” ” • G�
is only dependent on the latest previous random variable and not the other ones [150]. In other

words, Equation (3.2) de�nes the transition probability. With (�rst order) Markov property, the

Chain rule in Equation (3.1) is simpli�ed to:

%¹G8jG¹8� 1º• G¹8� 2•º ” ” ” • G2• G1º = %¹G8jG¹8� 1ºº (3.2)

Equation (3.3) designates the likelihood of observing a sequence.

%¹G1• G2• G3• ” ” ” • G� º = %¹G1º%¹G2jG1º%¹G3jG2º ” ” ” %¹G� jG¹� � 1º (3.3)

We learn from the equation that only the most recent state (information) matters to predict

the probability of observing the sequence. Markov property can be of a higher order [25].

For example, for a second order Markov chain, a random variable depends on the latest and

one-to-latest variables. Usually, the default Markov property is of order one. With knowledge of

one-step transition probability, the Markov chain is also formulated to predict, in a probabilistic

sense, the distribution of the states after the system undergoes certain transitions in the future.

As an example1, consider that a certain source has only three states designated as {00• 01• 02}

as shown in Figure 3.1. If we consider transitions for three future time instantsC=� 2• C=� 1andt.

At time C=� 2 the source's output can be00• 01•and02 and let%0• %1 and%2 de�ne the probabilities

that the system will be in these states, respectively. At time t, the set of all possible transitions

for the system to be in the state00 are shown by the red lines. Further, let the probability of

the system's output transitions from statei to statej be given by%89.

The probability of being in this state after two transitions, designated by%¹2º
0 , is given by:

1 Note that for this example,08 are used instead ofB8 to designate the states
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Figure 3.1: State transitions for a source with three states are observed in three-time instants.

%¹2º
0 = %0¹%00%00¸ %01%10¸ %02%20º¸ %1¹%10%00¸ %11%10¸ %12%20º¸ %2¹%20%00¸ %21%10¸ %22%20º (3.4)

We can similarly write for%¹2º
1 and%¹2º

2 . If we collect identical terms and rearrange them in

the form of a matrix, we get that:

»%¹2º
0 • %¹2º

1 • %¹2º
2 ¼= »%0• %1• %2¼

©
­
­
«

%00 %01 %02

?10 %11 %12

%20 %21 %22

ª
®
®
¬

©
­
­
«

%00 %01 %02

?10 %11 %12

%20 %21 %22

ª
®
®
¬

= * %2 (3.5)

Where the matrix? =
©
­
­
«

%00 %01 %02

?10 %11 %12

%20 %21 %22

ª
®
®
¬

is the transition probability;%2 is square of the matrix;

and the vector* = »%0• %1• %2¼is the initial (probability) distribution. In general, the states

probability distribution afterk transitions in the future is given by [150]

* ¹: º = * %: (3.6)

%: is the result of multiplying the matrix P k times by itself. Each element of%¹: º, designated

as%89¹: º, is the probability of going from statei to statej in k iterations.

One inherent assumption in Markov chain is that the random variables, resulting from state

transitions, are observable, and transition probabilities can be computed directly from the

observations. In many real-world problems, however, the states we are interested in are hidden

or non-observable. This was the main motivation for the development of HMM and is presented

in the next section.
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3.2.4 Advanced Properties of Markov Chains

Discrete Markov Chains exhibit a rich set of properties that provide deeper insights into their

long-term behavior. Understanding these advanced characteristics can be crucial for speci�c

applications and theoretical analysis.

ˆ Communicating States: Two states in a Markov chain are considered communicating

states if it is possible to transition between them with a non-zero probability in either

direction. In simpler terms, there exists a path from statei to statej and vice versa,

allowing the system to move between them.

ˆ Absorbing States: An absorbing state acts as a "trap" for the system. Once a chain enters

an absorbing state, it remains there inde�nitely with no possibility of transitioning out.

A common example arises in modeling insurance systems, where a state representing

"policy withdrawal" or "death of the insured" can be considered absorbing.

ˆ Transient vs. Recurrent States: A transient state is one that the system might poten-

tially never revisit after entering it. Conversely, a recurrent state guarantees the system's

return at some point in the future. Every state in a DMC is classi�ed as either transient

or recurrent.

ˆ Irreducibility: A DMC is considered irreducible if it's possible to move from any state

to any other state, regardless of the number of transitions required. This implies all states

belong to a single communication class, meaning they are ultimately connected.

ˆ Aperiodicity: Aperiodic chains lack a periodic pattern in returning to a state. This

means the system doesn't require a speci�c number of transitions (period) to revisit a

state after leaving it. Conversely, a periodic chain exhibits a speci�c period, requiring a

multiple of that period to return to a state after departure.

ˆ Positive Recurrence: A state in a DMC is positive recurrent if there's a non-zero

probability of returning to that state after a �nite number of transitions from any initial

state. This concept is crucial for analyzing long-term system behavior.

ˆ Ergodicity: A Markov chain is considered ergodic if all its states are both aperiodic and

positive recurrent. In essence, an ergodic chain guarantees the system's eventual return

to any state with a non-zero probability, regardless of the starting state. This property

allows for the calculation of long-term averages and steady-state behavior.
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ˆ Reversibility: A Markov chain is said to be reversible if the probability of transitioning

between two states in one direction is equal to the probability of transitioning between

them in the reverse direction. This property implies a system's past doesn't in�uence

its future behavior, aligning with the core Markov property. However, reversibility is a

strict condition that is rarely encountered in practical applications.

3.2.5 Computing Transition Probabilities from Data

Estimating future states using a Markov chain typically requires initial values for model param-

eters: the initial probability distribution and the transition probability matrix [20]. For small,

simple systems, any random initial distribution might su�ce. However, large and complex

systems bene�t from well-chosen starting values to ensure e�cient convergence towards an

optimal solution.

The transition matrix, which captures the likelihood of transitioning between states, can

be estimated using a Maximum Likelihood approach [151]. Consider a system with N states

denoted as( 1• (2• ” ” ” • (# . Let=89represents the number of observed transitions from state( 8 to

state( 9 and=8 denote the total number of transitions originating from state( 8. Based on the

observed data, the Maximum-likelihood estimates of the transition probability%89is

%89=
=89

=8
(3.7)

This equation essentially calculates the proportion of transitions from state( 8 that end up in

state( 9. Moreover,

#Õ

9=1

=89= =8 (3.8)

And
#Õ

9=1

%89= 1 (3.9)

In some cases, particularly with limited data, there might be zero observations of transitions

from a speci�c state( 8 to another state( 9. To avoid unde�ned probabilities (division by zero),

smoothing techniques like Laplace smoothing can be applied. This involves adding a small

value (e.g., 1) to all transition counts,=89, before performing the calculation.
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The estimated transition probabilities can be conveniently organized and presented in a

transition probability matrix, as shown in Table 3.1.

Table 3.1:Table for transition probabilities computation

State 1 2 ... N Row Sum
1 =11 =12 =1# =1

. . . . . .

. . . . . .
N =# 1 =# 2 =# # =#

3.2.6 Applications of Markov Chain in Mobile Network Analysis

The increasing demand for reliable mobile services necessitates constant performance moni-

toring of mobile networks, especially radio access networks (RAN), which are the backbone

of mobile connectivity. Traditionally, network operators have relied on reactive approaches

triggered by threshold violations of key performance indicators (KPIs) such as accessibility and

retainability. These methods often lead to delayed interventions and service disruptions.

With the proliferation of historical data collected via network management systems (NMS),

there is now an opportunity to adopt a more proactive approach. Markov chains, as probabilistic

models for sequential processes, o�er a compelling framework to model temporal dynamics

and predict performance �uctuations in mobile networks. Recent studies highlight the diverse

applications of MCs in mobile network analysis:

ˆ Call Admission Control (CAC): Studies like [144] explore using Markov chains to

optimize CAC algorithms, ensuring network stability by managing incoming call tra�c.

ˆ QoE and QoS Modeling: Research in [145], [146] demonstrates how Markov chains can

model user experience and service quality by capturing network resource availability

and user behavior patterns.

ˆ Resource Utilization: Works like [16] delve into optimizing resource allocation within

the network using Markov chains, leading to improved network e�ciency.

ˆ User Mobility Prediction: Predicting user movement patterns is crucial for network

planning. Papers like [148] explore leveraging Markov chains to forecast user mobility,

enabling better resource allocation and handover management.
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ˆ Network Operation Status Monitoring: Research in [152] highlights the use of Markov

chains for monitoring the overall network health, identifying potential bottlenecks and

performance degradation.

ˆ RRC Setup Success and Call Setup Success Rates (CSSR):Works like [153], [154]

propose using Markov chains to forecast these metrics, allowing operators to anticipate

potential connection issues within cells. These metrics are crucial indicators of network

accessibility and user experience,usually the cell states are represented as "Good," "Mod-

erate," or "Bad" based on historical RRC success rates. Factors like time of day, location,

and network load in�uence a cell's state.

Markov chains are also increasingly used in combination with other analytical techniques:

ˆ Clustering: Studies like [155] integrate Markov chains with clustering algorithms (e.g.,

K-means) to manage high-dimensional, spatially diverse network data. This approach

reduces the number of modeled states, enhances computational e�ciency, and preserves

location-speci�c performance insights.

ˆ Machine Learning: Hybrid models that combine decision trees or neural networks

with Markov chains (e.g., [156], [150]) provide alternative predictive strategies. However,

these can face scalability challenges in large, complex networks.

3.2.7 Prediction of Radio Access Network Performance with K-means

Clustering and Markov Chains

Building on the theoretical and empirical applications of Markov models, this section presents

our implementation for mobile network performance prediction. It speci�cally focuses on

forecasting key RAN performance indicators, namely accessibility and retainability, by utilizing

historical network data. The objective is to demonstrate how the integration of Markov chains

with K-means clustering enables proactive identi�cation of potential performance degradations

in cellular networks. The results of this implementation have been peer-reviewed and published

in a scienti�c journal, providing further validation of the model's robustness and practical

relevance.

3.2.7.1 System Model

The proposed system model utilizes real-time NMS data to predict the accessibility and retention

status of mobile cells. It applies Markov chains to capture temporal transitions between
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performance states and integrates K-means clustering to reduce the dimensionality of the joint

state space. This clustering also enables spatial segmentation, ensuring the model remains

scalable and accounts for location-speci�c variability in network conditions. Together, these

techniques form a hybrid framework that is both computationally e�cient and practically

e�ective for anticipating network behavior across diverse operational scenarios.

ˆ Data Acquisition: The foundation of the model lies in a rich dataset of real-time hourly

accessibility and retainability KPI. This data was collected for a four-month period

(November 2020 - February 2021) from a diverse network of 1530 base stations (cells)

operated by a major network operator in Addis Ababa, Ethiopia.

ˆ State De�nition Aligned with ITU Standards: To ensure a standardized and industry-

aligned approach to performance evaluation, the model de�nes accessibility and retain-

ability states based on the ITU recommendations. This categorization utilizes four distinct

states: "Idle ," "Good," "Acceptable," and "Bad." This deviation from previous works,

which may have employed di�erent state de�nitions, allows for direct comparisons and

facilitates the interpretation of the model's results within the wider context of mobile

network performance evaluation.

ˆ Addressing Spatial Variations with K-means Clustering: While the collected data

o�ers valuable insights, it is crucial to consider the spatial distribution of the base stations.

Since these cells are geographically dispersed across Addis Ababa, network performance

may vary signi�cantly depending on factors like land use, settlement patterns, and user

behavior in each location. To account for these spatial variations without signi�cantly in-

creasing model complexity, K-means clustering is employed. This unsupervised machine

learning technique identi�es groups (clusters) of cells exhibiting similar performance

characteristics. By focusing on these clusters rather than individual cells, the model can

capture the spatial nuances of network performance while maintaining scalability.

ˆ Markov Chain Modeling for State Prediction: The core of the system model is the

application of Markov chains for predicting accessibility and retainability states. Markov

chains are a powerful probabilistic modeling tool that analyze sequences of events,

assuming that the probability of transitioning to a future state depends only on the current

state, not on the history leading to that state. In this context, the states represent the

di�erent levels of accessibility and retainability ("Idle ," "Good," "Acceptable," and "Bad"),

and the transitions between states re�ect the dynamic nature of network performance.

Two primary approaches are implemented for model formulation:
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� Separate Models:This approach constructs two independent Markov chain models,

one for accessibility and one for retainability. This allows for a more focused analysis

of each KPI, but requires the development and maintenance of two separate models.

� Joint Model: This approach utilizes a single, more complex Markov chain model

to predict both accessibility and retainability jointly. While computationally more

demanding, this approach o�ers improved e�ciency by requiring only one model

and capturing the potential correlations between accessibility and retainability.it

is computationally more demanding due to the increased dimensionality of the

state space. Both approaches enable the calculation of the network state and the

number of transitions required to reach a steady-state, where the probabilities of

transitioning between states stabilize.

Both approaches enable the calculation of the network state and the number of transitions

required to reach a steady-state, where the probabilities of transitioning between states

stabilize. As outlined in the following sections, K-means clustering is used to reduce the

number of states in order to overcome the computational challenges triggered due to the

joint model's dimensionality.

3.2.7.2 Contributions of the Markov Chains Model with K-means Clustering

This research o�ers two key contributions to the �eld of mobile network performance analysis:

1. State De�nition Aligned with ITU Standards: By adhering to ITU recommendations

for state de�nitions, the model provides a standardized approach for accessibility and

retainability evaluation. This facilitates cross-study comparisons and promotes consistent

interpretation of results within the mobile network management community.

2. Joint Prediction for Enhanced E�ciency: The proposed joint model o�ers a single op-

eration for predicting both accessibility and retainability, improving e�ciency compared

to separate models.

3. Dimensionality Reduction for Improved Scalability: The application of K-means

clustering for dimensionality reduction signi�cantly improves the scalability and compu-

tational e�ciency of the joint Markov chain model, enabling its application to large-scale

networks.
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3.2.7.3 K-means Clustering for Scalability

Conventional approaches that focus on individual cells often fail to capture spatial correlations

between network performance metrics. Furthermore, in joint modeling, including all cells and

KPIs in a single model would exponentially increase the number of states, making the model

computationally expensive and impractical. K-means clustering addresses these challenges by

identifying clusters of cells with similar performance characteristics, thereby enabling scalable

prediction while accounting for spatial variations in network performance and reducing the

dimensionality of the joint model. This clustering process allows us to work with a reduced

4x4 Markov chain model instead of a more complex 16x16 model.

Overall, the system model leverages K-means clustering and Markov chains to achieve

e�cient and accurate prediction of accessibility and retainability status. This proactive approach

empowers network operators to anticipate potential issues and take preventive measures,

ultimately enhancing mobile network performance and user experience.

3.2.7.4 Accessibility and Retainability in Mobile Networks

KPI obtained from network counters are essential for managing and tracking network perfor-

mance and can be grouped into categories such as accessibility, retainability, integrity, mobility,

and other factors [27]. According to ITU, service accessibility is �the ability of a service to

be obtained, within speci�ed tolerances and other given conditions, when requested by the

user.� Service retainability is �the ability of a service, once obtained, to continue to be pro-vided

under given conditions for a requested duration� [157].

ˆ Accessibility: The accessibility KPI is expressed in probabilities, which indicate how

likely a user is able to access the mobile service during speci�c service times and con-

ditions. Accessibility measures the network's performance during call setup or before

establishing a bearer [14].

For data availability reason, this dissertation focuses on the 3G mobile networks. RRC,

radio access bearer radio access bearer (RAB), Enhanced Universal Terrestrial RAN RAB,

and CSSR are critical accessibility parameters as they directly re�ect the users' ability to

connect to and utilize the network.

� RRC setup success rate (RRC SSR) evaluates the call success rate in a cell or cluster.

The formula for this KPI is:

''� ((' =
#D<14A >5 ''� B4CD? BD224BB

=D<14A >5 ''� 2>==42C8>= 0CC4<?C
� 100%” (3.10)
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� RAB setup success rate (RAB SSR) evaluates the success rate of assigning a RAB

during a call setup procedure. The formula for this KPI is given as follows:

'�� ((' =
#D<14A >5 '�� B4CD? BD224BB
=D<14A >5 '�� B4CD? 0CC4<?C

� 100%” (3.11)

� CSSR is used to evaluate the call setup success at the cell or cluster level. This KPI

is calculated based on RRC setup success rate (SSR) and RAB SSR for the case of 3G

networks and Enhanced Universal Terrestrial RAN RAB (ERAB) SSR for the case of

LTE networks.

�224BB818;8C~= �((' = ''� ((' � '�� ((' � 100%” (3.12)

ˆ Retainability: Retainability assesses a network's performance after RAB is established

and indicates the proportion of sucessful calls are maintained being dropped.

'4C08=018;8C~= ¹1 �
#D<14A >5 '�� 01=>A<0; A4;40B4

)>C0; =D<14A >5 '�� A4;40B4
º � 100 (3.13)

The fraction in Equation (3.13) represents Call drop rate.

3.2.7.5 Analysis of Mobile Network Performance

This section describes the data collection and pre-processing methods used to predict accessi-

bility and retainability status using four- and sixteen-state Markov chain models.

1. Data Collection and Pre-processing Real-time hourly data was collected from 1530

cells over a 4-month period using the Performance report system (PRS) installed on the

operator's network.

Linear interpolation was used to �ll in data gaps caused by factors such as cell outages

and connection problems between cells and the central Radio Network Controller (RNC).

When no voice or data service attempts occur in a cell for one hour, both accessibility and

retainability values are set to zero, and the corresponding status is designated as 'Idle'. In

this case, the �Idle� label is assigned based on the attempt counters (i.e., no trials occurred

during that hour). Since CSSR/CDR are not applicable when attempts are zero, the values

are set to zero only as a preprocessing convention to keep the observation data numeric

for Markov/HMM analysis; this should not be interpreted as �zero success� or a network
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failure. Figure 3.2 shows RRC and RAB attempt values for Cluster 6 throughout a week,

and both values are zero from midnight to 04:00 am, using Cluster 6 as a representative

illustrative cluster; other clusters exhibit comparable hourly patterns, including periods

with no service attempts.

The data collected was divided into two subsets, 60% utilized for training and 40% for

model validation/testing. Training data was used to generate the transition matrix, with

the matrix building process detailed in [152]. For comparisons,the data was also split

using 70/30 and 80/20 ratios.

The model predicts the next probability vector based on the current state probability

distribution and the transition matrix. This iterative process continues until a steady-state

condition is reached. Finally, prediction accuracy is assessed by comparing the results

with the validation data. This preprocessed data will then be used in conjunction with

K-means clustering to analyze network performance.

Figure 3.2: One-week RRC and RAB attempts.

2. Clustering Analyzing performance patterns of individual cells in a large network is

time-consuming. Therefore, in this research, we suggest K-mean clustering as a method

for grouping cells with similar accessibility and retainability properties. This approach

reduces the complexity of the analysis by allowing model construction and prediction

to be based on per-cluster averaged accessibility and retainability. The optimal number

of clusters was determined using the Elbow method, where the number of clusters was

varied from 2 to 18. To ensure robust cluster formation, each cell was initially randomly

assigned to a cluster, and the cluster centroids were iteratively adjusted until the reduction
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in cluster variation was minimal. We discovered that a clustering value of 6 is adequate.

Hourly data acquired from each cell varies from 0% to 100%; however, if no voice or data

service requests are received in a cell for 1 hour, all counter values for that hour are zero,

as illustrated in Figure 3.2

3. KPI Thershold for De�nition Operators set threshold values for several KPIs based

on the ITU's recommendations, considering variables such as capital expenditures, oper-

ational expenses, QoS, and customer satisfaction. Tables 3.2 and 3.3 display a threshold

value for the considered operator's accessibility and retainability. Based on the values in

the two tables, the states of accessibility and retainability are generated.

Table 3.2:Possible values of Call Setup Attempt and Call Setup Success Rate.

Call Setup Attempt Value State of a Cell
¡ 0”0 �((' � 98”0% Good (G)
¡ 0”0 95”0%� �((' Ÿ 98”0% Acceptable (A)
¡ 0”0 0”0%Ÿ �((' Ÿ 95”0% Bad (B)
= 0”0 - Idle (I)

Table 3.3:Possible values of Radio Access Bearer setup success and Call Drop Rate.

RAB Setup Attempt Value State of a Cell
¡ 0”0 0”0%Ÿ ��' � 1”0% Good (G)
¡ 0”0 1”0%Ÿ ��' � 3”0% Acceptable (A)
¡ 0”0 ��' ¡ 3”0% Bad (B)
= 0”0 - Idle (I)

4. Separate Prediction As established earlier, predictions for accessibility and retainability

at the cluster level can be performed using both separate and joint Markov chain models.

Four states are required for the separate case. Hence, the corresponding transition

matrices are4� 4. Figure 3.3 below, illustrates the state transition probability diagrams for

cluster 6, derived after developing the separate Markov chain models for (a) accessibility

and (b) Retainability.

Note that there are missing arrows in the two �gures. As an example, there is no arrow

in Figure 3.3 pointing from state A to state I, indicating that such a transition does not

exist or the system has never landed in an idle state if it was initially in the Acceptable

state.
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(a) Accessibility (b) Retainability

Figure 3.3: Transition probability diagram of cluster 6.

5. Joint prediction Joint estimation allows for a more comprehensive analysis by con-

sidering the combined states of accessibility and retainability. This approach enables

the observation of simultaneous occurrences of di�erent performance levels, providing

insights into potential correlations between these KPIs. For instance, it reveals how

often 'Good' accessibility coincides with 'Bad' retainability, or vice-versa, which separate

models cannot capture. Speci�cally, joint estimation tracks all possible combinations of

the four ITU de�ned states ('Idle ,' 'Good,' 'Acceptable,' and 'Bad') for both accessibility

and retainability. Consequently, when considering all possible state pairings, the number

of states increases signi�cantly. While separate models use 4� 4 transition matrices, the

joint model results in a 16� 16 transition matrix (4 accessibility states� 4 retainability

states). This increase in dimensionality highlights the importance of the K-means cluster-

ing employed earlier, which reduces the number of entities (cells) and thus helps manage

the complexity of this joint analysis. As illustrated in Table 3.4, which shows the possible

combinations of the four ITU de�ned states ('Idle ,' 'Good,' 'Acceptable,' and 'Bad')

for both accessibility and retainability, directly applying Markov chain modeling to this

high-dimensional space introduces considerable computational complexity and hinders

scalability, particularly for large-scale mobile networks.
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Table 3.4:Transition Probability Matrix of Cluster 6 with 16 States.

� � �� � � � � � � �� �� � � �� �� �� �� �� �� �� ��
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6
6
6
6
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� � 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625

�� 0”0000 0”1176 0”0000 0”0000 0”0000 0”7647 0”0588 0”0000 0”0000 0”0000 0”0000 0”0000 0”0588 0”0000 0”0000 0”0000

�� 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625

� � 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625

�� 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625

�� 0”0000 0”0000 0”0000 0”0000 0”9707 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0293 0”0000 0”0000 0”0000

�� 0”0000 0”0000 0”0000 0”0000 0”0000 1”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000

�� 0”0000 0”0000 0”0000 0”0000 0”0000 1”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000

�� 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625

�� 0”0000 0”0000 0”0000 0”0000 0”0000 0”8333 0”0000 0”0000 0”0000 0”1667 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000

�� 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625

�� 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625

�� 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625

�� 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 1”0000 0”0000 0”0000 0”0000

�� 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 0”0000 1”0000 0”0000 0”0000 0”0000

�� 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625 0”0625
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6. State prediction After creating the transition matrices and knowing the current/initial

state distribution, the next state and steady state distributions are predicted using Equa-

tion (3.6). If the current state is (assumed to be) in a 'Good' state, then the value ofc0

is,

c =
h
� � � �

i
=

h
0 1 0 0

i
(3.14)

Then, using Equations (3.6) and (3.14), the next accessibility probability isc1 for one of

the clusters when computed, and the result is:

h
0 1 0 0

i
�

©
­
­
­
­
­
«

0”1111 0”8333 0”0000 0”0556

0”0095 0”9780 0”0089 0”0036

0”0000 0”8333 0”1667 0”0000

0”0000 1”0000 0”0000 0”0000

ª
®
®
®
®
®
¬

=
h
0”0095 0”9780 0”0089 0”0036

i

(3.15)

According to the result, the system has a 0.95% chance of going to the Idle state, a 97.80%

chance of staying in a Good state, a 0.89% chance of going to the Acceptable state, and a

0.36% chance of going to the Bad state.

Equation (3.15) is used to �nd the steady-state distribution calculated iteratively until

the next and previous state values are equal. Tables 3.5 and 3.6 display the steady-state

results for the four-state Markov chain regarding accessibility and retainability. Table 3.7

depicts the cluster 1 steady-state distribution using the sixteen-state Markov chain. For

both scenarios, 70% of the data are used as a training set.

In Table 3.6, the maximum value in the Good state from the six clusters is 99.26% in

cluster 1, and the minimum value is 97.22% in clusters 2 and 6. The maximum value of

the Bad state is 1.29% in cluster 2, and the minimum value is 0.1% in cluster 3. From this

cluster, one cell is at the top in the Good state, and cluster 2 cells are at the top in the

Bad state.

Though cluster 6 cells are the least in the Good state, they are not at the top in the Bad

state because, next to the Good state, cluster 6 cells have a high probability (1.09%) of

being in the Idle state. So, if optimization or maintenance work is needed, the schedule

and priority should be given based on the steady-state vector values of each cluster.

Steady state distribution for the sixteen-state Markov chain follows the same approach.

Cluster 1's steady-state outcome is shown in Table 3.7.

The �rst letter stands for accessibility, while the second stands for retainability, and

85



Chapter

3
Markov Model for Mobile Network Analysis

Table 3.5:Steady-state vector of retainability using four-state Markov chain.

Cluster
Steady-State Vector of Retainability

I G A B
1 0.0000 0.9980 0.0020 0.0000
2 0.0000 0.9955 0.0035 0.0010
3 0.0000 1.0000 0.0000 0.0000
4 0.0000 0.9980 0.0020 0.0000
5 0.0000 0.9965 0.0030 0.0005
6 0.0000 0.9901 0.0079 0.0020

Table 3.6:Steady-state vector of accessibility using four-state Markov chain.

Cluster
Steady-State Vector of Accessibility

I G A B
1 0.0000 0.9926 0.0060 0.0015
2 0.0000 0.9722 0.0149 0.0129
3 0.0000 0.9911 0.0079 0.0010
4 0.0000 0.9782 0.0179 0.0040
5 0.0000 0.9916 0.0055 0.0030
6 0.0109 0.9722 0.0114 0.0055

99.26% of the time, accessibility and retainability were in the Good state, while for 0.4%

of the time accessibility was in the Acceptable state and retainability was in the Good

state. Furthermore, for 0.2% of the time, accessibility and retainability were both in the

Acceptable state, while 0.15% of the time, accessibility was Bad, and retainability was in

the Good state. As a result, the table provides cell information relating to accessibility

and retainability, allowing operators to quickly sort cells that perform poorly in either or

a combination of the two performance measures.

7. Evaluation Metric The accuracy of a model was assessed using Equation (3.16), [158],

which calculates the percentage of correctly forecasting the next state given the current

state.

�22DA02~=
�>AA42C ?A4382C8>=B

)>C0; =D<14A >5 4G0<?;4B
� 100% (3.16)

Table 3.8 below shows the accuracy results for di�erent combinations of training data

proportion, clusters, four vs sixteen states modeling and the two KPI considered. As an

example, we note that a minimum value of 96.09% prediction accuracy is achieved in

cluster 2 in predicting accessibility when 60% training set is used, while 96.87% prediction

accuracy is achieved in cluster 5 in predicting retainability when the 80% training set is
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Table 3.7:Steady-state vector using a sixteen-state Markov chain.

Cluster
Steady-State Vector of accessibility and retainability
[II IG IA IB] [GI GG GA GB] [AI AG AA AB] [BI BG BA BB]

1

0.0000 0.0000 0.0000 0.0000
0.0000 0.9926 0.0000 0.0000
0.0000 0.0040 0.0020 0.0000
0.0000 0.0015 0.0020 0.0000

2

0.0000 0.0000 0.0000 0.0000
0.0000 0.9692 0.0144 0.0119
0.0000 0.0025 0.0005 0.0005
0.0000 0.0005 0.0000 0.0005

3

0.0000 0.0000 0.0000 0.0000
0.0000 0.9911 0.0079 0.0010
0.0000 0.0000 0.0000 0.0000
0.0000 0.0000 0.0000 0.0000

4

0.0000 0.0000 0.0000 0.0000
0.0000 0.9782 0.0179 0.0020
0.0000 0.0000 0.0000 0.0002
0.0000 0.0000 0.0000 0.0000

5

0.0000 0.0000 0.0000 0.0000
0.0000 0.9906 0.0050 0.0010
0.0000 0.0010 0.0005 0.0015
0.0000 0.000 0.0000 0.0005

6

0.0000 0.0000 0.0000 0.0000
0.0104 0.9638 0.0114 0.0045
0.0005 0.0065 0.0000 0.0010
0.0000 0.0020 0.0000 0.0000
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used. A 94.61% prediction accuracy is achieved in cluster 6 in predicting both accessibility

and retainability when 80% of the data are used for training and when the modeling is

the case of the sixteen-state Markov chain.

Table 3.8:Prediction accuracy comparison of 4 vs 16-state Markov chain.

Cluster Training
Set

Accessibility Accu-
racy Using 4-States

Retainability Accu-
racy Using 4-States

[(Col.3 x
Col.4)/100] (%)

Accessibility and
Retainability
Accuracy using
16-States

1

60% 98.7837 99.1312 97.9254 97.8280
70% 98.3796 98.8426 97.2410 97.1065
80% 98.0870 98.2609 96.38110 96.1739

2

60% 96.0904 98.69682 94.8381 95.5691
70% 96.7593 98.3796 95.1914 96.1806
80% 96.1739 97.7391 93.9995 95.4783

3

60% 98.5230 100.0000 98.5230 98.5230
70% 98.4954 100.0000 98.4954 98.4954
80% 98.6087 100.0000 98.6087 98.6087

4

60% 98.5230 100.0000 98.5230 98.5230
70% 98.3796 100.0000 98.3796 98.3796
80% 98.6087 100.0000 98.6087 98.6087

5

60% 97.7411 98.4361 96.2126 97.04600
70% 97.3380 97.9167 95.3101 96.4120
80% 96.1739 96.86960 93.1633 94.7826

6

60% 96.5248 98.0886 94.6798 94.7871
70% 96.8750 98.0324 94.9689 95.0231
80% 96.6957 97.7391 94.5095 94.6087

3.2.8 Leveraging K-means Clustering for Scalable Joint Performance

Prediction

This section introduces a novel approach to address the challenge of dimensionality in the

prediction of the performance of the joint network. Speci�cally, it details the use of K-means

clustering to reduce the state space, enabling a more scalable and computationally e�cient

analysis. This approach simpli�es the modeling of complex network behavior, focusing on the

essential dynamics of accessibility and retainability.
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3.2.8.1 The Challenge of Dimensionality in Joint Prediction

A key novelty of this research lies in its approach to tackle the inherent challenge of increasing

dimensionality when jointly modeling multiple network performance indicators. While joint

estimation, as discussed in Subsection Analysis of Mobile Network Performance, o�ers a more

holistic view of network behavior by considering the combined states of accessibility and

retainability, it leads to a signi�cant expansion of the state space.

This expansion, often referred to as "state space explosion," presents a signi�cant challenge:

computational complexity. As you consider incorporating more mobile performance measures,

such as integrity, the number of states grows exponentially. For instance, as mentioned

in Subsection Challenges in Measurement and Analysis, adding just one more performance

measure with, say, four states would increase the transition matrix size from 4x4 (for accessibility

and retainability) to 4x4x4 = 64 states. This makes the model much harder to train, store, and

analyze.

To quantify this, consider the number of elements in the transition matrix, which directly

impacts computational complexity. For a Markov chain with ( n ) states, the transition matrix

is an (= � = ) matrix, containing (=2 ) elements. The computational complexity of calculating

a single transition in a Markov Chain is$ ¹=2º. For predicting ( k ) steps into the future, the

computational complexity becomes$ ¹: � =2º.

1. For the initial joint model with accessibility and retainability, each with four states, the

transition matrix is4 � 4, containing42 = 16elements.

2. When expanded to include a third performance measure (e.g., integrity) with four states,

the transition matrix becomes64� 64, containing642 = 4096elements.

This demonstrates that increasing the number of performance measures from two to three

results in a 256-fold increase in the number of matrix elements (from 16 to 4096), illustrating the

exponential growth in complexity. This exponential increase in the state space is a well-known

issue with joint modeling using Markov chains, reinforcing the Scalability for Large Networks

limitation discussed in Subsection Limitations of DTMCs. To address this, this research proposes

K-means clustering as a key contribution and methodological step.

3.2.8.2 Dimensionality Reduction using K-means Clustering

To address the critical limitation of computational complexity discussed in the previous section,

this research proposes a novel integration of K-means clustering to reduce the dimensionality

of the joint state space. As mentioned in Subsection Challenges in Measurement and Analysis,
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the computational demands increase signi�cantly with each additional performance measure.

For instance, adding a third measure with, say, four states would expand the transition matrix

from 4 � 4 to 4 � 4 � 4 = 64states, making the model much harder to handle.

The application of clustering o�ers a promising approach to mitigate this issue. As high-

lighted in Subsection Analysis of Mobile Network Performance, clustering can group similar

network conditions, e�ectively reducing the dimensionality of the state space. This strategy is

a common and e�ective way to handle high-dimensional Markov models.

The core idea is to transform the high-dimensional random variable, representing the joint

state of accessibility and retainability, into a new, lower-dimensional random variable. In

this case, we aim to represent the network performance with only four states, where each

state represents a cluster of similar network performance conditions. This is achieved by

applying K-means clustering to the dataset of observed joint states. The input data for the

clustering algorithm is the set of 16 combined states, derived from all possible combinations

of the four accessibility states and the four retainability states. However, it's important to

consider the trade-o�s associated with clustering. The clustered states represent a combination

of accessibility and retainability, potentially requiring new explanations and interpretations, as

a new, aggregated measure is e�ectively created.

To determine the optimal number of clusters (K), we employed the Elbow method which

plots the inertia (within-cluster sum of squares) against the number of clusters and observed

a distinct "elbow" at K=4. This indicates that increasing the number of clusters beyond four

yields diminishing returns in terms of reducing within-cluster variance, providing a data-driven

justi�cation for choosing four clusters as the reduced state space for our model.

3.2.8.3 Mapping Joint States to Clusters

The K-means algorithm partitions the 16 joint states into four clusters based on similarities in

the combined performance metrics � namely, accessibility and retainability. This clustering

enables a reduction in model complexity by mapping �ne-grained joint performance states into

fewer, representative categories. It includes the frequency and percentage of instances each

original state is assigned to a speci�c cluster. This matrix visually places each of the 16 states

into a 4� 4 grid of accessibility (vertical) vs. retainability (horizontal). Clusters are color-coded,

showing which joint states belong to each cluster. As illustrated, clustering tends to follow

accessibility alignment more than retainability, as states with similar accessibility tend to fall

in the same cluster despite retainability variations. This clustering re�ects a non-uniform but

interpretable behavior, driven predominantly by accessibility. The states with very low or
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non-existent accessibility (e.g., states 0, 4, 8, 12) form a void or "non-existent" cluster, while

others are grouped to capture meaningful behaviors.

3.2.8.4 Model Accuracy � Hourly Basis

The accuracy of the model was evaluated under di�erent conditions, speci�cally considering

the time granularity of the prediction: hourly accuracy and daily accuracy at a speci�c hour.

When the model operates on an hourly basis, Table 3.8 shows high prediction accuracy

(>99.5%) across all clusters and training set sizes (60%, 70%, and 80%). However, when the model

is trained to operate on a daily basis (using a selected 2-hour window), accuracy slightly drops,

especially for training sizes of 60% and 70%. The accuracy improves to 100% only when 80% of

data is used for training.

The observed drop in accuracy when operating on a daily basis is attributed to loss of

temporal granularity. When using hourly data, the model has access to more �ne-grained,

diverse performance patterns, enabling it to better learn state transitions and temporal behaviors.

Conversely, reducing the granularity to speci�c time slices (like two hours per day) results

in less variability and fewer training examples per state, making it harder for the model to

generalize accurately. Thus, hourly models are more reliable and suitable when high prediction

precision is critical, while daily models may require larger training sets� 80%to achieve

comparable performance.

3.2.8.5 Conclusion

This dissertation presented a novel approach for predicting mobile network accessibility and

retainability using Markov chains. The model leverages two key advancements:

1. Joint State Prediction: A 16-state Markov chain was formulated to jointly estimate

both accessibility and retainability in a single operation, improving e�ciency compared

to separate models.

2. Spatially Aware Clustering: To account for spatial variations in network performance

across the 1530 analyzed cells, K-means clustering grouped the data into six clusters.

This enabled the development of customized Markov chain models for each network

segment, capturing the in�uence of location-speci�c factors.

By incorporating these innovations, the model achieved accurate predictions while maintaining

computational e�ciency. Additionally, the use of real-time data readily available through NMS

ensures a cost-e�ective and practical solution.
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Future research directions o�er exciting possibilities to further enhance this approach:

ˆ Scalability for Large Networks: Optimizing the current model for even larger networks

with a vast number of cells requires exploring techniques that maintain computational

e�ciency while providing per-cell level information.

ˆ Broader Applicability: Expanding the model's scope to encompass other network

performance KPI, network types (e.g., beyond 3G), and diverse services would broaden

its impact.

ˆ Hidden Markov Models: Investigating the application of hidden Markov models could

potentially o�er deeper insights into network behavior by accounting for unobservable

states.

3.2.9 Benefits and Limitations of DTMCs for Network Performance

Analysis

DTMC o�er a powerful tool for network performance analysis, particularly when considering

accessibility and retainability. Their strengths lie in their simplicity, interpretability, and ability

to capture state transitions e�ectively. However, limitations like the memory-less property

assumption and scalability issues for complex networks must be considered.

3.2.9.1 Benefits of DTMC

ˆ Simplicity and Interpretability: Compared to more complex models, DTMCs are

relatively easy to understand and implement. The �nite set of states and clear transition

probabilities make them intuitive for network engineers and researchers. This ease of

use allows for straightforward visualization of network behavior through state transition

diagrams, facilitating clear communication and interpretation of results.

ˆ State Transition Capture: A core strength of DTMC lies in their ability to model

the probabilistic nature of transitions between network states. This allows for the

prediction of future network states (e.g., predicting a potential drop to "Acceptable"

accessibility from the current "Good" state) based on the current state and the historical

transition probabilities. This probabilistic approach provides valuable insights into

network dynamics and supports proactive network management strategies.
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ˆ Computational E�ciency: DTMCs are computationally e�cient, making them suitable

for real-time network performance analysis. This is particularly advantageous compared

to more complex models that might require signi�cant computational resources, poten-

tially hindering real-time decision-making capabilities. The e�ciency of DTMCs allows

for faster analysis and quicker identi�cation of potential network performance issues.

3.2.9.2 Limitations of DTMCs

ˆ Memory-less Property Assumption: A fundamental assumption of DTMCs is the

memory-less property. This principle states that the probability of transitioning to a

future state depends only on the current state, and not on the history leading to that state.

While this assumption often holds true for network performance at shorter timescales, it

might not be suitable for capturing long-term dependencies in complex network behavior.

For instance, a series of consecutive "Acceptable" accessibility states might be more likely

to transition to a "Bad" state compared to a single instance of "Acceptable" accessibility.

DTMCs might struggle to capture these nuanced historical dependencies.

ˆ Scalability for Large Networks: As the number of cells in a network increases, the

number of states in a DTMC model can grow exponentially. This can become computa-

tionally expensive and limit the model's scalability for very large networks. For instance,

with four accessibility states and four retainability states, a model for a single cell would

have 16 states. However, for a network of 1530 cells (as in this research), even with

K-means clustering reducing the number of models, the computational demands could

become signi�cant for a model encompassing all possible state combinations.

DTMCs o�er simplicity, interpretability, and computational e�ciency, making them suitable

for analyzing accessibility and retainability across 1530 cells. However, for larger or more

complex networks, future work may explore models like HMMs, which address memory-less

limitations and incorporate unobserved factors in�uencing network behavior.

3.3 Hidden Markov Model

3.3.1 Building Upon Markov Chains: Hidden States

HMMs, introduced in 1957, extend Markov chains by incorporating hidden states�underlying

network conditions like signal strength or interference that cannot be directly observed. These

93



Chapter

3
Markov Model for Mobile Network Analysis

states in�uence measurable metrics such as accessibility or packet loss through emission prob-

abilities, which de�ne the likelihood of observing certain performance values given a hidden

state.

An HMM is composed of two processes: a Markov chain governing the transitions between

hidden states and an emission process linking these states to observable outputs. The primary

goal is to infer hidden states from observed data, making HMM e�ective for analyzing temporal

sequences. Widely applied in communication engineering and wireless networks, this research

leverages HMM to analyze mobile network performance, particularly for detecting degradation

and enabling QoS-to-QoE mapping, which is further explored in Chapter 4.

3.3.2 Components of HMM

Building upon the foundation of Markov chains, HMM introduce additional complexity by

incorporating hidden states. While Markov chains model transitions between observable states,

HMM deal with states that are not directly measurable. To understand this distinction and the

key components of HMM, let's revisit the concept of states in a Markov chain context.

3.3.2.1 States in Markov Chains

In a traditional Markov chain, states represent the di�erent conditions or situations a system

can be in at a given time. These states are observable and directly measurable. For example, a

Markov chain might model the weather patterns of a city, with states representing "sunny,"

"rainy," or "cloudy." Transitions between these states occur based on speci�c probabilities,

forming the core principle of Markov chains.

3.3.2.2 Hidden States in HMM

HMM introduces the concept of hidden states. These hidden states represent underlying factors

or conditions within a system that cannot be directly observed or measured. In the context of

mobile networks, hidden states might represent factors like:

ˆ Signal strength

ˆ User load on the network (congestion)

ˆ Channel interference
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Despite being hidden, the in�uence of hidden states on the network can be observed through

measurable network performance metrics. These metrics, known as emissions in HMM termi-

nology, act as indirect indicators of the underlying hidden states. Examples of emissions in a

mobile network context could include:

ˆ Accessibility (percentage of successful connection attempts)

ˆ Retainability (percentage of successfully maintained connections)

ˆ Packet loss rate

3.3.2.3 Transition Probabilities

Similar to Markov chains, HMM utilizes transition probabilities. These probabilities de�ne the

likelihood of transitioning between hidden states over time. The key di�erence lies in the fact

that these transitions are not directly observable. HMM relies on the observed sequence of

emissions to infer the most likely sequence of hidden states and the transition probabilities

between them.

3.3.2.4 Emission Probabilities

Emission probabilities play a crucial role in HMM. They de�ne the likelihood of observing a

speci�c emission value (e.g., a certain packet loss rate) given the current hidden state of the

network. By analyzing the sequence of observed emissions and their corresponding emission

probabilities, HMM can estimate the most likely sequence of hidden states that generated those

emissions.

3.3.2.5 Linkage between HMM Components

These four components � hidden states, emissions, transition probabilities, and emission proba-

bilities � work together to form the core framework of an HMM. While transition probabilities

govern the evolution of hidden states (unobserved), emission probabilities link the hidden

states to the observable emissions. By analyzing these relationships, HMM can provide valuable

insights into the underlying network dynamics and potentially predict future behavior even

with the presence of unobservable factors.
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3.3.2.6 Double Stochastic Process Visualization

HMM can be e�ectively visualized as a double stochastic process. This concept highlights the

presence of two interrelated transition mechanisms: one governing the evolution of hidden

states (unobserved) and another governing the generation of observable emissions based on

the underlying hidden states.

3.3.3 Visualizing HMM: A Graphical Representation

Visualizing HMM can be helpful in understanding the interplay between hidden states, transi-

tions, and emissions. Due to the introduction of the time dimension alongside state transitions,

representing the entire HMM process can be slightly more complex compared to traditional

Markov chains.

3.3.3.1 State Transition Diagrams

A common approach to visualizing HMM is through state transition diagrams. These diagrams

depict hidden states as circles or nodes, with arrows connecting them to represent transitions.

The arrows are typically labeled with the corresponding transition probabilities. This visual

representation provides a clear understanding of how the hidden states evolve over time within

an HMM.

3.3.3.2 Trellis Diagrams

For more advanced visualization, trellis diagrams can be employed. These diagrams represent

both hidden states and emissions along a timeline. Horizontal arrows depict transitions between

hidden states at di�erent time steps, while emission symbols are placed alongside the corre-

sponding hidden states at each time step. Trellis diagrams o�er a more comprehensive view of

the relationship between hidden states, transitions, and emissions throughout an observation

sequence.

Assume that we have as system where with N hidden and M emission states. The trellis

diagram shown in Figure 3.4 is widely used in the literature to represent HMM in a two-

dimensional plane, where the horizontal arrows indicate the transition in the hidden states at

di�erent times while the vertical arrows show the relationship between the hidden and emission

states at a given time. In the �gure, the set( 6¹Cº = »( 1¹Cº• (2¹Cº• ” ” ” • (# ¹Cº¼is a1� # dimensional

vector representing all the hidden states at timet and$ 6¹Cº = »$ 1¹Cº•$2¹Cº• ” ” ” •$" ¹Cº¼is a

1 � " vector representing all the emissions at the same timet [11] [14] [150].
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Moreover,is the observation interval, Note that in discrete HMM, the time index t is assumed

to be discrete. With this notation,( 8¹Cº for 1 � 8� # and$ : ¹Cº for 1 � : � " designate being

in hidden state( 8 and observable state$ : at timet, respectively.

The choice of visualization technique depends on the complexity of your HMM and the

intended audience. State transition diagrams are generally easier to understand for beginners,

while trellis diagrams provide a more detailed view.

3.3.3.3 Three Dimension (3D) Representations

While not as widely used as the previous methods, 3D visualizations of HMM can also be

employed. To better explain the HMM by taking all transitions in the hidden states and

emissions over an observation interval, the three-dimensional representation is shown in

Figure 3.5.

ˆ Hidden states: Are represented in the horizontal (i.e.,G� ~) plane, where the depth of

the plan in the y-axis indicates all the N states, and the plane's width along the x-axis

indicates the states transitions in timet. As in the Markov chain example in Figure 3.5,

the solid lines represent the hidden states transitions at di�erent times. The transitions

are from each state to every other state in the next instant, and the state transition matrix

captures these transitions.

ˆ Emission states: The M observable or emission states are visible in Figure 3.4 when

viewed along the~ � I plane. In this plane, the dotted lines show the interactions

among the hidden and emission states at a given timet. Note that each emission state

is in�uenced (in a probability sense) by all hidden states. Later on, we will see that this

interaction is captured via theemission matrix.

ˆ Time dimension: The di�erent transitions in time, both for the hidden states and

emissions, are shown in theG� I plan. The widely used trellis diagram representation

shown in Figure 3.4 is the result of viewing Figure 3.5 alongG� ~ plan.

In summary, Figure 3.5 shows the transitions observed in the hidden states, interaction

among the hidden and emission states, and the transitions of both states at di�erent time

instants.
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Figure 3.4: A trellis diagram representation of the �rst-order HMM.

Figure 3.5: Three dimension view of HMM process.

3.3.4 Mathematical Representation of HMMs

To formally describe the dynamics of an HMM, we can leverage a set of mathematical objects

including the transition matrix (A), which captures the probabilities of transitioning between

hidden states, the emission matrix (B), which de�nes the likelihood of observing speci�c

emissions given the underlying hidden state, and the concept of a joint probability distribution,

which allows us to calculate the combined probability of a speci�c sequence of hidden states

and their corresponding emissions.

3.3.4.1 Transition Matrix in HMM

Given the hidden state( 6¹Cº = »( 1¹Cº• (2¹Cº• ” ” ” • (# ¹Cº¼at time t. Let the transition probability

which is the probability that the system moves to state( 9 (t+1) from state( 8¹Cº is designated
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by 08•9for 1 � 8• 9� # and written as [14] [16] [157] :

08•9= %¹( 9¹C¸ 1ºj( 8¹Cºº• (3.17)

and, Õ
#
9=108•9= 1 (3.18)

Equation (3.17) donates the probability that, starting from state i, in the next transition the

system will land in any of the N states, including staying in the same state. The collection

of the probabilities,08•9, for all possible transitions forms the transition probability matrix

� = »08•9¼ 2' # � # [14].

3.3.4.2 Emissions Matrix in HMM

Theemission probabilityis the probability that a hidden state( 8¹Cº emits an observation$ : ¹Cº.

Mathematically, this probability is written as:

18•: = %¹$ : ¹Cºj( 8¹Cºº (3.19)

and, Õ
"
: =118•: = 1 (3.20)

The collection of the probabilities,18•: given by� = »18•:¼ �= ' #-" forms theemission probability

matrix. Now let a one dimensional vectorc ¹Cº = »c1¹Cº• ” ” ” • c# ¹Cº¼ �= ' 1-# be the hidden

states distribution vector at timet andc8¹Cº, for 1 � 8� # , is the likelihood of the state( 8¹Cº

and Õ
#
8=1c8¹Cº = 1 (3.21)

to satisfy the probability properties that the hidden system will be in any of theN hidden states

at the initial time t. At a reference/initial timeC= 0 we have:

c8¹0º = %¹( 8¹0ºº (3.22a)

And

c ¹0º = »c1¹0º• ” ” ” • c# ¹0º¼= c (3.22b)

Note thatc designate the hidden states initial probability distribution. Using the above

99



Chapter

3
Markov Model for Mobile Network Analysis

formulas, mathematically, HMM model can be presented using �ve parameters as set of:

_ = ¹#• "• c ¹Cº• �• � º (3.23)

Where

ˆ _ denotes the HMM;

ˆ N is the number of hidden states in the model;

ˆ M is the number of observation symbols or emission states;

ˆ c = c8¹0º is the initial state of probability distribution of the hidden states;

ˆ � = »08•9¼is the state transition probability matrix; and �nally;

ˆ � = »18•:¼is the emission probability matrix.

Usually, the HMM model is expressed as_ = ¹c ¹0º• �• � º dropping both N and M. While

parameters of interest in the standard Markov chain aretransition matrix, P, andinitial-state

probabilities, U, HMM requires emission probability matrix B, as a third and additional model

parameter.

Now assume that a sequence of hidden states is generated by the HMM, where the sequence is

mainly determined by the state transition probability matrix A. Introducing a new notation, for

a �nite observation sequence( 6 := B6¹1º•B6¹2º• ” ” ” •B6¹gº whereg is any �xed number indicating

the observation window, andB6¹Cº = »( 1¹Cº• (2¹Cº• ” ” ” • (# ¹Cº¼is a vector containing all states at

time t as de�ned above [13] [148]. Likewise, a sequence of emissions (observations) is generated

by the HMM according to the emission probability matrix B. The generated sequence of emis-

sions are designated by$ 6 := >6¹1º•>6¹2º• ” ” ” •>6¹gº, where>6¹Cº = »$ 1¹Cº•$2¹Cº• ” ” ” •$" ¹Cº¼.

The transition probability matrix fromB6¹Cº C> B6¹C¸ 1º can be denoted by a modi�ed08•9as:

� = 0B6¹C� 1º•B6¹Cº := %¹( 6¹C¸ 1ºj( 6¹Cºº (3.24)

The initial state distribution vector is,

c8¹Cº = cB6¹8º := %¹B6¹8ºº = c ¹0º (3.25)
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Figure 3.6: A Hidden Markov Model [159].

The probability of state vector( 6¹Cº emitting the observation vector$ 6¹Cº is given by the

vector1¹B6¹Cº>6¹Cºº•

� = 1B6¹Cº>6¹Cº = %¹>6¹CºjB6¹Cºº (3.26)

Figure 3.6 below depicts the structure of HMM of model [24].

3.3.4.3 Joint Distribution

In HMM, one general problem of interest for an observation time window ofg is to compute

the joint distribution of a sequence of hidden states and emissions. Based on the trellis diagram

representation shown in Figure 3.4 and the notations from Equations (3.24) - (3.26), the joint

probability distribution is given by:

%¹( 6•$6º = %¹B6¹1º• ” ” ” •B6¹gº•>6¹1º• ” ” ” •>6¹gºº (3.27a)
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By applying Chain rule, Equation (3.27a) reduces to:

%¹( 6•$6º = %¹B6¹1ºº � %¹>6¹1ºjB6¹1ºº
gÖ

: =2

%¹B6¹: º jB6¹: � 1ºº%¹>6¹: º jB6¹: ºº =

%¹B6¹1ºº �
gÖ

: =2

%¹B6¹: º jB6¹: � 1ºº
gÖ

: =1

%¹>6¹: º jB6¹: ºº =

cB6¹1º � 1B6¹1º>6¹1º

gÖ

: =2

0B6¹: � 1º•B6¹: º1¹B
6¹: º>6¹: ºº

(3.27b)

The �rst term c ¹B6¹1ºº is the initial distribution vector,0B6¹: � 1º•B6¹: º is a matrix showing the

transitions across the hidden states, and1¹B6¹: º>6¹: ººis the emission probability matrix. The

emission probability can generally be a discrete �nite set, countably in�nite with some distri-

bution, say Poisson Distribution or Gaussian for the real-valued process.

3.3.5 Algorithms for HMM

3.3.5.1 Forward-Backward Algorithm

The forward-backward algorithm is a dynamic programming algorithm used by Richard Bell-

man and has very important applications in HMM. Dynamic programming is a broad class of

algorithms that iteratively solves problems. The forward-backward algorithm assumes that we

know the emission probability%¹$ 6¹: º j( 6¹: ºº, the transition probability%¹( 6¹: º j( 6¹: � 1ºº

and initial probability distribution%¹( 6¹1ºº.

Given the observation sequence$ 6 := >6¹1º• ” ” ” •>6¹gº the interest here is to compute the

probability %¹( 6¹: º j$ 6¹1º• ” ” ” •$6¹gºº, where1 � g � : . The forward-backward algorithm

splits the computation into the forward and backward parts and applies marginal distribution,

and posterior distribution computations.

The probability computation is broken down into two parts as below.

ˆ The forward algorithm part computes the joint probability%¹( 6¹: º j$ 6¹1º• ” ” ” •$6¹: ºº for

all possible values ofk in the range1 � : � g. (See Figure 3.7).

ˆ The backward algorithm computes%¹$ 6¹: ¸ 1º• ” ” ” •$6¹gºj( 6¹: ºº for all possible values

of k in the range1 � : � g. (See Figure 3.7).
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