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Abstract

The streets of Addis Ababa are found in the lowest international standard. Akaki Kality is one of
the 10 sub cities in Addis Ababa situated in the southern part of the city deriarly periods

the sub city was demarcated for the industrial zdme «istence of different industries and
guarry sites with heavy traffic has more exposed the sub city streets to air and noise pollution
than the other sub cities in Addis Abalide study investigated the street fréality Drivers

and Mechanics Training Ctar to Kality Total gas stationThe researchanalyzedthe potential

and better usage of multifunctional streetscapes for resiliéimeanajor problems in the street,
andthe degree of communication and iatetfon with people and the stre&he collected data

has been analyzed by quantitative and qualitative data analysis niéthedty,, according tahe
findings, a design igeneratd with specifications and design guideline§ multifunctional

streetscape for resilienaethe Streetas aprototype for designing a streetscape

Keywords: Multifunctional Streetscape, Resiliencareen Street, Green Infrastructure
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CHAPTER 1: INTRODUCTION

1.1Background of the Study

Humanity has failed. Global trade increases. Prosperity increases. Freight traimgpestse.

But we have failed in adjusting transports to a lemgn sustainable society (Algirdas, 2013).
Urbanization and industrialization can be viewed as essential causes for land use and land cover
change, and it also increases with the majority ef thwor | ddés popul ati on mi
(Haifeng et al 2015. This urbanization has altered the natural landscape and affected the
natural cycle througtihe construction of impervious surfaces such as buildings, roads and
parking lots Michael et al, 2014) At urban areas, air and noise pollution increases, climate
changes, and the amount of groundwater recharge has been reduced while the volume and rate of
runoff have been increasedViichael et al, 2014. According to Mehmet, et al(2010 urban

areas accountforonl® % of t he wo rHutdpiducel7&mnofl thesgreenhoase gases.
Particularly, there are a series of problems between the economic development and the protection
of the ecological environment in urban areas. There are four m#{gots of urbanization on the
environment: increased temperature, increased runoff due to impervious surfaces, lower levels of
native species diversity, and increased production of carbon didxideddition to that, ia

pollution, climate changeand taffic congestion isa local and global wise problem. iBh
pollution, climate change, and congestion implies there has to be prepared plan to adapt or
mitigate the problemOavid et al, 2011). The changes in climate result mfssctionality ofthe
ecosystemThe kehavior of urban built environments and rapid population growth in urban areas

increase the consequenadsime to time David et al, 2011 Peter et al., 2013).

Cities have been influenced by different theories and ideologies and nsmdewith no
consideration of humans (Jan, 2010). Previous practices of planning and designing cities depict
the condition of a city either to be resilient or not. This urban plgnamd design should
incorporateand engage quality of different programaefghborhoods and street network which
increase city livability David et al, 2011 Peter et aJ 2013). Considerations to create better city

life and for pedestrians and low priority for car traffic was the progress in practical urban
planning in 21 century which misedout in the early periods. Thinakescities phase out early,

emergence of lifeless cities and disgraceful conditions (Jan, 2010).



One of the most criteria in order to assume a qualitg gbod city is havinggood weather
(micro, local and macro climate) withcomfort zone. When the functionalities and aesthetical
quality get along the city could serve as a gallery itself. Clean air, cool and peaceful
environment, diversity is crucial for a city life which Hyaving greenery (trees, shrubs,
flowering plants etc) (David et al., 2011Jan, 2010; Peter et al, 2Q1Bivability of a city could

be definel in various ways. Complete neighborhoods, accessibility and sustainable mobility, a
diverse and resilient locaconomy, vibrant public spaces and affordability make a city livable
(Mohammadreza et .al2014).The livability of a city will be determined by the satisfaction of

the public ortheeconomic, social, and environmental qualities of a city.

Streets are the main domain which people experineeity livability. Streets are one of the
underutilized public spaces in citi€Streets are a soul of a city and, they have to be considered
and imagine as real part of urban ecold@hinmoy 2015) Thest r e e t Sshoul dnot
considered as a corridor to serve motorization. Howdherstreet can also serve as a public
space which brings a vibrant street lifeplanned street have a significant role in supporting the

environment, public health, economic, social and, cultural values (NACTO, 2013).

The dreet slould be designed for every usbe safday, healthy, andustainableRegarding age,
ethnic group, and incoe street has to serve equally. Streets also should not be exposed to
criminal activity and have to create a safer environment forAatiood quality street can be
defined assustainable infrastructutdat can resist future riskthat engagethe commurity in

social interactions and economic value, which can create a sense of place in the ¢hwt and

improve safety.

Streets withthier design elements, charadstics and material types plag role for rising in
temperature, urban heat island effect, and gas emidsi@udition vehicles are known for
emitting carbon dioxide to the envinment. In average number, petitér gas 2.4 kg carbon
dioxide will be produced. For this reason stseshould be responsive enough to be more
environmental friedly as possible (Adamet al., 2018). Ovempopulation brought lots of
challenges and problems. In these aréas difficult to provide a good condition of bicycling
and walking in developing ¢g@s. Most of the spaces are bysyviding parking and traffic with
pollution, and insecurityJan, 2010; Peter et al., 2013).



Since itds proven t hat sasigndicari mla ia drdet fotre fivablgr e e n
city, conventional landscapapproach should be consiggto be doneegardingtransportation
industry Landscape design approach progidemeans ircreating a sensitivanformed and
integral approaches which help to conserve, enhance, restore and regenerate landstape with
environmerm, social, and economic benefitStreets are among the practical resources ahat
landscape approach could be integrated and implemd@achbridge 2016) Integrating
landscape elements such as vegetation cover, water bodies and permeatBefaudhading

and aesthetically pleasing environment, enhance biodiversity, enjoyable microclimate, air, water
and noise pollution reduction, purification and percolation of wa@ambridge 2016).
Therefore, this thesiseviewed various approaches thgtve been practiced and presented by
differentkinds ofliteratures and case studies. This will help in filling the gap regarding the usage

of astreet.

1.2 Problem Statement

A city has to be fun, attractive and vibrant for residences and visitors. It is known that in
ensuring health and quality of life (enhancing livability), public parks, streets and open spaces
are critical for a city. These spaces are expected to encadeagiy and provide healthnd

guality of life to a city.Cities are complex organisms which everything should be in balance.
Urban Cities around the world have expanded physically as they grow in population with
infrastructures(Peteret al, 2013. Addis Ababa has been characterized in different ways in

different eras depending on human settlements.

Addis Ababa is growing and expanding rapidly with a rapidly growing population. It is
becoming a jungle of buildings with noticeable congestion of stogatiors atthe corner of the
city with high vehicular usagendflooding all over the street durirtge rainy seasonThe street

of Addis Ababas found in the lowest international standard.

Akaki Kality is one of the 10 subities in Addis Ababa situated the southern part of the city
center. The subity covers around18.1km?2 with a population about 200,000is a strategic
southern corridor, dth for Addis Ababa and OSZ (Oromia Spé&dane).In early periodsthe

subcity was demarcated for the industrial zone. However, due to rapid population grewth,

S



border of the city center spreads through time. The existence of different industrigsaarnyd

sites withheavy traffic has morexposed the subity to air and noise pollution than the other
subcities in Addis Ababalt also attracts dwellers to the sub city. The street serves as a corridor
to connect dwellers to the city center and to transport goods.

As stated in literatureeview sectiona multifunctional streetscape has to meet essential elements
and design components in orderbi® resilienfCambridge2016; David et al., 2011Jan, 2010;

Kevin, 2014; Leong, 2011Yhe current ecological provision ofultifunctional streetscap®f

KMraKT is limited in serving peoples. The existestreets of Kality is giving and
accommodating less service for the residents. The trend of streets mostly focuses on providing
spaces for cars. But streets are an opportunity to increasenibient of permeable surfaces to
increase infiltration, biodiversity which serve as green corridod green belfor urban
ecosystem and help to moderate micro climate

Str eet s &supportirg thé endrbnment, public healind economiactivity, social and
cultural valuesis not deliberatedwell in the Street The street is fafld in considering
environmental aspects such us, street treeqrairnoise pdltion reduction metha The street

is also failed irthe engagement ahe community that promotes knowledge exchange and social
and cultural interactionConsidering street as a resource and reimagining it for social, cultural
and political, health and economic reasons makegreat ecological infrastructure (Chinmoy,
2015).

Limited design consideration to streéssproviding less standard streetdowever, streets are

crucial for thecurrent anduture development ahe subcity. There is a need to be inclusive,
innovatiwe, healthy, soulful and thrivintp makethe Sreets multifunctional. In order to usthe
streetbeneficiary,it has to be reached out by designing of its poteniita. practice ostarting a

complete streetscape has been developed in otheciteedy Among them, the street from
6Beherawi 6 t e ad Pieals sbaCoh,urtcthda 140 Roadé startapu | d be
example 6the good street. Therovided shade and cowtgration of pedestrians makes the street
pleasant to walk by anid engageshe layer of programs at a time. There are street trees, street
markets, street cafés, traffic lighting, and, proper pedestrian crossing. Even if there are missing

streetscape elements (such as street furniture), the corridor creates a good streethfabric. T



situation somehow it creates a safe and comfortable environfdasdrding toMekuria 2015,

complete street has to fulfill various criteaf vegetation cover and area of the open spaces are
stated. Components of green and grey facilities have &gedsi St r eet s, can wel |l
pollution and sequester carbon dioxide. They tie the streetscape together and reinforce vistas.

Trees are amenities that soften and humani ze

Incorporatingresilientin streetscape is pob$ tothe Streetcontext. The Street has the capacity
and potential ofbeing resilientto the sukcity as well as for the city of Addis Ababa. This
practice could serve as a prototype fbe other sulzities, new emerging cities and entire
country. Multifunctional Streetscap®as significance role in providing ecosystem services for a

city. It also create netwked green corridors and ways.

The Street isvehicle oriented withan unpleasant environmenrdn insufficient pedestrian lane,
public spacestreet trees, medians, streetscapeitums, street lighting signagpavement failure

and usage of traditional stormwater managenturitstreets shdd not exist taconvince of cars

only. To enhanaig the street in order to have livability is needé&@l i tcogminsnity is
suffering much more in lack of mobility, safety, pleasing environment, proper treatment and
enhancement of street. Noticing a flood on the street grounddrapgingmany amounts of
water during theainy seasonfacing healthproblemsregarding misdreatment of streetsceygy,
climate change and dealing with tons of car accidents as a daily base is way far from being multi

functional and resilient.

Generally, the existing streedibes not promote social, cultural, economic, and environmental
aspects. Perhaps this left the street to be lifeless and unpl@dsaefore, this study has tried to

focus on studyingpotential and better usagd streetscape according to the users, gitesi
characters, application, and management. The recommended design types and strategies
incorporates aspect of comfortability and safety, environmental friendly, social and cultural
enhancement, economic development, and inspired vibrant streetscape.stfaesges will
promote multifunctional street that improves the communication in between the streets and local
community. Safety, environmental comfort, and social and cultural interactive will promote a
street resiliencéWhile this research was heldhet street was in the stage of site clearing for the

new NDP. The recommendation and strategies that have been stated in the later sections of this



study could be additional perspective for the developed plan. The study could also considered as

a prototypefor future streetscape guideline for the sub city as well as for the city of Addis
Ababa.

1.30Objective of the Study

1.3.1 General Objective

The main objective of the study is tlesign a multifunctional streetscape whicko become

resilientin Kality Drivers and Mechanics Training CenterKality Total gas statioistreet.

1.3.2 Specific Objectives
The specific objectives of this study are to:

A
A

Identify the potential and better usagiemultifunctionalstreetscape® become resilient
Analyze the major problems Kality Drivers and Mechanics Training CenterKality
Total gas statiostreet

Analyze the degree of communication and interaathdoetween streets and local
community

Generate specifications and design guidelines for multifunctgiredtscapes toecome

resilient

1.4 Research Questions
This researclansweedthe following questions:

\%

What is thepotential and better usage aifultifunctional streetscape$o become
resilien®?

What are the major problemsncounteredn Kality Drivers and Mechanics Training
Centerto Kality Total gas statioStree?

To what extent ighe degree of communication and interactiorbetween streets and
local community?

What shall be dom in order to generate specification and design guidelines for

multifunctional streetscapés become resiliefit

1.5 Significant of the study

Streets are often neglected to serve multifunctional activitieeitreet Multifunctional streets

have acapability of embracing all the different choices of the pedqgkn, 201Q) This



gualification offers safety, health, comfort and lots of experience for the communit
Multifunctional streets helpo have it all in the plate. The linear characterististoéets haa

potential and is suitable to buigdgreen corridotoo (Chinmoy, 2015)

The significance of this studg to develop multifunctional streetscapar better livability and
resilient The study pwt out the potential of multifunctional streetscafesbe resilientand
examinethe current situation ofhe Street.

The other purpose of the study is to understdhd major problemsthe degree of
communication and intactionin betweerthe Kality Drivers and Mechanics Training Center
Kality Total gas statiostreetandthe local communityn order to havea livable street Providing

a multifunctional streetscape for Kalitigat welcomes the public texplore street andnhance
needs and values of theommunity Integrating layered of activities increase the rmulti
functionality of a streetscape. This mulfiunctionality of steetscape he$pto engageKality
communityto the native landscape elements wharemissing.

Studyingand assessing existingpnditionsof the Street helpedto identify the occurrence of
ecosystem services that gain due to streets. After identifying and analyzing the services that are
provided and not provided, it is easy to go to the nexell of geneation of landscapbased

multifunctional streetscape as green belts.

The intent of this study is to achieve a better life sfraetand get benefited from the ecosystem
services and usage of streefdter saving today, thinking about tomorrow also has to be
considered. Resisting today and tomorrslvakeleads to environmental stress tolerance, better
future and practiceThe findings of the study hedd to identify and understand the gap in the
existing situation. Generatingpecification and design guidelines fimultifunctional resilient
streetscapes will be the finautput of thisstudy.

1.6 Scope of the Study

The thematic scope of the study foed®n enhancingesiliencein subcity streetlevd. The
ecological importancand the impact ofesilience streetscagevebeenevaluated. Streetscape

has beentaken as examination areas of spatial scope of the study. The significance of
multifunctional resilient streetscapdias beerassessd during theresearch period to develop

desgn guidelines. The study anabgrthe street fromKality Drivers and Mechanics Training



Centerto Kality Total gas stationvhich is found in the sub city oKality, asan example othe

soci al scope of the study. The envhad beement al
covered inthesocial scope of the study.
1.7. Research Design
Logical Frame Work
Table 1.1: Logical frame work of the research
N Data Analysis
Specific Survey
o Survey Type | Data Source _ and Expected Output
Objectives Techniques _
Presentation
Identify the o
] Reviewing
potential and _ )
Literature Journals, previously _
better usage of . Analytical A better approach
_ _ review and books, and | conducted ) N
multifunctional o _ presentation to be resilience
case study publications | studies and
streetscapes to .
. projects
become resilient
Passengers, )
) ) Purposive o
Field car drivers, ) Descriptive The Street
Analyze the _ _ sampling of
. observation pedestrians, maps, graphs, | character and the
major problems respondents _ _
. and governmental . tables, figures, | desire of the
in the Street _ _ ) and field )
guestionnaire | bodies, and . and pictures communty
| observation
personal diary
Analyze the _ _
Passengers, ) Previous practice
degree of _ . Purposive o o
o Field car drivers, ) Descriptive of spending time
communication _ _ sampling of o
_ _ observation pedestrians, maps, graphs, | and an aspiration
and interaction respondents .
_ and governmental _ tables, figures, | to spend me
in between _ . ) and field ) _
questionnaire | bodies, and _ and pictures time on theStreet
streets and local observation

community

personal diary




Generate
specifications
and design
guidelines for
multifunctional
streetscapes to

become resilient

Findings,
results and

conclusion

Mapping,
sketching,

drawings, and

3Ds
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1.8.Limitations of the Study

Different challenges had been encountered while conducting this research. Lack of some
organized data in Akaki Kality sub city was one of the challenfes.researcher also faced lack

of focused local literatures in relation to resiliencehe study are&ave various problems that

are not declared in this research. However, due to time constraints, the researcher forced to focus
only few problemsLast but not least, to find out number of pedestrians that pass along the street
was found difficult. The re=archer took 50 number of pedestrian to grasp their aspiration as

representatives of pedestrians.

CHAPTER 2: LITERATURE REVIEW AND CASE STUDIES
2.1 Definition of Terms

Multifunctional Streetscape: Multifunctional Streetscape: is a streetscape that overlaps and
exhibits layers of social, environmental, cultural, and economical functions at a place (City of
DAREBIN, 2012; David et al 2011; Leong, 2011; Peter et, &013).

Resilience:Resilience refers to equipping cities to face future shocks and stressedifnane
change and depleted oil and fuel sms- and makes it through crises. Resilient city takes into

consideration appropriate infrastructure tani@re resilient (Janet, 2003).

Green Streets: Green Streets are stredfsat aims at developing integea, efficient and
environmental friendlyigfiltrate storm water close to its source and street treeassportation
hubs ancand to create more vibrant, livable communitiglchele et al, 2014)(George, 2016;
WOSNA, 2015).

Green Infrastructure: refersto ecological systems, both natural and engineered, that act as
living infrastructure. The elements are planned and managed primarily for stormwater control,
but also exhibit social, economic and environmental ben®&iGEL, 2006;Sarah et al 2016;
Authentic, 2011).

2.2 Multifunctional Streetscape
2.2.1 Streets and Streetscape

Transportation corridors and facilities are

realm. Integrating comprehensive transportation planning with nayssms analysis and land
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use planning is essential for creating livable communities in sustainable environments (ASLA,
2018). The transport corridors are full of bottlenecks, the capacity is underused, and transport
security problems increase and ld=it not least: Our environment has to pay a high price for
incressed transports (Algirdas, 2013). Streets with its design elements, characteristics and
material types play a role for rising in temperature, urban heat island effect, and gas emission. In
addtion vehicles are known for emitting carbon dioxide to the environnherverage number,

per 1 liter gas 2.4 kg carbon dioxide will be produced. For this reason streets should be

responsive enough to be more environmental friendly as pogAitden,etal., 2018)

Streets are places for people (London, 2017). Streets which are social indicators and one of the
exploration area of everyday urban environments for the people. In any city streets are among
important assets in terms of making the city liealPeople need streets to enjoy and stay not to
pass through only (Peter et,&013).Environment, society and economy get affected by streets
substantiality Jeralee, 2015)iving streets as defined by the Denver Living Streets initiative,

are vibram places where people of all ages and physical abilities feel safe and comfortable using
any mode of travel, including walking, biking, transit, or automobile (Peter, &04I3).

Think of streets only for traffic purpose is traditional way of thinkingtodéets. But to use streets

for their potential as public spaces adds a qualigy ¢dy. Streets are known for their integration
opportunities of income generation spots for the community and a functional space-fqy pop
cafes (NACTO, 2012)Streetshas to be beyond walking including react with one another,
getting fresh air, free pleasure of life, experience engaging in many activities and getting
important information(David et al, 2011 Jan, 201D Streets have many purposes, including
providing local and regional mobility, offering access to homes and businesses, and supporting
economic growthNew Jersey, 2008%treets are designed not only to carry traffic, but managed
stormwater and to be vibrant spaces as well (Urban Runoff Managemer2@l@h, Streets are

not just a path way for transportation from one destination to another. In fact, they are public
realms with multipurpose functionkikreselam, 2016)rraffic accident has claimed to become a
source of high amount of death and high rigs in urban areashich also cause by the
characteristics of the streeafe streets can be achievable by involving and dedicating a line for

all users. Better design which insist and deliberate of walking, parking, shopping, bicycling,
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working and dmving ways at streets helps to reduce the rate of death and high injury that cause
by traffic accidents (NACTO, 2012).

Enclosure, human scale, transparency, complexity, coherence, linkage, legibility, and tidiness are
measure protocols for enhancing stregperience (Amir et gl 2014). Pedestrian safety,
pedestriarfriendly environment and quality at interactiane influenced by the street width,
interaction geometrygndfrequency of crossing opportunities. Street should include sidewalks in
both side vth the appropriate amenities such as landscaping, lighting, and s@eteg et a

2013). In one way or another, complexity and types of streets determine community future.
Therefore involving the community for the solution would bring a grate coligiba with

design solutions for streetsléw Jersey, 2008 Understanding the context of a good street gives

a guideline to work on iin order to evaluate and analyze a street there are things that has to be
considered. Evaluating and analyzing the eiftren terms of determining land use and
transportation context and identify special conditidrs.study the land use context would help

to differentiate the character, area potential and to deliver appropriate planning and design
approachesDetermining tansportation context will help to differentiate priorities among street
users Pazwash2011).

The term streetscape consist a very broad concept in terms of having more a complete and

|l ivabl e street. Streetscapes atumingttheeorngroont door
stepping out the door into the streBagwash201]). A Streetscape can be defined by the nature

and quality of street fabrics, sensitivity to local context, visual effects, and special street
treatments of fixtures, facilitiesighage and planting schemes (Cambridge, 2016; Handan, 2014;
Peter et a) 2013). Good streetscape design begins with an approach that emphasizes wholeness,
considering how various elements interact to create an overall streetscape composition. The right
proportions, unique spaces, and appropriate amenities can make a streetscape a comfortable and
memorable place where people want to spend their ffaewash2011). A good streetscape is
Legible: easily understandable, Comfortable and safe: responsivevéosy ®nes wish,
Attractiveness: aesthetically pleasing to be in Biveéliness ability to invite more people (City

of Taiwanesg2005).
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Streetscape changes the overall quality of the environment. But, in order to have quality
environment streets need have environmental comfort (e.g. Shade from sun, wind, etc.) and
physical comfort (e.g. Comfortable and sufficient seating, efikygselam, 2016)Streetscape
should respect the character of the community, and its current and planned land uses. If
appr@riately designed, vehicular speeds should fit local contest Streetsapesshould
enhance interconnected transportation options, particularly for pedestrians, bicyclists, transit
riders, and people with disabilities. All muitiodal transportation sysnhs should be safe,
efficient, convenient, and beautiful (ASLA, 201&t the local community level, the context
includes the role of the streetscape in supporting active community life. The transportation
context of the streetscape is essential. In akesadesigning atreetto fit its context is the
smarestthing to do. The design of every streetscape must respond to its unique circumstances
(New Jersey, 2008

Contribution of quality streetscapes to the public environment is very significant. These
contribution leads a city to become resilient city. Streetscape should reflect a unified, complete
design that balances among a wide variety of functions, including storm water management, safe
pedestrian travel, use as public space, bicycle, transit,vahitle movement, parking and
loading requirements, ease of maintenance, and emergence access (Cambridge, 2016; Handan,
2014; Peter et al2013). Streetscape elements are all those functional and decorative elements
that are placed, laid, erected, plantedsuspended within a public or communal urban space
(City of Taiwanese 2005). The elements of streetscape invite more people to gather and
socialize. Enhancing social and economic integration among the society is the main aim of
streetscapéCambridge, 2016; City ofaiwanese2005 Handan, 2014; Peter et,&013)

In detail, he elements of streetscape includes pedestrian crossing and service lanes, footpaths,
cycle tracks and carriageway, bus rapid transit, light rail transit, landgcapthmedians, street

trees and other horticultural elements;street parking, street furniture, street vending and street
lighting, storm water management, traffic calming, bus stops and traffic signage, public utilities
and amenities, general publiamiture, public art, andhostly commercial and civic uses on the
ground level, with residential uses primarily found on the upper level of street side buildings
(Cambridge, 2016; City of Tshwane, 2005; Handan, 2&ekin, 2014; Leong,2011; New

Jersey, 208; Peter et aJ 2013).
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2.2.2 Multifunctional Streetscapes

The role of ecosystem services for human beingscritical in capturing environmental,
psychological, aesthetic, social, economic and cultural benefits. As one ecological system multi
functionality embrace human and nature together by enhancing best out of capacity usage of
ecosystem services. To comtibé changes applying mufiinctionality from larger scale city
planning to small scale water intervention is very practibav{d et al, 2011 Handan, 2014;

Jim, 2017). MS (Multifunctional Streetscapes) are known for their durability, reduction of storm
water runoff and carbon footprint and in creation of a better place for the residsmmg (2011,

Peter et a) 2013).

In addition, nulti-functionality is very importantfor streetscapes. When a street become
multifunctional it provide layer of function at a pladgity of DAREBIN, 2012;David et al,

201]). These encourage community to walk, bike, engage with one another and spend quality
time for short moderate distancepsi Bicyclists and pedestrians uses the sicape by
discourage vehicular speedNgw Jersey, 2008 Multi-functionality creates choices for
pedestrians in creating places to discover. Enhance health, safety and security in terms of traffic,
engaging vaous programs and environmental friendly streets could be embraced in layered
functions. City of DAREBIN, 2012;David et al, 2011). The multi functionality, pattern and
overlapping of activities contribute to stay in, walk by and even becoming a partets To do
something outdoors other than just walking should include protection, security, reasonable space,
furniture and visual qualitydavid et al, 2011 Jan, 201D

Priority to pedestrians and bicycle traffic will be an approach to sustatresiscapen this

sector with consideration of future generation. The more pedestrian walk and bicycle move
around with attractive setting and inviting public spaces the better city and environmental quality
scored. Whena street becomesultifunctional it respondsto social interactions, sharing
resource, and livabilityQ¥avid et al, 2011 Kevin, 2014; Leong, 2011 In order to haveMs,

there has to be different traditions considered as necessary, optional and social amtidities
make it vibrant The socalled necessary activities are not optional and have to be integrated with
the others, optional activities are recreational and fun activities which could be a unique quality
of a city and in social activity sections it including all types of age andceginoups and social

exchanging spaces with diversity of activities. (Jan, 2010).
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MS are designed for all users, contrary to the conventionalaramated streets most prevalent
today. They create safe, convenient, and comfortable access for all ugardless of age,
ability, income, or mode of transportation, and prioritize the health, safety, and comfort for local
community (Michele et al, 2014) MS should reflect a unified, complete design that balances
among a wide variety of functions, including storm water management, safe pedestrian travel,
use as public space, bicycle, transit, and vehicle movement, parking and loading requirements,
ease of raintenance, and emergency acc@azwash 2011) Place making, or generating a
strong sense of place is the other aspect of MS. Place making has various use including
increasing positive interactions between people, increasing sense of inclusion, sense of
belongingness and pride, enhance beautification, Increasing comfort and improved quality of life

and economic growtfMicheleet al, 2014)

MS fulfil many functions and for this reason it will be well used. The journey to work is often
put forward as té only real journey, simply because it is seen as essential and causes the most
congestion. However, the journey to work accounts for less than 20% of all trips and a truly great
MS will not only offer an attractive route to work, but also to school, éstops, to hospitals

and stations, to visit friends, for daily exercise, for recreation and as a destination in its own right
(Ewing et al, 2006. MS create a diversity of transportation options, balancing a history of
automobilecentric street design ifavor of opportunities for cyclists and pedestrians to safely
and healthfully move through communities. Bicycle lanes should be designed with a vegetated
buffer to protect bicyclists from cars. Pedestrian safety is increased by usingdaéfiing
technques, such as reducing the width of vehicle lanes and creating green infrastructure bump
outs from the sidewalks (ASLA, 2018).he mul t i functi onal street sc:
and retain businesses, shopping districts, cultural areas and restéyranbviding recreational
opportunities and improving overall quality of lifsléw Jersey, 2008Providing these various
benefits and programs at a time makes a streetscape as a place whdrsatigtiality displays

(ASLA, 2018).

In mostliteraturesits stated that multifunctional streetscapes are more known in calming traffic,
improving air quality, improving physical health and mental wellbeing, increasing walkability of
streets by providing shelter and shade, aesthetic, feeling of safety, oppesttor social and

economic benefits, business opportunities, lowering stress and anxiety, ngaaagiabsorbing
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stormwater flow, providing habitat for native flora and fauna, reducing urban heat island effect,
sequestering carbon dioxide anutaping righborhood charactebévid et al, 2011 Jan, 2010;
Kevin, 2014; Leong, 2011
More specifically, multifunctional choices in transportation construction can make a big
difference Multifunctional green streetscape category (University of Washingog)
- Resilient design:reduce impacts and ensuring tomorrow due to design choices including
the street alignment
- Material and resources:reduce impact from extraction, process and transport
- Storm water management: reduce impacts of polluted storm watend treatment
devices
- Energy and environmental control:improve human and wildlife health
- Construction activities: reduce impacts from construction activities

- Innovation: encourage innovation in design
Elements of Multifunctional Streetscape

The elemets of MS includes:(Cambridge 2016;David et al, 2011 Kevin, 2014;Peteret al,
2013
1 Safe, attractive, pleasing and comfortable sidewalks with permeable pavement which
invites more people
1 Soft edge street corners which enhance social interactiompranéte shorter crossing
distance
Trees and landscape elements to create safe, less polluted and comfort for pedestrians
Integration of rain garden for storm water treatment
Coordination of street furniture including benches, signage, trash cans, kthedj

bicycle racks, bus shelters, curbs, medians, crossings, public art and café spaces

Principles for Multifunctional Streetscape
According toChristopherand Matthiag2011), the following principles should be consideted
achieve avIS.

- Safety: all users of streets should be safer and has to differentiate the slow and fast zones
according to userds priority.
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Mobility: segregating pedestrian, cycle and motor vehicles could improve the service
quality of the street.

Pedestrian accessibility: appgopriate path width and minimum grading should be
implemented for pedestrian ways.

Liveability: street enhancing spaces elements for relaxation and interaction is very
important aspect.

Local context: creating sense of belongingness is important for the user to stay in streets.

Benefits of Multifunctional Streetscape
The advantage d¥1S includes:(Ana and Michael, 201Pavid et al, 2011 Kevin, 2014 Peter
et al, 2013)

l

Environmental quality in terms of improving air and water quality and reduction of heat
island effect and pollution.

Sustain social wellbeing by providing space for public gathering and outdoor activities
Increase permeable surface area, landscapingjrabeklla for transportation and green
infrastructure

Enhancing visual image of a city

Public health improvement by encourage walking, bicycling and recreational activities
Will have a full potential to pollutio flux, carbon sequestratiostreet stresslerance

and enhancement of watershed

2.3 Multifunctional Streetscape for Resilience

Cities are complex organisms which everything should be in balance. Peoples use cities for

housing transportation sanitation utilities, land use and communication Cities have been

characterized in different ways in fifent eras depending on human settlements (Christopher

and Matthias, 2011). Urban Cities around the world have expanded physically as they grow in

population with infrastructures. In terms of having a better life, in cities, the natural ecosystem

structue and function has been influenced by the population and urbanization dynamics

(Katharine, 2017). Urbamfrastructuranvolves various physical networks and spaces necessary

for transportation, water use, energy, recreation, and public functions. Infrastructure plays a great

role in city development and transportation is one of them (Janet, 2003; Katharine, 2017).

17


https://en.wikipedia.org/wiki/Housing
https://en.wikipedia.org/wiki/Transportation
https://en.wikipedia.org/wiki/Sanitation
https://en.wikipedia.org/wiki/Public_utilities
https://en.wikipedia.org/wiki/Land_use
https://en.wikipedia.org/wiki/Communication
https://en.wikipedia.org/wiki/Infrastructure

Sustainable communities have wetinnected, easily accessili@nsportation networks that
provide attractive, safe, comfortable, and ef$tctive access; improve mobility; enhance travel
experience and support economic vitality as well as environmental quality (ASLA, Z0E8¢

is a huge opportunity for RS (REsnce Streetscape) to ameliorate the effects of these
environmental problems. It is exacti§S that offer a mechanism that balances development and
future proection and makes it resilient citiRS meet local community needs for such three
benefits as mreation, environmental protectioand historic and cultural resource preservation
(Mehmet, et al., 2010).

Embracing multifunctionality to a city will brought resilience which could be represented in
being reflective of past experiences, robustnes$utiore shocks, redundancy, flexibility of
different circumstances, resourcefulness to various stress, inclusiveness, and integration of
functions City of DAREBIN, 2012) Resilient transportation has been defined many different
ways but generally emphasi&zenvironmental preservation, compact development patterns,
alternative transportation, and social equitieW Jersey, 2008Resilience solutions provides a
range of benefits, including recreation and transportation, urban beautification, increased
propety value, development buffers, floodplain protection, preservation of historical and cultural
and environmental resources (Mehmet, et al., 204®uccessful RS will have become part of

the fabric of its local area and an integral component of manyjtmgaaleys Ewing et al, 2006.

Resilient infrastructure is a functionimgosystenthat delives valuable services to peoplelS
solutions contributes in reduction of the current change in climate and ensure tomorrow by
reducing risk in climate change wiemvironmental friendly transportation and in enhancing

competitiveness sustainability (George, 2046na and Nicklas. 2015)

According toAna and Michael, 2018S has benefits of not only environmental but economic,
social, and system effectiveness. Bm¥ironmental effectiveness includes resource preservation
like land, air and noise pollution, greenhouse effect and future sustainability, the economic
effectiveness includes economic efficiency, financial affordability and regional economic
developmenthrough improved accessibility, and the social effectiveness includes social equity

in terms of income and minority groups, public health, enhancement of safety and security and
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accessibility to various services and the system effectiveness includes pgstermance for

multimodal transportation system (regional, highway, transit, etc.)

A MS makes a city to be beneficiary to have a resilience infrastruituhe urban environment
through various landscape approaches. These benefits incl(/&les and Mchael, 2013,
London, 2017)
- Calming traffic
- Improving air quality and physical health and mental wellbeing
- Enhance walkability of streets by providing shelter and shade, positive aesthetic, safety,
opportunities for social and economic benefits, oppotiesior different users
- Reducing stress and anxiety, asicial behaviors including vandalism and graffiti, urban
heat island effect and UV exposure
- Managing and absorbing stormwater flow
- Protection from wind and storm events
- Providing habitat for nater flora and fauna
- Sequestering carbon dioxide
- Shaping neighborhood character.
Function wise MS integrates and promote walking, cycling and whether for leisure purposes or
travel, the idea of streets for everyone. These lead to a more sustainable andab@enfor
environment for local community. Barrier free access, linkage of open spaces, alternative means
of transportation and great quality infrastructure are also another important aspects@$ MS.
(GreenStreetzape)are the major system in providing MS for better resilience transportation

solutions (Anna and Nicklas. 2015).

A desire to live and work near green spaces and green streets has led to an increase in private and
commercial property values (Mehmet, et 4D,10). GS which isknown for its improvement of

public realm and resilience transport with high biodiversity vakian EU concept introduced in

2007 that aims at developing integrated, efficient and environmentally friendly transportation
hubs (George,2016; Green Corridors, 2015)GS corridors promotes environmental
sustainability and energy efficiency (George, 201&eenstreetscapare more economically,
ecologically and socially viable than traditional transport corrid@snfar, 2012 A GS uses

natural processes to manage storm water runoff at its saurpeove water quality, reduce
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urban heating, enhance pedestrian safety, reduce carbon footprints, and beautify neighborhood
looks and feeling of a communifAnna and Nicklas. 2015§reenstreetscapés a street that is
composed of natural elements mainly soil and vegetation to convey or regulate stormwater
runoff in a sustainable way. (Dill et al., 201G3S which promote alternative forms of
transportation and utilize vegetation to filtair, could reduce the amount of vehicular air
pollution contributing to high asthma rates, make space for alternative modes of transportation
that combat obesity, and reduce carbon emissions which may contribute to a number of health
and social problemis the future Micheleet al, 2014.

According to Dr. Andras, 2014 traditional street (1roaltifunctional street$ construction have
various impact on habitat demolition and fragmentation (ecological malfunction of the impacted
ecosystem), pollution ofaise, water, air and soil, barrier effect and habitat fragmentatien.
streetscape about the development of samable, efficient and green transport solutions to
reducing negative impact on the environment and climate and thereby preservire) natur
resources and habitat&nnar, 2012 GS provide a better environmental performance while
creating attractive, safer environments (Anna and Nicklas. 2015). It should be possible for every
nearby resident to reach tk&S by foot or cycle without aaflict with heavily trafficked streets
(Ewing et al, 2006).GS are also streets that are designed to infiltrate storm water close to its
source, and to create more vibrant, livable communiieshele et al, 2014) Health and well
beingness of a local community improvement addressed by green streets with enhanced active
recreation (Anna and Nicklas. 2015). A gdge8will overcome real problems of severance, or of
traffic (Ewing et al, 200§. GS features includeregetated curb extensimnsidewalk planters,
landscaped medians, vegetated swales, permeable paving, andrete¢Anna and Nicklas.
2015).

According to George, 2016 afwinget al, 2006, Characteristics of @Sinclude:

- Resilient transport solutions with documenteductions of environmental and climate
impact, high safety, high quality and strong efficiency

- Integrated transport, so called co modality

- Harmonised regulations with openness for all actors

- Memorable, so that users will return to it, and encourageftiends to do so too.

- be easy to use and reach
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- must have a smooth and dry surface in all weathers,

- good maps and easy signing

Storm water management teciue is another basic aspect@®. A green street acts as a local

storm water management systecapturing storm water runoff, allowing it to soak into soil,
filtering it and, at the same time, reducing the amount of storm water that would otherwise make
its way into sewer collection systeriMithael et al, 2014. Green Street is very known its
managenent of stormwater by using (GGreen Infrastructure (Gunnar, 2012). There are two
techniques of managing stormwater, the conventional stormwater management and landscape
based stormwater management technique. Conventional stormwater management teaf@iques
designed to collect and transport street stormwater runoff as quick as possible through drainage
channels and pipes (conventional drainage) from urban areas. This systems transport wastewater
directly to the sewage treatment plant, but during heawfath the wastewater volume in a
combined sewer system can exceed the capacity of the system and leads to overflowing. As a
result, the street and its infrastructures are damaged and the time and cost needed for
maintenance and installation of the danthgeainage system are very high. Landscape based
stormwater management uses natural drainage systems and other methods in managing street
stormwater runoff. The goal of landscape based stormwater management is to reduce stormwater

runoff by treating the stmwater as close to the source as possilegselam, 2016)

Comparison of CSM and LSM, (Fikreselam, 2016)
Table 2.1; Contrast in between CSM and LSM

CSM Strategies LSM Strategies

- High construction codfor stormwater - Low construction cost

ponds, pipes, curbs, gutter and inlet

- Low potential resistance ar - Retain, detain and infiltrat
explosion to high runoff stormwater
- Not environmental friendly - Environmental friendly for habitg

enhancement, flmd control and

recreational opportunities
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- Rigid approaches - Flexible to construct in both urbanizs

and developing areas

By integrating the natural (soil, vegetation) or landscape basedvgtder management
practices, Gplays an important role in reducing stormwater runoff volumes and peak flows for
green streets~kreselam, 2016)Greenstorm water infrastructure (includes a range of seil
waterplant systems that intercept storm water, infiltrate a portion of it into the ground, evaporate
a portion of it into the air, and in some cases, release a portion of the captured storm water
slowly back intothe sewer colletion system. Gtreats storm water runoff as a resource to be
incorporated into the urban environment instead of as a waste product requiring removal and
treatment Michaelet al, 2014. Gl replicate and restore the natural hydrologic cycle and reduce
the volume of storm water entering the sewer system. Trhiyrn, reduces overflows. G$

defined as any type of infrastructure that has the purpose of lessening the burden of development
on the environment and/or has the aim of providing ecosystem egrnscch as runoff
management, air temperature reduction, carbon sequestration, and habitat proviSiarahet (

al, 2016. At all scales, Gprovides real ecological, social and economic benefitghentic,

2011). The use of Gf considered vital toesilience.Gl provides a broad variety of ecosystem
services. These include water management and quality improvement, air temperature reduction,
improved energy use efficiency, air pollution and carbon sequestration, noise reduction, habitat
provisioning,the provision of recreational and educational opportunities, food production, and

aesthetic improvement of the built environméarahet al, 2016.

Appearance of a community is highly influenced by stosgis character.Streetscapdas
responsible inricreasing of impervious surface and stowater runoff. Glgenerally includes
storm water management methods that (Authentic, 2011):
1 infiltrate (porous pavements, sidewalks, and gutters; linear infiltration systems)
1 evaporate, transpire and reduce energysamption (vegetated roofs, trees, planter
boxes)

1 infiltrate and transpire (rain gardens and bio retention)
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1 capture and reuse rainfall (rain barrels, cisterns, irrigation supply systems, and gray water

systems)

Integrating Glto streets helps streets to serve as green streets. The pofe@tial streets serve

a multiple benefits by incorporating storm water management feature into street infrastructure. In
contrast to gray infrastructure, a Gdpproach offers multiple befiis that can achievéhe
approach to resilience. Géchnologies are applicable for sidewalks include curb extensions,

sidewalk planters, tree trenches and porous pavements (Authentic, 2011).

Gl often uses vegetation, engineered soils, and permeableesitia intercept storm water
before it reaches the wastewater system, reducing the burden on the grey infrastructure system,
limiting the amount of polluted storm water runoff entering waterways, and reducing the number
and volume of combined sewer ovevi® (Michele et al, 2014) Gl technologies include Bio
retention, Cistern/rain garden, Median, Infiltration Bed, Infiltration Trench, Pervious pavement
street parking, pervious pavement sidewalk, Sidewalk planter, Tree Trench, Vegetated
Infiltration Basin,Vegetated Swale and Cuelstension (Authentic, 2011).
Gl provides various benefits for streets. These benefits includes: (Authentic, 2011)

- Improve green street health quality of life for its residents by linking clean water

solutions to community impr@ments

- Respond comprehensively to the multiple water quality

- Reduce pollution, urban heat island, runoff volume and erosion flows

- Ensure future environment risk

- Balance parking spaces with landscape space

- Provide alternative transportatioptions/improve walkability

- Sequestrated GO

- Increased pedestrian safety

- Improved aesthetics
Physiographic (Topography and Slope, Land use, Soil type, Drainage and ImperviQusness)
climate, and hydrology are factors tlthttate the applicability of Gpractice. (Soure: Woods
Ballard et al., 2007)
Physiographic Factor
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- Topography and Slope It determines the speed of stormwater from a point to another.
In UNEP, 2003, it is stated that considering the context of existing landform
characteristics and @paring catchment area is needed.

- Land use Type of existing land use in surrounding areas affect the amount of runoff,
surface area permeability and catchment areas.

- Soil type: The nature of soil type needs to be suitable for infiltration of stormweadad S
andsandyloam soils have low runoff potential with high infiltration rate, silt loam soll
have moderate infiltration rate, sandy clay loam have low infiltration rate and clay loam,
salty clay loam, sandy claysalty clay and clay soil types has higheanoff potential
with very low infiltration rate.

- Drainage: Poor drainage result failure of street pavement. Street pavement efficiency in
Gl practice development insure longer street pavement life.

- Imperviousness:Urbanization is a cause for increasingpervious surfaces. Stormwater
runoff and flooding is high in impervious surfaces.

Climatic Factors
- Rainfall: Intensity of rainfall vary place to place. If the intensity of rainfall is known it
helps to balance the rate of infiltration at specific area.
Hydrologic Factor
- Groundwater: groundwater condition of an area should be identified.
- Water depth and Flow Pattern: understanding the depth and flow pattern helps to

differentiate suitable type of Gl practice.

Features of Gl in GS includes permealplavements, sales, green gutter, bio retention,
stormwater tree/ extended tree, piirb extension/stormwater buropit, Perforated pipe systems
andsteeped stormwater plani{&ikreselam, 2016).
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Figure 2.1 Various methods of Gl for streets (Source: Ewing et al., 2006)

RS solution consider the context of a community which provides guidanet@mvill need to

use the road and how. Converting existing street into resilient streetscape is a smart thing to do
(ASLA, 2018) Design consideration and requirement for MS should integrate social,
environmental, urban and economic principles to meet resilience. That includes livable and

healthywith respect to social principleseduction of environmental stress, water and airityual

25



improvement and pollution reduction in respect to environmental principbesd et al, 2011);
andlegibility, comfort and safety and attractiveness in respect to urban principles. And green and
permeable materials and reduce material resource cgtisunm respect to economic principles.
These principles are an opportunity that embrace passing by, walking, socializing, shopping,
performances, food and drinks, entertainment engaging all together for social interactions
(Kevin, 2014.

Urban planning and design determine basic characteristics of streetf®8passign as a result

of a policyplanningimplementation chain, will define our future fiacing of stress and shocks

(Jan, 2010). Being resilient and multifunctional is not aiorething rather it is to deal with the
existing changes andontinuesto resist global change&évin, 2014. Among the factors in
becoming a successful city having RS is the

start working with, instead @ g ai nst , rmtaltad0i3g o ( Pet er

Lesson learnedrom Literature Review

- Considering street as a resource and reimagining it for social, cultural and political,
health and economic reasons make it a great ecological infrastructure.

- Think of streetonly for traffic purpose is a traditional way of thinking of streets. But to
use streets for their potential as public spaces adds quality to.streets

- Multifunctional Streetscape promotes alternative forms of transportation and utilize
vegetation to filte air, could reduce the amount of vehicular air pollution contributing to
high asthma rates, make space for alternative modes of transportation that combat
obesity, and reduce carbon emissions which may contribute to a number of health and
social problem#n the future

- Multifunctional Streetscapes offer many benefits to the urban environment including;
calming traffic, improving air quality and physical health and mental wellbeing, enhance
walk-ability of streets by providing shelter and shade, positiestheetic, safety,
opportunities for social and economic benefits, opportunities for different users, reducing
stress and anxiety, argocial behaviors including vandalism and graffiti, urban heat
island effect and UV exposure, managing and absorbing wien flow, protection

from wind and storm events, providing habitat for native flora and fauna, sequestering
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carbon dioxide, and in shaping neighborhood character. These benefits promote a city

resilient phase by phase for a healthier future

2.4Case Sudies
2.4.1 Case StudyOne

Passeig De St Joan Boulevard, Barcelona, Spain

General Information

Location: Barcelona:

Project Type: Public Space Streetscape

Architects: L oD@ m nech

Completion Date: 2010 2011: Phase 1; 2013014: Phase 2

Reason forselection:

The streetscape is that enhance social, environmental, and ecobemedits (Multt
functionality)

Overall Description

The boulevard is comprised thrherizontalsections which all have unique characteristics and
utilities. Upper section is strip along the center for pedestrians, the middle section is the wider
and car dominated lane, and the lower section has very narrow traffic lane, large pedestrian lane,

and a single segregated cycle lane in the middle.

Figure22Passei g De St JoanDBmomuhecva)d (Sourc

The project/ design Success
i Effective in attracting users to the site
1 Resilient streetscape / Sustain social, environmental, and economic value

1 Multifunctional spaces fadifferent users
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Lesson Learned
1 Give priority to pedestrians and pedestrian safety
1 Create sense of belongingness
1 Improve transport options/ anodality
1 Create a connection to other green spaces
1

Create a Ourbanized green zoneb

=, o
\

T—T _ary S

-

S

Ee s S

e

Figure23Wi de pedestrian area of Passbom MDecls)t Ja

2.4.2 Case StudyTwo
Cherry Creek North and Fillmore Plaza, Denver, Colorado

General Information

Location: Denver, Colorado

Project Type: Mixed use retail district, streetscape revitalization

Designer: Design Workshop, Inc.

Completion Date: 2011

Reason for selection:

Cherry Creek North is a streetscape that provide a safe environment for all users, a
multifunctional public spaces, ecological fe&ts, stormwater management system, and a strong
identification.

Overall Description

The streetscape project improvement included landscaping, lighting, signage, and open spaces.
The street is classified into three zones; the pedestrian zone, bike zonghéndar zone.
Crosswalks, bike amenities (such as bike lanes, bike racks, and parking), and traffic calming

measures are included for safety purpose.
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Figure 2.4 Cherry Creek North Street (Source: www.lafoundation.org)

The project/ design Success

T
1
1

Effective functionality
Multifunctional spaces for different users

Unique identity

Lesson Learned

l

= =2 2

Providing useioriented space

Creates sense of belongingness andique identity
Preserve the context

Enhancement of natural habitat

Create a vibrant streetscape

The designintentswill be contextualized and adopted for later sections of this study.

Figure 2.5 Fillmore Plaza (Source: www.lafoundation.org)
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CHAPTER 3: METHODS AND METHODOLOGY
3.1 Description ofthe Study Area

Building up infrastructure for local community is among the factors that control the growth of
city which leads to advanced urbanization. The resdarcbnducted irsouthernpart of Addis
Ababg Akaki Kality Sub City. The studginaly®d the street fronKality Drivers and Mechanics
Training Centeto Kality Total gas stationTheKality Drivers and Mechanics Training Center

Kality Total gas station tBeetis selected because of:
- Location

The subcity located in a strategic southern corridor, both for Addhabaand OSZ (Oromyia
Special Zone)]Fig 3.1). The Sreet serve as a gate way to go out sB;mdo in to the city centre

for both heavy and light traffic.

Ethiopia

Legend ey
B Akaki Kality Sub City

— Street

KMraKT Street "'o-"'us
“ KMra
. Addis Ababa, AkakKality Sub-City
@: kr

Figure 3.1 Location Map (Source: Author, 2018)
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- Bad street management

The street is under bad street managerf@nlong timewhen it is compared to other streets

found in the city. Small maintenance has been done to the dtrettts last decades
- New emerging programs

The appearance afew programs to the sub citauses increase in rapid population number
which leads to aeed for advanced infrastructure, transport options and various facilities. The
southern bus terminal, AASTU University, Beijing hospithle new stadiumand number of
condominium sites are the appeared programs for the Sub City.

- The end point of LRT

The LRT station ends at the beginning Kélity Drivers and Mechanics Training Center
roundaboutthis create invisible curtain ggchological isolation) which separates toenmunity

from the rest of the society.

3.2. Research Methods

Theoretical and previous practical studiesve beerninvestigated to identify the concept of
streetscape as multifunctionalnd elementsand principlesof multifunctional streetscap® be
resilient To meet thelesiredoutput,literature review researapproachthas beetaunched.The
literature review addressed journals, books, websites, newsletters, andvottes literatures

that are relevartb the research title.

Analytical study ofKality Drivers and Mechanics Training Center Kality Total gasstation
Street,in identifying major problems andommunication and interaction in betwete Street
and local communityhas beenconducted for application of multifunctional streetscdpe
resilient To meet the desired outpugovernment officialsuch as the Sub city Road and
Transport Office, Traffic Management Agency and, Roads Authotiigal communities, and

personal observation has been inspected.

3.3. Data Source andCollection Methods

In this research both primary and secondary data stwaedeenused. Primary dathas been

collected through original techniqugsuch as ield observation and questionnaiyeand
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secondary dathas beercollected by referring previoudaa and researches held by someone

else.

3.3.1. Primary Data Source

The primary dathas beemollected through observation aaduestionnaireWith a sequence of
4 weeks including discussion with officials, observatigpersonal diary) reviewingrecorded
data, andjuestionnairehas been doneThe primary data thahas beencollected through
sampling of field observation based on te@r measurement protocolghich analyse street
character including streetscape design featyfesole 5.) and the questionnairestudy
pedestrian passengers and vehicular behavi@and desires The site survey chose three
representative places for the study friadity Drivers and Mechanics Training CenterKality
Total gas stationKality Drivers and Mechanicslraining Center KKG, and KT are the
representativegFig 32). This representativesites were chosen because of their programs
(functions), a place where lots of activities heldnd are a main destinations of the local
community. The data thathas beencollected throughguestionnairehas beenanswered by

variousstreet users, government officials, and policy makers.
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Figure 3.2 The general map and three selectgaresentative surveyed places (Source: Author,
2018)
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3.3.1.1 Sampling Technique

Purposive sampling methodas beerconducted in this research. Users of streets in different
placesof the Kality Drivers and Mechanics Training CenterKality Total gasstationStreetand
policy makers and professiondiave beemmtegrated byurposive sampling method.

Number of Sampling Determination

The surveyedjuestionnairéhas been prepared for different stakehold@&te purpose of #
series of questionsised to gather a better idea of existing situations and what the local
communitydesire to see for the future Streekallity Drivers and Mechanics Training Center
Kality Total gas stationAgreed respondents had participated on the sui@gapture opiions

on the Street, answering thaestionnairetook 810 minutes.

According to the surveyed data, per day an average total numl2&6@82passengerand

22,152 drivers were counted. There was a need to take representatives from each category
according to the quantity of passengers and drivers that pass through the coafider5(). In

total, five hundred fifty(550) local community assessment survéys been condtexd which
includesthree hundred300) number of passengers (minibus passengers, lada taxi passengers,
public transport passengers and cyclist)p hundred(200) number of vehicle driversvéhicle

owner, public transport and minibus driveingavy truckdrivers and motor cycle driverand

fifty (50) number of pedestrianThe questions thahas beenprepared fob Pas seisiger s 6
differentiated into four categories of Minibus Passengers, Lada Taxi Passengers, Public
Transport Passengers, and Cycligtise questions that has been preparedbdf@ ar Disi ver s 06
differentiated into four categories of the Vehicle Owners, Public Transport Drivers, Heavy Duty
Vehicles and Motorcycle DriverQuestiors have beenprepared for50 6 Pe d e s for i ans 6
randompurposive samplingQuestiors have beerprepared foi&Bub city officials (such as the

Sub city Road and Transport Office, Traffic Management Agency and, Roads Authorityd

to examire selected officials from their respective offices

3.3.1.2 Observation Cleck List
The survey usk observation(personal diary)method through check list. In addition to the

guestions thiaare prepared for differerdtakeholders observation(personal diary)used to
witness what ighere and what is missingrinding out the major problems dhe streetthe

degree of communication in between the stredtadity Drivers and Mechanics Training Center
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to Kality Total gas statiomnd local communityif( they sit, walk along the street, bicycle, buy,
etc.) type of stormwater and sewer system is indjsend form andayout ofthe street has been
included to the check list.

Check List for Neighbourhood Characteristics
- Historical buildings active uses (Public Park, restaurant, shops, nearby open ,space)

dominated building colour, traffic control devicespwer, stomwater infrastructure

utilities, identity, pedestrian movement, and vehicular movement.

Check List for Streetscape Elements

- Street trees, medians|apters street lighting, transit shelter,dgk, public art, street
furniture, bikeway and bicycle racks, pedestrian lighting, overhead street lighting, pavers,
and tash cans

Check List for Pedestrian Circulation

- Pedestrian plaza, wide sidewalks/footpaths, street café, pedestrian crossfiiig, t

calming design/ pedestrian buprgpits, designated bicycle laneyijpic transit and curbs.

Check List for Parking Elements
- On street parking, surface parking lots, aatkpg structures
Check List for Signage
- Uniform public and directional signage, pestrian signage, andigway entry signage
3.3.2. Secondary Data Source
Secondary dathas beercollected from official reports of government, previously conducted

studiesGIS data for the study areas, mgpshlications, books, journals, articles, brochures, and

blogs from the Internet.

3.4. Data analysis and Presentation Methods

The collected data through observatiand questionnairehas beeranalyzed by quantitative
methods to interpret eviden@nd qualitative data aalysis method that explain the specific
occurrence of the street in deductive approach. Descriptive maps, tablgsctareshad been
interpreted data from observatiofpersonal diary) andiuestionnaire Interpretation in number
and pecentagehadevduated the quantitative datdiscussion and narratiomith graphs, tables,

and maps thattate the qualitative data.
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CHAPTER 4: RESULTS AND DISCUSSION
4.1 Background Information

The Kality Drivers and Mechanics Training CenterKality Total gasstationStreet covers 6.1
km long, is dominated with mixedse development~(g. 4.1), with inclusive land uses of,
commercial, residential, mixease, governmental offices, industries, social services, transport

hubs, military camp/prison, rivers, agteen areas. @

Legend:

Residential
Commercial

Social Services (Church,
Mosque, Hospital, etc.)

|
=
I Governmental Institute
B ndustry
[ Mixed Use
[ Green Cover
I Military Camp/Prison
River
Transportation Hub
= 01d Rail Way Route

' "E Study Area

Figure 4.1 Land use map (Source: Author, 2018)
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4.1.1 Overall View

According to the recorded data, the sty population number is increasifigm time to time.

The new 12 condominium sites, Kilinto Industrial Park, and 200, 000 new inhabitants are the
factors that are found in affecting the rapid growth of the population of theityubAlso,
increasing in a number of population size is as expdntetie sukcity statistics for the coming

years. According to AASOID (Addis Ababa surrounding Oromia integrated development plan
Project office), the population number is expected to arise 535,000 in 2023 and 696,000 in 2038.
The subcity supposes that ¢hexisting street of Kality does not have the capacity to serve the
current and coming population size. the collected data depi¢ct®017depicts, the rate of an
accident along the street frakality Drivers and Mechanics Training CenterKality Total gas
station(Fig. 4.2) is increasing from time to tim@ality Sub city Traffic Management Agency

and Wubshetet al., 201}. There are various factors which contribute to the increases in the
traffic accident. As reported by various studies regarding the increase in traffic accidents, poor
street quality, and drivers behaviours are the most noted problems for the last dechdes
Street. Maintaining the road when there is a pavement failure which usually occurred by a
frequent heavy truck trip along the street and introducing optional routes has been done to
improve the street quality. The absence of street lights, dedipatigktrian lanes, and traffic
signage has been also mentioned in the studies in increasing the traffic accident. The absence of
networked drainage line ithe Street leads to runoff and pavement failure during the rainy
season which becomes a cause fogestion and traffic accident. According to the data, there is

no street guideline for the sulity although for the existed Street. But, an extension of LRT
(Light Rail Transit) or introduction of BRT (Bus Rapid Transit) and improvement of city bus
routesare the future plans to be implemented. It is difficult to say the street is free from criminal
activities such as sexual harassment, theft and, robbery. There are reports that are clamming the
street as criminal activity places, as the recording datthédsecords assure most of the criminal
activities takes place at night. Related to criminal activities, illegal trade in some places of the
street is becoming a trend after 5 pm. Becoming one of the future majmesubs, the
existence of major indusgs in the sufzity, the street being connected with the eastern part of
Oromia Towns, namely; Dukem, Bishoftu, and Adama, and emerging of condominium sites are

among the potential to develop a successful and useful street future, that the street has.
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4.1.2 Existing Street Technical Assessment

Table 4.1: Findings from observation checklist

Observation Check List Availability
Neighbourhood Characteristics Available at | Available at Not
respectegblaces| few places | available
- Historical buildings/structures - a -
- Public park, restaurant, shoy - a
nearby open space
- Dominated building colour - - a
- Traffic control devices - - a
- Stormwater infrastructur| - - a
utilities
- ldentity - - a
StreetscapeElements
- Street trees - a -
- Medians - - a
- Street lighting - - a
- Transit shelter - - a
- Kiosk - EY -
- Public art - - a
- Street furniture - - a
- Bikeway and bicycle racks - - a
- Trash cans - a -
Pedestrian Circulation
- Pedestrian plaza - - a
- Street café - a -
- Pedestrian crossing - - a
- Traffic calming design/ - - a
pedestrian bumyputs




Parking Elements

- On street parking - - a
- Surface parking lots - a -
- Parking structures - - a
Signage
- Uniform public and directional - - a
signage
- Pedestriasignage - - a
- Traffic lighting - - a

- Gateway entry/exit signage - a -

The observation checklist has been prepared to examine the sttaSteet comparing to the
standardized streetscape types (Christopher and Matthias, 2011). The checklist is categorized
into 5 as neighborhood characteristics, streetscape elements, pedestrian circulation, parking
elements, and signage. The observationaiexkthat; most of the services are categorized under
O0Not availableb6 sections which take 78% of
0Avail able at few placesd which account 28%

found unttée amAvailbkpeidd).ed placesbd (

The only historical structure that is found near to the street Kality Drivers and Mechanics

Training Centerto Kality Total gas stations the ORL (Old Railway Line)The significant

historical background behind the railway in being of the first rail way of Ethiopia has been
neglected. Th®ue to infrastructure installation and construction of various structures that takes
place in different decades, the railway line is sniped andved in different places. The

absence of public parks, restaurants, shops, and nearby open spaces at respected spots is also the
missing characters from the neighborhood but these characteristics are available at few locations
(Fig 419). There is no domated building color that could be mentioned as a characteristic of

the neighborhood. The mobility along the streetKallity Drivers and Mechanics Training

Centerto Kality Total gas stations not supported with any traffic control devices. Regarding

stomwater management, the street is not utilized by stormwater infrastructure which exposed
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the street to flood during rainy seasons. Due to lack of all these, the street is serving without

iconic identity and harmony.

According to the site survey, most gtgecape elements tife Street is missing. Along the street,

street trees are located in very few spots without any mediams!.(9). The absence of street
lighting, transit shelter, public art, street furniture, and bikeway and bicycle racks with the
respected location are the results that are found on the survey. Kiosks and trash cans are
available in very few spots along the stréet 4.19). Regarding the pedestrian circulation, the
absence of pedestrian plaza, pedestrian crossing, and traffimgalesign/ pedestrian bump

outs are the missing street characters. Street café are available at very few spots. Regarding
parking elements, there is no-street parking as well as parking structure along the street. There
are few spots which serve asfage parking lots along the streétd 4.19). Uniform public and
directional signage, pedestrian signage, and traffic lighting are the missing characteristics
regarding street signage. Gateway entry/exit signage is available only at the entry of the stree
(Table 41).

Table 4.2: Number of selected respondents for passengers, car drivers, and pedestrians

No Users Users Type Average Number of Respondent
number per day (Representatives)
1. | Passengers Minibus Passengers 131,560 120
Lada Taxi Passengers 1,670 50
Public Transport Passenge 123,590 105
Cyclist 62 25
Total 256,882 300
2. | Drivers Vehicle Owner 6,699 45
Public Transport, Lada Tax 12,409 75
and Minibus
Heavy Truck 2,660 40
Motor Cycle 384 30
Total 22,152 200
3. | Pedestrian | Pedestrians - 50
Total - 50

40



Grand Total 550

The community useshe Street as being a passenger, driver or a pedestrian. A number of
respondents were selected with regard to the types of street users. The studyhdeHtatst

servesa maximum number of 300,000 passengéth a maximum number of 35, 000 cars per
day.According to the surveyed data that have been held for 3 consecutive days of counting pass
by number of passengers and vehiclég Street servesor a maximum number of 300,000
passengerwith a maximum number of 35, 000 cars per.d&g come up witithese numbers

there was a need to take an average number of passengers and vehicles from the collected data of
the 3 daygTable 4.3.

According to transport expertlat are found in the sub city officdhose maximum numbgpof
eachcars per day use average liter of 1.25 gas to pass by the streets corridor. Vehicles are
known for emitting carbon dioxide to the environment. In average numberliper das 2.4 kg,
carbondioxide will be produced (Adaret al.,2018).

1 Vehicle z XL Fuel _ 35,000 Vehicle z 1.2 L Fuel L Fuel
1 Vehicle B 1 Vehicle

A= . CECTH

Cl L Fuel 2 XKg CO2 43,750 L Fuel 22.4 Kg CO2
1L Fuel - 1L Fuel

n=_ ., EHAE

As a result, a total Kgf 105, 000CO; is emitting to the environmeperday.

From the survey that has been done, passengers from minibus taxi, Lada taxi, public transport,
and cyclists; drivers from private vehicle owners, public transport, heavy trucks, and
motorcycles; andandomly selected pedestrians have beenlmedoin the survey as shown in
Table4.2.
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Categorizing of vehicle types _ Street Vending

Figure 4.3: General conditions during site survey (Source: Author, 2018)
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4.1.3 Respondent Characteristics

In order to address the various community groups, respondents were categorized by age, gender,
marital status and educational backgrourl3% of the responderstwereunder the age of20,

28.4% werein betweerthe age oR0 and 35, 3.6% in between 36 and 50, 20fobetween 51

and 65 and . 7% were66 andabove (Fig.4.4).

Pedestrian

h%\x\%%ﬁ\m

Drivers

Passenger ., _

0 20 40 60 80 100
HAge ®=Age :-Age ~Age *Age

Figure 4.4: Age range that characterized by respondent type

67% male passengers with 33% female passengers were surveyed. Esénhigiber of male

respondenthas been surveye(-ig. 4.5).

Pedestrian

Drivers :

Passenger:

0 50 100 150 200

Figure 4.5: Gender group that characterized by respondent type
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Table 4.3: Marital status that characterized by respondent type

Marital Statug Respondent Type Total
Pasenger| Drivers | Pedestriar
Single 124 58 21 203
Married 153 113 23 289
Divorced 6 7 4 17
Widow 17 22 2 41
Total 300 200 50 550

53% 37%, 7%, and3% of the respondents were married, singlelow and divorced. More than

half of respondent&erefound to bemarried(Table4.3).

Table 4.4: Educational background that characterized by respondent type

Educational Baoground Respondent Type Total
Pasenger| Drivers | Pedestrian
No educational background 37 0 11 48
Primary school completed 40 61 16 117
High school completed 90 99 10 199
ggg/reer:lty /High level 95 29 10 134
Masterds Deg 38 11 3 52
Total 300 200 50 550

With respect to educational background, thighest number of respondent36.2%) has
completed high schooB4.4% have a university/ higlevel Degree, 2B% completecrimary
school,9.59% have degr e 8.7 ®rhave raobeducatignal a n d
background(Table4.4).

master 6s
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4.14 Existing Street Status Measurements

Table 4.5: Respondent presence that characterized by age group

Respondent You are in this neighborhood today because of you? Total
Type Working | Shopping| Leaving | Studying | Visiting

Here Here Here Here
Passenger 76 23 136 51 14( 300
Drivers 0 0 0 0 0 0
Pedestrian 8 5 26 6 5 50
Total 84 28 162 57 19| 350

46%, 24%, 16%, 8%, and 6% of the respondents were people that live in the neighborhood, who
came from anothemneighborhood to work, to study in the neighborhood, shops in the
neighborhood, and got in the neighborhood to visit their families and friends respeciively (

4.5)

Table 4.6: Average time spent passing by the street that characterize by respondent type

Average Time Passenger Drivers Pedestrian Total

5-10 min 0 24 0 24
11-20 min 0 41 0 41
20-30 min 0 86 0 86
Above 30 min 0 49 0 49

Total 0 200 0 200

43% of the respondents spend-280 average minutes, 25% of the respondents spend above 30
average minutes, 20% of the respondents spend 2 average minutes, and 12% of the

respondents spend 5 to 10 average minutes while passing by the street. estespondents

spend 20 to 30 average minutes to pass by the §liEdt4.6).

66.2% of the respondents with the highest number of passengers who completed high school,
39% of respondents with a highest number of passengers who completed high awthd®%
respondents with a highest number of drivers who completed high school suggestée that

Street is found in poor condition, fair condition, and good condition. None of the respondents
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found thestreet in an excellent condition. The absolute number of respondents think that the

street is found in poor and fair conditiof#sg 4.6 andFig 4.7).
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Figure 4.6: Estimated street quality proportion of respondents characterized by respondents type
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Figure 4.7: Estimated street quality characterized by educational background
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Table 4.7: Potentials of the Street that characterized by respondent type

Responden What potentials do you think the Street has? Total
Type Main gate to in and out ¢ The newly emergin{ None

the center of Addis Abel programs
Passenger 82 98 120 300
Drivers 64 66 70 200
Pedestrian 16 11 23 50
Total 162 175 213 550

Table 4.8: Potentials of the Street that characterized by age range

Age What potentials do you think the Stréets? Total
Main gate to in and out d The newly emergingl None
the center of Addis Abeb programs
<20 16 14 21 51
20- 35 52 46 58 156
36-50 42 61 71 174
51-65 38 37 35 110
65 < 14 17 28 59
Total 162 175 213 550

According to the surveyed da9.3% of therespondergmentioredthatthe Kality Drivers and
Mechanics Training Centéo Kality Total gas statiofstreet ishemain gate to in and out of the
center of AddisAbaba as a potentiato develop a succes$ and useful streefurniture
Passengerandthe agerangethat is found in between 2@5 took a large number ichoosing

that being thenain gate to in and out of the center of Addlzabaas a potentialo develop a
successful and useful street futuB2% of the responderst mention that the newly emerging
programs $tadium, Condominium Housing, AASTU University, Bus Term[Mgnhariya] and
Beijing Hospita) as another potential to be an important corridor to connect the community.
Passengerandthe a@ group that is found in between-3 took a large number in choosing
the newly emerging programs as important corridor38% ofthe respondergmention that the

Street has no potentidPassengers took the large portion of respondents othedtivars and
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pedestriansThe highestnumbes of responderstthink that there is nothing to be mentioned as a

potentialto develop a successful and useful street furniflieeble4.7 and Table4.8).

The poor street quality found to be the highest by 27%espondents and among them the
highest number of respondents found in passengers and an age rand® @n8636 50. 17%

of the respondents found to be congestion and among them, the highest number of respondents
found in between age range of-86 andin 51-65. 15% of the respondents found to be traffic
accidents and among them, the highest number of respondents found in between the age range of
36-50 and in 2D35. 12% of the respondents found to be lack of pedestrian lane and among them,
the highest nmnber of respondents found in between the age range -86.202% of the
respondents found to be narrow vehicle lane and among them, the highest number of respondents
found in between the age range of3band in 2035. 9% of the respondents found to berowa
pedestrian lane and among them, the highest number of respondents found in between age range
of 20i 35. And 8% of the respondent found to be a high number of cars and among them, the
highest number of respondents found in between the age range50fad@l in 2035. Poor

street quality, congestion, and traffic accidents found to be the most three problems that are
observed on the Stre€Fig 4.8 and Fig 4.9). The most congested areas has been identifies
through observatiorig 4.10.

Poor street quality Tt

Lack of pedestrian lane
Narrow pedestrian Iane&hm
Narrow vehicle lane W%m
Traffic Accident W| i
High number of carsml

Congestion [l UL
0 10 20 30 40 50 60 70 80 90

NN - |
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Figure 4.8: Five most encounter problems that characterized by respondent type
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Figure4.9: Five most encounter problems of respondents that characterized tapngge

50



Figure 4.10: Traffic congestion volume along the street (Source: Author, 2018)
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Table 4.9: Comparison of street character with activities that are taking place which is
characterize by respondent type

Respondent Are the characteristics (size, form and layout) of the Streq Total
Type appropriate to the activities that are taking place?

No Yes
Passenger 0 0 0
Drivers 182 18 200
Pedestrian 0 0 0
Total 182 18| 200

Among the respondernly 9% of the respondenthink that characteristicsch asize, form,

and layout) of the Streetre appropriate to the activitiesuch as drive, walk, sit, transit, and

stand)that are taking plac®1% ofthe respondergtthink thatsuchcharacteristics of the Street

are not appropriate to the activities that are taking place. The majority of respor@&eds

think thecharacteriscs of the Streetire not appropriate to the activities that are taking place

(Table4.9).

Table 4.10: Street Consideration that characterized by respondent type

Responden Which of the following isconsidered along the Street? Total
Type Elders | Disables| Children| Pedestriany Street | Cyclers| None
Business
Passenger 27 22 22 41 24 37 127| 300
Drivers 0 0 0 0 0 0 0 0
Pedestrian 3 3 3 6 3 6 26/ 50
Total 30 25 25 47 27 43| 153| 350
Table 4.11: Street Consideration that characterized by age range
Age Which of the following is considered along the Street? Total
Elders | Disables| Children | Pedestriaif Street | Cyclers| None
Business
<20 4 2 3 9 4 7 13 51
20- 35 8 8 8 10 8 12 46 156
36-50 7 6 11 11 7 10 48 174
51- 65 8 7 3 9 3 7| 29| 110
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[ e5< 3 2 0 8 5 7| 17| 59|
| Total 30 25 25 47 27| 43| 153 550|

According to the study, 44% of the respondents chose none of the parameters but they believe
that the Street doesndt consider el der s, di s &
with the majority of passenger respondents within the age rah@® i 50. 13% of the
respondents believe that the Street doesnodt c
respondents within the age range ofi30 and 20 35. 12% of the respondents believe that the

Street doesndt s<onwiitdlert se rmajt obiutsy ne f passen

age range of 208 5 . 9% of the respondents believe t ha
the majority of passenger s 0 1 Bkasd5d6s 8hdfthe wi t hi
respmdents believe that the Street doesnot con
within the age range of 203 5 . 7% of the respondents believe

di sables with the highest numégemrnged 208Rand enger
5171 6 5. 7% of the respondents believe that t h
maj ority of passenger so r e sioModtehthegesponddentsi n t |
believe that none of the parameters has beesidened in the stre€¢table4.10andTable4.11).

Table 4.12: The street suitability that characterized by respondent type

Responden| Is the street of suitable for driving,| Total
Type walking, sitting and biking?
No Yes
Passengel 228 72 300
Drivers 176 24 200
Pedestrian 44 6 50
Total 448 102 550
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Table 4.13: The street suitability that characterized by age range

Age Is the street of suitable fariving, | Total
walking, sitting and biking?
No Yes

<20 41 10 51
20- 35 137 19 156
36-50 147 27 174
51-65 84 26 110

65 < 39 20 59
Total 448 102 550

18% oftherespondents said that the existing situation of the street is suitable to drive, walk, sit
and bike. Among therthe majorityof p a s s e regpendestéverefoundwithin theage range
betweer861 50and517 65. But, 82% ofthe responderstsaid that the»asting situation of the
street is not suitdé to drive, walk, sit and bike. These respondents were foupassengers

with a very high number of pedestreaand an age range in betweéi 50and201 35.More

than half of the respondertislievethatthe existing situation of the street is not suitable to drive,
walk, sit and bik€Table4.12 andTable4.13).

Table 4.14: Pavement appearance that characterize by respondent type

Responden In the streetin what conditions do pavements appear? Total
Type Good Bad Very Bad

Passenger 0 0 0 300
Drivers 16 84 100 200
Pedestrian 0 0 0 50
Total 16 84 100 550

The survey found out that 8% thferesponderstbelievethat the stregbavements appear in good
condition while bad conditiory 41% ofthe respondentsind very bad condition &y1% of the
responders. Noneof theresponderstbelieve that the stregbavements appear in very good
condition.However, @er half of respondentselievethat thestreetpavements appear in the very
bad conditionTable4.14).
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Table 4.15: Estimated air pollution rate that characterized by respondent type

Respondent How do you estimate/evaluate air pollution rate in the streq Total

Type Very Clean Clean Polluted Very Polluted
Passenge 0 42 141 117 300
Drivers 10 32 84 74 200
Pedestriar 0 6 23 21 50

Total 10 80 248 212 550

Table 4.16: Estimated air pollution rate that characterized by educational background

Educational Back Groun| How do you estimate/evaluate air pollution rate Total
the stree?

Very Clean| Clean | Polluted | Very Polluted
No educational 0 4 26 18 48
background
Primary school 1 15 42 59 117
completed
High school completed 7 36 97 59 199
University /High level 5 19 54 59 134
Degree
Master os De 0 6 29 17 50
above
Total 10 80 248 212 550

The survey found out the air pollution rate of the street to which 45% of the respondents estimate
thatthe Street is polluted. Of these respondents, the majorities have an educational background
of high school completion. 39% of the respondents havingdutational background of a
primary school, high school, and university/ highiel degree found out that the Street is in the
muchpolluted state. 14% of the respondents found the Street is clean and among them, the
majorities have an educational backgrduof high school completion. Only 2% of the
respondents believe the street is very clean and among them, the majorities have an educational
background of high school completion. The majority number of respondents estimated the air
pollution rate of the $¢et to be polluted anduchpolluted(Table4.15 andTable4.16).
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Table 4.17: Estimated noise pollution rate that characterized by respondent type

Respondent | How do you estimate/evaluate trafficisepollution rate in thg Total
Type stree?
Very Quiet Quite Noisy Very Noisy
Passenger 11 49 121 119 300
Drivers 7 19 87 87 200
Pedestrian 0 5 18 27 50
Total 18 73 226 233 550

Table 4.18: Estimated noise pollution rate that characterized by educational background

Educational Back Ground | How do you estimate/evaluate traffic noise pollut| Total
rate in the street?
Very Quiet Quite Noisy |Very Noisy
No educational backgroung 1 6 28 13 48
Primary school completed 3 15 48 51 117
High school completed 8 21 77 93 199
lEJ)gg/r(aerjlty /High level/ 5 23 47 59 134
Masterds Deg 1 8 26 17 52
Total 18 73 226 233 550

43% of the respondents estimated that the street isnoésy and among them, the majorities
completed high school education. 41% of the respondents found the street is noisy and among
them the majorities who completed high school education. 13% of the respondents found the
street is quiet and among them, thajorities have a university/ higbvel degree. 3% of the
respondents believe the street is very quiet and among them, the majorities completed high
school. The majority number of the respondents estimated ibe pallution rate othe Street to

be verynoisy and noisyTable4.17 andTable4.18).

The survey found out that 36% of the respondents believe that poor street quality is the first most
stated factor causing traffic accident along the street, the high number of cars becomes the
second most stated factor causing traffic accident along thet dty 24% of respondents.

Dr i voharabteristics were the third most stated factor causing traffic accident along the street
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by 21% of respondents and pedestrian characteristics comes last as most stated factor causing
traffic accident along the streley 19% of the responden(sig 4.11).

Passenger

0 10 20 30 40 50 60 70 80

= Drivers Characteristic L Pedestrian Characteristics
- High number of car = Poor Street Quality

Figure 4.11: Most two factor causing traffic accident that characterized by respondent type

Table 4.19: Respondents exposure to criminal activities that characterized by respondent type

Respondent| Isthe Street safe from criminal activities? | Total
Type your answer is No please explain
No Yes
Passenger 114 186 300
Drivers 0 0 0
Pedestrian 27 23 50
Total 141 209 350

40% of the respondents, of which the majorities are passengers, believed that the Street is free
from criminal activities. 60% of the respondents believe that the Street is not free from criminal
activities with the maj oageimosyoftbefcrinpnal activitiesgaker s 6 r
place at night time, lack of street lighting and security were mentioned as common problems for

the cause of crimes. More than half of the respondents believe that the street is exposed to

criminal activities(Table4.19).
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Table 4.20: Availability of sufficient street lighting that characterized by respondent type

Responden Is there appropriate street lighting for night aldingStreet? Total
Type No Yes

Passenger 0 0 0
Drivers 193 7 200
Pedestrian 50 0 50
Total 243 7 250

The survey found out thatnly 3% of the responderst believethat there is appropriate street
lighting along the StreetThe majorities of respondent8700 didn 6hkelieve that there is
appropriate street lighting along the StreBhese respondents were all number of pedestrians

and the majorities of driverA lot of respondentbelievethat there is no convenient street

lighting along the stredi able4.20).

Table 4.21: Availability of sufficient traffic signage that characterized by respondent type

Responden] Is there appropriate traffic signage with Total
Type appropriate location alorthe Street?
Yes No
Passenger 0 0 0
Drivers 0 200 200
Pedestrian 0 50 50
Total 0 250 250

The survey found out that, none of the respondents believe that there is appropriate traffic

signage with the appropriate location along the Street. All drivers and pedestrian respondents

didnot

bel i

eve that

t her e

i pgropréate pocatiop along thee

t

r

Street. All respondents witnessed that there is no convenient street signage for both pedestrian
and vehicle drivers along the strééable4.21).
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Table 4.22: Existence of obstacles in pedestrian ways that characterized by respondent type

Responden Is there obstacles in pedestrian ways akhegtreet? Total
Type No Yes

Passenger 0 0 0
Drivers 118 82 200
Pedestrian 19 31 50
Total 137 113 250

45% of the respondentseflectedthat there are obstacles in pdades ways along the Street.
Uncomfortable pavement, and combined vehicle and pedestrian lane are among the obstacles

that are observed by pedestrians. More than half of the respondedtsid t thateHhere are e
obstacles in pedestrian ways along the Stregtle4.2?).

Table 4.23: Existence of sufficient tree shade along the street that characterized by respondent

type
Respondent Is there sufficient tree shade alahg Street? Total
Type No Yes
Passenger 0 0 0
Drivers 194 6 200
Pedestrian 47 3 50
Total 241 9 250

The survey found out that, 4% of the respondents believed that there is sufficient tree shade for
pedestrians along the Street whil e the rema
sufficient tree shade for pedestrian along the Street. The mapbnigspondents believed that

there is a lack of sufficient tree shade for pedestrians along the (Stib&t4.23).
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4.15 Interaction betweenthe Community and the Street

Table 4.24: Importance of people interaction on street that characterized by respondent type

Responden] How important do you think interacting with other| Total
Type people in streets is crucial for community engagem
Very Important Important Not that
Important

Passenger 80 159 61 300
Drivers 86 71 43 200
Pedestrian 18 22 10 50
Total 184 252 114 550

Table 4.25: Importance of people interaction on street that characterized by age group

Educational Backsround How important do you think interacting with othery Total
people in streets is crucial for community engagem
Very Important Not that Important
Important
No educational backgroun 10 24 14 48
Primary school completed] 48 41 28( 117
High school completed 72 89 38| 199
légg/rzresny /High level/ 39 69 26l 134
Masterds Deg 15 29 8 52
Total 184 252 114/ 550
According to the survey, 48% of the responden

believed that interacting with other people in street is important for the local community. Of
these respondents, the majorities have an educational backgrbligh school completion.

31% of the respondents believe that interacting with other people in street is very important for
the local community. The majorities of respondents were drivers who have an educational
background of high school completion. 21%tbe respondents believe that interacting with
other people in street is not that important for the local community with the high number of

passengersod respondents with an educational
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most number of respondesn interacting with other people in street is important for the local

community(Table4.24 andTable4.25).

Table 4.26: Estimated communication degree between the community and street that
characterized by respondent type

Responderny How do you express degree of communication between t| Total
Type community and the street in terms of engagement in the da
day routine?
Close Enough Distant Very Distant

Passenger 0 0 0 0
Drivers 0 0 0 0
Pedestrian S 15 30 50
Total S 15 30 50

60% oftherespondergtestimated thathe degree of communication between the community and
the streeis very distant; while distarity 30% close enough b$0% ofthe respondent§lable

4.26). None of the respondent estimated ttieagree of communication between the community
and the streas very distant.

Table 4.27: Street appliance to stay in and enjoy that characterized by respondent type

Respondent Is the street inviting to stay in and enjoy? Total
Type No Yes

Passenger 0 0 300
Drivers 193 7 200
Pedestrian 46 4 50
Total 239 11 550
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Table 4.28: Street appliance to stay in and enjoy that characterized by age range

Age Is the street inviting to stay in and enjoy? Total
No Yes
<20 19 1 20
20- 35 66 2 68
36-50 84 7 91
51-65 48 1 49
65 < 22 0 22
Total 239 11| 250

4% of the respondents the majority of which are in the age range&f S8&tedhat the existing
situation of the street is inviting to stay in and enj®§% of the responderst said that the
existing situation of the street is not inviting to stay in and esjayilarly with the leading
respondents were within the age range of 3. The majority ofrespondentbelieve thathe

existing situation of the street is not invititgstay in and enjogTable4.27andTable4.28).

35% of the responderst never go out on the street to interact with pepmalk, jog and sit.
Among the respondents, the majorities were passengiia the age range of 36 50. 2% of
the responderstgo out on the street to interact with people, walk,gagd sitonce in 2 weeks
Among the respondentthe majorities were passengarishin the age range of 65 47% of the
respondents go out on the street to interact with people, walk, jog and siidera week
Among the respondents, the majorities were passengers within the age range&s0f BB46 of
the respondents go out on the street to interact with people, walk, jog afwd 3it 5 days
Among the respondents, the majorities waaissengerwithin theage range of 20 35 and 36

50. 8% oftherespondents go out on the street to interact with people, walk, jog asddstly
bases. Among the respondents, the majorities were passengers within the age rangg5of 20
Most of the respondents never go out on the street to interact with people, walk, jog(aid sit
4.12andFig 4.13.
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Figure 4.12. Time interval that used to interact with people, walk, jog and sit that characterized
by respondent type
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Figure 4.13: Time interval that used to interact with people, walk, jog and sit that characterize
by age range
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Table 4.29: Interaction and communication demand that characterized by respondent type

Respondent | Would you insist to interact and communicate with Total
Type peoples irthestreet (as a type @ublic space)?
Yes
Passengel 86 214 300
Drivers 92 108 200
Pedestrian 12 38 50
Total 190 360 550

Table 4.30: Interaction and communication demand that characterized by age range

Age Would you insist to interact and communicate with| Total
peoples irthestreet (as a type of public space)?
No Yes
<20 18 33 51
20- 35 53 103 156
36-50 57 117 174
51-65 43 67 110
65 < 19 40 59
Total 190 360 550

66% of the respondents would insist to use a-dedligned street to interact and communicate

with peopl e

as

publ i c

space.

Among

t hem,

category. Respondents with the age range that lies betwe&n586and 201 35 were the

majorities. 34% of the respondents would not insist to use adesifjned street to interact and

t

communicate with people using a public space. Amongst the majorities of respondents reacted

were from the drivers' category. Respondents withate range between 860 and 20 35

were the highest in number. More than half of respondents are willing and showed an interest to

interact and communicate with people as public space in adesiljned stredflable4.29 and

Table4.30).
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4.16 Demandfor Future | mprovement

Table 4.31: Demand of respondents in additional street amenities and utilities that characterized
by respondent type

Respondenf| Do you think the street has needed additional street amd Total
Type and utilities? (Streetscape elements, pedestrian circulatio
parking elements, signage, &tc
No Yes

Passengel] 24 276 300

Drivers 19 181 200

Pedestrian 4 46 50
Total 47 503 550

92% of the respondents showed an interest in the need for additional street amenities on the

t he reacted

Street. t hem, maj orities

respondents believe that the existing steaenities arenough for the Street. A majority of

Among

respondents think that the street needs additional street amgnitiés4.31).

Table 4.32: Necessity of canodal transport system that characterized by respondent type

Responden] How essential is integrating optional {owdal) transport systen| Total
Type to the Street? (Bus Rapid Transport, Light Rail Transport, Bicy
Lane, Pedestrian Lane, etc.)
Very Essential Essential Unnecessary

Passenger 165 120 15 300
Drivers 85 74 41 200
Pedestrian 22 21 7 50
Total 272 215 63 550

According to this study, 50% of the respondents believe that integrating optioralo(tzd)
transport systems such as BRT, LRT. Bicycle lane, the pedestrian lane, etc. are very essential for
the community. The majority of passengers reacted to the veente category among others.

39% of the respondents believe that integrating optionain@aal) transport system is essential

for the community. The majorities of passengers reacted to the essential category among the
others. 11% of the respondentsiéet that integrating optional (eanodal) transport system is

unnecessary for the street. The majority of drivers reacted on the unnecessamarfatity.
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Half of the respondents believe that integrating optionalinfodal) transport system is very
essetial for the street. From the rest responses, the majority of respondents (39%) believe that

integrating optional (conodal) transport system is essential for the s{riegile4.32).

Table 4.33. Needed improvements to the Street that characterized by respondent type

Responden] What are the three (3) improvements to the street that you would w{ Total
Type see? (If there is more, please feel free to put it down)
L - |= - s o 0 c
28< o5 |BS(8 1€ |5|5 |[ETE|E |2
85S¢els® |TS|2 |22|5|2 |E52|sx|8
.= 2l=c |18 |@ c 9ol |c —-oTE|E5|o
vEQEIRE |85 |2 [83|= |= o5 S [=20
28%°|°eg |58 | |E=|8 |3 |222 |57 |%
g2 |G° |EEB IS |7 |8 (3|8 |2
< 2 iy © a
Passenger 103 71 5/ 5| 67| 0| 27 12 0 10 300
Drivers 44 22 31| 47| 25| 31 0 0 0 0 200
Pedestrian 10 0 o] O 0] O 9 13 8 10 50
Total 157 93 36| 52| 92 31| 36 25 8 20| 550
Table 4.34: Needed improvements to the Street that characterized by age range
Age What are the three (3) improvements to the street that you would wg Total
see? (If there is more, please feel free to put it down)
L - - — S 0 c
255 |3 0o | 5 _ 5| S
ESx |es |B5|8 |2 |3 |ses|ETE|E |8
o5 ® - o |®? Oy |2 [EOo || >
Ce= 29|08 (B3¢ |lcx|8 [ER |30 |°
GEoZEE |5 |2 |5¢ oE |g8E |EB |3
oegldal |Se (8 52 |2 |05 (8@ = | @
20z °0d |58 |8 |B= |s |58 |L8<cE|B =
S22 E° EEB 1B |7 |77P8E|lE |5
= S5 | = 3 S |» 2
<20 13 8 3] 2 8| 1 5 8 2] 1 51
20- 35 43 27 11| 13 29| 10 8 8 2| 7| 156
36-50 51 30 15| 15 27 13 10 2 3| 4| 174
51-65 32 13 7| 17 19| 5 10 5 0| 4| 110
65 < 18 15 0] 5 9| 2 3 2 1l 4 59
Total 157 93 36| 52 92| 31 36 25 8| 20| 550

According to the survey result, only 1% of the respondents showed an interest to see a street with
a traffic light. All the pedestrians chose the presence of traffic light. Respondents with age range

of 36- 50 were the majorities to choose the presendeaftifc light. Only 4% of the respondents
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showed an interest to have a dedicated cycle lane. An equal number of passengers and
pedestrians chose to have a dedicated cycle lane. Also, respondents within the age range of 20
35 were the majorities to chooaealedicated cycle lane. Another 4% of the respondents showed

an interest to have a street which considers all community groups. The majority of pedestrians
choose to have a street which considers all community groups. Also, respondents with age range
of <20 and 20 35 were the majorities to choose to have a street which considers all community
groups. Only, 6% of the respondents showed an interest to have a street with integrated
infrastructure. The majority of drivers choose street with integrated infcaste. Also, the age

range of 3650 were the majority of respondents to choose the presence of traffic light. Only 6%
of the respondents demanded to have a wide street. All the drivers within the age rand®of 36
choose to have a wide street. 7%l tespondents showed an interest to have a street with the
plantation. The majorities of passengers choose to have a street with a plantation. Also, the age
range of 36 50 and 51- 65 were the majority of respondents to choose to have a street with a
plantation. 8% of the respondents choose to have a durable street. Among them, the majority of
drivers within the age range of 5160 and 36 50 choose to have a durable street. 17% of the
respondents showed an interest to rich earlier to their destin@th@enmajority of passengers

within the age range of 30 choose to rich earlier to their destination. 17% of the respondents
showed an interest in the separation of heavy trucks. The majorities of passengers within the age
range of 20 35 and 36 50 dhoose to have separation of heavy trucks. 30% of the respondents
showed an interest to have an attractive, complete, and comfortable street to walk and drive. The
majorities of passengers within the age range ef586choose to have an attractive, conmlet

and comfortable street to walk and drigeable 4.33 and Table 4.34). Having an attractive,
compl et e, and comfortable street to walk and
An equal number of respondents choose to rich earlier to their destination and would love to

have separation of heavy trucks.
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4.1.7 Assessmenbf Existing Street

Table 4.35: Time interval that used to interact with people, walk, jog or sit that characterized by

street quality

Please rate the] How often do you go out on streets to interact with peq Total
quality of the walking, jogging and sitting?
Street? Daily | 3-5Days| Oncea | Oncein 2| Never
Week Weeks
Good 8 14 20 19 28 89
Fair 34 29 28 57 65 213
Poor 11 26 47 63 101 148
Total 53 69 95 139 194 550

35% of the respondemtof which the majorities believed that the street has goality, never
go out on the street to interact with pegplalk, jog or sit25% oftheresponders, of which the
majorities believed that the street has pgoality, go out on the streed interact with people,
walk, jog,and sitonce in 2 weeksl7% ofthe respondentsof which the majorities believed that
the street has poaquality, go out on the street to interact with people, wadg or sit for oncein

a week 13% ofthe respondentsof which the majorities believed that the street hasgiaddity,
go out on the street to interact with people, walk, ¢ogsitfor 3 - 5 days.Only 8% of the
respondentsof which the majorities believed that the street hasgiaaity, go out on the stree
to interact with people, walljog or sit as daily basesT'he majorityof the respondent&35%)

never go out on the street to interact with people, walkojaif (Table4.35).

4.18 Interaction In Betweenthe Community and the Street

Table 4.36: Interaction and communication demand that characterized by importance of people
interaction on street

How important do you thimi Would you insist to interact and communicate witlf Total

interacting with other peopl peoples irthestreet (as a type of public space)?

in streets is crucidbr No Yes

community engagement?
Very Important 67 117 184
Important 83 169 252
Not that Important 40 74 114
Total 190 360 550
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66% of the respondents would insist to use a-dedligned street as public space to interact and
communicate with people, of which a large number of respondents believed that interacting with
other people in street is important for the local communitys 34 the respondents would not
insist to use a welllesigned street as public space to interact and communicate with people, to
which a large number of respondents believe that interacting with other people in street is
important for the local community. de than half of respondents are willing and interested to
interact and communicate with people as public space in adesljned street. They also
believe that interacting with other people in the street is important for the local community
(Table4.36).

According to thehis study 48% oftherespondentbelievethat interacting with other people in
street § important for local community, of which large number of respondentaid¢ivar go out
on the street to interact with peeplwalk, jog or sit.31% of the respondents believeaat
interacting with other people in street is wemportant for local community, of which large
number ofrespondentshatgo out on the street to interact with people, wglk or sitas daily
bases.21% of the respondats believethat interacting with other people in street is not that
important for local communityof which large number aesponderstthatgo out on the street to

interact with people, walk, jogr sitonce in 2 weeké-ig. 4.14).
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Figure 4.14: Importance of people interaction on street that characterized by time interval that
used to interact with people, walk, jog or sit

Table 4.37: Interaction and @ammunication demanitthatcharacterize by street appliance to stay
in and enjoy

Is the street inviting to] Would you insist to interact and communicate witl] Total
stay in and enjoy? peoples irthestreet (as a type of public space)?

No Yes
No 99 140 239
Yes 5 6 11
Total 190 360 550

66% of therespondersgwould insistto use a weHldesigned streeds public space to interact and
communicatevith people But the majority of respondents stated tihat streets notinviting to

stay in and enjayEven though34% of the respondentsould not insisto use a weldesigned
streetas public space to interact and communicgith people The maj ority of
stated thathe streeis notinviting to stay in and enjoyMore than half otthe respondents are
willing and interestedto interact and communicate with people as public space in a well
designed stredtrable4.37).
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4.2. DISCUSSION
Due to various factors, the sgliy population number is increasing from time to time. The

existing capacity of the street along with the increasing number of population raises a question of
accommodation capability. Besides traffic accidents, congespoor street quality, and
unpleasant environment to live in are the most visible problems of the street as a daily bases. The
street is serving as a corridor to carriage and import and export goods. Perhaps, as the recorded
data, observation and majority iesponsive questions from the local community, the Street was
found in poor condition due to poor street quality (pavement failure), congestion, and traffic
accidents. The current local and global problems such as pollution, climate change, and
congestia imply that there has to be prepared plan to adapt or mitigate the problems éDavid

al., 2011). In descending order according to the high number of respondents, poor street quality,
drivero6s behaviors, t he | ar ge areuhmlmejor facots car s
causing traffic accident along the strd&ality Sub city Traffic Management Agency and
Waubshetet al., 201Y. With inappropriate and unsuitable size, form, and layout of the Street, it

will take an average time of 20 to 30 minutes to pass byK#igy Drivers and Mechanics
Training Centeto Kality Total gas statiofstreet

“Pavement Failure and Runoff Pavement Failure

Figure 4.15: Appearance of the Street (Source: Author, 2018)
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However, the study found out that the street surpluses neighborhood characteristics, such as
historical buildings, public parks, restaurants, shops, dominated building color, traffic control
devices, ®rmwater infrastructure utilities, and identiflyig. 4.17). A sense of belongingness
enhances desire to spend more times on streets and to explore streets. The occurrence of a
sense of belongingness depends on neighborhood characteristics (Bain, 2012). As not only a
character, but as a public realm, absence of public parks, restaurants, sdopsardy open
spaces along the street brought loss of community comfort. Think of streets only for traffic
purpose is a traditional way of thinking of streets. But to use streets for their potential as public
spaces enhance a quality to a city. Streetkaown for their integration opportunities of income
generation spots for the community and a functional space foupaafes (NACTO, 2012).

The street should include social benefits for the community through moplatge makingand

natural systemgBain, 2012). Peopleriented Streetrather than caoriented street can bring
multi-functionality by diversifying the uses of the street, for example encouraging street business
(Bain, 2012; Jacobs, 1961).

Streetscape elements, such as street treesamsedstreet lighting, kiosk, public art, street
furniture, bicycle way and racks, and trash cans are also m{§sing.16). Trees are considered

as green infrastructure in providing the street setting and community HealthJersey2008§.

Also, trees used to capture stormwater, filter pollutants, and set attractive streetDalvrct €t

al., 201)). Dedicated pedestrian circulation, such as pedestrian plazas, street cafes, pedestrian
crossings, and traffic calming design is not located withien tbspected places. Parking
elements, such as @treet parking, surface parking lots, and parking structures are among the
missing elements in the street. Alse tstreet lacks, street signagei¢h as uniform puld and
directional signage)pedestrian,traffic lighting, and gateway entry and exit signage. The
significant history behind the old railway line is neglected and ignored in order to install new

infrastructures. Removal of this structure leads to entarggory ig. 4.17).
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The traffic accident has claimed to become a source of a highrirabdeath and high injuries

in urban areas which also caused by the characteristics of the streets. Safe streets can be
achievable by involving and dedicating a line for all users and by integrating appropriate traffic
lights (NACTO, 2012). According tthe survey, the number of traffic accidents along the street

is increasing time to time. The absence of traffic control devices, pedestrian circulation lane, and
pedestrian crossing, and buffer between vehicle traffic and pedestrian lane contributes for
increasing traffic accident. A buffer that separates the vehicle traffic and pedestrians, protect
pedestrians, bicyclists, and drivers from accidents. Street trees -@tictenparking are effective

buffers to decrease traffic acciden&h{nmoy, 2015; Lodon, 2017. For example, a conducted

study in Toronto indicated that trees and concrete planters occasioned decrease in the number of

crashes by five to twenty percehinmoy, 2015; London, 20).7

Street flood during the rainy season is a visible fact that is displayed every season. The absence
of stormwater management contributes to this phenomenon. Streets are designed not only to
carry traffic but managed stormwater and to be vibrant spaces khs(Wban Runoff
Management Plan, 2010). Designing a stormwater strategy for a street is one approach to treat
underutilized street and to transform the street into vibrant public spaces (NACTO, 2012). In
order to have a complete streetscape, a streeldsimalude street lighting, transit shelter, public

art, street furniture, kiosk, trash cans, and bikeway and bicycle racks. But in the &adyof

Drivers and Mechanics Training Centier Kality Total gas statiorStreet, these elements are
missing with respectedocations which also leatb being incomplete and unpleasant street.
Presence of a street tree along a street is very crucial. But along the street, street trees and
medians are not considered as the level of high consideration4(17). Street trees create
vertical walls framing streets, providing a defined edge, helping motorists guide their movement
and assess their spe@hyid et al., 201l Vehicles are known for emitting carbon dioxide to the
environment. In average number, pelitdr gas 2.4 kg, carbon dioxide will be produced. This
implies that, per 43, 750 L gas 105, 000 CO2 is produced along the Street per day. But the street
is not responsive enough in being environméntaliendly Street

The Infrastructure along the strdets been surveyed during the research. Clean water line and
overhead electric line found in both side of the strieet ¢.19
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The high rate of air and noise pollution, pavement failure, and the uncomfortable situation to
drive, walk, sit and bike are encountered problems that are mentioned by respondents along the
street. hese factors characterizéte Street to be unattractive to stay in and enjoy. Most people
never go out on the street to walk, jog, sit, and interact with people. These make the community
be in very distant location from the street. Multifunctional streetsite safe, convenient, and
comfortable access for all users, regardless of age, ability, income, or mode of transportation,
and prioritize the health, safety, and comfort for the local community (Chinmoy, 2015; London,
2017).

Poor street quality and drier s 6 behaviors highly <c¢claim to
accident in the street. To reduce the traffic accident, when there is a pavement failure which
occurs usually, renewing the street and introduction of optional routes have been donea Due to
lack of convenient street lighting, the street is also exposed to criminal activities during the night
time. Enhancing visibility and various activities at different times of a day contributes to
decreasing criminal activities. Inviting a various grafpthe community during all times (the
concept of Nneyes on t he street 0) preserve s
Inconvenient street signage for both pedestrian and vehicle drivers, obstacles in pedestrian ways,
and insufficient tree shadesrfpedestrians have also been mentioneth@St r eet 6 s dr awb
The absence of guidelines for the existing street, networked drainage line, and sewer lines are
challenges along the street due to the presence of runoff in the rainy season. Integrating gr
infrastructure system to the street is very essential. This practice helps to restore habitats, to
improve water quality and quantity, and to get clean Riil (et al., 2010). To create an
aesthetically pleasing environment, green infrastructure, while slow treat water, the natural
drainage system plays a big role. Such a natural drainage system includes rain gardens and
bioswales. The water that collected through greensdtrfrature can be used for irrigation and

infiltration into the ground to recharge groundwater.

In a more weldesigned, comfortable, and safe street, the community has a desire to interact and
communicate with people at the street. Those respondentsevbpgo out on the street to walk,

jog, sit, and interact with people claim the poor street quality which holds them back to not go
out, explore, and enjoy the street. The great majority of respondents believe that interact and
communicate with people aha street is important for the local community. Also, the people
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who dondét go out to the street to interact wi
community to go out on the street to interact with people, walking, jogging and sitieg.

though people would insist to use a wadisigned street to interact and communicate with people

as public space, the street is not inviting to stay in and enjoy. Building a better street with multi

functions, bring more people and creates a senselafgingness (Bain, 2012).

Optional transportation system f¢owodal) with additional street amenities; an attractive,
complete, and comfortable street to walk and drive; and too rich earlier to their destination is also
the devotion of the community. Caremergency vehicles, transit, bicycles, and pedestrians
should be considered at a time. Muttodality increase desires for walk and bike offers mobility
options for everyone, and, increase property value. Mudilality also creates a healthy and
resilient community (Bain, 2012). The study found out that the street does not take into account
the elders, disables, children, pedestrian, cycles, and street business. Multifunctional Streetscape
engages the various layer of interest at a place. Streetscajpesage the community to walk,

bike, engage with one another and spend quality time fat shoderate distance tripShe
convenient street design considers every person regarding age and devitygrsey2008).
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CHAPTER 5: CONCLUSION AND RECOMMENDATION

5.1 Conclusion
As per the specific objective of thistudy to identify the potential and better usage of

multifunctional streetscapes trecome resilient, analyzée major problems iality Drivers

and Mechanics Training Center Kality Total gas statiorStreef and analyze the degree of
communication and interaction in bed@n streets and local commun#lyeetscapebavebeen
done.To catch various type of perceptions and perspective with diversify experience, the survey
incorporates different categories sihkeholdersThese stakeholdeere categorized in private,

public and governmental bodies.

Akaki Kality is one of the 10 subtities in Addis Ababa situated ihe socuthern part of the city
center.Kality Drivers and Mechanics Training CenterKality Total gas statioibtreet is located

at Akaki Kality Sub city. With rapidly increasingthe population numberthe Street has less
capacity and servic® serve the local communitieven though the increment of population has
its own factors, infrastructure is weessential to enhance the $ifgle of the community. The
provisioning service of the street, which the demand, is noard with the need of the
community, which the supplylhe street serves as a corridor to connect dwellers to the city
center and to transport good§.a | i conymursty is suffering much more in lack of mobility,
safety, pleasing environment, proper tneabt and enhancement of strdatie to the poor street
guality and conditionit takesa longer time than it should take to pass through the sffbet.
infrastructuredoes notinclude complete street, integrated drainage and sewer line, and co
modality.

Therefore,the Streetmostly focuses on providing spaces for cardy. But streets are an
opportunity to increase theumberof permeable surfaces to increase infiltration, biodiversity
which serve as green corridor and green belt fan urban ecossten and help to moderate

microc | i mat e and act as filungdo of the city.

The street behavioral characteristics make the stied¢d beinvited to stay in and enjayThis
causs a distant relationship between the local community and the siiteetcommunity has a
desire tointeract and communicate with peopé the streetas public space in more well

designed, comfortable, and safieeet with co-modal transportatian Criminal activities
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inconvenient street signagadstreet guideline foboth pedestrian and vehicle drivers, obstacles

in pedestrian ways, and insufficient tree shade for pedestrian adgrald® stregiroblems

The overall unavailable neighbourhoocharacteristics; streetscape elements, pedestrian
circulation, parking @ments and signage that are found alongstreet generates identity loss

and a corridor which is full of chose.

The street serves a maximum number of 35, 000 cars peEdelynumber of cars per day use

an average liter of 1.25 gas to pass by theetreorridor. Vehicles are known for emitting
carbon dioxide to the envinmnent. In average number, pelitér gas 2.4 kg carbon dioxide will

be produced. For this reasastireets should be responsive enough to be more environmental
friendly as possibleAdam, 2018).This implies thatthe cars use 43,750 L gas to pass by the
street. Therefore,qv 43, 750 L gas 105, 000 G@ produced along the Street per day. But the
street is not responsive enough absorbing the emitted gas and being environmentally

Friendly StreetThe gas that is emitted from the cars should be filtered along the street.

Even though the street has the opportunities, due to the less attentgiven to the
infrastructure the opportunities beconeethreat ofthe street. More importantly as a major sub
centre, there is a potential to build up a more pleasant, comfortable and safe than the other sub
cities for being a linkage corridor to connect, eastern part of Oromia, Dukem, Bishoftu, and
Adama, emerging of cmlominium sites, the new stadium, AASTU University, and the Kilinto

industrial sites to the major city centre and other major sub centres.

Therefore, mcorporating resilient in streetscape is possibl&katity Drivers and Mechanics
Training Centerto Kality Total gas statiorStreet context. The Street has the capacity and
potential of being resilient to the selty as well as for the city of Addis Ababa. Multifunctil
Streetscape has significamle in providing ecosystem services for a city. It atseates

networked green corridors and ways.
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5.2 Recommendation

5.2.1General Recommendations
According to the research findingthe Street is facing various problems. In order to reduce the

problems and challenges, the following recommendation has been suggested.

When a street is designed, deep analysis and design consideration in creative and
contextualized strategies are needed.

Streets should not be only for cars but it has to include other street users. There should be
a dedicated lane for different users. And also street should consider disables.

Strees should be comfortable, threfa¢e zones, and safe from criminal actastduring

at day and night times. In order to achieve these, inviting more people to the streets
during day times and suitable lighting system at night time should be fused. Speed
bumpers should also be included in the design in order to reduce traftleras.

Street designs should be responsive to the environmental aspects in the design. This could
include in terms of usage of environmental friendly materials, introduction of greenery in
streets that absorb the emission of,@©m vehicles, and inaking care of stormwater

during the rainy season. Thesmghancehe micro cimate and urban ecosystem.

Streets could also be an ideal corner to make money. Encouraging street business is very
essential for community engagement as well as for economidtgrow

Street parkshave to be encouraged and incorporated. This street parkices in
delivering layered activitiebelps the street to make ritore vibrant s and interactive
space. This space will turned into a valuable cultural exchange corner.

Local community engagement during planning, designing, and implementing process is
very essential in order to have a successful program. And also can create a sense of
belongingness.

In order to achieve and implement what is need@dpper budget should besigned.

5.2.2Recommendationdor the Sub Gty Street Management

Regarding accomplishing proper maintenance and management, there should be a
dedicated body that would be responsiblesetting standards, strategiasd principles.
The responsiblebody should integratgarious stakeholders such as local communities

and different professionals throughout the design process.
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- There should be continuous maintenance and care for landsather§ for a better
environment. This could include watering dameplacing plantswith mindful and

professional care.

5.2.3Recommendations for Street Users
- Street users should use the street in responsible and proper ways.

- Street users shall only use the dedicated lane for their functions.
- Street users shoulaep the street clean.

- Street users should use the provided utilities properly.

5.2.4 Specific Site Recommendations
The design proposal integrates the above recommendations with finding and discussions of the

research. The design might not be the onlyre@gh to make a streetscape multifunctional and

resilient, instead, it could be used as a prototype to existing and newly emerging streets.

In the proposed design, the neighborhood characteristics of the corridor such as historical
strucures (for instace the old raway) traffic control devices, stormwater infrastructurealish

be placed with respected pla&treetscapelements such as street trees, medians, street lighting,
transit shelter, kiosk, street furnitungarking lots,bikeway and bicycleacks, and trash cans

shall be placed irthe respected place. Regarding pedestrian circulation, pedestrian plaza, street
café, pedestrian crossing, and traffic calming desigll $fe incorporated. There should be

proper signage for drivers and pedestrians.
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Concept: Multi-functionality
Motivation: car-oriented street

To create a street that deliver various functions
for all users and responsive for social, environ-
mental, economic, and recreational values.

Most of the respondents are willing to spend
some spare time on the street as public space.
To fulfill these demand the street will bring
opportunities in terms of a pleasing environ-
ment that is suitable to walk, sit and, bike. Also,
these will enhance the social interaction in
between the communities and can create a
vibrant public space. This will improve the idea
of all eyes on street that helps to reduce street
crimes. promoting safety and security is also-
considered. Recreational activities like jogging
could take place during the early morning
period.

Multi-Functionality
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- Pervious Pavement: to water infiltration

- Recycled materials: eco-friendly materials
- Plant diversity: for water and air quality,
limate control, and reduction of noise
pollution

Attractiveness

- Vibrant streetscape: inviting street at any time of the day

- Attractive and Pleasing spaces to be around and to pass by
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Legibility
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Social and cultural
sustainability

Recyclable and solar energy generating materi-
als will be used throughout the corridor.The
current street has very less amount of street trees.
Street trees with bioswales and rain gardens is
used to make the street environmental responsive.
These will increase the amount of ground water
and reduce amount of carbon dioxide that
released from the vehicles.

The street will be responsive to a street business.
This will include street shops, cafés, Shoe Shiners,
small sport zones (such as Dama, Chase, etc), and
book corners.

During the survey, there are some areas that
could be changed to a street park. The design
will consider this areas and incorporate street
parks to the street design. Recreational activities
and innovative activates will be incorporated to
this park.
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- Complete street (bicycle
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and safety
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social principles in creating belongingness

Figure 5.1: Design Concept
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Figure 5.4: The Street of Kality Drivers and Mechanics Training Center to Kality Total gas
station
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Figure 5.5: The Street from Kality Drivers and Mechanics Training Center to Sheger building
(Portion one)
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Programs

Multi-Functional Traffic Lane: BRT Lane, Vehicle Lane,
and Bicycle Lane

Layered of Activities: Walking, Standing, Seating,
and Street market

Green Street: Green Infrastructure (Bio-swale,
Rain garden), Eco parking,

o""*

1
|
I LECGEND

A\ - BRT Station

I3 - BRT Lane

- Vehicle Lane

ID - Service Lane

IE - Bicycle Lane

I - BRT plaza/ Street mini plaza
@5 - Pedestrian Lane

H - Car parking

I - Street Park

Figure 5.6: Proposed Plan (Portion One)
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Figure 5.7: The Street from Sheger Building to KKG church (Portion Two)
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